2001 chevy lumina engine

The Chevrolet Lumina is an automobile that was marketed by the Chevrolet division of General
Motors from to Introduced to consolidate the Chevrolet mid-size nameplates under a single
product range, five different generations of the Lumina were produced. The first two
generations were sold nearly exclusively in North America, with successive versions sold in
other markets worldwide. The first generation of the Lumina replaced the Chevrolet Celebrity
and Chevrolet Monte Carlo under a single nameplate; the mechanically unrelated Chevrolet
Lumina APV minivan served as the successor for the Celebrity station wagon. For , the
second-generation Lumina was introduced, serving as a substantial exterior revision of the
previous generation the two-door coupe was renamed the Monte Carlo [2]. For the model year,
the Lumina was replaced by the Chevrolet Impala ; the model line would retain the W platform
through the model year. While popular, the ads were soon cancelled when focus groups
revealed that they remembered the Disney characters better than they remembered the car
itself. Starting in , Chevrolet offered a high performance version of the Lumina, the Lumina Z
The Z34 also featured cosmetic changes to go along with the performance enhancements such
as unique front and rear fascias, side skirts, a rear spoiler, a louvered hood, a unique steering
wheel and sport bucket seats. A Bose stereo system and automatic transmission, which
lowered the horsepower rating to and time by. The only paint colors available for the Z34 were
white, red, black, gray, silver, and light blue. General Motors began development of an updated
Lumina in , under chief engineer Norm Sholler, planned for a late launch. By , a final body
design was approved. Development eventually took longer than planned, delaying launch by 18
months. The Lumina received a rounded body, increasing its size, as well as an updated
interior. Unlike its other W platform counterparts , the Lumina retained the first-generation
chassis. Replacing the Lumina two-door coupe was the resurrected Monte Carlo. The LH0 V6
was dropped in favor of the L82 V6 , known as the SFI; the latter engine produced 20 more
horsepower from the same displacement due to a revised intake manifold and cylinder heads.
Initial trim levels consisted of base and LS ; the latter replacing the "Euro" trim. This Lumina
was also sold with police code 9C3 and taxi packages, because the Chevrolet Caprice was
discontinued after the model year. Production began on Monte Carlo coupes in February and
March 7, for Lumina sedans at GM's Oshawa manufacturing plant, for a June 6, market launch
for the model. Standard features included 16" brushed aluminum wheels, blackwall radial sport
tires, sport tuned suspension, a 3. In for MY , the 3. Despite its increased torque, the 3. Also in ,
the model year Luminas received second generation airbags. The front-wheel-drive Chevrolet
Impala was introduced as a replacement for the Lumina in , although GM produced model year
Luminas to be exclusively sold for rental fleets. Retail sales of the Lumina ended in Canada in ,
with the United States following a year later. Fleet production ended on April 26, Base â€” : The
most popular Lumina had standard front row bench seat with seating for six passengers, power
locks, tilt steering wheel, dual airbags, and air conditioning. Base models were equipped with
fifteen-inch steel wheels with wheel covers. LS â€” : The mid-level trim models included
aluminum wheels, optional dual zone temperature controls, power windows optional on Base ,
tachometer, higher-end stereo with GM's Delcolock, anti-lock brakes, remote keyless entry
system, upgraded seats, and an optional 3. LTZ â€” : The top of the line Lumina included alloy
wheels, a choice of the 3. Exterior differentiation included the front end, trunk lid, and taillights
from the Fifth Generation Chevrolet Monte Carlo. This model was exclusively manufactured for
export primarily to the Middle East and South Africa. Luxury specifications of these sedans
were also exported in Brazil as the Chevrolet Omega. GM had withdrawn from the Philippines in
along with Ford , finding the political and economic situation there at the time was untenable.
This left just Nissan, Toyota and Mitsubishi operating in the Filipino market. GM withdrew the
brand in , leaving the corporation without a car in the mid-size segment. The Lumina only had a
2. In case of accidents, five seatbelts two for the front passengers, three for the rear and front
dual airbags restrain passengers from slamming towards the dashboard. To reinforce cabin
protection, the Lumina's body features an integrated steel body structure with impact protection
and GM's proprietary Safety Steel Four-Door Beams. To prevent theft, the Lumina features an
engine immobilizer and a central locking system. Its main features consists of keyless entry, its
eight-way power adjustable driver's seat, its remote trunk opener and power-assisted
dashboard gauge cluster-level side mirror adjuster. The steering wheel features a
leather-wrapped steering wheel with a tilt-adjustable steering column and hydraulic power
steering. The car costed at around 1. This made it the largest car in its class, larger and wider
than its main competitors, the Honda Accord and the Toyota Camry. The car was praised for
being comfortable, spacious and well-equipped. And the design was also criticized for being a
"bit too bland". As the car was also short-lived. China ceased production of the Regal in and so
the Chevrolet Lumina was discontinued from the Filipino market in , leaving GM again without a
mid-size sedan. Sales were poor, making the Lumina a very rare car in the Philippines. In ,

Chevrolet Philippines introduced the eighth generation Chevrolet Malibu as the successor to
the Lumina, as it marked Chevrolet's return to the executive sedan segment since the Lumina
from the mid 's. The Ninth Generation Malibu was Launched in the Philippines in , competing
with rivals like the Toyota Camry and the Honda Accord and even a handful of more expensive
European models. From Wikipedia, the free encyclopedia. This article is about the U. For other
uses, see Chevrolet Lumina disambiguation. Motor vehicle. This section does not cite any
sources. Please help improve this section by adding citations to reliable sources. Unsourced
material may be challenged and removed. April Learn how and when to remove this template
message. Archived from the original on Retrieved Automotive News. April 30, Curbside Classic.
The New York Times. Curbside Classics. Retrieved 19 October Retrieved 4 December Chicago
Tribune. And they'll still slurp up gas. But look for more luxury, lighter frames and better value".
Los Angeles Times. February 21, Chevrolet vehicles. Established in , a division of General
Motors since Express N N Orlando Spin. Category Commons. Hidden categories: CS1 errors:
missing title CS1 errors: bare URL Articles with short description Short description is different
from Wikidata Articles needing additional references from April All articles needing additional
references Commons category link is on Wikidata. Namespaces Article Talk. Views Read Edit
View history. Help Learn to edit Community portal Recent changes Upload file. Download as
PDF Printable version. Wikimedia Commons. Transverse front-engine, front-wheel drive FR
layout Export Model. Chevrolet Impala sedan Chevrolet Monte Carlo coupe. January â€”August
25, [4]. Oshawa, Ontario , Canada. Total production [11]. March 7, â€” April 26, [4] [12] [13].
China: Shanghai , Shanghai GM. Wikimedia Commons has media related to Chevrolet Lumina.
Monte Carlo. Sports car. Sold as a Police Pursuit Vehicle. When you check Chevrolet Lumina
car engine light came on code B the reason should be. So you should chech it on our car
models. Insert the ignition key and turn to the RUN position but don't crank or start engine. A
failing oil pump can cause what's called oil starvation, which is almost always fatal to any
engine. Overhead cam engines are especially at risk, because the cam and valve train are
farther from the pump than they are in pushrod engines. Oil should be of a proper viscosity,
which means it needs to be light enough to move quickly. The scent may B Chevrolet Lumina
signal oil or coolant leaking from their normally closed-loop systems, or it may indicate
dangerous exhaust gases invading your car's interior. Car and truck exhaust contains toxic
gases such B, so if the inside of your car B Chevrolet Lumina as if you were standing behind
your car, get out and get it fixed. Fight the urge to take a little nap first. So sleepy. That's the
carbon monoxide talking, friends. At least open a window on your way to the shop. What does
fault code B mean for Chevrolet Lumina? What does a diagnostic reading B mean for Chevrolet
Lumina? What do we know about B code for Chevrolet Lumina? Check all engine fault codes
from our database. Copyright FaultCodeCheck. Make Model Year. Price and Payment. Vehicle
History. Engine and Drivetrain. Vehicle Listing Details. Recent Arrival! Johnson City, TN. This
Chevrolet Lumina 4dr Sedan features a 3. It is equipped with a 4 Speed Automatic transmission.
It is offered As-Is, extended warranty is available. Description: Used Chevrolet Lumina. It looks
like the only vehicles matching your search at this time are over miles away. Consider
expanding your search or save this search to get notified when matching inventory is available.
Popular searches. My notifications My Account. Save Search. Enter your ZIP code to show only
relevant vehicles for sale nearby. Search radius. Home delivery available. Only show local
listings. Year s. Price and Payment Loan Price. Trim Base 1 LS 1. Engine and Drivetrain
Transmission Automatic 2. Engine Type Gas 2. Drivetrain Front Wheel Drive 2. Cylinders 6
cylinders 2. Fuel Economy. Vehicle Listing Details Recently added listings. Listings with recent
price drops. New Listing. Title issue. Showing 1 - 2 out of 2 listings. Overall Consumer Rating.
Have had this car for several years and now have over , miles on it. The only drawback for me is
getting in and out of the car, comfort while driving is good even though the seat is worn.
Repairs have been minimal. The intake gasket had to be replaced and other than that only
brakes, tires, oil changes and other normal maint. Read more. Read less. Sign Up. Quick Links
Download this manual. Table of Contents. Automobile Chevrolet Cavalier Owner's Manual
pages. This manual includes the latest information at the time it was printed. We reserve the
right to make changes after that time without further notice. If you do this, it will help you learn
about the features and controls for your vehicle. Many times, this damage would not be covered
by your warranty, and it could be costly. For example, These symbols these symbols are
important for are used on an you and your original battery: passengers whenever your vehicle
is driven You can also learn about some things you should not do with air bags and safety
belts. Page Seats And Seat Controls Seats and Seat Controls This section tells you how to
adjust the seats and explains reclining seatbacks and head restraints. Lift the bar to unlock the
seat and to slide it forward and backward. Hold the switch down to lower the front of the seat.
Raise or lower the seat by holding the switch up or down. Page Safety Belts: They're For

Everyone Head Restraints Slide the head restraint up or down so that the top of the restraint is
closest to the top of your ears. This position reduces the chance of a neck injury in a crash. In a
collision, people riding in these areas are more likely to be seriously injured or killed. Do not
allow people to ride in any area of your vehicle that is not equipped with seats and safety belts.
Page 20 Take the simplest vehicle. Page 21 Get it up to speed. Then stop the vehicle. The
person keeps going until stopped by something. In a real vehicle, it could be the windshield
Page 22 or the instrument panel With safety belts, you slow down as the vehicle does. You get
more time to stop. You stop over more distance, and your strongest bones take the forces. Be
aware that there are special things to know about safety belts and children. And there are
different rules for smaller children and babies. Page 25 Pull up on the latch plate to make sure it
is secure. Make sure the release button on the buckle is positioned so you would be able to
unbuckle the safety belt quickly if you ever had to. Page 26 Shoulder Belt Height Adjuster
Before you begin to drive, move the shoulder belt adjuster to the height that is right for you. The
shoulder belt is too loose. In a crash, you would move forward too much, which could increase
injury. The shoulder belt should fit against your body. The belt is buckled in the wrong place. In
a crash, the belt would go up over your abdomen. The belt forces would be there, not at the
pelvic bones. The shoulder belt is worn under the arm. It should be worn over the shoulder at all
times. In a crash, your body would move too far forward, which would increase the chance of
head and neck injury. The belt is twisted across the body. If a belt is twisted, make it straight so
it can work properly, or ask your dealer to fix it. The belt should go back out of the way. Before
you close the door, be sure the belt is out of the way. If you slam the door on it, you can damage
both the belt and your vehicle. For pregnant women, as for anyone, the key to making safety
belts effective is wearing them properly. Your vehicle has air bags one air bag for the driver and
another air bag for the right front passenger. Frontal air bags are designed to help reduce the
risk of injury from the force of an inflating air bag. Air bags plus lap shoulder belts offer the best
protection for adults, but not for young children and infants. The path of an inflating air bag
must be kept clear. Page 37 How does an air bag restrain? In moderate to severe frontal or near
even belted occupants can contact the steering wheel or the instrument panel. Air bags
supplement the protection provided by safety belts. Page 38 Your vehicle is equipped with a
crash sensing and diagnostic module, which records information about the air bag system. You
can be injured if you are close to an air bag when it inflates. Page 40 When you sit in a center
seating position, you have a lap safety belt, which has no retractor. To make the belt longer, tilt
the latch plate and pull it along the belt. Accident statistics show that unbelted people in the
rear seat are hurt more often in crashes than those who are wearing safety belts. Page 42 If the
belt stops before it reaches the buckle, tilt the 3. To make the lap part tight, pull down on the
buckle latch plate and keep pulling until you can buckle it. Pull up on the latch plate to make
sure it is secure. Page 43 The lap part of the belt should be worn low and snug on the hips, just
touching the thighs. In a crash, this applies force to the strong pelvic bones. If you slid under it,
the belt would apply force at your abdomen. When installed on a shoulder belt, the comfort
guide better positions the belt away from the neck and head. Page 45 2. Slide the guide under
and past the belt. The elastic cord must be under the belt. Then, place the guide over the belt,
and insert the two edges of the belt into the slots of the guide. Be sure that the belt is not
twisted and it lies flat. The elastic cord must be under the belt and the guide on top. Page
Children 4. Make sure that the shoulder belt crosses the shoulder. To remove and store the
comfort guides, squeeze the belt edges together so that you can take them out from the guides.
During a crash a baby will become so heavy it is not possible to hold it. Air bags plus lap
shoulder belts offer outstanding protection for adults and older children, but not for young
children and infants. In a crash, an infant in a rear facing seat settles into the restraint, so the
crash forces can be distributed across the Page Restraint Systems For Children Restraint
Systems for Children An infant car bed A , a special bed made for use in a motor vehicle, is an
infant restraint system designed to restrain or position a child on a continuous flat surface.
Some like shields. Page 52 How do child restraints work? A child restraint system is any device
designed for use in a motor vehicle to restrain, seat, or position children. A built in child
restraint system is a permanent part of the motor vehicle. Page 53 Where to Put the Restraint
Accident statistics show that children are safer if they are restrained in the rear rather than the
front seat. General Motors, therefore, recommends that child restraints be secured in the rear
seat including an infant riding in a rear facing infant seat, a child riding in a forward For it to
work, a top strap must be properly anchored to the vehicle. If the child restraint does not have a
top strap, one can be obtained, in kit form, for many child restraints. Be sure to use an anchor
point located on the same side of the vehicle as the seating position where the child restraint
will be placed. Page 56 Tilt the latch plate to adjust the belt if needed. Buckle the belt. Make sure
the release button is positioned so you would be able to unbuckle the safety belt quickly if you

ever had to. Page 57 4. Some vehicles have a child restraint locking feature on the shoulder belt
retractor. You can tell if your vehicle has this feature by pulling the shoulder belt all the way out
of the retractor. Then, let the belt go back a few inches, and try to pull the belt out again. Page
59 CAUTION: A child in a child restraint in the center front seat can be badly injured or killed by
the right front passenger air bag if it inflates. Never secure a child restraint in the center front
seat. Page Front Seat Position 4. To tighten the belt, pull its free end while you push down on
the child restraint. This is because the back of the rear facing child restraint would be very close
to the inflating air bag. Always secure a rear facing child restraint in the rear seat. Page 62 4.
Page 63 If your vehicle has the child restraint locking feature on the shoulder belt retractor, pull
the rest of the shoulder belt all the way out of the retractor to set the lock. To tighten the belt,
feed the shoulder belt back into the retractor while you push down on the child restraint. Page
Older Children 6. Push and pull the child restraint in different directions to be sure it is secure.
The safety belt will move freely again and be ready to work for an adult or larger child
passenger. Page 65 What is the proper way to wear safety belts? If possible, an older child
should wear a shoulder belt and get the additional restraint a shoulder belt can provide. The
shoulder belt should not cross the face or neck. The lap belt should fit snugly below the hips,
just touching the top of the thighs. Here a child is sitting in a seat that has a shoulder belt, but
the shoulder part is behind the child. If the child wears the belt in this way, in a crash the child
might slide under the belt. Page Checking Your Restraint Systems Checking Your Restraint
Systems Now and then, make sure the safety belt reminder light and all your belts, buckles,
latch plates, retractors and anchorages are working properly. Look for any other loose or
damaged safety belt system parts. If you see anything that might keep a safety belt system from
doing its job, have it repaired. Page 69 Section 2 Features and Controls Here you can learn
about the many standard and optional features on your vehicle, and information on starting,
shifting and braking. Also explained are the instrument panel and the warning systems that tell
you if everything is working properly and what to do if you have a problem. A child can be
overcome by the extreme heat and can suffer permanent injuries or even death from heat
stroke. Never leave a child alone in a vehicle, especially with the windows closed in warm or hot
weather. A child or others could be badly injured or even killed. They could operate the power
windows or other controls or even make the vehicle move. Your dealer or Chevrolet Roadside
Assistance has the code for your keys. The door key does have a plug. The plug has a code on
it that tells your dealer or a qualified locksmith how to make extra door keys. Passengers
especially children easily open the doors and fall out of a moving vehicle. Be sure to let adults
and older children know how the locks work and how to cancel them. To use the rear door
security locks do the following: 1. Page 76 Changes or modifications to this system by other
than an authorized service facility could void authorization to use this equipment. At times you
may notice a decrease in range. This is normal for any remote keyless entry system. If the
transmitter does not work or if you have to stand closer to your vehicle for the transmitter to
work, try this: Check the distance. Page Battery Replacement Matching Transmitter s to Your
Vehicle Each remote keyless entry transmitter is coded to prevent another transmitter from
unlocking your vehicle. If a transmitter is lost or stolen, a replacement can be purchased
through your dealer. Remember to bring any remaining transmitters with you when you go to
your dealer. Page 78 To replace the battery: 1. Insert a flat object like a dime into the slot on the
back of the transmitter. Gently pry apart the front and back. Page Trunk Lock Trunk Lock To
unlock the trunk from the outside, insert the door key and turn it. You can also use the remote
keyless entry transmitter if equipped. Remote Trunk Release Option Press the button under the
instrument panel on the It works when you insert or remove the key from the ignition. This
position locks your ignition, steering wheel and transaxle. Page 84 1. When the engine starts, let
go of the key. The idle speed will go down as your engine gets warm. Page Automatic Transaxle
Operation Automatic Transaxle Operation Your automatic transaxle has a shift lever on the
steering column. There are several different positions for your shift lever. Your vehicle has an
automatic transaxle shift lock control system. It can help control your speed as you go down
steep mountain roads, but then you would also want to use your brakes off and on. Page
Parking Brake Parking Brake To set the parking brake, hold the regular brake pedal down with
your right foot. Push down on the parking brake pedal with your left foot. To release the parking
brake, hold the regular brake pedal down with your right foot and push the parking brake pedal
with your left foot. Page 91 1. Hold the brake pedal down with your right foot and set the parking
brake. Move the lever up as far as it will go. Your vehicle could move suddenly if the shift lever
is not fully in PARK P with the parking brake firmly set. And, if you leave the vehicle with the
engine running, it could overheat and even catch fire. It can cause unconsciousness and death.
You might have exhaust coming in if: Your exhaust system sounds strange or different. Your
vehicle gets rusty underneath. Your vehicle can roll. Then release it. When the high beams are

on, this light on the instrument panel cluster also will be on. This can really help on long trips.
Page 99 Resuming a Set Speed Suppose you set your cruise control at a desired speed and
then you apply the brake. DRL can be helpful in many different driving conditions, but they can
be especially helpful in the short periods after dawn and before sunset. These lamps are
courtesy lamps. They make it easy for you to enter and leave your vehicle. You can also turn
these lamps on by moving the thumbwheel near the exterior lamps control all the way up. When
the doors are closed, turn the lamps on and off with the switches. Battery Saver Your vehicle
has a feature to help prevent you from draining the battery, in case you accidentally leave the
courtesy lamps on. Page Mirrors Adjust all the mirrors so you can see clearly when you are
sitting in a comfortable driving position. To return the mirror to the day position, pull the lever
toward you. If you cut too sharply into the right lane, you could hit a vehicle on your right. Door
Storage Compartments Each of the doors has a storage compartment. To remove the ashtray,
open it and push down on the locking tab and pull out the ashtray. Page Auxiliary Power
Connection Cellular Telephone Option Your vehicle has been prewired for dealer installation of
a Chevrolet fixed mobile or portable hand cellular telephone. For more information, see your
Chevrolet dealer. Page The main components of the instrument panel are the following: A.
Vents B. Exterior Lamp Controls C. Instrument Panel Cluster D. Glove Box G. Side Window
Defogger H. Interior Lamp Controls I. Page Instrument Panel Cluster Instrument Panel Cluster
The instrument panel cluster is designed to let you know at a glance how your vehicle is
running. Page Optional Cluster The odometer shows how far your vehicle has been driven in
either miles used in the United States or in kilometers used in Canada. Your vehicle has a
tamper resistant odometer. The pictures will help you locate them. Warning lights and gages
can signal that something is wrong before it becomes serious enough to cause an expensive
repair or replacement. The light tells you if there is an electrical problem. The system check
includes the air bag sensors, the air bag modules, the wiring and the crash sensing and
diagnostic module. Then it should go out. If it stays on, or comes on when you are driving, you
may have a problem with the charging system. Page When the ignition is on, the brake system
warning light will also come on when you set your parking brake. If it stays on after your
parking brake is fully released, it means you have a brake problem. Page Anti-Lock Brake
System Active Light Option When your anti is adjusting brake pressure to help avoid a braking
skid, the anti active light will come on. Slippery road conditions may exist if this light comes on,
so adjust your driving accordingly. The light will stay on for a few seconds after the system
stops adjusting brake pressure. If the gage pointer moves into the red area, your engine is too
hot! That reading means the same thing as the warning light. It means that your engine coolant
has overheated. If you have been operating your vehicle under normal driving conditions, you
should pull off the road, stop your vehicle and turn off the engine as soon as possible. Page
Malfunction Indicator Lamp Malfunction Indicator Lamp Service Engine Soon Light Your vehicle
is equipped with a computer which monitors operation of the fuel, ignition and emission control
systems. This system is called OBD II On Board Diagnostics Second Generation and is intended
to assure that emissions are at acceptable levels for the life of the vehicle, helping to produce a
cleaner environment. Page This light should come on, as a check to show you it is working,
when the ignition is on and the engine is not running. This light will also come on during a
malfunction in one of two ways: Light Flashing A misfire condition has been Page Are you low
on fuel? As your engine starts to run out of fuel, your engine may not run as efficiently as
designed since small amounts of air are sucked into the fuel line causing a misfire. The system
can detect this. Adding fuel should correct this condition. This indicates that oil is not going
through your engine quickly enough to keep it lubricated. Be sure to read about the particular
systems supplied with your vehicle. Page Comfort Controls Comfort Controls Air Conditioning
with Electronic Controls With these controls, you can control the heating, cooling and
ventilation in your vehicle. The controls work best if you keep your windows closed while using
them. Fan Knob The right knob with the fan symbol regulates the amount of air flowing through
the vehicle. Even when the compressor is running, you can control the temperature. Page Air
Conditioning Air Conditioning On very hot days, open the windows long enough to let hot,
inside air escape. For quick cool down on very hot days, use MAX with the temperature control
all the way in the blue area. If this setting is used for long periods of time, the air in your vehicle
may become too dry. Press the area labeled PUSH to turn the defogger on. The rear window
defogger will turn itself off after about 10 minutes. If you turn it on again, the defogger will only
run for about five minutes before turning off. Keep the hood and front air inlet free of ice, snow
or any other obstruction, such as leaves. The heater and defroster will work far better, reducing
the chance of fogging the inside of your windows. To increase volume, turn the knob clockwise.
Turn it counterclockwise to decrease volume. The knob is capable of turning continuously. Use
SCAN to listen to stations for a few seconds. The radio will go to a station, stop for a few

seconds, then go on to the next station. Each time you press it, another setting will appear on
the display. Page PREV 1 : Press this button or the left SEEK arrow to go to the previous
selection on the tape if the current selection has been playing for less than eight seconds. If the
PREV button is pressed and the current selection has been playing for more than eight
seconds, it will go to the beginning of the current selection. It will still play tapes, but you
should clean it as soon as possible to prevent damage to the tapes and player. With SCV, your
audio system adjusts automatically to make up for road and wind noise as you drive. Set the
volume at the desired level. Turn the control ring behind the upper knob clockwise to adjust the
SCV. Page P. SCAN: Press this button to listen to each of your favorite stations stored on your
pushbuttons for a few seconds. The radio will scan through each of the stations stored on your
pushbuttons, except those stations with weak reception. Turn the knob clockwise for the right
speakers and counterclockwise for the left speakers. The middle position balances the sound
between the speakers. FADE: Press this knob lightly so it extends. Turn the knob clockwise to
adjust the sound to the front speakers and counterclockwise for the rear speakers. FWD 6 :
Press and hold this button to advance quickly within a track. Release it to resume playing. You
can use the counter reading on the display to locate a passage easily. It is recommended that
you read through all nine steps before starting the procedure. If you allow more than 15
seconds to elapse between any steps, the radio automatically reverts to time and you must start
the procedure over at Step 4. You will have to wait an hour with the ignition on before you can
try again. When you try again, you will only have three chances to enter the correct code before
INOP appears. SEEK: Press the up arrow to tune to the next radio station and the down arrow to
tune to the previous radio station. The longer range, however, can cause stations to interfere
with each other. AM can pick up noise from things like storms and power lines. Try reducing the
treble to reduce this noise if you ever get it. Cassette tapes should be stored in their cases away
from contaminants, direct sunlight and extreme heat. The radio will display to show the
indicator was reset. Cassettes are subject to wear and the sound quality may degrade over time.
Always make sure the cassette tape is in good condition before you have your tape player
serviced. Please start with a very important safety device in your vehicle: Buckle up. Page
Drunken Driving Drunken Driving Death and injury associated with drinking and driving is a
national tragedy. Alcohol affects four things that anyone needs to drive a vehicle: Judgment
Muscular Coordination Vision A person who consumes food just before or during drinking will
have a somewhat lower BAC level. Page The body takes about an hour to rid itself of the alcohol
in one drink. No amount of coffee or number of cold showers will speed that up. A person with
even a moderate BAC might not be able to react quickly enough to avoid the collision. They are
the brakes, the steering and the accelerator. All three systems have to do their work at the
places where the tires meet the road. Page Avoid needless heavy braking. Some people drive in
spurts heavy acceleration followed by heavy braking rather than keeping pace with traffic. This
is a mistake. Your brakes may not have time to cool between hard stops. Your brakes will wear
out much faster if you do a lot of heavy braking. Page And this warning light on the instrument
panel will come on briefly when you start your vehicle. When you start your engine, or when you
begin to drive away, your anti lock brake system will check itself. You may hear a momentary
motor or clicking noise while this test is going on, and you may even notice that your brake
pedal moves or pulses a little. Page The anti lock system can change the brake pressure faster
than any driver could. The computer is programmed to make the most of available tire and road
conditions. This can help you steer around the obstacle while braking hard. As you brake, your
computer keeps receiving updates on wheel speed and controls braking pressure accordingly.
Page Steering Braking in Emergencies At some time, nearly every driver gets into a situation
that requires hard braking. If you have anti lock, you can steer and brake at the same time. Then
you suddenly apply the brakes. Both control systems steering and braking have to do their
work where the tires meet the road. Unless you have four wheel anti lock brakes, adding the
hard braking can demand too much of those places. Page Off - Road Recovery An emergency
like this requires close attention and a quick decision. But you have to act fast, steer quickly,
and just as quickly straighten the wheel once you have avoided the object. Page Passing
Passing The driver of a vehicle about to pass another on a lane highway waits for just the right
moment, accelerates, moves around the vehicle ahead, then goes back into the right lane again.
A simple maneuver? Not necessarily! Passing another vehicle on a two highway is a potentially
dangerous move, since the passing vehicle occupies the same lane as oncoming traffic for
several seconds. Page Loss Of Control Check your mirrors, glance over your shoulder, and
start your left lane change signal before moving out of the right lane to pass. When you are far
enough ahead of the passed vehicle to see its front in your inside mirror, activate your right
lane change signal and move back into the right lane. Page A cornering skid and an
acceleration skid are best handled by easing your foot off the accelerator pedal. If your vehicle

starts to slide, ease your foot off the accelerator pedal and quickly steer the way you want the
vehicle to go. If you start steering quickly enough, your vehicle may straighten out. One reason
is that some drivers are likely to be impaired by alcohol or drugs, with night vision problems, or
by fatigue. Drive defensively. It can take a second or two, or even several seconds, for your
eyes to readjust to the dark. Page The heavier the rain, the harder it is to see. Even if your
windshield wiper blades are in good shape, a heavy rain can make it harder to see road signs
and traffic signals, pavement markings, the edge of the road and even people walking. You
could lose control of the vehicle. After driving through a large puddle of water or a car wash,
apply your brake pedal lightly until your brakes work normally. If you try to drive through
flowing water, as you might at a low water crossing, your vehicle can be carried away. As little
as six inches of flowing water can carry away a smaller vehicle. Page Freeway Driving Here are
ways to increase your safety in city driving: Know the best way to get to where you are going.
Get a city map and plan your trip into an unknown part of the city just as you would for a cross
country trip. Are all windows clean inside and outside? Wiper Blades: Are they in good shape?
Lamps: Are they all working? Are the lenses clean? Tires: They are vitally important to a safe,
trouble Page Hill And Mountain Roads Hill and Mountain Roads Driving on steep hills or
mountains is different from driving in flat or rolling terrain. You would then have poor braking or
even none going down a hill. You could crash. Shift down to let your engine assist your brakes
on a steep downhill slope. Page Winter Driving Winter Driving Here are some tips for winter
driving: Have your vehicle in good shape for winter. You may want to put winter emergency
supplies in your trunk. However, if there is snow or ice between your tires and the road, you can
have a very slippery situation. Brake so your wheels always keep rolling and you can still steer.
Whatever your braking system, allow greater following distance on any slippery road. Watch for
slippery spots. Put on extra clothing or wrap a blanket around you. If you have no blankets or
extra clothing, make body insulators from newspapers, burlap bags, rags, floor mats anything
you can wrap around yourself or tuck under your clothing to keep warm. Page Recreational
Vehicle Towing Then, shut the engine off and close the window almost all the way to preserve
the heat. Start the engine again and repeat this only when you feel really uncomfortable from
the cold. But do it as little as possible. Preserve the fuel as long as you can. The GVWR includes
the weight of the vehicle, all occupants, fuel and cargo. Page Towing A Trailer If you put things
inside your vehicle tools, packages or anything else they will go as fast as the vehicle goes. But
trailering is different than just driving your vehicle by itself. Page Weight Of The Trailer And, it
can also depend on any special equipment that you have on your vehicle. You can ask your
dealer for our trailering information or advice, or you can write us at: Chevrolet Customer
Assistance Center P. Box Detroit, MI If you have a weight hitch, the trailer tongue A should
weigh 12 percent of the total loaded trailer weight B. Page Safety Chains Safety Chains You
should always attach chains between your vehicle and your trailer. Cross the safety chains
under the tongue of the trailer so that the tongue will not drop to the road if it becomes
separated from the hitch. Instructions about safety chains may be provided by the hitch
manufacturer or by the trailer manufacturer. Acquaint yourself with the feel of handling and
braking with the added weight of the trailer. Your vehicle could be damaged. Avoid making very
sharp turns while trailering. Apply your regular brakes and hold the pedal down while you: Start
your engine; Shift into a gear; and Release the parking brake. Let up on the brake pedal. They
also let police know you have a problem. Your front and rear turn signal lamps will flash on and
off. Press the switch located near the ignition switch to make your front and rear turn signal
lamps flash on and off. Page Jump Starting Jump Starting If your battery has run down, you
may want to use another vehicle and some jumper cables to start your vehicle. But please
follow the steps below to do it safely. They can be dangerous because: They contain acid that
can burn you. Page 2. Page 5. The terminal is on the same side of the engine compartment as
your battery. Page 6. If they do, you could get a shock. The vehicles could be damaged, too.
Before you connect the cables, here are some basic things you should know. Page 8. Attach the
cable at least 18 inches 45 cm away 9. Page Now start the vehicle with the good battery and run
the engine for a while. Try to start the vehicle with the dead battery. Jumper Cable Removal A.
Page Towing Your Vehicle To disconnect the jumper cables from both vehicles, do the
following: 1. Disconnect the black negative heavy, unpainted metal engine part on the vehicle
that had the dead battery. Disconnect the black negative the negative terminal on the vehicle
with the good battery. Page NOTICE: After driving in the overheated engine protection operating
mode, to avoid engine damage, allow the engine to cool before attempting any repair. The
engine oil will be severely degraded. Repair the cause of coolant loss and change the oil. The
costly repairs would not be covered by your warranty. Coolant Recovery Tank B. Radiator
Pressure Cap C. Page When the engine is cold, the coolant level should be at or above the
COLD mark on a cold engine. The coolant level should be at or above the HOT mark on a hot

engine. Coolant contains ethylene glycol and it will burn if the engine parts are hot enough.
When the coolant in the coolant recovery tank is at the COLD mark, start your vehicle. Failure to
follow this procedure could cause your engine to overheat and be severely damaged. You can
remove the radiator pressure cap when the cooling system, including the radiator pressure
Then keep turning the pressure cap, but now push down as you turn it. Remove the pressure
cap. Page 4. Fill the radiator with the proper coolant mixture, up to the base of the filler neck. If
you see a stream of coolant coming from an air bleed valve, close the valve. Then replace the
pressure cap. At any time during this procedure if coolant begins to flow out of the filler neck,
reinstall the pressure cap. Be sure the arrows on the pressure cap line up like this. Check the
coolant in the recovery tank. Turn on your hazard warning flashers. The vehicle can slip off the
jack and roll over you or other people. Pull the carpeting from the floor of the trunk. Turn the
center nut on the compact spare cover counterclockwise to remove it. Then lift and remove the
cover. Turn the wing nut counterclockwise and remove it. If there is a wheel cover, you can
loosen the nut caps with the wheel wrench but the wheel nut caps do not come off. Using the
wheel wrench, loosen all the wheel nuts. Turn the jack handle clockwise to raise the jack lift
head. Position the jack under the vehicle and raise the jack lift head until it fits firmly into the
notch in Put the compact spare tire near you. If the vehicle slips off the jack, you could be badly
injured or killed. Never get under a vehicle when it is supported only by a jack. Raise the vehicle
by turning the jack handle clockwise. Raise the vehicle far enough off the ground for the spare
tire to fit under the vehicle. Remove all wheel nuts and take off the flat tire. Remove any rust or
dirt from the wheel bolts, mounting surfaces and spare wheel. If you do, the nuts might come
loose. Your wheel could fall off, causing a serious accident. Put the spare tire on and then
reinstall the wheel nuts with the rounded end of the nuts toward the wheel. Tighten the wheel
nuts firmly in a crisscross sequence as shown. This could lead to an accident. Be sure to use
the correct wheel nuts. If you have to replace them, be sure to get new GM original equipment
wheel nuts. In a sudden stop or collision, loose equipment could strike someone. Store all these
in the proper place. Page The compact spare is for temporary use only. Replace the compact
spare tire with a full size tire as soon as you can. See the storage instructions label to store
your compact spare in the trunk properly. Page Compact Spare Tire Compact Spare Tire
Although the compact spare tire was fully inflated when your vehicle was new, it can lose air
after a time. Check the inflation pressure regularly. It should be 60 psi kPa. After installing the
compact spare on your vehicle, you should stop as soon as possible and make sure your spare
tire is correctly inflated. Page Section 6 Service and Appearance Care Here you will find
information about the care of your vehicle. This section begins with service and fuel
information, and then it shows how to check important fluid and lubricant levels. There is also
technical information about your vehicle, and a part devoted to its appearance care. Be sure you
have sufficient knowledge, experience, the proper replacement parts and tools before you
attempt any vehicle maintenance task. Page The malfunction indicator lamp on your instrument
panel may turn on. If this occurs, return to your authorized Chevrolet dealer for service. To
provide cleaner air, all gasolines in the United States It can corrode metal parts in your fuel
system and also damage plastic and rubber parts. Fuels in Foreign Countries If you plan on
driving in another country outside the United States or Canada, the proper fuel may be hard to
find. Page While refueling, let the cap hang by the tether below the fuel fill opening. To remove
the cap, turn it slowly to the left counterclockwise. The cap has a spring in it; if you let go of the
cap too soon, it will spring back to the right. Page Filling A Portable Fuel Container When you
put the cap back on, turn it to the right clockwise until you hear a clicking sound. Make sure you
fully install the cap. The diagnostic system can determine if the fuel cap has been left off or
improperly installed. Keep hands, clothing and tools away from any underhood electric fan.
Page Hood Release Hood Release To open the hood, first pull the handle located inside the
vehicle near the parking brake pedal. Then go to the front of the vehicle and release the
secondary hood release located under the front edge of the hood. Pull the release with one
hand and lift the hood with your other hand. Page A. Engine Coolant Reservoir C. Radiator
Pressure Cap D. Power Steering Fluid Reservoir E. Engine Oil Fill Cap F. Engine Oil Dipstick G.
Automatic Transaxle Fluid Dipstick Before closing the hood, be sure all the filler caps are on
properly. Then pull the hood down and close it firmly. You should check your engine oil level
regularly; this is an added reminder. But you must use the right kind. This part explains what
kind of oil to use. Do not use any oil which does not carry this starburst symbol. These numbers
on an oil container show its viscosity, or thickness. With the ignition key in RUN but the engine
off, fully push and release the accelerator pedal slowly three times within five seconds. Pull out
the filter. Check or install a new air filter. Put the cover back on tightly when you are finished.
Refer to the Maintenance Schedule to determine when to replace the air filter. Change both the
fluid and filter every 50, miles 83 km if the vehicle is mainly driven under one or more of these

conditions: In heavy city traffic where the outside temperature regularly reaches Page To get
the right reading, the fluid should be at normal operating temperature, which is F to F 82 C to 93
Get the vehicle warmed up by driving about 15 miles 24 km when outside temperatures are
above F 10 C. Page How To Add Fluid 3. Check both sides of the dipstick, and read the lower
level. The fluid level must be in the cross 4. If the fluid level is in the acceptable range, push the
dipstick back in all the way. This coolant is designed to remain in your vehicle for 5 years or ,
miles km , whichever occurs first, if you add only COOL extended life coolant. The vehicle must
be on a level surface. When your engine is cold, the coolant level should be at the COLD mark
or a little higher. With the coolant recovery tank, you will almost never have to add coolant at
the radiator. Never turn the radiator pressure cap little when the engine and radiator are hot.
When to Check Power Steering Fluid It is not necessary to regularly check power steering fluid
unless you suspect there is a leak in the system or you hear an unusual noise. If you will be
operating your vehicle in an area where the temperature may fall below freezing, use a fluid that
has sufficient protection against freezing. It is filled with 3 brake fluid. There are only two
reasons why the brake fluid level in the reservoir might go down. Use new brake fluid from a
sealed container only. Always clean the brake fluid reservoir cap and the area around the cap
before removing it. Disc brake pads have built in wear indicators that make a high pitched
warning sound when the brake pads are worn and new pads are needed. The sound may come
and go or be heard all the time your vehicle is moving except when you are pushing on the
brake pedal firmly. Page Brake Adjustment Brake Pedal Travel See your dealer if the brake pedal
does not return to normal height, or if there is a rapid increase in pedal travel. This could be a
sign of brake trouble. Brake Adjustment Every time you apply the brakes, with or without the
vehicle moving, your brakes adjust for wear. Contact your dealer to learn how to prepare your
vehicle for longer storage periods. Page Headlamps 1. Open the hood. Open the flap by lifting
the tab. There is one flap on each side of the radiator. Page 3. Position the radiator air side
baffle aside and remove the two fasteners. Remove the snap screw from the fascia. Slide the
headlamp assembly inboard to release the mounting tabs and gently pull the inside of the
assembly away from the vehicle. Open the trunk lid. Locate the stoplamp behind the rear seats,
in front of the trunk hinges. Turn the socket counterclockwise until it stops and pull the bulb
and socket out of the assembly. Open the trunk. Remove the convenience net if you have one.
Unhook the net from the upper wing nut. Remove the upper convenience net wing nut, if
equipped. Pull the carpet away from the rear of the vehicle. The back up lamp bulbs are in the
rear of the trunk lid. Press the tab on the socket, turn the socket counterclockwise and pull it
out. To remove the bulb, pull it out of the socket. Do not twist the bulb. Turn on the wipers to the
low wipe setting. Page Your new vehicle comes with high a leading tire manufacturer. If you
ever have questions about your tire warranty and where to obtain service, see your Chevrolet
Warranty booklet for details. Any time you notice unusual wear, rotate your tires as soon as
possible and check wheel alignment. Also check for damaged tires or wheels. You need a new
tire if any of the following statements are true: You can see the indicators at three or more
places around the tire. If you mix tires of different sizes or types radial and bias belted tires , the
vehicle may not handle properly, and you could have a crash. Using tires of different sizes may
also cause damage to your vehicle. Page Treadwear The treadwear grade is a comparative
rating based on the wear rate of the tire when tested under controlled conditions on a specified
government test course. Page Wheel Replacement Wheel Alignment and Tire Balance The
wheels on your vehicle were aligned and balanced carefully at the factory to give you the
longest tire life and best overall performance. Scheduled wheel alignment and wheel balancing
are not needed. However, if you notice unusual tire wear or your vehicle pulling one way or the
other, the alignment may need to be reset. It could fail suddenly and cause an accident. If you
have to replace a wheel, use a new GM original equipment wheel. Some are toxic. Others can
burst into flame if you strike a match or get them on a hot part of the vehicle. Some are
dangerous if you breathe their fumes in a closed space. Page Special Fabric Cleaning Problems
Here are some cleaning tips: Always read the instructions on the cleaner label. Clean up stains
as soon as you can Carefully scrape off any excess stain. Use a clean cloth or sponge, and
change to a clean area often. A soft brush may be used if stains are stubborn. Rub with a clean,
damp cloth to remove dirt. You may have to do it more than once. GM Glass Cleaner or a liquid
household glass cleaner will remove normal tobacco smoke and dust films on interior glass.
Use a car washing soap. Page Cleaning Aluminum Wheels Exterior painted surfaces are subject
to aging, weather and chemical fallout that can take their toll over a period of years. You can
help to keep the paint finish looking new by keeping your vehicle garaged or covered whenever
possible. Page Chemical Paint Spotting Although no defect in the paint job causes this,
Chevrolet will repair, at no charge to the owner, the surfaces of new vehicles damaged by this
fallout condition within 12 months or 12, miles 20 km of purchase, whichever occurs first. You

can see it if you look through the windshield from outside your vehicle. Some add on electrical
equipment can keep other components from working as they should. Page Blank Not Used For
service information on these bulbs, contact your Chevrolet dealer service department. Bulb
Number Automatic Transaxle Pan Removal and Replacement. After Complete Overhaul.. Page
Section 7 Maintenance Schedule This section covers the maintenance required for your vehicle.
Your vehicle needs these services to retain its safety, dependability and emission control
performance. The Plan supplements your new vehicle warranties. See your Warranty and Owner
Assistance booklet or your dealer for details. Introduction Your Vehicle and the Environment
Proper vehicle maintenance not only helps to keep your vehicle in good working condition, but
also helps the environment. You may drive very short distances only a few times a week. Or you
may drive long distances all the time in very hot, dusty weather. Page Scheduled Maintenance
Scheduled Maintenance The services shown in this schedule up to , miles km should be
performed after , miles km at the same intervals. The services shown at , miles km should be
performed at the same interval after , miles km. Reset the system. The system will show you
when to change the oil usually between 3, miles 5 km and 10, miles 16 km since your last oil
change. Page Scheduled Maintenance Page Scheduled Maintenance 7, Miles 12 km Rotate tires.
Replace filter if necessary. Page Scheduled Maintenance 37, Miles 62 km Rotate tires. Page
Scheduled Maintenance 52, Miles 87 km Rotate tires. Page Scheduled Maintenance 75, Miles km
Inspect engine air cleaner filter if you are driving in dusty conditions. An Emission Control
Service. See footnote Rotate tires. Page Scheduled Maintenance , Miles km Inspect spark plug
wires. Replace spark plugs. Change automatic transaxle fluid and filter if the vehicle is mainly
driven under one or more of these conditions: â€” Page At Each Fuel Fill Part B: Owner Checks
and Services Listed in this part are owner checks and services which should be performed at
the intervals specified to help ensure the safety, dependability and emission control
performance of your vehicle. Be sure any necessary repairs are completed at once. Whenever
any fluids or lubricants are added to your vehicle, make sure they are the proper ones, as
shown in Part D. If it does, you or others could be injured. Follow the steps below. Before you
start, be sure you have enough room around the vehicle. The key should come out only in
LOCK. Page Exhaust System Inspection Part C: Periodic Maintenance Inspections Listed in this
part are inspections and services which should be performed at least twice a year for instance,
each spring and fall. Page Throttle System Inspection Throttle System Inspection Inspect the
throttle system for interference or binding, and for damaged or missing parts. Replace parts as
needed. Replace any components that have high effort or excessive wear. Do not lubricate
accelerator and cruise control cables. Brake System Inspection Inspect the complete system.
Page Maintenance Record Part E: Maintenance Record After the scheduled services are
performed, record the date, odometer reading and who performed the service in the boxes
provided after the maintenance interval. Also, you should retain all maintenance receipts. Your
owner information portfolio is a convenient place to store them. Page Section 8 Customer
Assistance Information Here you will find out how to contact Chevrolet if you need assistance.
This section also tells you how to obtain service publications and how to report any safety
defects. Page Customer Satisfaction Procedure Customer Satisfaction Procedure Your
satisfaction and goodwill are important to your dealer and to Chevrolet. Sometimes, however,
despite the best intentions of all concerned, misunderstandings can occur. That is why we
suggest you follow Step One first if you have a concern. As the owner of a Chevrolet,
membership in Roadside Assistance is free. Roadside Assistance is available 24 hours a day,
Please see your selling dealer for details. Courtesy Care is available to retail and retail lease
Page Courtesy Transportation Transportation Options Warranty service can generally be
completed while you wait. However, if you are unable to wait Chevrolet helps minimize your
inconvenience by providing several transportation options. Depending on the circumstances,
This requires that you sign and complete a rental agreement and meet state, local and rental
vehicle provider requirements. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL. Would
you like to sell products for this vehicle on Amazon. Learn how. There's a problem loading this
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engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
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Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life.

