2001 chevy silverado parts diagram

Quick Links. Table of Contents. Automobile Chevrolet Cavalier Owner's Manual pages. If you do
this, it will help you learn about the features and controls for your vehicle. Page Vehicle Damage
Warnings You will also find a circle with a slash through it in this book. For example, These
symbols these symbols are important for are used on an you and your original battery:
passengers whenever your vehicle is driven You can also learn about some things you should
not do with air bags and safety belts. It also tells you about reclining front seatbacks and head
restraints. Page 16 Manual Lumbar Control If Equipped If your vehicle has a lumbar adjustment,
you can increase or decrease lumbar support in an area of the lower seatback. It is located on
the outboard side of the seat cushion. To increase or decrease support, turn the knob toward
the front or rear of the vehicle. Page 17 Move the seat forward or rearward by moving the whole
button toward the front or toward the rear of the vehicle. Moving the whole button up or down
raises or lowers the entire seat cushion. Vertical Control: If your vehicle has power reclining
seats, you can use this button to adjust the angle of the seatback. It does not store the lumbar
or back support positions. To set your memory seat: 1. Page Reclining Seatbacks Reclining
Seatbacks To adjust the front seatback, lift the lever upward. The lever is located on the
outboard side of the seat cushion. Release the lever to lock the seatback where you want it. Lift
the lever again upward and the seatback will go to an upright position. In a crash, you could go
into it, receiving neck or other injuries. Page Seatback Latches On some models, the head
restraints tilt forward and rearward also. To tilt the head restraints forward, grasp the top of the
restraint and move it forward to where you want it to go until you hear a click. It will then be
locked into that position until you need to move it again. In a sudden stop or crash, the person
sitting there could be injured. And, even if there is no crash or sudden stop, a driver sitting in an
unlocked easy entry seat could be startled by the sudden movement and hit the wrong control
or pedal, To fold the seat: 1. Pull forward on the release strap located under the rear seat
cushion. Fold the seat cushion upward until it latches with the seatback. Either side of the rear
seat may be folded down to give you more cargo space. Page Safety Belts: They're For
Everyone To return the seat to the passenger position, lift the floor load panels and latch them
into the seatback. Lift the seatback up and push rearward all the way. Then lower the seat
cushion until it latches into position. Pull forward on the seatback and up on the seat cushion to
make sure the seat is securely in place. In a collision, people riding in these areas are more
likely to be seriously injured or killed. Do not allow people to ride in any area of your vehicle
that is not equipped with seats and safety belts. Put someone on it. Take the simplest vehicle.
Page 28 Get it up to speed. Then stop the vehicle. The person keeps going until stopped by
something. In a real vehicle, it could be the windshield Page 29 or the instrument panel With
safety belts, you slow down as the vehicle does. You get more time to stop. You stop over more
distance, and your strongest bones take the forces. Be aware that there are special things to
know about safety belts and children. And there are different rules for smaller children and
babies. Page 32 4. Push the latch plate into the buckle until it clicks. Pull up on the latch plate to
make sure it is secure. Make sure the release button on the buckle is positioned so you would
be able to unbuckle the safety belt quickly if you ever had to. The shoulder belt is too loose. In a
crash, you would move forward too much, which could increase injury. The belt is buckled in
the wrong place. In a crash, the belt would go up over your abdomen. The belt forces would be
there, not at the pelvic bones. The shoulder belt is worn under the arm. It should be worn over
the shoulder at all times. In a crash, your body would move too far forward, which would
increase the chance of head and neck injury. The belt is twisted across the body. If a belt is
twisted, make it straight so it can work properly, or ask your dealer to fix it. The belt should go
back out of the way. Before you close the door, be sure the belt is out of the way. If you slam the
door on it, you can damage both the belt and your vehicle. For pregnant women, as for anyone,
the key to making safety belts effective is wearing them properly. Safety belts help keep you in
position before and during a crash. The path of an inflating air bag must be kept clear. Page 42
What makes an air bag inflate? In an impact of sufficient severity, the air bag sensing system
detects that the vehicle is in a crash. The sensing system triggers a release of gas from the
inflator, which inflates the air bag. The inflator, air bag and related hardware are all part of the
air bag modules inside the steering wheel and in the instrument panel in front of the right front
passenger. Page 43 In many crashes severe enough to inflate an air bag, windshields are
broken by vehicle deformation. Additional windshield breakage may also occur from the right
front passenger air bag. Air bags are designed to inflate only once. Page 45 Medical Condition.
A passenger has a medical condition which, according to his or her physician: causes the
passenger air bag to pose a special risk for the passenger; and makes the potential harm from
the passenger air bag in a crash greater than the potential harm from turning off the air bag and
allowing the passenger, even if belted, to hit the dashboard or windshield in a crash. Page 46
CAUTION: If the air bag readiness light ever comes on when you have turned off the air bag, it

means that something may be wrong with the air bag system. There are parts of the air bag
system in several places around your vehicle. Your dealer and the service manual have
information about servicing your vehicle and the air bag system. Page Lap Belt What if I add a
snow plow? Will it keep the air bags from working properly? Page Rear Seat Passengers To
make the belt shorter, pull its free end as shown until the belt is snug. Buckle, position and
release it the same way as the lap part of a lap shoulder belt. Pick up the latch plate and pull the
belt across you. The shoulder belt may lock shoulder if you pull the belt across you very
quickly. Page 51 3. To make the lap part tight, pull down on the buckle The lap part of the belt
should be worn low and snug on end of the belt as you pull up on the shoulder part. In a crash,
this applies force to the strong pelvic bones. The safety belt also locks if you pull the belt very
quickly out of the retractor. This feature will provide added safety belt comfort for older children
who have outgrown booster seats and for small adults. When installed on a shoulder belt, the
comfort guide better positions the belt away from the neck and head. Page 54 2. Place the guide
over the belt and insert the two edges 3. Be sure that the belt is not twisted and it lies flat. The
guide must be on top of the belt. Page Children 4. Make sure that the shoulder belt crosses the
shoulder. To remove and store the comfort guides, squeeze the belt edges together so that you
can take them out from the guides. During a crash a baby will become so heavy it is not
possible to hold it. Air bags plus lap shoulder belts offer outstanding protection for adults and
older children, but not for young children and infants. Page Restraint Systems For Children
Restraint Systems for Children An infant car bed A , a special bed made for use in a motor
vehicle, is an infant restraint system designed to restrain or position a child on a continuous flat
surface. Page 61 How do child restraints work? A child restraint system is any device designed
for use in a motor vehicle to restrain, seat, or position children. A built in child restraint system
is a permanent part of the motor vehicle. This is because the back of the rear facing child
restraint would be very close to the inflating air bag. Be sure to turn off the air bag before using
a rear restraint in the right front seat position. Page Top Strap Wherever you install it, be sure to
secure the child restraint properly. Keep in mind that an unsecured child restraint can move
around in a collision or sudden stop and injure people in the vehicle. Be sure to properly secure
any child restraint in your vehicle even when no child is in it. Page Crew Cab Models When
using a child restraint with a top strap in the center rear position, route the top strap through
the fabric loop on the seatback. Then, raise the head restraint and attach the top strap to the
anchor point located at the closest outboard position. Anchor the top strap to one of these
anchor points. Be sure to use an anchor point located on the same side of the vehicle as the
seating position where the child restraint will be placed. Page 69 In order to use the system, you
need either a forward child restraint that has attaching points A at its base and a top tether
anchor B , or a rear facing child restraint that has attaching points A , as shown here. Put the
child restraint on the seat. Attach the anchor points on the child restraint to the anchors in the
vehicle. Page 71 1. Put the restraint on the seat. The child restraint instructions will show you
how. To tighten the belt, feed the shoulder belt back into the retractor while you push down on
the child restraint. There is limited space in the rear seating area of an extended cab model.
Page 74 2. Buckle the belt. Make sure the release button is positioned so you would be able to
unbuckle the safety belt quickly if you ever had to. Page 77 Although a rear seat is a safer place,
you can secure a forward facing child restraint in the right front seat. CAUTION: If the air bag
readiness light ever comes on when you have turned off the air bag, it means that something
may be wrong with the air bag system. Page 78 3. Page 79 6. If you have the choice, a child
should sit next to a window so the child can wear a lap get the additional restraint a shoulder
belt can provide. What is the proper way to wear safety belts? If possible, an older child should
wear a shoulder belt and get the additional restraint a Here two children are wearing the same
belt. In a crash, the two children can be crushed together and seriously injured. A belt must be
used by only one person at a time. Here a child is sitting in a seat that has a shoulder belt, but
the shoulder part is behind the child. If the child wears the belt in this way, in a crash the child
might slide under the belt. When you go in to order it, take the heaviest coat you will wear, so
the extender will be long enough for you. Page 84 Section 2 Features and Controls Here you can
learn about the many standard and optional features on your vehicle, and information on
starting, shifting and braking. Also explained are the instrument panel and the warning systems
that tell you if everything is working properly and what to do if you have a problem. A child can
be overcome by the extreme heat and can suffer permanent injuries or even death from heat
stroke. Never leave a child alone in a vehicle, especially with the windows closed in warm or hot
weather. Page 86 Power Windows If Equipped If your vehicle is equipped with power windows,
the controls are located on each of the side doors in the front and rear. The latch will catch
when the window is fully open and it will also hold it in the open position. A child or others
could be badly injured or even killed. They could operate the power windows or other controls

or even make the vehicle move. Page Door Locks Your vehicle has one double ignition and all
door locks. Your vehicle may also have a key that locks and unlocks only the center floor
console if equipped. If you ever lose your keys, your dealer will be able to assist you with
obtaining replacements. Page 90 There are several ways to lock and unlock your vehicle. You
can use the keyless entry system if equipped. You can also use your key. To lock the door from
the inside, slide the lever rearward. To unlock the door, slide the lever forward. Page 91 If your
vehicle has this power door lock switch, press the bottom of the switch on either front door to
lock all the doors at once. Press the top of the switch to unlock all the doors at once. The power
door locks will operate at any time without the ignition being on. Page 92 If this occurs, repeat
the procedure beginning with Step 1. You can exit the program mode any time by turning the
ignition to ON the locks will automatically lock and unlock to indicate you are leaving the
program mode. Page 93 Keyless Entry System If Equipped If your vehicle has this feature, you
can lock and unlock your doors from about 3 feet 1 m up to feet 30 m away using the remote
keyless entry transmitter supplied with your vehicle. Press LOCK again within three seconds
and the horn will chirp. Operating the keyless entry transmitter may interact with the theft
deterrent system. Remote Panic Alarm When the button with the horn symbol on the keyless
entry transmitter is pressed, the horn will sound and the Page 95 To replace the battery in the
keyless entry transmitter, do the following: 1. Insert a dime in the slot between the covers of the
transmitter housing near the key ring hole. Remove the bottom by twisting the dime. Page Rear
Doors Rear Doors Your vehicle may be equipped with a rear access door s that allows easier
access to the rear area of the extended cab. To open a rear access door from the outside, first
open the front door. Then, use the handle located on the front edge of the rear access door to
open it. Page Tailgate Removal Tailgate You can open the tailgate by lifting up on its handle
while pulling the tailgate toward you. To shut the tailgate, firmly push it upward until it latches.
After you put the tailgate back up, pull it back towards you to be sure it latches securely. Page
98 Theft Vehicle theft is big business, especially in some cities. Although your vehicle has a
number of theft features, we know that nothing we put on it can make it impossible to steal.
However, there are ways you can help. This message reminds you to activate the theft system.
Activate the system by locking the doors with the power door lock switch while the door is
open, or with the remote keyless entry transmitter. You will only be able to remove your key
when the ignition is turned to LOCK. Page Starting Your Engine Key Release Button Manual
Transmission The ignition key cannot be removed from the ignition of manual transmission
vehicles unless the key release button is used. When the engine starts, let go of the key. The
idle speed will go down as your engine gets warm. Page Starting Your V6 Engine 1. Usually, the
coolant heater should be plugged in a minimum of four hours prior to starting your vehicle.
Page Automatic Transmission Operation Automatic Transmission Operation If your vehicle is
equipped with an automatic transmission, it features an electronic shift position indicator within
the instrument panel cluster. This means that if your key is in OFF, rather than LOCK, there will
be a small current drain on your battery which could discharge your battery over a period of
time. So, be sure the transfer case is in a drive gear, two wheel high 2H or four high 4H or four
As vehicle speed increases, the transmission will upshift automatically through each available
range up to FIFTH 5. As the vehicle slows, the transmission will downshift automatically. The
selector switch is located on the end of the column shift lever. You can use this feature to assist
when towing or hauling a heavy load. Then, slowly let up on the clutch pedal as you press the
accelerator pedal. This 6 speed pattern is unique to GM manual transmissions. Page If your
engine speed drops below rpm, or if the engine is not running smoothly, you should downshift
to the next lower gear. When operating on slippery surfaces, downshift at lower than normal
vehicle speeds to prevent the tires from slipping. In bench seat equipped vehicles, move the
tallest beverage containers to the right cupholder to provide additional clearance for the shift
lever. To get the most satisfaction out of four drive, you must be familiar with its operation.
Read the part that follows before using four wheel drive. Page An indicator on the bezel near the
lever shows you the transfer case settings: Wheel High 2HI : This setting is used for driving in
most street and highway situations. Your front axle is not engaged in two wheel drive. This
setting also provides the best fuel economy. Your front axle will engage faster if you take your
foot off of the accelerator for a couple of seconds after you shift. Page You can choose among
four driving settings: 2HI: This setting is used for driving in most street and highway situations.
Your front axle is not engaged in wheel drive. Page Indicator lights in the switches show which
setting your transfer case is in. The indicator lights will come on briefly when you turn on the
ignition and one will stay on. If the lights do not come on, you should take your vehicle to your
dealer for service. Page Electronic Transfer Case If Equipped If your four wheel drive vehicle
has the electronic transfer case, the transfer case switches are located to the left of the
instrument panel cluster. Use these switches to shift into and out of four drive. This can be

done at any speed, and the front axle will lock automatically with some delay. This can be done
at any speed, and the front axle will unlock automatically with some delay. Set the parking
brake. Start the vehicle or turn the ignition to RUN. Connect the vehicle to the towing vehicle.
Page Parking Brake Parking Brake To set the parking brake, hold the regular brake pedal down
with your right foot. Push down the parking brake pedal with your left foot. If the ignition is on,
the brake system warning light will flash. Your vehicle can roll. If you have left the engine
running, the vehicle can move suddenly. Page Move the lever up as far as it will go. Turn the
ignition key to LOCK. Remove the key and take it with you. Page If you have to leave your
vehicle with the engine running, be sure your vehicle is in PARK P and the parking brake is
firmly set before you leave it. You or someone else could be seriously injured. It can cause
unconsciousness and death. You might have exhaust coming in if: Your exhaust system
sounds strange or different. Your vehicle gets rusty underneath. Page It is recommended to use
this system as follows: For optimum ride comfort in an unloaded vehicle the button should be
out and the indicator light will not be illuminated. For optimum ride comfort when trailering, fully
loaded, driving off road, or when personal Page Locking Rear Axle Locking Rear Axle If your
vehicle has this feature, your locking rear axle can give you additional traction on snow, mud,
ice, sand or gravel. It works like a standard axle most of the time, but when one of the rear
wheels has no traction and the other does, this feature will allow the wheel with traction to move
the vehicle. To turn off the chime, move the turn signal lever to the off position. Hold it there
until the wipers start, then let go. The wipers will stop after one wipe. If you want more wipes,
hold the band on MIST longer. You can set the wiper speed for a long or short delay between
wipes. This can really help on long trips. If you apply your brakes, or press the clutch pedal if
equipped , the cruise control will disengage. You could be startled and even lose control. Keep
the cruise control switch off until you want to use cruise control. Press the SET button at the
end of the lever, then release the button and the accelerator pedal. Turn the knob clockwise to
the parking lamps symbol to manually turn on the following: Parking Lamps Sidemarker Lamps
Taillamps License Plate Lamps Instrument Panel Lights Turn the knob clockwise to the master
lamps symbol to Page Lamps On Reminder To idle your vehicle with the automatic headlamp
system off, set the parking brake while the ignition is off. Then start your vehicle. The automatic
headlamp system will stay off until you release the parking brake. You may be able to turn off
your automatic headlamp system. Page To idle a manual transmission equipped vehicle with
the DRL off, set the parking brake. The DRL will stay off until you release the parking brake. The
following procedure applies only to vehicles first sold in the United States. Page Interior Lamps
The fog lamps will be cancelled after the ignition is turned off. If you still want to use the fog
lamps after you restart the vehicle, you will need to press the fog lamp switch again. The lamps
can be adjusted to point in the direction you want. Press the button again to turn the lamp off.
Press the button again to turn it off. Page Electrochromic Inside Rearview Mirror with Compass
and Temperature Display If Equipped When on, an electrochromic mirror automatically dims to
the proper level to minimize glare from lights behind you after dark. The mirror also includes a
display in the upper right corner of the mirror face. Page Electrochromic Mirror Operation The
time period you need to press and hold the TEMP button to turn the electrochromic feature on
or off is fifteen seconds. The indicator light to the right of the TEMP button will still turn on or
off to show you when the electrochromic feature is activated. Page Compass Variance The
mirror is set in zone eight upon leaving the factory. It will be necessary to adjust the compass to
compensate for compass variance if you live outside zone eight. Under certain circumstances,
as during a long distance cross country trip, it will be necessary to adjust for compass variance.
Page Outside Manual Adjust Mirrors Adjust your outside mirrors so you can just see the side of
your vehicle and have a clear view of objects behind you. Some mirrors can be folded in, to
enter narrow doorways. The use of hood mounted air deflectors and add convex mirror
attachments may adversely affect mirror performance. Move the upper control to the left or right
to choose the mirror you want to adjust, then press the arrows on the lower control pad to
adjust the mirror. Some vehicles have storage areas in the instrument panel. Use these spaces
for items such as gloves or small books. Some models have a storage pocket on each of the
front doors. Page 3. Center the garage door opener activation button over the console door
button, and press the opener firmly into place. The pegs inside the compartment door are used
to make sure the button on the compartment door will contact the control button on the garage
door opener. Page Sunglasses Storage Compartment If you have the long overhead console,
the center overhead compartment can be used to store your sunglasses. To open the center
compartment, press the release button located at the rear of the compartment door. Place your
sunglasses in the compartment door with the lenses facing out. To open it, insert the console
key into the lock and unlock the console. Press the button and swing the console lid open. The
console has a place to store tissues, pens and a clip to hold business cards. Page Tonneau

Cover If Equipped 1. To remove, unsnap the cover. Roll up and stow using the buckle and the
strap located at the front of the box. Back rail D. Center bow B. Side rail E. Front bow C. Rear
bow F. Page 2. Remove the three bows by gently pushing them against the spring loaded end.
To add cargo to the box, remove all bows and the back rail and stow them safely. Pull on the
bottom of the ashtray door to open it. NOTICE: If you store paper or other things that burn in
your ashtrays, they could be set on fire by cigarettes or other smoking materials. Use these
outlets to power mobile telephones or other devices designed to operate with vehicle electrical
systems. The cigarette lighter is designed to fit only in the receptacle to the right of the
accessory power outlets. Page OnStar Services Button: Press this button once to contact an
advisor who will be able to assist you with these services. If you are not quickly connected, the
system will automatically reset and redial. This ensures connection to the center; there is no
additional action required. Page Safety and Security Services Automatic Notification of Air Bag
Deployment If an air bag deploys, a priority emergency signal is sent automatically to the
center. If the center is unable to contact you, an emergency service provider will be contacted.
In addition, they can help you locate gas stations, rest areas, ATMs, hospitals, hotels, stores,
eateries and more. Page The main components of your instrument panel are the following: A.
Dome Lamp Switch B. Lamp Controls C. Air Outlets D. Multifunction Lever F. Instrument Cluster
G. Page Speedometer And Odometer Your instrument cluster is designed to let you know at a
glance how your vehicle is running. The pictures will help you locate them. Warning lights and
gages can signal that something is wrong before it becomes serious enough to cause an
expensive repair or replacement. The light tells you if there is an electrical problem. The system
check includes the air bag sensors, the air bag modules, the wiring, the passenger air bag
suppression circuit and the crash sensing and diagnostic module. This light will go off when
you turn the air bag back on again. Page CAUTION: If the air bag readiness light ever comes on
when you have turned off the air bag, it means that something may be wrong with the air bag
system. Page Readings in the low warning zone may occur when a large number of electrical
accessories are operating in the vehicle and the engine is left at an idle for an extended period.
This condition is normal since the charging system is not able to provide full power at engine
idle. If the light comes on while you are driving, pull off the road and stop carefully. It also
provides an indicator of how hard your vehicle is working. When the transmission enters the
protection mode, you may notice a change in the transmission shifting patterns. You may feel
or hear the system working or notice a lack of accelerator response, but this is normal. To turn
the system back on, press the button again; the light should go off. Page NOTICE: If you keep
driving your vehicle with this light on, after a while, your emission controls may not work as
well, your fuel economy may not be as good and your engine may not run as smoothly. This
could lead to costly repairs that may not be covered by your warranty. If the light continues to
flash, when it is safe to do so, stop the vehicle. Find a safe place to park your vehicle. Turn the
key off, wait at least 10 seconds and restart the engine. Failure to pass this inspection could
prevent you from getting a vehicle registration. If you do, your engine can become so hot that it
catches fire. You or others could be burned. Check your oil as soon as possible and have your
vehicle serviced. Fuel Gage United States When the ignition is on, the fuel gage tells you about
how much fuel you have left in your tank. Page Message Center Message Center The message
center is located on the left side of the instrument panel cluster. It gives you important safety
and maintenance facts. When you turn the ignition on, the entire center lights up for just a few
seconds. As needed, the message center will display one of the following messages. Page
When the transmission enters the protection mode you may notice a change in the transmission
shifting patterns. When the transmission fluid temperature returns to normal, the display will
turn off and the transmission shifting patterns will return to normal. Page Trans Hot Idle Engine
If you have an automatic transmission, you have a transmission over temperature display
contained in the message center. If this warning message is displayed, pull the vehicle off the
roadway when it is safe to do so. Page Low Coolant Low Coolant This message is displayed
when the cooling system is low on coolant. The engine may overheat. Check Coolant Temp This
message is displayed when the cooling system temperature gets hot. Malfunctions can be
indicated by the system before any problem is apparent, which may prevent serious damage to
the vehicle. Be sure to read about the particular systems supplied with your vehicle. To increase
airflow, turn the knob clockwise. To decrease airflow, turn it counterclockwise. To turn the fan
off, turn the knob to OFF. Temperature Knob The middle knob on the control panel lets you
select the temperature of the air flowing into the passenger area. Page BLEND: Airflow is
delivered through the heater floor outlets, center floor console outlets if equipped , the
windshield defroster outlets and the side window defroster outlets. The air conditioning
compressor may run to dehumidify the air to prevent window fogging. Page Electronic Climate
Control System The auto recirculation feature will activate when the following are true: the air

conditioning system is activated, the OUTSIDE AIR button is on, and the vehicle load is high
due to city traffic, extended idling or hot weather. The system will automatically switch to the
recirculation mode to lower the system load and improve interior comfort. When both the fan
control and mode knobs are in the AUTO position, the system will then automatically maintain
the desired cabin temperature as selected by the temperature knob. Page With the automatic
setting, the air conditioning compressor automatically cycles when needed to cool the air. In
cold weather, when the system senses the need for heat, the airflow will be directed out of the
floor outlets. As the interior temperature approaches a desired setting, the blower speed will
decrease. Press it again to close off the outside air. Page Rear Air Conditioning and Heating
Systems If Equipped If your vehicle has one of these systems, you can increase and decrease
the airflow at the rear vents. Depending on the system you have and the setting selected, you
can send cooled or heated air to the rear of the vehicle. Page Rear Air Conditioning and Rear
Heater If Equipped If your vehicle has the rear air conditioning and rear heater system
combination, controls are provided to regulate temperature, location and speed of the airflow.
Front Control To adjust the airflow speed, turn the fan control knob located on the left side to
the desired setting. The climate control has three controls. To adjust the airflow speed, turn the
fan knob located on the left side of the control panel to the desired fan speed. Page Air
Conditioning Air Conditioning On hot days, open the windows long enough to let hot air inside
escape. This reduces the time it takes for your vehicle to cool down. Then keep your windows
closed for the air conditioner to work its best. Page Defogging And Defrosting Heating The
heater works best if you keep your windows closed while using it. Page Ventilation System The
defogger will shut itself off after several minutes. If you need additional warming time, press the
button again. You can turn the defogger off at any time by pressing the button. If your vehicle is
equipped with heated outside mirrors, the rear window defogger button will also activate the
heated outside mirrors. Page Your vehicle has air outlets in the center and on the sides of your
instrument panel. You can turn the outlets from side and down to direct the flow of air. The left
driver and passenger outlets on vehicles equipped with air conditioning have shut off knobs.
Page Audio Systems Audio Systems Your audio system has been designed to operate easily
and give years of listening pleasure. You will get the most enjoyment out of it if you acquaint
yourself with it first. Page SEEK: Press the right arrow to tune to the next higher station and the
left arrow to tune to the next lower station and stay there. To increase volume and turn the radio
on, turn the knob clockwise. Turn it counterclockwise to decrease volume and turn the radio off.
Page In addition to the four stations already set, up to three more stations may be preset on
each band by pressing two adjoining buttons at the same time. Just: 1. Tune in the desired
station. Press SET. SET will appear on the display. CLN: If this message appears on the display,
the cassette tape player needs to be cleaned. It will still play tapes, but you should clean it as
soon as possible to prevent damage to the tapes and player. With SCV, your audio system
adjusts automatically to make up for road and wind noise as you drive. Set the volume at the
desired level. Turn the control ring behind the upper knob clockwise to adjust the SCV. Page P.
SCAN: The preset scan button lets you scan through your favorite stations stored on your
pushbuttons. It will scan through each station stored on your pushbuttons and stop for a few
seconds before continuing to scan through all of the pushbuttons. Page Playing a Cassette
Tape Your tape player is built to work best with tapes that are up to 30 to 45 minutes long on
each side. Tapes longer than that are so thin they may not work well in this player. Page FM:
Press this button to switch from a tape to the radio. The lighted arrow will appear and show the
direction of play when a tape is in the active mode. To increase volume, turn this knob
clockwise. Turn it counterclockwise to decrease volume. The knob is capable of rotating
continuously. SCAN allows you to listen to stations for a few seconds. The receiver will
continue to scan and momentarily stop at each station until you press the button again. The
sound will mute while scanning. If you hold this button or press it more than once, the disc will
advance further. Sound is muted in this mode. RDM 2 : Press this button to play the tracks on
the disc in random order. Your tape player is built to work best with tapes that are up to 30 to 45
minutes long on each side. Page 5 : Press this pushbutton to turn Dolby NR on and off. Dolby
NR is active when a tape is inserted in the remote cassette. The double D symbol will appear on
the display. Page 1. Write down any three or four digit number from to and keep it in a safe
place separate from the vehicle. Turn the radio off. Press the 1 and 4 buttons together. Hold
them down until shows on the display. Page Understanding Radio Reception Disabling the Theft
Deterrent Feature Enter your secret code as follows; pause no more than 15 seconds between
steps: 1. Hold them down until SEC shows on the display. Your hearing can adapt to higher
volumes of sound. Sound that seems normal can be loud and harmful to your hearing. Take
precautions by adjusting the volume control on your radio to a safe sound level before your
hearing adapts to it. Cassette tapes should be stored in their cases away from contaminants,

direct sunlight and extreme heat. The radio will display to show the indicator was reset.
Cassettes are subject to wear and the sound quality may degrade over time. Always make sure
the cassette tape is in good condition before you have your tape player serviced. Please start
with a very important safety device in your vehicle: Buckle up. Page Drunken Driving Drunken
Driving Death and injury associated with drinking and driving is a national tragedy. Alcohol
affects four things that anyone needs to drive a vehicle: Judgment Muscular Coordination
Vision Page According to the American Medical Association, a lb. The person would reach the
same BAC by drinking three 4 ounce ml glasses of wine or three mixed drinks if each had 1 45
ml of a liquor like whiskey, gin or vodka. Page But the ability to drive is affected well below a
BAC of 0. Research shows that the driving skills of many people are impaired at a BAC
approaching 0. All drivers are impaired at BAC levels above 0. They are the brakes, the steering
and the accelerator. All three systems have to do their work at the places where the tires meet
the road. Some people drive in spurts heavy acceleration followed by heavy braking rather than
keeping pace with traffic. This is a mistake. Your brakes may not have time to cool between
hard stops. Your brakes will wear out much faster if you do a lot of heavy braking. Suddenly an
animal jumps out in front of you. You slam on the brakes and continue braking. A computer
senses that wheels are slowing down. If one of the wheels is about to stop rolling, the computer
will separately work the brakes at each front wheel and at both rear wheels. Page The Traction
Assist System may operate on dry roads under some conditions. When this happens, you may
notice a reduction in acceleration. Examples of these conditions include a hard acceleration in a
turn, an abrupt upshift or downshift of the transmission or driving on rough roads. You can turn
the system back on at any time by pressing the button again. Page Power Steering Steering
Power Steering If you lose power steering assist because the engine stops or the system is not
functioning, you can steer but it will take much more effort. Speed-Sensitive Steering This
system varies the amount of steering effort proportionate to your vehicle speed. Steering is
easier at lower speeds for maneuvering and parking ease. Page Steering In Emergencies
Steering in Emergencies There are times when steering can be more effective than braking. For
example, you come over a hill and find a truck stopped in your lane, or a car suddenly pulls out
from nowhere, or a child darts out from between parked cars and stops right in front of you. If
the level of the shoulder is only slightly below the pavement, recovery should be fairly easy.
Ease off the accelerator and then, if there is nothing in the way, steer so that your vehicle
straddles the edge of the pavement. Keep trying to steer and constantly seek an escape route or
area of less danger. Page The following steps must be performed on each of the push pins to
remove the air dam: 1. Insert the tip portion of a flat the push pull downward until the push 2.
While continuing to pull downward on the push turn the expandable end of the push Page To
replace the lower air dam, do the following: 1. Line up each push with its intended retainer and
push the washer portion of the push towards the retainer until it locks into place. Push the flat
end of the push retainer until it locks into place, making sure You or your passengers could be
injured. Keep cargo below the top of the seatbacks. Unsecured cargo on the load floor can be
tossed about when driving over rough terrain. Know the terrain and plan your route. You are
much less likely to get bad surprises. Get accurate maps of trails and terrain. Try to learn of any
blocked or closed roads. Page Scanning The Terrain Scanning the Terrain road driving can take
you over many different kinds of terrain. You need to be familiar with the terrain and its many
different features. Here are some things to consider. Surface Conditions. Off roading can take
you over hard packed dirt, gravel, rocks, grass, sand, mud, snow or ice. Page Driving Uphill
Once you decide you can safely drive up the hill, you need to take some special steps. Use a
low gear and get a firm grip on the steering wheel. Get a smooth start up the hill and try to
maintain your speed. If this happens, there are some things you should do, and there are some
things you must not do. What should I do? Leave the vehicle and go get some help. Page If you
decide you can go down a hill safely, then try to keep your vehicle headed straight down, and
use a low gear. Descend slowly, keeping your vehicle under control at all times. If this happens,
you have to decide whether to try to drive across the incline. Here are some things to consider:
A hill that can be driven straight up or down may be too steep to drive across. If you feel your
vehicle starting to slide sideways, turn downhill. This should help straighten out the vehicle and
prevent the side slipping. At fast speeds, water splashes on your ignition system and your
vehicle can stall. Stalling can also occur if you get your tailpipe under water. One reason is that
some drivers are likely to be impaired alcohol or drugs, with night vision problems, or by
fatigue. Drive defensively. It can take a second or two, or even several seconds, for your eyes to
readjust to the dark. Page The heavier the rain, the harder it is to see. Even if your windshield
wiper blades are in good shape, a heavy rain can make it harder to see road signs and traffic
signals, pavement markings, the edge of the road and even people walking. But it can if your
tires do not have much tread or if the pressure in one or more is low. It can happen if a lot of

water is standing on the road. Page City Driving City Driving One of the biggest problems with
city streets is the amount of traffic on them. Page Freeway Driving Freeway Driving Mile for
mile, freeways also called thruways, parkways, expressways, turnpikes or superhighways are
the safest of all roads. But they have their own special rules. The most important advice on
freeway driving is: Keep up with traffic and keep to the right. Drive at the same speed most of
the other drivers are driving. The exit speed is usually posted. Reduce your speed according to
your speedometer, not to your sense of motion. After driving for any distance at higher speeds,
you may tend to think you are going slower than you actually are. Or is it just plain falling
asleep at the wheel? Call it highway hypnosis, lack of awareness, or whatever. There is
something about an easy stretch of road with the same scenery, along with the hum of the tires
on the road, the drone of the engine, and the rush of the wind against the vehicle that can make
you sleepy. Check all fluid levels and also the brakes, tires, cooling system and transmission.
Page Winter Driving Winter Driving Here are some tips for winter driving: Have your vehicle in
good shape for winter. You may want to put winter emergency supplies in your vehicle. Include
an ice scraper, a small brush or broom, a supply of windshield washer fluid, a rag, some winter
outer clothing, a small shovel, a flashlight, a red cloth and reflective warning triangles. But wet
ice can be even more trouble because it may offer the least traction of all. You should probably
stay with your vehicle unless you know for sure that you are near help and you can hike
through the snow. Here are some things to do to summon help and keep yourself and your
passengers safe: Turn on your hazard flashers. This can cause deadly CO carbon monoxide gas
to get inside. CO could overcome you and kill you. Clear away snow from around the base of
your vehicle, especially any that is blocking your exhaust pipe. Page Recreational Vehicle
Towing Recreational Vehicle Towing There may be times when you want to tow your vehicle
behind another vehicle for use at your destination. Be sure to use the proper towing equipment
designed for recreational vehicle towing. Follow the instructions for the towing equipment.
When towing your vehicle, turn the ignition to OFF. You or others could be injured. The label
shows the size of your original tires and the inflation pressures needed to obtain the gross
weight capacity of your vehicle. If you do, parts on your vehicle can break, and it can change
the way your vehicle handles. These could cause you to lose control and crash. Page The total
weight of any additional cargo you intend to carry. Say, for example, you have a lb. The total
weight of all occupants and cargo inside the cab should not exceed lb. This means that you may
only be able to carry one passenger. Page What is front axle reserve capacity, and how do I
calculate it? Front axle reserve capacity is the difference between your front GAWR and the
front axle weight of your truck with full fuel and passengers. Page For example, adding a lb.
Using the formula, if the snow plow is 4 ft. Page What is total vehicle reserve capacity? This is
the difference between your GVWR and the weight of your truck with full fuel and passengers.
Keep in mind that reserve capacity numbers are intended as a guide when selecting the amount
of equipment or cargo your truck can carry. Page Refer to the Truck Camper Loading
Information label in glove box for dimensions A and B as shown in the following illustration.
Use the rear edge of the load floor for measurement purposes. The recommended location for
the cargo center of gravity is at point C for the CWR. Page Trailer Recommendations Your
dealer can help you make a good vehicle match. This will tell you the loads on your axles. Page
Towing A Trailer Pickup Conversion to Chassis Cab General Motors is aware that some vehicle
owners may consider having the pickup box removed and a commercial or recreational body
installed. Before you do so, first contact the GM Customer Assistance Office for your area for
information on such conversions specific to this vehicle. To pull a trailer correctly, follow the
advice in this part, and see your dealer for important information about towing a trailer with
your vehicle. This helps your engine and other parts of your vehicle wear in at the heavier loads.
Axle Max. Trailer Wt. Ratio V6 Auto 3. Ratio V8 3. Ratio V8 4. Page Weight Of The Trailer Tongue
You can ask your dealer for our trailering information or advice, or you can write us at the
address listed in your Warranty and Owner Assistance Information Booklet. Do not exceed the
maximum allowable tongue weight for your vehicle. Cross the safety chains under the tongue of
the trailer to help prevent the tongue from contacting the road if it becomes separated from the
hitch. Instructions about safety chains may be provided by the hitch manufacturer or by the
trailer manufacturer. Page Making Turns Before you start, check the trailer hitch and platform
and attachments , safety chains, electrical connector, lamps, tires and mirror adjustment. If the
trailer has electric brakes, start your vehicle and trailer moving and then apply the trailer brake
controller by hand to be sure the brakes are working. When towing a trailer, the arrows on your
instrument panel will flash for turns even if the bulbs on the trailer are burned out. If something
goes wrong, your rig could start to move. People can be injured, and both your vehicle and the
trailer can be damaged. Apply your regular brakes and hold the pedal down while you: Start
your engine; Shift into a gear; and Release the parking brake. Let up on the brake pedal. Page

Auxiliary Battery If Equipped The auxiliary battery provision can be used to supply electrical
power to additional equipment that you may choose to add, such as a slide in camper. When
having a PTO installed on your vehicle, make sure that it will not exceed 35 hp. Engage the PTO.
Page Variable Mode: PTO speed control mode can be used for both stationary and mobile
applications. This mode allows PTO to be controlled in a fashion similar to how cruise control
sets vehicle speed. The operator can set to an rpm between and with the cruise control feature
or with the SET position on the PTO switch. They also let police know you have a problem. Your
front and rear turn signal lamps will flash on and off. Press the button located at the top of the
steering column all the way down to make your front and rear turn signal lamps Page Jump
Starting Jump Starting If your battery has run down, you may want to use another vehicle and
some jumper cables to start your vehicle. But please use the following steps to do it safely.
They can be dangerous because: They contain acid that can burn you. People have been hurt
doing this, and some have been blinded. Use a flashlight if you need more light. Be sure the
battery has enough water. Page 6. Page V8 Engine 9. When connecting the cable, be sure it is
not near any engine parts that will move. Now start the vehicle with the good battery and run the
engine for awhile. Try to start the vehicle with the dead battery. Page Towing Your Vehicle 1.
Disconnect the black negative heavy, unpainted metal engine part on the vehicle that had the
dead battery. Disconnect the black negative negative terminal on the vehicle with the good
battery. Sometimes the engine can get a little too hot when you: Climb a long hill on a hot day.
Stop after high speed driving. Coolant Surge Tank B. Engine Fan In addition, the engine coolant
will require change sooner 30, miles 50 km or 24 months, whichever occurs first. They are under
pressure, and if you turn the coolant surge tank pressure cap even a little they can come out at
high speed. Never turn the cap when the cooling system, including the coolant surge tank
pressure cap, is hot. Plain water, or some other liquid like alcohol, can boil before the proper
coolant mixture will. You can remove the coolant surge tank pressure cap when the cooling
system, including the coolant surge tank pressure cap and upper radiator hose, is no longer
hot. Turn the pressure cap slowly counterclockwise left about one full turn. If you hear a hiss,
wait for that to stop. Page 4. With the coolant surge tank pressure cap off, start 5. Then replace
the pressure cap. Be sure the pressure the engine and let it run until you can feel the upper cap
is hand tight. Watch out for the engine cooling fan. When the clutch is engaged, the fan spins
faster to provide more air to cool the engine. In most everyday driving conditions, the fan is
spinning slower and the clutch is not fully engaged. Turn on your hazard warning flashers. The
vehicle can slip off the jack and roll over you or other people. If there is a cover, move the seats
forward and turn the wing nut on the cover counterclockwise to remove it. For Crew Cab
models, pull up the second row seat with the loop at the base of the seat cushion to access the
tools. Page Follow these instructions to lower the spare tire: 1. If the vehicle is equipped with a
hoist lock, open the spare tire lock cover on the bumper and use the ignition key to remove the
lock. Assemble the wheel wrench and the two jack handle extensions as shown. Page Attach
the wheel wrench to the jack handle extensions as needed. Attach the jack handle to the jack.
Turn the wheel wrench clockwise to raise the jack lift head a little. Page Spare Tire If your
vehicle has wheel nut caps, loosen them by turning the wheel wrench counterclockwise. If you
have a center cap with wheel nut caps, the wheel nut caps are designed to remain with the
center cap. Remove the center cap. If the wheel has a smooth center piece, place the chisel end
of the wheel wrench in the slot on the wheel and gently pry out. Position the jack under the
vehicle. If the flat tire is on the front of the vehicle all other models , position the jack on the
frame behind the flat tire. Page Rear Position 3. Make sure the jack head is positioned so that
the rear axle is resting securely between the grooves that are on the jack head. Turn the wheel
wrench clockwise to raise the vehicle. Raise the vehicle far enough off the ground so there is
enough room for the spare tire to fit under the wheel well. The wheel could come off and cause
an accident. When you change a wheel, remove any rust or dirt from the places where the wheel
attaches to the vehicle. Page 8. Tighten the nuts firmly in a crisscross sequence as shown by
turning the wheel wrench clockwise. Rear Position 7. Turn the wheel wrench counterclockwise
to lower the vehicle. Lower the jack completely. This could lead to an accident. Be sure to use
the correct wheel nuts. If you have to replace them, be sure to get new GM original equipment
wheel nuts. Secure the items in the vehicle as shown. Wing Nut E. Wheel Wrench and
Extensions B. Wheel Blocks F. Storage Bag C. Page A. Hoist Assembly E. Valve Stem, Pointed
Down B. Wheel Wrench F. Flat or Spare Tire C. Extensions G. Retainer D. Hoist Shaft H. Hoist
Cable 5. Raise the tire fully against the underside of the vehicle. Continue turning the wheel
wrench until the tire is secure and the cable is tight. That will clear the area around your front
wheels. If you have a four wheel drive vehicle, shift into 4HI. Always pull the vehicle straight out.
Never pull on the hooks at a sideways angle. The hooks could break off and you or others could
be injured from the chain or cable snapping back. Page Section 6 Service and Appearance Care

Here you will find information about the care of your vehicle. This section begins with service
and fuel information, and then it shows how to check important fluid and lubricant levels. There
is also technical information about your vehicle, and a part devoted to its appearance care. Be
sure you have sufficient knowledge, experience, the proper replacement parts and tools before
you attempt any vehicle maintenance task. Canada Only Be sure the posted octane is at least If
the octane is less than 87, you may get a heavy knocking noise when you drive. Page Fuels In
Foreign Countries To provide cleaner air, all gasolines in the United States are now required to
contain additives that will help prevent deposits from forming in your engine and fuel system,
allowing your emission control system to function properly. Therefore, you should not have to
add anything to the fuel. It burns violently, and that can cause very bad injuries. Keep sparks,
flames and smoking materials away from gasoline. Gasoline can spray out on you if you open
the fuel filler cap too quickly. This spray can happen if your tank is nearly full, and is more likely
in hot weather. Static electricity discharge from the container can ignite the gasoline vapor. You
can be badly burned and your vehicle damaged if this occurs. Page Hood Release Hood Release
1. To open the hood, first pull the handle located inside the vehicle to the lower left of the
steering wheel. Coolant Surge Tank C. Air Filter Restriction Indicator D. Engine Oil Dipstick E.
The Maintenance Schedule provides information on maintaining the noise control system to
minimize degradation of the noise emission control system during the life of your vehicle. You
should check your engine oil level regularly; this is an added reminder. But you must use the
right kind. This part explains what kind of oil to use. Do not use any oil which does not carry
this starburst symbol. These numbers on an oil container show its viscosity, or thickness. Fully
press and release the accelerator pedal three times within five seconds. To remove the air filter,
loosen the screws on the cover. Lift the cover upward. Lift the filter from the air cleaner
housing. The air cleaner not only cleans the air, it stops flame if the engine backfires. Page
Automatic Transmission Fluid 3. Remove the air filter by pulling downward on the element.
Remove the second portion of the air filter by sliding it towards the rear of the vehicle and then
pulling downward. Install the new filter by reversing the steps listed previously. Page How To
Check How to Check Because this operation can be a little difficult, you may choose to have
this done at the dealership service department. If you do it yourself, be sure to follow all the
instructions here, or you could get a false reading on the dipstick. Page Checking the Fluid
Level Prepare your vehicle as follows: Park your vehicle on a level place. Keep the engine
running. With your foot on the brake pedal, move the shift lever through each gear range,
pausing for about three seconds in each range. Page How To Add Fluid 2. Push it back in all the
way, wait three seconds and then pull it back out again. Check both sides of the dipstick, and
read the lower level. The fluid level must be in the COLD area, below the cross hatched area, for
a cold check or in the HOT area or cross hatched area for a hot check. Page Automatic
Transmission Fluid Allison Only When to Check and Change A good time to check your
automatic transmission fluid level is when the engine oil is changed. Change both the fluid and
filter every 25, miles 41 km if the vehicle is mainly driven under one or more of these conditions:
In heavy city traffic where the outside temperature regularly reaches Page 5. If the fluid level is
in the acceptable range, push the dipstick back in all the way. Add fluid only after checking the
transmission fluid while it is hot. A cold check is used only as a reference. If the fluid level is
low, add only enough of the proper fluid to bring the level up to the HOT area for a hot check.
Page Check the fluid level only when your engine is off, the vehicle is parked on a level place
and the transmission is cool enough for you to rest your fingers on the transmission case. Page
Hydraulic Clutch Hydraulic Clutch The hydraulic clutch linkage in your vehicle is self adjusting.
The clutch master cylinder reservoir is filled with hydraulic clutch fluid. It is not necessary to
regularly check clutch fluid unless you suspect there is a leak in the system. Add enough
lubricant to raise the level to the bottom of the filler plug hole. Use care not to overtighten plug.
What to Use Refer to the Maintenance Schedule to determine what kind of lubricant to use.
When the differential is at operating temperature warm , add enough lubricant to raise the level
to the bottom of the filler plug hole. CAUTION: Turning the surge tank pressure cap when the
engine and radiator are hot can allow steam and scalding liquids to blow out and burn you
badly. NOTICE: Your coolant surge tank pressure cap is a 15 psi kPa pressure type cap and
must be tightly installed to prevent coolant loss and possible engine damage from overheating.
Page When To Check Power Steering Fluid When to Check Power Steering Fluid It is not
necessary to regularly check power steering fluid unless you suspect there is a leak in the
system or you hear an unusual noise. A fluid loss in this system could indicate a problem. Have
the system inspected and repaired. If you will be operating your vehicle in an area where the
temperature may fall below freezing, use a fluid that has sufficient protection against freezing.
There are only two reasons why the brake fluid level in the reservoir might go down. The first is
that the brake fluid goes down to an acceptable level during normal brake lining wear. Page

Checking Brake Fluid You can check the brake fluid without taking off the cap. Just look at the
brake fluid reservoir. The fluid level should be above MIN. Some driving conditions or climates
may cause a brake squeal when the brakes are first applied or lightly applied. This does not
mean something is wrong with your brakes. We recommend an ACDelco battery. Page
Headlamps 1. Remove the two pins on the top of the headlamp assembly. To remove the pins,
turn the outer pin outward and pull it straight up. To remove the inner pin, turn it inward and pull
it straight up. Sidemarker Lamp B. Retainer Clip C. Front Turn Signal Lamp D. Daytime Running
Lamp 1. Remove the headlamp lens assembly as mentioned previously. Press the retainer clip,
located behind the turn signal housing, towards the outside of the vehicle. Remove the screws
and lift off the lamp assembly. Cargo Lamps B. Center High Mounted Stoplamps 2. Page Roof
Marker Lamps 4. If a cargo lamp is replaced, put a new cargo lamp bulb into the socket and
press it in until it is tight before turning the socket counterclockwise. Put a new bulb into the
socket and turn clockwise until it locks in place. Turn the old bulb counterclockwise to remove
it from the socket. Reinstall the lens and tighten the screws. Remove the screws and lamp
assembly. Unplug the lamp assembly harness. Use a screwdriver to gently pry the individual
lamp from the lamp housing. Unplug the lamp at the connector. Press the release tab and turn
the bulb socket counterclockwise to remove it from the taillamp housing. Pull the old bulb
straight out from the socket. Press a new bulb into the socket and turn the socket clockwise
into the taillamp housing until it clicks. Page Windshield Wiper Blade Replacement Windshield
Wiper Blade Replacement Windshield wiper blades should be inspected at least twice a year for
wear and cracking. Replacement blades come in different types and are removed in different
ways. Page Tires Your new vehicle comes with high a leading tire manufacturer. If you ever
have questions about your tire warranty and where to obtain service, see your GM Warranty
booklet for details. Overloading your tires can cause overheating as a result of too much
friction. Any time you notice unusual wear, rotate your tires as soon as possible and check
wheel alignment. Also check for damaged tires or wheels. Page If your vehicle has dual rear
wheels and the tread design for your front tires is the same as your rear tires, always use one of
the correct rotation patterns shown here when rotating your tires. If your vehicle has dual rear
wheels and the tread design for your front tires is different from your rear Some commercial
truck tires may not have treadwear indicators. When you get new tires, get ones with that same
TPC Spec number. Page Uniform Tire Quality Grading Uniform Tire Quality Grading Quality
grades can be found where applicable on the tire sidewall between tread shoulder and
maximum section width. Sustained high temperature can cause the material of the tire to
degenerate and reduce tire life, and excessive temperature can lead to sudden tire failure. Page
Each new wheel should have the same load capacity, diameter, width, offset and be mounted
the same way as the one it replaces. If you need to replace any of your wheels, wheel bolts or
wheel nuts, replace them only with new GM original equipment parts. It could fail suddenly and
cause an accident. If you have to replace a wheel, use a new GM original equipment wheel.
Some are toxic. Others can burst into flame if you strike a match or get them on a hot part of the
vehicle. Some are dangerous if you breathe their fumes in a closed space. Page Special Fabric
Cleaning Problems Here are some cleaning tips: Always read the instructions on the cleaner
label. Clean up stains as soon as you can Carefully scrape off any excess stain. Use a clean
cloth or sponge, and change to a clean area often. A soft brush may be used if stains are
stubborn. If a ring forms on fabric after spot cleaning, clean the entire area immediately or it will
set. Rub with a clean, damp cloth to remove dirt. You may have to do it more than once. GM
Glass Cleaner or a liquid household glass cleaner will remove normal tobacco smoke and dust
films on interior glass. Use a car washing soap. Be sure to rinse the vehicle well, removing all
soap residue completely. You can get approved cleaning products from your dealer. Washing
with water is all that is usually needed. However, you may use chrome polish on chrome or
stainless steel trim, if necessary. Use special care with aluminum trim. To avoid damaging
protective trim, never use auto or chrome polish, steam or caustic soap to clean aluminum.
Page Chemical Paint Spotting Sheet Metal Damage If your vehicle is damaged and requires
sheet metal repair or replacement, make sure the body repair shop applies anti corrosion
material to the parts repaired or replaced to restore corrosion protection. Original manufacturer
replacement parts will provide the corrosion protection while maintaining the warranty. You can
see it if you look through the windshield from outside your vehicle. Some add on electrical
equipment can keep other components from working as they should. Pull off the cover to
access the fuse block. You can remove fuses with a fuse extractor which is mounted to the fuse
block access door. Page Center Instrument Panel Utility Block Center Instrument Panel Utility
Block The center instrument panel utility block is located underneath the instrument panel, to
the left of the steering column. Page All capacities are approximate. When adding see the
refrigerant charge label under the hood for charge capacity information and requirements. Add

enough engine oil so that the fluid is within the proper operating range. Page Normal
Maintenance Replacement Parts Normal Maintenance Replacement Parts Replacement part
numbers listed in this section are based on the latest information available at the time of
printing, and are subject to change. If a part listed in this manual is not the same as the part
used in your vehicle when it was built, or if you have any questions, please contact your GM
dealer. Page Section 7 Maintenance Schedule This section covers the maintenance required for
your vehicle. Your vehicle needs these services to retain its safety, dependability and emission
control performance. The Plan supplements your new vehicle warranties. See your Warranty
and Owner Assistance booklet or your dealer for details. Introduction Your Vehicle and the
Environment Proper vehicle maintenance not only helps to keep your vehicle in good working
condition, but also helps the environment. You may drive very short distances only a few times
a week. Or you may drive long distances all the time in very hot, dusty weather. Page Scheduled
Maintenance -- Gasoline Engines The services shown in this schedule up to , miles km should
be performed after , miles km at the same intervals. The services shown at , miles km and ,
miles km should be performed at the same intervals after , miles km and , miles km. Reset the
system. The system will show you when to change the oil 3, miles 5 km and 10, miles 16 km
since your last oil change. Page Scheduled Maintenance -- Gasoline Engines If your vehicle is
used to pull a trailer, a rear axle fluid change is recommended after a break after the first miles
km of trailer towing. Check constant velocity joints and axle seals for leaking. Rotate tires. If
you drive regularly under dusty conditions, the filter may require replacement more often. An
Emission Control Service. Replace spark plugs. Page Scheduled Maintenance -- Gasoline
Engines , Miles km Drain, flush and refill cooling system or every 60 months since last service,
whichever occurs first. Inspect hoses. Clean radiator, condenser, pressure cap and neck.
Pressure test the cooling system and pressure cap. Page Part B: Owner Checks and Services
Listed in this part are owner checks and services which should be performed at the intervals
specified to help ensure the safety, dependability and emission control performance of your
vehicle. Be sure any necessary repairs are completed at once. Whenever any fluids or
lubricants are added to your vehicle, make sure they are the proper ones, as shown in Part D.
Look for any other loose or damaged safety belt system parts. If you see anything that might
keep a safety belt system from doing its job, have it repaired. Page Weatherstrip Lubrication
Silicone grease on weatherstrips will make them last longer, seal better, and not stick or
squeak. Apply silicone grease with a clean cloth. During very cold, damp weather more frequent
application may be required. If it does, you or others could be injured. Follow the steps below.
Before you start, be sure you have enough room around the vehicle. With a manual
transmission, the key should turn to LOCK only when you press the key release button. Page
Exhaust System Inspection Part C: Periodic Maintenance Inspections Listed in this part are
inspections and services which should be performed at least twice a year for instance, each
spring and fall. Page Throttle System Inspection Throttle System Inspection Inspect the throttle
system for interference or binding, and for damaged or missing parts. Replace parts as needed.
Replace any components that have high effort or excessive wear. Do not lubricate accelerator
and cruise control cables. Transfer Case and Front Axle Four-Wheel Drive Inspection Every 12
months or at engine oil change intervals, check front axle and transfer case and add lubricant
Page Maintenance Record Part E: Maintenance Record After the scheduled services are
performed, record the date, odometer reading and who performed the service in the boxes
provided after the maintenance interval. Also, you should retain all maintenance receipts. Your
owner information portfolio is a convenient place to store them. Page Section 8 Customer
Assistance Information Here you will find out how to contact Chevrolet if you need assistance.
This section also tells you how to obtain service publications and how to report any safety
defects. Page Customer Satisfaction Procedure Customer Satisfaction Procedure Your
satisfaction and goodwill are important to your dealer and to Chevrolet. Sometimes, however,
despite the best intentions of all concerned, misunderstandings can occur. Page STEP TWO -- If
after contacting a member of dealership management, it appears your concern cannot be
resolved by the dealership without further help, contact the Chevrolet Customer Assistance
Center by calling As the owner of a Chevrolet, membership in Roadside Assistance is free.
Roadside Assistance is available 24 hours a day, Please see your selling dealer for details.
Note: Courtesy Care is available to retail and retail lease Page Courtesy Transportation
Transportation Options Warranty service can generally be completed while you wait. However, if
you are unable to wait Chevrolet helps minimize your inconvenience by providing several
transportation options. Depending on the circumstances, This manual is also suitable for:
Silverado Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Don't forget that if
you drive a rough and tough vehicle, it is possible to damage the vehicle if you venture off the

pavement and mechanics are not always affordable for the Chevrolet Silverado Your state's
laws require your car to have installed all required safety-related equipment - eliminate
expensive tickets and avoidable accidents by buying the right equipment. Mishaps can be a part
of traveling in a vehicle, but it's possible to minimize the chance of being involved in a
disastrous accident simply by installing or maintaining your safety gear like lights and brake
components. A Chevrolet Silverado deserves to be preserved in the best working order and
maintained regularly; that can mean selecting the highest-quality new and OEM components.
An automobile is only as good as the parts it uses, and so the team of specialists here at
PartsGeek is ready to help you find top quality parts for your vehicle. Lauded for its longevity
and praised for its hardiness, the Chevrolet Silverado is at the top of its class. This truck is a
work truck at heart, capable of towing up to 23, pounds in the most recent heavy duty models.
Dual rear wheels help support the massive amounts this truck can haul. It's an award-winning
vehicle for marrying hard-working toughness with comfort-minded luxury. At its introduction in
, the Chevrolet Silverado was offered as the luxury version of the It later would become its own
truck model with trim levels of its own. The Chevrolet appeared on the market with HD versions
of Chevy's and trucks, but the Silverado HD stood apart as being capable of towing and hauling
more than the other two. In fact, it was Chevrolet's toughest truck made, and remains so to this
day. The first generation lasted from through , with both gasoline and diesel options rounding
out the numerous engine and trim choices. Drivers could choose from the extended cab or crew
cab for all three of these trim levels. A "Dually" with two rear wheels for extra support was an
additional option after Before that year, the "Dually" design was used for all Chevy Silverado
trucks. For those who only wanted a standard cab, the only trim levels were LT and Work Truck.
The next generation of Chevrolet Silverado was from to the present. With a V8-engine and base
packages starting at horsepower and going up from there, there is plenty of power for
everything you might need your truck to do. And Chevy Silverado HD parts today include
high-tech interior gadgets such as a touchscreen navigator and luxury appointments such as
leather seats, in the LTZ trim. The luxury trim for the newest Chevy Silverado HD trucks puts it
on par with other high-end vehicles that offer a comfortable ride. The LTZ trim package on the
Silverado proves that the truck can work hard and provide comfort for everyone inside. Whether
you have an older model or one of the newer versions with the HD tag, you know that the truck
will last. Let the experts at PartsGeek. They can also help you find components for other
versions of the truck. The Silverado lift kit, components for the Chevrolet Silverado diesel, and
other parts may be found in the Chevy Silverado parts catalog at PartsGeek. I was unsure it I
would be able to repair this on my own but the part came with complete parts that I needed for
assembly as well as detailed instructions on installing Piece of cake! I was looking for a wheel
bearing so I could rebuild the one on my truck. Looked it up and saved money. I will be getting
more from them. I am very pleased with the quality and quick delivery of the parts I ordered
from Parts Geek. Everything was as described and met all my requirements. I will continue to
buy parts from this site again and again. In fact I will be looking for more parts as soon as I
finish with this review. Skip to main content Menu. Close X. Call To Order: To return a part,
simply submit a support ticket within 30 days of ordering and we will issue you an RMA number
to return your product. See customer service page for refund and return details. We scour the
web to make sure PartsGeek always has low prices. You can buy with confidence! Air Flap
Actuator. Console Lid. Exhaust Manifold. Fuel Injector Line. Grille Assembly. Inner Fender.
Spare Tire Hoist. Tail Light Assembly. Wheel Hub Assembly. Window Regulator. ABS Control
Unit. ABS Modulator Valve. ABS Relay. ABS Speed Sensor. Accelerator Pedal Position Sensor
Connector. Accelerator Pedal Sensor. Accessory Belt Idler Pulley. Accessory Belt Tensioner.
Accessory Belt Tensioner Assembly. Accessory Delay Relay. Accessory Power Receptacle
Connector. Accessory Power Relay. Accessory Wiring Junction Block Connector. Adjustable
Torsion Bar Key. Air Bag Clockspring Connector. Air Bag Connector. Air Bag Disable Module
Connector. Air Bag Module Connector. Air Bag Sensor Connector. Air Charge Temperature
Sensor Connector. Air Filter. Air Filter Housing. Air Intake Heater Relay. Air Lift Leveling Kit. Air
Mass Sensor. Air Pipe Gasket. Alternator Adapter Plug. Alternator Cable. Ambient Air
Temperature Sensor Connector. Ambient Light Sensor Connector. Ambient Temp Sensor.
Antenna Adapter. Antenna Connector. Ash Tray Light Bulb. Audio Amplifier. Auto Headlight
Control Sensor Connector. Auto Trans Center Support. Auto Trans Center Support Bolt. Auto
Trans Center Support Spacer. Auto Trans Clutch Pack Piston. Auto Trans Clutch Plate. Auto
Trans Connector. Auto Trans Dipstick Tube Seal. Auto Trans Direct Clutch Plate. Auto Trans
Drain Plug. Auto Trans Extension Housing. Auto Trans Manual Shaft Seal. Auto Trans Master
Repair Kit. Auto Trans Oil Cooler Hose. Auto Trans Oil Pressure Switch. Auto Trans Oil Pump
Assembly. Auto Trans Oil Pump Seal. Auto Trans Output Shaft Seal. Auto Trans Pressure
Control Solenoid. Auto Trans Pressure Switch Manifold. Auto Trans Reaction Carrier. Auto

Trans Shift Lever Kit. Auto Trans Shift Shaft Seal. Auto Trans Shift Solenoid. Auto Trans Torque
Converter. Auto Trans Valve Body Gasket. Automatic Transmission Brake Band. Automatic
Transmission Filter. Automatic Transmission Filter Kit. Automatic Transmission Oil Cooler.
Automatic Transmission Overhaul Kit. Automatic Transmission Pan. Automatic Transmission
Pan Gasket. Automatic Transmission Rear Seal. Automatic Transmission Seal. Automatic
Transmission Selector Cable. Automatic Transmission Solenoid. Automatic Transmission
Speed Sensor. Automatic Transmission Turbine Shaft Seal. Automatic Transmission Wire
Harness. Auxiliary Battery Relay. Auxiliary Fan Assembly. Auxiliary Fan Control Unit. Auxiliary
Fan Motor. Axle Assembly. Axle Differential Bearing. Axle Differential Bearing and Seal Kit. Axle
Differential Race. Axle Housing Cover Gasket. Axle Shaft. Axle Shaft Bearing. Axle Shaft Lock
C-Clip. Axle Shaft Pilot Bearing. Axle Shaft Seal. Back Up Alarm Connector. Back Up Lamp
Socket. Back Up Light Bulb. Back Up Light Switch. Back Up Light Switch Connector. Ball Joint.
Barometric Pressure Sensor. Barometric Pressure Sensor Connector. Battery Cable. Battery
Charge Relay. Battery Hold Down. Battery Switch Connector. Bed Mat. Bed Side Rail Protector.
Blower Motor. Blower Motor Relay. Blower Motor Resistor. Body Builder Connector. Body
Control Module Connector. Body Harness Connector. Boost Gauge. Brake Backing Plate. Brake
Bleeder Screw. Brake Booster. Brake Caliper. Brake Caliper Bracket. Brake Dust Shield. Brake
Fluid Level Sensor. Brake Fluid Level Sensor Connector. Brake Hardware Kit. Brake Hose.
Brake Hose Lock. Brake Hydraulic Hose to Caliper Bolt. Brake Light Bulb. Brake Light
Connector. Brake Light Switch. Brake Master Cylinder. Brake Master Cylinder Bleeding Tool.
Brake Master Cylinder Cap. Brake Master Cylinder Cap Gasket. Brake Master Cylinder
Reservoir. Brake Pad Retaining Clip. Brake Pad Set. Brake Pedal Pad. Brake Rotor. Brake Shoe
Set. Brake Switch Harness. Bug Shield. Bulb Socket. Bumper Air Deflector. Bumper Bracket.
Bumper Cover. Bumper Face Bar. Bumper Face Bar Bracket. Bumper Filler. Bumper Grille
Insert. Bumper Guard. Bumper Insert. Bypass Hose. CD Player Connector. CV Boot Kit. Cab
Protector and Headache Rack. Cabin Air Filter. Cabin Air Temperature Sensor Aspirator. Cabin
Air Temperature Sensor Connector. Caliper Bolt. Caliper Bracket Mounting Bolt. Caliper
Bushing. Caliper Piston. Caliper Repair Kit. Camshaft Bearing Set. Camshaft Gasket. Camshaft
Position Sensor. Car Cover. Carbon Canister. Cargo Area Light Connector. Catalytic Converter.
Center Console. Center Console Hinge Repair Kit. Central Lock Switch. Chassis Wiring Harness
Connector. Check Engine Light Bulb. Cigarette Lighter. Cigarette Lighter Socket Connector.
Clearance Light Connector. Clutch Kit. Clutch Master Cylinder. Clutch Master Cylinder and Line
Assembly. Clutch Pedal Bushing. Clutch Pedal Pad. Clutch Pedal Position Switch. Clutch Pedal
Position Switch Connector. Clutch Slave Cylinder. Clutch Starter Safety Switch. Cold Air Intake.
Cold Air Intake Tube. Communication Interface Module Connector. Computer Chip Programmer.
Connecting Rod Bearing Set. Console Harness Connector. Control Arm. Control Arm Bushing.
Control Arm Bushing Kit. Control Unit. Conversion Gasket Set. Coolant Thermostat Kit. Cooling
System Tester Adapter. Cornering Light Relay. Courtesy Light Bulb. Courtesy Light Connector.
Courtesy Light Relay. Cowl Hood Panel. Crank Position Sensor. Crankshaft Gear. Crankshaft
Repair Sleeve. Crankshaft Seal. Crankshaft Seal Kit. Cruise Control Module Connector. Cruise
Control Switch. Dash Cover. Daytime Light Relay. Daytime Running Lamp Module Connector.
Daytime Running Lamp Socket. Daytime Running Light Bulb. Daytime Running Light Relay.
Diesel Fuel Filter Bleeder Screw. Diesel Fuel Injector Pump. Diesel Glow Plug Power Strap.
Diesel Governor Controller. Diesel Injector. Diesel Vacuum Pump. Differential Bearing.
Differential Bearing Set. Differential Cover. Differential Cover Plug. Differential Pinion Pilot
Bearing. Differential Pinion Race. Differential Race. Differential Seal. Digital Radio Antenna. Disc
Brake Pad Installation Kit. Dome Lamp Connector. Dome Light Bulb. Door Ajar Switch
Connector. Door Bottom. Door Check. Door Contact Switch. Door Handle. Door Harness
Connector. Door Hinge. Door Interior Reflector. Door Jamb Switch Connector. Door Lock
Actuator. Door Lock Actuator Kit. Door Lock Actuator Motor. Door Lock Knob. Door Lock
Module Connector. Door Lock Motor Connector. Door Lock Relay Connector. Door Lock Rod
Clip. Door Lock Solenoid Connector. Door Lock Switch Connector. Door Lock and Window
Switch. Door Mirror Cover. Door Mirror Glass. Door Remote Mirror Switch. Door Shell. Door Sill
Plate Set. Door Skin. Drive Belt Tensioner Pulley. Drive Shaft Center Support Bearing. Drive
Shaft Slip Yoke. Driver Information Display Switch. Driveshaft Support. Driveshaft Support
Bearing. EGR Cooler. EGR Line. EGR Line Gasket. EGR Tube. EGR Tube Gasket. EGR Valve.
EGR Valve Gasket. EGR Valve Motor. Electric Fuel Pump. Electronic Brake Control Relay.
Electronic Brake Module Connector. Electronic Control Unit. Emergency Vehicle Lamp
Connector. Emergency Vehicle Lamp Relay. Engine Camshaft Position Sensor Connector.
Engine Compartment Light Bulb. Engine Coolant Temperature Sensor Connector. Engine
Coolant Water Inlet Seal. Engine Cooling Fan. Engine Cooling Fan Pulley. Engine Cooling Fan
Switch Connector. Engine Cover Gasket. Engine Crankshaft Position Sensor Connector. Engine

Harmonic Balancer. Engine Mount. Engine Oil Filter Adapter. Engine Oil Filter Bypass Valve.
Engine Oil Pressure Sensor. Engine Wiring Harness Connector. Exhaust Clamp. Exhaust Flange
Stud and Nut. Exhaust Gasket. Exhaust Header Bolt. Exhaust Header Kit. Exhaust Manifold
Gasket. Exhaust Manifold Gasket Set. Exhaust Manifold Hardware Kit. Exhaust Pipe. Exhaust
Pipe Gasket. Exhaust Stack Pipe Cover. Exhaust System. Exhaust Valve. Expansion Tank.
Expansion Tank Cap. Fader Control Switch. Fan Blade. Fan Clutch. Flex Plate. Floor Mat Set.
Floor Mats. Flywheel Shim. Fog Light. Fog Light Bracket Set. Fog Light Bulb. Fog Light
Connector. Fog Light Relay Connector. Fog Light Switch. Forward Lamp Harness Connector.
Front Bed Cap. Fuel Cap Tester Adapter. Fuel Feed Pipe O-Ring. Fuel Filler Neck. Fuel Filter.
Fuel Filter Seal. Fuel Injection Harness Connector. Fuel Injection Injection Pump Relay. Fuel
Injection Pump. Fuel Injection Pump Timer. Fuel Injector. Fuel Injector Connector. Fuel Injector
Control Module. Fuel Injector Fuel Return Hose. Fuel Injector O-Ring. Fuel Injector Rail. Fuel
Injector Seal Kit. Fuel Injector Sleeve. Fuel Injector and Insulator Retainer Kit. Fuel Level
Sending Unit. Fuel Level Sensor. Fuel Line Clip. Fuel Line Connector. Fuel Line O-Ring. Fuel
Pressure Regulator. Fuel Pressure Sensor. Fuel Pump. Fuel Pump Assembly. Fuel Pump
Connector. Fuel Pump Control Module Connector. Fuel Pump Cutoff Switch. Fuel Pump
Harness Connector. Fuel Pump Lock Ring. Fuel Pump Relay Connector. Fuel Pump Tank Seal.
Fuel Pump Wiring Harness. Fuel Rail Pressure Relief Valve. Fuel Sender Connector. Fuel Sender
Control Module Connector. Fuel Tank Cap. Fuel Tank Pressure Sensor. Fuel Tank Pressure
Sensor Connector. Fuel Tank Strap. Fuel Temperature Sensor. Fuel Vapor Pressure Sensor
Connector. Fuse Block Connector. GPS Antenna Assembly. Gauge Pod. Gauge Set. Gear
Selector Lever. Glove Box Lamp Connector. Glove Box Light Bulb. Glow Plug. Glow Plug
Control Module. Glow Plug Relay. Grille Billet Type. Grille Emblem. Grille Insert. Hazard Flasher
Switch. Hazard Warning Flasher. Hazard Warning Indicator Lamp Connector. Hazard Warning
Switch Connector. Hazard Warning and Turn Signal Flasher. Head Bolt. Head Bolt Set. Head
Gasket. Head Gasket Set. Headlamp Socket. Headlight Assembly. Headlight Assembly Set.
Headlight Bulb. Headlight Connector. Headlight Covers. Headlight Cut-Off Relay. Headlight
Dimmer Switch. Headlight Dimmer Switch Connector. Headlight Mounting Panel. Headlight Set.
Headlight Switch. Headlight Switch Connector. Headlight Wiring Harness. Heated Seat Switch
Connector. Heater Control Panel. Heater Core. Heater Hose. Heater Hose Connector. Heater
Hose Fitting. Heater Hose Set. High Beam Indicator Light Bulb. Hood Hinge. Hood Release
Cable. Hood Scoop. Horn Connector. Horn Contact. Hose - Fuel. Idle Air Control Valve. Idle Air
Control Valve Connector. Idle Control Valve. Idler Arm. Idler Arm Grease Hose Kit. Ignition Coil.
Ignition Coil Connector Kit. Ignition Coil Lead Wire. Ignition Coil Mounting Bracket. Ignition
Control Module Connector. Ignition Lock Assembly. Ignition Lock Cylinder. Ignition Lock
Housing. Ignition Relay. Ignition Switch. Ignition Switch Connector. Ignition Wire Boot Set.
Impact Sensor. Inner Fender Well. Input Shaft Seal. Instrument Cluster. Instrument Cluster
Upgrade Kit. Instrument Panel Connector. Instrument Panel Dimmer Switch Connector.
Instrument Panel Harness Connector. Instrument Panel Light Bulb. Intake Manifold. Intake
Manifold Gasket. Intake Manifold Gasket Set. Intake Plenum Gasket. Interior Door Handle.
Interior Door Light Bulb. Interior Rear View Mirror Connector. Junction Block Wiring Harness
Connector. Keyless Remote Case. Knock Sensor. Knock Sensor Connector. Knock Sensor
Harness. Leaf Helper Spring. Leaf Helper Spring Mount Kit. Leaf Spring Bumper Spacer. Leaf
Spring Insulator. Leaf Spring Shackle. Leaf Spring Shackle Bushing. Leaf Spring Shackle Kit
Rear. License Lamp Connector. License Lamp Lense. License Lamp Socket. License Light Bulb.
License Plate Bracket. Liftgate Harness Connector. Light Bar. Light Bar Mounting Kit. Lug Nut.
Luggage Compartment Light Bulb. MAP Sensor. Main Bearing Gasket Set. Main Bearing Set.
Manifold Absolute Pressure Sensor Connector. Manual Trans Countershaft Bearing. Manual
Trans Countershaft Race. Manual Trans Extension Housing Bearing. Manual Trans Input Shaft
Race. Manual Trans Output Shaft Race. Map Light Bulb. Mass Air Flow Sensor. Mass Air Flow
Sensor Connector. Mirror Glass. Mirror Switch. Mobile Phone Antenna. Mobile Phone
Microphone Connector. Mud Flaps. Multi Function Switch. Multi Purpose Wire Connector. Multi
Rib Belt. Nerf Bars. Neutral Safety Switch. Neutral Safety Switch Connector. Oil Cooler. Oil
Cooler Gasket. Oil Cooler Hose. Oil Cooler Line Connector. Oil Cooler Mounting Kit. Oil Dipstick
Tube. Oil Drain Plug. Oil Drain Plug Gasket. Oil Filler Cap. Oil Filler Tube. Oil Filter. Oil Filter
O-Ring. Oil Level Sender. Oil Level Sensor Connector. Oil Pan. Oil Pan Gasket. Oil Pan Gasket
Set. Oil Pressure Sender. Oil Pressure Switch Connector. Oil Pump. Oil Pump Bushing. Oil
Pump O-Ring. Oil Pump Screen. Output Shaft Bearing. Output Shaft Seal. Oxygen Sensor.
Oxygen Sensor Connector. PCV Valve. PCV Valve Grommet. Paper Repair Manual. Parking Aid
Sensor Connector. Parking Brake Adjuster. Parking Brake Anchor Plate. Parking Brake Cable.
Parking Brake Control Module. Parking Brake Hardware Kit. Parking Brake Indicator Light Bulb.
Parking Brake Module Connector. Parking Brake Pad Set. Parking Brake Switch Connector.

Parking Light Assembly. Parking Light Bulb. Parking Light Bulb Socket. Parking Light
Connector. Parking Light Relay. Pickup Bed Panel. Pickup Cab Corner. Pilot Bearing. Pinion
Seal. Piston Pin Bushing. Piston Ring Set. Pitman Arm. Power Brake Booster Line. Power
Distributor Block Connector. Power Mirror Switch Connector. Power Seat Harness Connector.
Power Seat Switch. Power Seat Switch Connector. Power Seat Track Repair Kit. Power Steering
Control Module Connector. Power Steering Cooler. Power Steering Cooler Bracket. Power
Steering Cooling Line. Power Steering Filter. Power Steering Hose Fitting. Power Steering
Pressure Hose. Power Steering Pressure Sensor Connector. Power Steering Pump. Power
Steering Pump Pulley. Power Steering Pump Repair Kit. Power Steering Pump Seal Kit. Power
Steering Return Hose. Power Steering Seal. Power Window Motor Connector. Power Window
Motor Kit. Pre Heat Hose. Purge Valve. Push Nut. Push Rod. R12 Refrigerant Oil. RA Refrigerant
Oil. Radiator Cap. Radiator Cap Tester Adapter. Radiator Drain Petcock. Radiator Fan Assembly.
Radiator Fan Shroud. Radiator Hose. Radiator Support. Radiator Support Tie Bar. Radio
Antenna Cable. Radio Antenna Extension Cable. Radio Knob. Radio Multi Purpose Connector.
Radio Power Connector. Reading Lamp Connector. Reading Light Bulb. Rear Lamp Harness
Connector. Rear Main Seal Cover. Rear Window Deflector. Rear Window Defogger Relay.
Reference Sensor. Release Bearing. Release Bearing and Slave Cylinder Assembly. Reservoir
Level Sensor. Rod Bearing. Roll Pan. Roof Marker Light Bulb. Running Board Mount Kit.
Running Boards. Seat Adjustment Handle. Seat Belt Buckle Button Stop. Seat Belt Light Bulb.
Seat Cover. Seat Heater Pad. Seat Heater Switch. Seat Lumbar Switch Connector. Seat Switch.
Secondary Air Injection Pump. Secondary Air Injection Relay. Shift Interlock Solenoid
Connector. Shift Interlock Switch Connector. Shift Solenoid Connector. Shock Absorber. Shock
Bellows. Shock Mount Insulator. Side Marker Assembly. Side Marker Lamp Connector. Side
Marker Light Bulb. Spark Plug. Spark Plug Heat Shield. Spark Plug Wire Set. Speaker
Connector. Speedometer Calibrator. Speedometer Transmitter. Spindle Nut. Spindle Nut
Retainer. Spindle Nut Washer. Stabilizer Bar. Stabilizer Bar Assembly. Stainless Steel Fender
Trim. Steering Angle Sensor Connector. Steering Damper. Steering Gear. Steering Gear Seal Kit.
Steering Gearbox. Steering Idler Arm Bracket Assembly. Steering Shaft. Steering Shaft Bearing.
Steering Wheel Audio Control Switch. Step Bumper. Step Bumper Hitch Reinforcement. Step
Bumper Pad. Step Nerf Bar Mount Kit. Stop Light Switch. Sun Load Temperature Sensor
Connector. Sunroof Moonroof Connector. Sunroof Wind Deflector. Suspension Air Compressor
Kit. Suspension Air Helper Spring. Suspension Air Helper Spring Kit. Suspension Lift Kit.
Suspension Ride Height Sensor. Suspension Traction Bar. Sway Bar Bracket. Sway Bar
Bushing. Sway Bar Bushing Kit. Sway Bar Link. TPMS Sensor. Tail Lamp Socket. Tail Light
Bulb. Tail Light Bulb Holder. Tail Light Connector. Tail Light Covers. Tail Light PC Board. Tail
Light Set. Tail Pipe. Tailgate Accent. Tailgate Cable. Tailgate Cap Protector. Tailgate Handle.
Tailgate Handle Bezel. Tailgate Handle Cover. Tailgate Hinge Kit. Tailgate Latch. Tailgate Light.
Tailgate Mat. Tailgate Molding. Tailgate Net. Tailgate Rubber Stop. Tailgate Spoiler. Tailgate
Striker Bolt. Tailgate Strut. Tailgate Support Cable. Thermostat Assembly. Thermostat Gasket.
Thermostat Housing Gasket. Thermostat O-Ring. Third Brake Light. Third Brake Light Cover.
Throttle Actuator Control Module Connector. Throttle Body. Throttle Body Gasket. Throttle Body
Seal. Throttle Body Spacer. Throttle Control Motor Connector. Throttle Position Sensor. Throttle
Position Sensor Connector. Tie Rod. Tie Rod Assembly. Tie Rod End. Timing Camshaft
Sprocket. Timing Chain. Timing Cover Gasket. Timing Cover Gasket Set. Timing Crankshaft
Sprocket. Timing Set. Tonneau Cover. Torque Converter Seal. Torsion Bar Mount. Towing
Mirror. Towing Mirror Set. Traction Bar Bracket. Traction Control Switch Connector. Trailer
Brake System Connector. Trailer Connector Kit. Trailer Hitch Plug. Trailer Tow Harness
Connector. Transfer Case Actuator Seal. Transfer Case Adapter Seal. Transfer Case Control
Module. Transfer Case Encoder Motor Connector. Transfer Case Extension Housing Bushing.
Transfer Case Extension Housing Seal. Transfer Case Gasket. Transfer Case Housing. Transfer
Case Motor. Transfer Case Oil Drain Plug. Transfer Case Shift Harness Connector. Transfer
Case Shift Indicator Connector. Transfer Case Shift Shaft Seal. Transmission Case Shaft Seal.
Transmission Gasket. Transmission Mount. Transmission Oil Cooler. Transmission Range
Sensor. Transmission Shift Boot. Transverse Link. Truck Step. Turbocharger Boost Sensor.
Turbocharger Cartridge. Turbocharger Intercooler Hose. Turbocharger Intercooler Pipe Set.
Turbocharger Wastegate Actuator. Turn Signal Assembly. Turn Signal Flasher. Turn Signal
Indicator Light Bulb. Turn Signal Light. Turn Signal Light Bulb. Turn Signal Light Set. Turn
Signal Switch. U Joint. U Joint Strap Kit. U Joint U-Bolt Kit. Universal Joint. Vacuum Pump.
Valve Cover. Valve Cover Gasket. Valve Cover Gasket Set. Valve Cover Grommet Set. Valve
Cover O-Ring. Valve Lifter. Valve Spring Retainer Keeper. Valve Stem Seal. Valve Stem Seal Kit.
Vapor Canister Filter. Vapor Canister Purge Solenoid. Vapor Canister Purge Solenoid
Connector. Vapor Canister Vent Solenoid. Vapor Canister Vent Valve. Vehicle Speed Sensor

Connector. Washer Fluid Level Sensor Connector. Washer Hose. Washer Pump. Washer Pump
Relay. Washer Reservoir. Water Bypass Gasket. Water Distribution Pipe. Water Outlet O-Ring.
Water Pump. Water Pump Backing Plate Gasket. Water Pump Gasket. Water Pump Gasket Set.
Water Pump O-Ring. Water Temperature Sensor. Water in Fuel Sensor. Water in Fuel Sensor
Wrench. Wheel Arch Patch. Wheel Bearing. Wheel Cap. Wheel Hub. Wheel Hub O-Ring. Wheel
Lock Set. Wheel Nut Cover. Wheel Race. Wheel Seal. Wheel Speed Sensor Connector. Wheel
Stud. Window Crank Handle. Window Motor. Window Switch. Window Vent Visors. Window
Washer Pump Motor Connector. Windshield Washer Fluid Reservoir Cap. Windshield Washer
Pump Connector. Windshield Washer Relay. Windshield Wiper Arm. Windshield Wiper Linkage.
Windshield Wiper Motor. Windshield Wiper Motor Connector. Wiper Blade. Wiper Blade Insert.
Wiper Motor Pulse Board. Wiper Motor Pulse Board Kit. Wiper Motor Pulse Board Module. Wiper
Switch. Wiring Harness Connector. Air Intake. Body Electrical. Climate Control. Cooling System.
Engine Electrical. Engine Mechanical. Fuel Delivery. Fuel Injection. Chemicals and Fluids. Diesel
Injection. Drive Belts. Tools and Hardware. A1 Cardone. Action Crash. DIY Solutions. Standard
Motor Products. AC Delco. AMP Research. AP Exhaust. AUS Injection. Air Lift. All Sales. Anchor
Doan. Austin Baker. Auto Meter. Auto Ventshade. BAK Industries. BBB Industries. BD Diesel.
BWD Automotive. BWD CQ. Banks Power. Beck Arnley. Blue Ox. Brute Power. Competition
Cams. DNJ Rock. Dee Zee. Deflecta Shield. Dynamic Friction. E3 Spark Plugs. Eagle Eyes.
Eastern Catalytic. Edge Products. Eibach Springs. Energy Suspension. FCS Automotive. Fab
Fours. Factory Air. Firestone Ride-Rite. First Equipment Quality. Four Seasons. Fox Shox. GB
Remanufacturing. GT Styling. Global Parts Distributors. Go Rhino. Ground Force. Hedman
Hedders. Heri Automotive. Husky Liner. JBA Exhaust. JLC Fuel Products. Jet Chips. Koyo
Cooling. Melling Select Performance. Mile Marker. Mobil 1. Motorad UltraStats. Mr Gasket. N
Fab. OSC Automotive. Original Equipment. Pace Edwards. Painless Performance. Performance
Accessories. Performance Friction. Pioneer Cables. Power Stop. Premium Guard. Pro Comp
Suspension. Professional Parts Sweden. Pure Energy. Quick Steer. Rain X. Ranch Hand. Rhino
Pac. Richmond Gear. Rugged Liner. Russell Performance. Schrader Valves. Sealed Power.
Specialty Products. Spectra Premium. Spectre Performance. Street Scene. Trail Ridge. Trans
Dapt. Tuff Country. US Motor Works. USA Industries. United Automotive. VR Gaskets. Victor
Reinz. WAI Global. Wagner Brake. Wagner Lighting. Walker Products. Click to Enlarge. Shipping
Options: Free Ground Shipping. Action Crash GM Mirror. Quality: Premium - High quality new
replacement part. Quality: Value Line - High quality automotive part with the highest cost
savings. Delphi FG Fuel Pump. Product Note: Fuel Pump Module Assembly -- Fuel tank
contamination is the leading cause of premature fuel pump failure. To reduce risk of
contaminating the replacement pump, Delphi recommends cleaning the fuel tank before
installing a new pump. Use of fuel tank cleaning kit FC01 is recommended. Features: years of
OE experience, supplier to the world's top automakers, OE Heritage and knowledge built into
every aftermarket part, comprehensive portfolio for a wide range of vehicles and model years.
Delphi is a global OE manufacturer and all fuel pumps are built to Delphi's OE standards Empty
float height and float retention matches OE specifications and guarantees correct gas gauge
reading Lower amperage draws less load on vehicle's electrical system Lower failure rates due
to its innovative design and durability Part is validated, tested and matched to the right vehicle
application. Position of Product: Right - Passenger Side. Pronto BR Brake Rotor. Bilstein Shock
Absorber. Read more reviews. Fast shipping. Exactly as described. Perfect fit. Will definitely be
my parts supplier. Catalog: E. Quick Links. Table of Contents. Automobile Chevrolet Cavalier
Owner's Manual pages. If you do this, it will help you learn about the features and controls for
your vehicle. Page Vehicle Damage Warnings You will also find a circle with a slash through it in
this book. For example, These symbols these symbols are important for are used on an you and
your original battery: passengers whenever your vehicle is driven You can also learn about
some things you should not do with air bags and safety belts. It also tells you about reclining
front seatbacks and head restraints. Page 16 Manual Lumbar Control If Equipped If your vehicle
has a lumbar adjustment, you can increase or decrease lumbar support in an area of the lower
seatback. It is located on the outboard side of the seat cushion. To increase or decrease
support, turn the knob toward the front or rear of the vehicle. Page 17 Move the seat forward or
rearward by moving the whole button toward the front or toward the rear of the vehicle. Moving
the whole button up or down raises or lowers the entire seat cushion. Vertical Control: If your
vehicle has power reclining seats, you can use this button to adjust the angle of the seatback. It
does not store the lumbar or back support positions. To set your memory seat: 1. Page
Reclining Seatbacks Reclining Seatbacks To adjust the front seatback, lift the lever upward. The
lever is located on the outboard side of the seat cushion. Release the lever to lock the seatback
where you want it. Lift the lever again upward and the seatback will go to an upright position. In
a crash, you could go into it, receiving neck or other injuries. Page Seatback Latches On some

models, the head restraints tilt forward and rearward also. To tilt the head restraints forward,
grasp the top of the restraint and move it forward to where you want it to go until you hear a
click. It will then be locked into that position until you need to move it again. In a sudden stop or
crash, the person sitting there could be injured. And, even if there is no crash or sudden stop, a
driver sitting in an unlocked easy entry seat could be startled by the sudden movement and hit
the wrong control or pedal, To fold the seat: 1. Pull forward on the release strap located under
the rear seat cushion. Fold the seat cushion upward until it latches with the seatback. Either
side of the rear seat may be folded down to give you more cargo space. Page Safety Belts:
They're For Everyone To return the seat to the passenger position, lift the floor load panels and
latch them into the seatback. Lift the seatback up and push rearward all the way. Then lower the
seat cushion until it latches into position. Pull forward on the seatback and up on the seat
cushion to make sure the seat is securely in place. In a collision, people riding in these areas
are more likely to be seriously injured or killed. Do not allow people to ride in any area of your
vehicle that is not equipped with seats and safety belts. Put someone on it. Take the simplest
vehicle. Page 28 Get it up to speed. Then stop the vehicle. The person keeps going until
stopped by something. In a real vehicle, it could be the windshield Page 29 or the instrument
panel With safety belts, you slow down as the vehicle does. You get more time to stop. You stop
over more distance, and your strongest bones take the forces. Be aware that there are special
things to know about safety belts and children. And there are different rules for smaller children
and babies. Page 32 4. Push the latch plate into the buckle until it clicks. Pull up on the latch
plate to make sure it is secure. Make sure the release button on the buckle is positioned so you
would be able to unbuckle the safety belt quickly if you ever had to. The shoulder belt is too
loose. In a crash, you would move forward too much, which could increase injury. The belt is
buckled in the wrong place. In a crash, the belt would go up over your abdomen. The belt forces
would be there, not at the pelvic bones. The shoulder belt is worn under the arm. It should be
worn over the shoulder at all times. In a crash, your body would move too far forward, which
would increase the chance of head and neck injury. The belt is twisted across the body. If a belt
is twisted, make it straight so it can work properly, or ask your dealer to fix it. The belt should
go back out of the way. Before you close the door, be sure the belt is out of the way. If you slam
the door on it, you can damage both the belt and your vehicle. For pregnant women, as for
anyone, the key to making safety belts effective is wearing them properly. Safety belts help keep
you in position before and during a crash. The path of an inflating air bag must be kept clear.
Page 42 What makes an air bag inflate? In an impact of sufficient severity, the air bag sensing
system detects that the vehicle is in a crash. The sensing system triggers a release of gas from
the inflator, which inflates the air bag. The inflator, air bag and related hardware are all part of
the air bag modules inside the steering wheel and in the instrument panel in front of the right
front passenger. Page 43 In many crashes severe enough to inflate an air bag, windshields are
broken by vehicle deformation. Additional windshield breakage may also occur from the right
front passenger air bag. Air bags are designed to inflate only once. Page 45 Medical Condition.
A passenger has a medical condition which, according to his or her physician: causes the
passenger air bag to pose a special risk for the passenger; and makes the potential harm from
the passenger air bag in a crash greater than the potential harm from turning off the air bag and
allowing the passenger, even if belted, to hit the dashboard or windshield in a crash. Page 46
CAUTION: If the air bag readiness light ever comes on when you have turned off the air bag, it
means that something may be wrong with the air bag system. There are parts of the air bag
system in several places around your vehicle. Your dealer and the service manual have
information about servicing your vehicle and the air bag system. Page Lap Belt What if I add a
snow plow? Will it keep the air bags from working properly? Page Rear Seat Passengers To
make the belt shorter, pull its free end as shown until the belt is snug. Buckle, position and
release it the same way as the lap part of a lap shoulder belt. Pick up the latch plate and pull the
belt across you. The shoulder belt may lock shoulder if you pull the belt across you very
quickly. Page 51 3. To make the lap part tight, pull down on the buckle The lap part of the belt
should be worn low and snug on end of the belt as you pull up on the shoulder part. In a crash,
this applies force to the strong pelvic bones. The safety belt also locks if you pull the belt very
quickly out of the retractor. This feature will provide added safety belt comfort for older children
who have outgrown booster seats and for small adults. When installed on a shoulder belt, the
comfort guide better positions the belt away from the neck and head. Page 54 2. Place the guide
over the belt and insert the two edges 3. Be sure that the belt is not twisted and it lies flat. The
guide must be on top of the belt. Page Children 4. Make sure that the shoulder belt crosses the
shoulder. To remove and store the comfort guides, squeeze the belt edges together so that you
can take them out from the guides. During a crash a baby will become so heavy it is not
possible to hold it. Air bags plus lap shoulder belts offer outstanding protection for adults and

older children, but not for young children and infants. Page Restraint Systems For Children
Restraint Systems for Children An infant car bed A , a special bed made for use in a motor
vehicle, is an infant restraint system designed to restrain or position a child on a continuous flat
surface. Page 61 How do child restraints work? A child restraint system is any device designed
for use in a motor vehicle to restrain, seat, or position children. A built in child restraint system
is a permanent part of the motor vehicle. This is because the back of the rear facing child
restraint would be very close to the inflating air bag. Be sure to turn off the air bag before using
a rear restraint in the right front seat position. Page Top Strap Wherever you install it, be sure to
secure the child restraint properly. Keep in mind that an unsecured child restraint can move
around in a collision or sudden stop and injure people in the vehicle. Be sure to properly secure
any child restraint in your vehicle even when no child is in it. Page Crew Cab Models When
using a child restraint with a top strap in the center rear position, route the top strap through
the fabric loop on the seatback. Then, raise the head restraint and attach the top strap to the
anchor point located at the closest outboard position. Anchor the top strap to one of these
anchor points. Be sure to use an anchor point located on the same side of the vehicle as the
seating position where the child restraint will be placed. Page 69 In order to use the system, you
need either a forward child restraint that has attaching points A at its base and a top tether
anchor B , or a rear facing child restraint that has attaching points A , as shown here. Put the
child restraint on the seat. Attach the anchor points on the child restraint to the anchors in the
vehicle. Page 71 1. Put the restraint on the seat. The child restraint instructions will show you
how. To tighten the belt, feed the shoulder belt back into the retractor while you push down on
the child restraint. There is limited space in the rear seating area of an extended cab model.
Page 74 2. Buckle the belt. Make sure the release button is positioned so you would be able to
unbuckle the safety belt quickly if you ever had to. Page 77 Although a rear seat is a safer place,
you can secure a forward facing child restraint in the right front seat. CAUTION: If the air bag
readiness light ever comes on when you have turned off the air bag, it means that something
may be wrong with the air bag system. Page 78 3. Page 79 6. If you have the choice, a child
should sit next to a window so the child can wear a lap get the additional restraint a shoulder
belt can provide. What is the proper way to wear safety belts? If possible, an older child should
wear a shoulder belt and get the additional restraint a Here two children are wearing the same
belt. In a crash, the two children can be crushed together and seriously injured. A belt must be
used by only one person at a time. Here a child is sitting in a seat that has a shoulder belt, but
the shoulder part is behind the child. If the child wears the belt in this way, in a crash the child
might slide under the belt. When you go in to order it, take the heaviest coat you will wear, so
the extender will be long enough for you. Page 84 Section 2 Features and Controls Here you can
learn about the many standard and optional features on your vehicle, and information on
starting, shifting and braking. Also explained are the instrument panel and the warning systems
that tell you if everything is working properly and what to do if you have a problem. A child can
be overcome by the extreme heat and can suffer permanent injuries or even death from heat
stroke. Never leave a child alone in a vehicle, especially with the windows closed in warm or hot
weather. Page 86 Power Windows If Equipped If your vehicle is equipped with power windows,
the controls are located on each of the side doors in the front and rear. The latch will catch
when the window is fully open and it will also hold it in the open position. A child or others
could be badly injured or even killed. They could operate the power windows or other controls
or even make the vehicle move. Page Door Locks Your vehicle has one double ignition and all
door locks. Your vehicle may also have a key that locks and unlocks only the center floor
console if equipped. If you ever lose your keys, your dealer will be able to assist you with
obtaining replacements. Page 90 There are several ways to lock and unlock your vehicle. You
can use the keyless entry system if equipped. You can also use your key. To lock the door from
the inside, slide the lever rearward. To unlock the door, slide the lever forward. Page 91 If your
vehicle has this power door lock switch, press the bottom of the switch on either front door to
lock all the doors at once. Press the top of the switch to unlock all the doors at once. The power
door locks will operate at any time without the ignition being on. Page 92 If this occurs, repeat
the procedure beginning with Step 1. You can exit the program mode any time by turning the
ignition to ON the locks will automatically lock and unlock to indicate you are leaving the
program mode. Page 93 Keyless Entry System If Equipped If your vehicle has this feature, you
can lock and unlock your doors from about 3 feet 1 m up to feet 30 m away using the remote
keyless entry transmitter supplied with your vehicle. Press LOCK again within three seconds
and the horn will chirp. Operating the keyless entry transmitter may interact with the theft
deterrent system. Remote Panic Alarm When the button with the horn symbol on the keyless
entry transmitter is pressed, the horn will sound and the Page 95 To replace the battery in the
keyless entry transmitter, do the following: 1. Insert a dime in the slot between the covers of the

transmitter housing near the key ring hole. Remove the bottom by twisting the dime. Page Rear
Doors Rear Doors Your vehicle may be equipped with a rear access door s that allows easier
access to the rear area of the extended cab. To open a rear access door from the outside, first
open the front door. Then, use the handle located on the front edge of the rear access door to
open it. Page Tailgate Removal Tailgate You can open the tailgate by lifting up on its handle
while pulling the tailgate toward you. To shut the tailgate, firmly push it upward until it latches.
After you put the tailgate back up, pull it back towards you to be sure it latches securely. Page
98 Theft Vehicle theft is big business, especially in some cities. Although your vehicle has a
number of theft features, we know that nothing we put on it can make it impossible to steal.
However, there are ways you can help. This message reminds you to activate the theft system.
Activate the system by locking the doors with the power door lock switch while the door is
open, or with the remote keyless entry transmitter. You will only be able to remove your key
when the ignition is turned to LOCK. Page Starting Your Engine Key Release Button Manual
Transmission The ignition key cannot be removed from the ignition of manual transmission
vehicles unless the key release button is used. When the engine starts, let go of the key. The
idle speed will go down as your engine gets warm. Page Starting Your V6 Engine 1. Usually, the
coolant heater should be plugged in a minimum of four hours prior to starting your vehicle.
Page Automatic Transmission Operation Automatic Transmission Operation If your vehicle is
equipped with an automatic transmission, it features an electronic shift position indicator within
the instrument panel cluster. This means that if your key is in OFF, rather than LOCK, there will
be a small current drain on your battery which could discharge your battery over a period of
time. So, be sure the transfer case is in a drive gear, two wheel high 2H or four high 4H or four
As vehicle speed increases, the transmission will upshift automatically through each available
range up to FIFTH 5. As the vehicle slows, the transmission will downshift automatically. The
selector switch is located on the end of the column shift lever. You can use this feature to assist
when towing or hauling a heavy load. Then, slowly let up on the clutch pedal as you press the
accelerator pedal. This 6 speed pattern is unique to GM manual transmissions. Page If your
engine speed drops below rpm, or if the engine is not running smoothly, you should downshift
to the next lower gear. When operating on slippery surfaces, downshift at lower than normal
vehicle speeds to prevent the tires from slipping. In bench seat equipped vehicles, move the
tallest beverage containers to the right cupholder to provide additional clearance for the shift
lever. To get the most satisfaction out of four drive, you must be familiar with its operation.
Read the part that follows before using four wheel drive. Page An indicator on the bezel near the
lever shows you the transfer case settings: Wheel High 2HI : This setting is used for driving in
most street and highway situations. Your front axle is not engaged in two wheel drive. This
setting also provides the best fuel economy. Your front axle will engage faster if you take your
foot off of the accelerator for a couple of seconds after you shift. Page You can choose among
four driving settings: 2HI: This setting is used for driving in most street and highway situations.
Your front axle is not engaged in wheel drive. Page Indicator lights in the switches show which
setting your transfer case is in. The indicator lights will come on briefly when you turn on the
ignition and one will stay on. If the lights do not come on, you should take your vehicle to your
dealer for service. Page Electronic Transfer Case If Equipped If your four wheel drive vehicle
has the electronic transfer case, the transfer case switches are located to the left of the
instrument panel cluster. Use these switches to shift into and out of four drive. This can be
done at any speed, and the front axle will lock automatically with some delay. This can be done
at any speed, and the front axle will unlock automatically with some delay. Set the parking
brake. Start the vehicle or turn the ignition to RUN. Connect the vehicle to the towing vehicle.
Page Parking Brake Parking Brake To set the parking brake, hold the regular brake pedal down
with your right foot. Push down the parking brake pedal with your left foot. If the ignition is on,
the brake system warning light will flash. Your vehicle can roll. If you have left the engine
running, the vehicle can move suddenly. Page Move the lever up as far as it will go. Turn the
ignition key to LOCK. Remove the key and take it with you. Page If you have to leave your
vehicle with the engine running, be sure your vehicle is in PARK P and the parking brake is
firmly set before you leave it. You or someone else could be seriously injured. It can cause
unconsciousness and death. You might have exhaust coming in if: Your exhaust system
sounds strange or different. Your vehicle gets rusty underneath. Page It is recommended to use
this system as follows: For optimum ride comfort in an unloaded vehicle the button should be
out and the indicator light will not be illuminated. For optimum ride comfort when trailering, fully
loaded, driving off road, or when personal Page Locking Rear Axle Locking Rear Axle If your
vehicle has this feature, your locking rear axle can give you additional traction on snow, mud,
ice, sand or gravel. It works like a standard axle most of the time, but when one of the rear
wheels has no traction and the other does, this feature will allow the wheel with traction to move

the vehicle. To turn off the chime, move the turn signal lever to the off position. Hold it there
until the wipers start, then let go. The wipers will stop after one wipe. If you want more wipes,
hold the band on MIST longer. You can set the wiper speed for a long or short delay between
wipes. This can really help on long trips. If you apply your brakes, or press the clutch pedal if
equipped , the cruise control will disengage. You could be startled and even lose control. Keep
the cruise control switch off until you want to use cruise control. Press the SET button at the
end of the lever, then release the button and the accelerator pedal. Turn the knob clockwise to
the parking lamps symbol to manually turn on the following: Parking Lamps Sidemarker Lamps
Taillamps License Plate Lamps Instrument Panel Lights Turn the knob clockwise to the master
lamps symbol to Page Lamps On Reminder To idle your vehicle with the automatic headlamp
system off, set the parking brake while the ignition is off. Then start your vehicle. The automatic
headlamp system will stay off until you release the parking brake. You may be able to turn off
your automatic headlamp system. Page To idle a manual transmission equipped vehicle with
the DRL off, set the parking brake. The DRL will stay off until you release the parking brake. The
following procedure applies only to vehicles first sold in the United States. Page Interior Lamps
The fog lamps will be cancelled after the ignition is turned off. If you still want to use the fog
lamps after you restart the vehicle, you will need to press the fog lamp switch again. The lamps
can be adjusted to point in the direction you want. Press the button again to turn the lamp off.
Press the button again to turn it off. Page Electrochromic Inside Rearview Mirror with Compass
and Temperature Display If Equipped When on, an electrochromic mirror automatically dims to
the proper level to minimize glare from lights behind you after dark. The mirror also includes a
display in the upper right corner of the mirror face. Page Electrochromic Mirror Operation The
time period you need to press and hold the TEMP button to turn the electrochromic feature on
or off is fifteen seconds. The indicator light to the right of the TEMP button will still turn on or
off to show you when the electrochromic feature is activated. Page Compass Variance The
mirror is set in zone eight upon leaving the factory. It will be necessary to adjust the compass to
compensate for compass variance if you live outside zone eight. Under certain circumstances,
as during a long distance cross country trip, it will be necessary to adjust for compass variance.
Page Outside Manual Adjust Mirrors Adjust your outside mirrors so you can just see the side of
your vehicle and have a clear view of objects behind you. Some mirrors can be folded in, to
enter narrow doorways. The use of hood mounted air deflectors and add convex mirror
attachments may adversely affect mirror performance. Move the upper control to the left or right
to choose the mirror you want to adjust, then press the arrows on the lower control pad to
adjust the mirror. Some vehicles have storage areas in the instrument panel. Use these spaces
for items such as gloves or small books. Some models have a storage pocket on each of the
front doors. Page 3. Center the garage door opener activation button over the console door
button, and press the opener firmly into place. The pegs inside the compartment door are used
to make sure the button on the compartment door will contact the control button on the garage
door opener. Page Sunglasses Storage Compartment If you have the long overhead console,
the center overhead compartment can be used to store your sunglasses. To open the center
compartment, press the release button located at the rear of the compartment door. Place your
sunglasses in the compartment door with the lenses facing out. To open it, insert the console
key into the lock and unlock the console. Press the button and swing the console lid open. The
console has a place to store tissues, pens and a clip to hold business cards. Page Tonneau
Cover If Equipped 1. To remove, unsnap the cover. Roll up and stow using the buckle and the
strap located at the front of the box. Back rail D. Center bow B. Side rail E. Front bow C. Rear
bow F. Page 2. Remove the three bows by gently pushing them against the spring loaded end.
To add cargo to the box, remove all bows and the back rail and stow them safely. Pull on the
bottom of the ashtray door to open it. NOTICE: If you store paper or other things that burn in
your ashtrays, they could be set on fire by cigarettes or other smoking materials. Use these
outlets to power mobile telephones or other devices designed to operate with vehicle electrical
systems. The cigarette lighter is designed to fit only in the receptacle to the right of the
accessory power outlets. Page OnStar Services Button: Press this button once to contact an
advisor who will be able to assist you with these services. If you are not quickly connected, the
system will automatically reset and redial. This ensures connection to the center; there is no
additional action required. Page Safety and Security Services Automatic Notification of Air Bag
Deployment If an air bag deploys, a priority emergency signal is sent automatically to the
center. If the center is unable to contact you, an emergency service provider will be contacted.
In addition, they can help you locate gas stations, rest areas, ATMs, hospitals, hotels, stores,
eateries and more. Page The main components of your instrument panel are the following: A.
Dome Lamp Switch B. Lamp Controls C. Air Outlets D. Multifunction Lever F. Instrument Cluster
G. Page Speedometer And Odometer Your instrument cluster is designed to let you know at a

glance how your vehicle is running. The pictures will help you locate them. Warning lights and
gages can signal that something is wrong before it becomes serious enough to cause an
expensive repair or replacement. The light tells you if there is an electrical problem. The system
check includes the air bag sensors, the air bag modules, the wiring, the passenger air bag
suppression circuit and the crash sensing and diagnostic module. This light will go off when
you turn the air bag back on again. Page CAUTION: If the air bag readiness light ever comes on
when you have turned off the air bag, it means that something may be wrong with the air bag
system. Page Readings in the low warning zone may occur when a large number of electrical
accessories are operating in the vehicle and the engine is left at an idle for an extended period.
This condition is normal since the charging system is not able to provide full power at engine
idle. If the light comes on while you are driving, pull off the road and stop carefully. It also
provides an indicator of how hard your vehicle is working. When the transmission enters the
protection mode, you may notice a change in the transmission shifting patterns. You may feel
or hear the system working or notice a lack of accelerator response, but this is normal. To turn
the system back on, press the button again; the light should go off. Page NOTICE: If you keep
driving your vehicle with this light on, after a while, your emission controls may not work as
well, your fuel economy may not be as good and your engine may not run as smoothly. This
could lead to costly repairs that may not be covered by your warranty. If the light continues to
flash, when it is safe to do so, stop the vehicle. Find a safe place to park your vehicle. Turn the
key off, wait at least 10 seconds and restart the engine. Failure to pass this inspection could
prevent you from getting a vehicle registration. If you do, your engine can become so hot that it
catches fire. You or others could be burned. Check your oil as soon as possible and have your
vehicle serviced. Fuel Gage United States When the ignition is on, the fuel gage tells you about
how much fuel you have left in your tank. Page Message Center Message Center The message
center is located on the left side of the instrument panel cluster. It gives you important safety
and maintenance facts. When you turn the ignition on, the entire center lights up for just a few
seconds. As needed, the message center will display one of the following messages. Page
When the transmission enters the protection mode you may notice a change in the transmission
shifting patterns. When the transmission fluid temperature returns to normal, the display will
turn off and the transmission shifting patterns will return to normal. Page Trans Hot Idle Engine
If you have an automatic transmission, you have a transmission over temperature display
contained in the message center. If this warning message is displayed, pull the vehicle off the
roadway when it is safe to do so. Page Low Coolant Low Coolant This message is displayed
when the cooling system is low on coolant. The engine may overheat. Check Coolant Temp This
message is displayed when the cooling system temperature gets hot. Malfunctions can be
indicated by the system before any problem is apparent, which may prevent serious damage to
the vehicle. Be sure to read about the particular systems supplied with your vehicle. To increase
airflow, turn the knob clockwise. To decrease airflow, turn it counterclockwise. To turn the fan
off, turn the knob to OFF. Temperature Knob The middle knob on the control panel lets you
select the temperature of the air flowing into the passenger area. Page BLEND: Airflow is
delivered through the heater floor outlets, center floor console outlets if equipped , the
windshield defroster outlets and the side window defroster outlets. The air conditioning
compressor may run to dehumidify the air to prevent window fogging. Page Electronic Climate
Control System The auto recirculation feature will activate when the following are true: the air
conditioning system is activated, the OUTSIDE AIR button is on, and the vehicle load is high
due to city traffic, extended idling or hot weather. The system will automatically switch to the
recirculation mode to lower the system load and improve interior comfort. When both the fan
control and mode knobs are in the AUTO position, the system will then automatically maintain
the desired cabin temperature as selected by the temperature knob. Page With the automatic
setting, the air conditioning compressor automatically cycles when needed to cool the air. In
cold weather, when the system senses the need for heat, the airflow will be directed out of the
floor outlets. As the interior temperature approaches a desired setting, the blower speed will
decrease. Press it again to close off the outside air. Page Rear Air Conditioning and Heating
Systems If Equipped If your vehicle has one of these systems, you can increase and decrease
the airflow at the rear vents. Depending on the system you have and the setting selected, you
can send cooled or heated air to the rear of the vehicle. Page Rear Air Conditioning and Rear
Heater If Equipped If your vehicle has the rear air conditioning and rear heater system
combination, controls are provided to regulate temperature, location and speed of the airflow.
Front Control To adjust the airflow speed, turn the fan control knob located on the left side to
the desired setting. The climate control has three controls. To adjust the airflow speed, turn the
fan knob located on the left side of the control panel to the desired fan speed. Page Air
Conditioning Air Conditioning On hot days, open the windows long enough to let hot air inside

escape. This reduces the time it takes for your vehicle to cool down. Then keep your windows
closed for the air conditioner to work its best. Page Defogging And Defrosting Heating The
heater works best if you keep your windows closed while using it. Page Ventilation System The
defogger will shut itself off after several minutes. If you need additional warming time, press the
button again. You can turn the defogger off at any time by pressing the button. If your vehicle is
equipped with heated outside mirrors, the rear window defogger button will also activate the
heated outside mirrors. Page Your vehicle has air outlets in the center and on the sides of your
instrument panel. You can turn the outlets from side and down to direct the flow of air. The left
driver and passenger outlets on vehicles equipped with air conditioning have shut off knobs.
Page Audio Systems Audio Systems Your audio system has been designed to operate easily
and give years of listening pleasure. You will get the most enjoyment out of it if you acquaint
yourself with it first. Page SEEK: Press the right arrow to tune to the next higher station and the
left arrow to tune to the next lower station and stay there. To increase volume and turn the radio
on, turn the knob clockwise. Turn it counterclockwise to decrease volume and turn the radio off.
Page In addition to the four stations already set, up to three more stations may be preset on
each band by pressing two adjoining buttons at the same time. Just: 1. Tune in the desired
station. Press SET. SET will appear on the display. CLN: If this message appears on the display,
the cassette tape player needs to be cleaned. It will still play tapes, but you should clean it as
soon as possible to prevent damage to the tapes and player. With SCV, your audio system
adjusts automatically to make up for road and wind noise as you drive. Set the volume at the
desired level. Turn the control ring behind the upper knob clockwise to adjust the SCV. Page P.
SCAN: The preset scan button lets you scan through your favorite stations stored on your
pushbuttons. It will scan through each station stored on your pushbuttons and stop for a few
seconds before continuing to scan through all of the pushbuttons. Page Playing a Cassette
Tape Your tape player is built to work best with tapes that are up to 30 to 45 minutes long on
each side. Tapes longer than that are so thin they may not work well in this player. Page FM:
Press this button to switch from a tape to the radio. The lighted arrow will appear and show the
direction of play when a tape is in the active mode. To increase volume, turn this knob
clockwise. Turn it counterclockwise to decrease volume. The knob is capable of rotating
continuously. SCAN allows you to listen to stations for a few seconds. The receiver will
continue to scan and momentarily stop at each station until you press the button again. The
sound will mute while scanning. If you hold this button or press it more than once, the disc will
advance further. Sound is muted in this mode. RDM 2 : Press this button to play the tracks on
the disc in random order. Your tape player is built to work best with tapes that are up to 30 to 45
minutes long on each side. Page 5 : Press this pushbutton to turn Dolby NR on and off. Dolby
NR is active when a tape is inserted in the remote cassette. The double D symbol will appear on
the display. Page 1. Write down any three or four digit number from to and keep it in a safe
place separate from the vehicle. Turn the radio off. Press the 1 and 4 buttons together. Hold
them down until shows on the display. Page Understanding Radio Reception Disabling the Theft
Deterrent Feature Enter your secret code as follows; pause no more than 15 seconds between
steps: 1. Hold them down until SEC shows on the display. Your hearing can adapt to higher
volumes of sound. Sound that seems normal can be loud and harmful to your hearing. Take
precautions by adjusting the volume control on your radio to a safe sound level before your
hearing adapts to it. Cassette tapes should be stored in their cases away from contaminants,
direct sunlight and extreme heat. The radio will display to show the indicator was reset.
Cassettes are subject to wear and the sound quality may degrade over time. Always make sure
the cassette tape is in good condition before you have your tape player serviced. Please start
with a very important safety device in your vehicle: Buckle up. Page Drunken Driving Drunken
Driving Death and injury associated with drinking and driving is a national tragedy. Alcohol
affects four things that anyone needs to drive a vehicle: Judgment Muscular Coordination
Vision Page According to the American Medical Association, a lb. The person would reach the
same BAC by drinking three 4 ounce ml glasses of wine or three mixed drinks if each had 1 45
ml of a liquor like whiskey, gin or vodka. Page But the ability to drive is affected well below a
BAC of 0. Research shows that the driving skills of many people are impaired at a BAC
approaching 0. All drivers are impaired at BAC levels above 0. They are the brakes, the steering
and the accelerator. All three systems have to do their work at the places where the tires meet
the road. Some people drive in spurts heavy acceleration followed by heavy braking rather than
keeping pace with traffic. This is a mistake. Your brakes may not have time to cool between
hard stops. Your brakes will wear out much faster if you do a lot of heavy braking. Suddenly an
animal jumps out in front of you. You slam on the brakes and continue braking. A computer
senses that wheels are slowing down. If one of the wheels is about to stop rolling, the computer
will separately work the brakes at each front wheel and at both rear wheels. Page The Traction

Assist System may operate on dry roads under some conditions. When this happens, you may
notice a reduction in acceleration. Examples of these conditions include a hard acceleration in a
turn, an abrupt upshift or downshift of the transmission or driving on rough roads. You can turn
the system back on at any time by pressing the button again. Page Power Steering Steering
Power Steering If you lose power steering assist because the engine stops or the system is not
functioning, you can steer but it will take much more effort. Speed-Sensitive Steering This
system varies the amount of steering effort proportionate to your vehicle speed. Steering is
easier at lower speeds for maneuvering and parking ease. Page Steering In Emergencies
Steering in Emergencies There are times when steering can be more effective than braking. For
example, you come over a hill and find a truck stopped in your lane, or a car suddenly pulls out
from nowhere, or a child darts out from between parked cars and stops right in front of you. If
the level of the shoulder is only slightly below the pavement, recovery should be fairly easy.
Ease off the accelerator and then, if there is nothing in the way, steer so that your vehicle
straddles the edge of the pavement. Keep trying to steer and constantly seek an escape route or
area of less danger. Page The following steps must be performed on each of the push pins to
remove the air dam: 1. Insert the tip portion of a flat the push pull downward until the push 2.
While continuing to pull downward on the push turn the expandable end of the push Page To
replace the lower air dam, do the following: 1. Line up each push with its intended retainer and
push the washer portion of the push towards the retainer until it locks into place. Push the flat
end of the push retainer until it locks into place, making sure You or your passengers could be
injured. Keep cargo below the top of the seatbacks. Unsecured cargo on the load floor can be
tossed about when driving over rough terrain. Know the terrain and plan your route. You are
much less likely to get bad surprises. Get accurate maps of trails and terrain. Try to learn of any
blocked or closed roads. Page Scanning The Terrain Scanning the Terrain road driving can take
you over many different kinds of terrain. You need to be familiar with the terrain and its many
different features. Here are some things to consider. Surface Conditions. Off roading can take
you over hard packed dirt, gravel, rocks, grass, sand, mud, snow or ice. Page Driving Uphill
Once you decide you can safely drive up the hill, you need to take some special steps. Use a
low gear and get a firm grip on the steering wheel. Get a smooth start up the hill and try to
maintain your speed. If this happens, there are some things you should do, and there are some
things you must not do. What should I do? Leave the vehicle and go get some help. Page If you
decide you can go down a hill safely, then try to keep your vehicle headed straight down, and
use a low gear. Descend slowly, keeping your vehicle under control at all times. If this happens,
you have to decide whether to try to drive across the incline. Here are some things to consider:
A hill that can be driven straight up or down may be too steep to drive across. If you feel your
vehicle starting to slide sideways, turn downhill. This should help straighten out the vehicle and
prevent the side slipping. At fast speeds, water splashes on your ignition system and your
vehicle can stall. Stalling can also occur if you get your tailpipe under water. One reason is that
some drivers are likely to be impaired alcohol or drugs, with night vision problems, or by
fatigue. Drive defensively. It can take a second or two, or even several seconds, for your eyes to
readjust to the dark. Page The heavier the rain, the harder it is to see. Even if your windshield
wiper blades are in good shape, a heavy rain can make it harder to see road signs and traffic
signals, pavement markings, the edge of the road and even people walking. But it can if your
tires do not have much tread or if the pressure in one or more is low. It can happen if a lot of
water is standing on the road. Page City Driving City Driving One of the biggest problems with
city streets is the amount of traffic on them. Page Freeway Driving Freeway Driving Mile for
mile, freeways also called thruways, parkways, expressways, turnpikes or superhighways are
the safest of all roads. But they have their own special rules. The most important advice on
freeway driving is: Keep up with traffic and keep to the right. Drive at the same speed most of
the other drivers are driving. The exit speed is usually posted. Reduce your speed according to
your speedometer, not to your sense of motion. After driving for any distance at higher speeds,
you may tend to think you are going slower than you actually are. Or is it just plain falling
asleep at the wheel? Call it highway hypnosis, lack of awareness, or whatever. There is
something about an easy stretch of road with the same scenery, along with the hum of the tires
on the road, the drone of the engine, and the rush of the wind against the vehicle that can make
you sleepy. Check all fluid levels and also the brakes, tires, cooling system and transmission.
Page Winter Driving Winter Driving Here are some tips for winter driving: Have your vehicle in
good shape for winter. You may want to put winter emergency supplies in your vehicle. Include
an ice scraper, a small brush or broom, a supply of windshield washer fluid, a rag, some winter
outer clothing, a small shovel, a flashlight, a red cloth and reflective warning triangles. But wet
ice can be even more trouble because it may offer the least traction of all. You should probably
stay with your vehicle unless you know for sure that you are near help and you can hike

through the snow. Here are some things to do to summon help and keep yourself and your
passengers safe: Turn on your hazard flashers. This can cause deadly CO carbon monoxide gas
to get inside. CO could overcome you and kill you. Clear away snow from around the base of
your vehicle, especially any that is blocking your exhaust pipe. Page Recreational Vehicle
Towing Recreational Vehicle Towing There may be times when you want to tow your vehicle
behind another vehicle for use at your destination. Be sure to use the proper towing equipment
designed for recreational vehicle towing. Follow the instructions for the towing equipment.
When towing your vehicle, turn the ignition to OFF. You or others could be injured. The label
shows the size of your original tires and the inflation pressures needed to obtain the gross
weight capacity of your vehicle. If you do, parts on your vehicle can break, and it can change
the way your vehicle handles. These could cause you to lose control and crash. Page The total
weight of any additional cargo you intend to carry. Say, for example, you have a lb. The total
weight of all occupants and cargo inside the cab should not exceed lb. This means that you may
only be able to carry one passenger. Page What is front axle reserve capacity, and how do I
calculate it? Front axle reserve capacity is the difference between your front GAWR and the
front axle weight of your truck with full fuel and passengers. Page For example, adding a lb.
Using the formula, if the snow plow is 4 ft. Page What is total vehicle reserve capacity? This is
the difference between your GVWR and the weight of your truck with full fuel and passengers.
Keep in mind that reserve capacity numbers are intended as a guide when selecting the amount
of equipment or cargo your truck can carry. Page Refer to the Truck Camper Loading
Information label in glove box for dimensions A and B as shown in the following illustration.
Use the rear edge of the load floor for measurement purposes. The recommended location for
the cargo center of gravity is at point C for the CWR. Page Trailer Recommendations Your
dealer can help you make a good vehicle match. This will tell you the loads on your axles. Page
Towing A Trailer Pickup Conversion to Chassis Cab General Motors is aware that some vehicle
owners may consider having the pickup box removed and a commercial or recreational body
installed. Before you do so, first contact the GM Customer Assistance Office for your area for
information on such conversions specific to this vehicle. To pull a trailer correctly, follow the
advice in this part, and see your dealer for important information about towing a trailer with
your vehicle. This helps your engine and other parts of your vehicle wear in at the heavier loads.
Axle Max. Trailer Wt. Ratio V6 Auto 3. Ratio V8 3. Ratio V8 4. Page Weight Of The Trailer Tongue
You can ask your dealer for our trailering information or advice, or you can write us at the
address listed in your Warranty and Owner Assistance Information Booklet. Do not exceed the
maximum allowable tongue weight for your vehicle. Cross the safety chains under the tongue of
the trailer to help prevent the tongue from contacting the road if it becomes separated from the
hitch. Instructions about safety chains may be provided by the hitch manufacturer or by the
trailer manufacturer. Page Making Turns Before you start, check the trailer hitch and platform
and attachments , safety chains, electrical connector, lamps, tires and mirror adjustment. If the
trailer has electric brakes, start your vehicle and trailer moving and then apply the trailer brake
controller by hand to be sure the brakes are working. When towing a trailer, the arrows on your
instrument panel will flash for turns even if the bulbs on the trailer are burned out. If something
goes wrong, your rig could start to move. People can be injured, and both your vehicle and the
trailer can be damaged. Apply your regular brakes and hold the pedal down while you: Start
your engine; Shift into a gear; and Release the parking brake. Let up on the brake pedal. Page
Auxiliary Battery If Equipped The auxiliary battery provision can be used to supply electrical
power to additional equipment that you may choose to add, such as a slide in camper. When
having a PTO installed on your vehicle, make sure that it will not exceed 35 hp. Engage the PTO.
Page Variable Mode: PTO speed control mode can be used for both stationary and mobile
applications. This mode allows PTO to be controlled in a fashion similar to how cruise control
sets vehicle speed. The operator can set to an rpm between and with the cruise control feature
or with the SET position on the PTO switch. They also let police know you have a problem. Your
front and rear turn signal lamps will flash on and off. Press the button located at the top of the
steering column all the way down to make your front and rear turn signal lamps Page Jump
Starting Jump Starting If your battery has run down, you may want to use another vehicle and
some jumper cables to start your vehicle. But please use the following steps to do it safely.
They can be dangerous because: They contain acid that can burn you. People have been hurt
doing this, and some have been blinded. Use a flashlight if you need more light. Be sure the
battery has enough water. Page 6. Page V8 Engine 9. When connecting the cable, be sure it is
not near any engine parts that will move. Now start the vehicle with the good battery and run the
engine for awhile. Try to start the vehicle with the dead battery. Page Towing Your Vehicle 1.
Disconnect the black negative heavy, unpainted metal engine part on the vehicle that had the
dead battery. Disconnect the black negative negative terminal on the vehicle with the good

battery. Sometimes the engine can get a little too hot when you: Climb a long hill on a hot day.
Stop after high speed driving. Coolant Surge Tank B. Engine Fan In addition, the engine coolant
will require change sooner 30, miles 50 km or 24 months, whichever occurs first. They are under
pressure, and if you turn the coolant surge tank pressure cap even a little they can come out at
high speed. Never turn the cap when the cooling system, including the coolant surge tank
pressure cap, is hot. Plain water, or some other liquid like alcohol, can boil before the proper
coolant mixture will. You can remove the coolant surge tank pressure cap when the cooling
system, including the coolant surge tank pressure cap and upper radiator hose, is no longer
hot. Turn the pressure cap slowly counterclockwise left about one full turn. If you hear a hiss,
wait for that to stop. Page 4. With the coolant surge tank pressure cap off, start 5. Then replace
the pressure cap. Be sure the pressure the engine and let it run until you can feel the upper cap
is hand tight. Watch out for the engine cooling fan. When the clutch is engaged, the fan spins
faster to provide more air to cool the engine. In most everyday driving conditions, the fan is
spinning slower and the clutch is not fully engaged. Turn on your hazard warning flashers. The
vehicle can slip off the jack and roll over you or other people. If there is a cover, move the seats
forward and turn the wing nut on the cover counterclockwise to remove it. For Crew Cab
models, pull up the second row seat with the loop at the base of the seat cushion to access the
tools. Page Follow these instructions to lower the spare tire: 1. If the vehicle is equipped with a
hoist lock, open the spare tire lock cover on the bumper and use the ignition key to remove the
lock. Assemble the wheel wrench and the two jack handle extensions as shown. Page Attach
the wheel wrench to the jack handle extensions as needed. Attach the jack handle to the jack.
Turn the wheel wrench clockwise to raise the jack lift head a little. Page Spare Tire If your
vehicle has wheel nut caps, loosen them by turning the wheel wrench counterclockwise. If you
have a center cap with wheel nut caps, the wheel nut caps are designed to remain with the
center cap. Remove the center cap. If the wheel has a smooth center piece, place the chisel end
of the wheel wrench in the slot on the wheel and gently pry out. Position the jack under the
vehicle. If the flat tire is on the front of the vehicle all other models , position the jack on the
frame behind the flat tire. Page Rear Position 3. Make sure the jack head is positioned so that
the rear axle is resting securely between the grooves that are on the jack head. Turn the wheel
wrench clockwise to raise the vehicle. Raise the vehicle far enough off the ground so there is
enough room for the spare tire to fit under the wheel well. The wheel could come off and cause
an accident. When you change a wheel, remove any rust or dirt from the places where the wheel
attaches to the vehicle. Page 8. Tighten the nuts firmly in a crisscross sequence as shown by
turning the wheel wrench clockwise. Rear Position 7. Turn the wheel wrench counterclockwise
to lower the vehicle. Lower the jack completely. This could lead to an accident. Be sure to use
the correct wheel nuts. If you have to replace them, be sure to get new GM original equipment
wheel nuts. Secure the items in the vehicle as shown. Wing Nut E. Wheel Wrench and
Extensions B. Wheel Blocks F. Storage Bag C. Page A. Hoist Assembly E. Valve Stem, Pointed
Down B. Wheel Wrench F. Flat or Spare Tire C. Extensions G. Retainer D. Hoist Shaft H. Hoist
Cable 5. Raise the tire fully against the underside of the vehicle. Continue turning the wheel
wrench until the tire is secure and the cable is tight. That will clear the area around your front
wheels. If you have a four wheel drive vehicle, shift into 4HI. Always pull the vehicle straight out.
Never pull on the hooks at a sideways angle. The hooks could break off and you or others could
be injured from the chain or cable snapping back. Page Section 6 Service and Appearance Care
Here you will find information about the care of your vehicle. This section begins with service
and fuel information, and then it shows how to check important fluid and lubricant levels. There
is also technical information about your vehicle, and a part devoted to its appearance care. Be
sure you have sufficient knowledge, experience, the proper replacement parts and tools before
you attempt any vehicle maintenance task. Canada Only Be sure the posted octane is at least If
the octane is less than 87, you may get a heavy knocking noise when you drive. Page Fuels In
Foreign Countries To provide cleaner air, all gasolines in the United States are now required to
contain additives that will help prevent deposits from forming in your engine and fuel system,
allowing your emission control system to function properly. Therefore, you should not have to
add anything to the fuel. It burns violently, and that can cause very bad injuries. Keep sparks,
flames and smoking materials away from gasoline. Gasoline can spray out on you if you open
the fuel filler cap too quickly. This spray can happen if your tank is nearly full, and is more likely
in hot weather. Static electricity discharge from the container can ignite the gasoline vapor. You
can be badly burned and your vehicle damaged if this occurs. Page Hood Release Hood Release
1. To open the hood, first pull the handle located inside the vehicle to the lower left of the
steering wheel. Coolant Surge Tank C. Air Filter Restriction Indicator D. Engine Oil Dipstick E.
The Maintenance Schedule provides information on maintaining the noise control system to
minimize degradation of the noise emission control system during the life of your vehicle. You

should check your engine oil level regularly; this is an added reminder. But you must use the
right kind. This part explains what kind of oil to use. Do not use any oil which does not carry
this starburst symbol. These numbers on an oil container show its viscosity, or thickness. Fully
press and release the accelerator pedal three times within five seconds. To remove the air filter,
loosen the screws on the cover. Lift the cover upward. Lift the filter from the air cleaner
housing. The air cleaner not only cleans the air, it stops flame if the engine backfires. Page
Automatic Transmission Fluid 3. Remove the air filter by pulling downward on the element.
Remove the second portion of the air filter by sliding it towards the rear of the vehicle and then
pulling downward. Install the new filter by reversing the steps listed previously. Page How To
Check How to Check Because this operation can be a little difficult, you may choose to have
this done at the dealership service department. If you do it yourself, be sure to follow all the
instructions here, or you could get a false reading on the dipstick. Page Checking the Fluid
Level Prepare your vehicle as follows: Park your vehicle on a level place. Keep the engine
running. With your foot on the brake pedal, move the shift lever through each gear range,
pausing for about three seconds in each range. Page How To Add Fluid 2. Push it back in all the
way, wait three seconds and then pull it back out again. Check both sides of the dipstick, and
read the lower level. The fluid level must be in the COLD area, below the cross hatched area, for
a cold check or in the HOT area or cross hatched area for a hot check. Page Automatic
Transmission Fluid Allison Only When to Check and Change A good time to check your
automatic transmission fluid level is when the engine oil is changed. Change both the fluid and
filter every 25, miles 41 km if the vehicle is mainly driven under one or more of these conditions:
In heavy city traffic where the outside temperature regularly reaches Page 5. If the fluid level is
in the acceptable range, push the dipstick back in all the way. Add fluid only after checking the
transmission fluid while it is hot. A cold check is used only as a reference. If the fluid level is
low, add only enough of the proper fluid to bring the level up to the HOT area for a hot check.
Page Check the fluid level only when your engine is off, the vehicle is parked on a level place
and the transmission is cool enough for you to rest your fingers on the transmission case. Page
Hydraulic Clutch Hydraulic Clutch The hydraulic clutch linkage in your vehicle is self adjusting.
The clutch master cylinder reservoir is filled with hydraulic clutch fluid. It is not necessary to
regularly check clutch fluid unless you suspect there is a leak in the system. Add enough
lubricant to raise the level to the bottom of the filler plug hole. Use care not to overtighten plug.
What to Use Refer to the Maintenance Schedule to determine what kind of lubricant to use.
When the differential is at operating temperature warm , add enough lubricant to raise the level
to the bottom of the filler plug hole. CAUTION: Turning the surge tank pressure cap when the
engine and radiator are hot can allow steam and scalding liquids to blow out and burn you
badly. NOTICE: Your coolant surge tank pressure cap is a 15 psi kPa pressure type cap and
must be tightly installed to prevent coolant loss and possible engine damage from overheating.
Page When To Check Power Steering Fluid When to Check Power Steering Fluid It is not
necessary to regularly check power steering fluid unless you suspect there is a leak in the
system or you hear an unusual noise. A fluid loss in this system could indicate a problem. Have
the system inspected and repaired. If you will be operating your vehicle in an area where the
temperature may fall below freezing, use a fluid that has sufficient protection against freezing.
There are only two reasons why the brake fluid level in the reservoir might go down. The first is
that the brake fluid goes down to an acceptable level during normal brake lining wear. Page
Checking Brake Fluid You can check the brake fluid without taking off the cap. Just look at the
brake fluid reservoir. The fluid level should be above MIN. Some driving conditions or climates
may cause a brake squeal when the brakes are first applied or lightly applied. This does not
mean something is wrong with your brakes. We recommend an ACDelco battery. Page
Headlamps 1. Remove the two pins on the top of the headlamp assembly. To remove the pins,
turn the outer pin outward and pull it straight up. To remove the inner pin, turn it inward and pull
it straight up. Sidemarker Lamp B. Retainer Clip C. Front Turn Signal Lamp D. Daytime Running
Lamp 1. Remove the headlamp lens assembly as mentioned previously. Press the retainer clip,
located behind the turn signal housing, towards the outside of the vehicle. Remove the screws
and lift off the lamp assembly. Cargo Lamps B. Center High Mounted Stoplamps 2. Page Roof
Marker Lamps 4. If a cargo lamp is replaced, put a new cargo lamp bulb into the socket and
press it in until it is tight before turning the socket counterclockwise. Put a new bulb into the
socket and turn clockwise until it locks in place. Turn the old bulb counterclockwise to remove
it from the socket. Reinstall the lens and tighten the screws. Remove the screws and lamp
assembly. Unplug the lamp assembly harness. Use a screwdriver to gently pry the individual
lamp from the lamp housing. Unplug the lamp at the connector. Press the release tab and turn
the bulb socket counterclockwise to remove it from the taillamp housing. Pull the old bulb
straight out from the socket. Press a new bulb into the socket and turn the socket clockwise

into the taillamp housing until it clicks. Page Windshield Wiper Blade Replacement Windshield
Wiper Blade Replacement Windshield wiper blades should be inspected at least twice a year for
wear and cracking. Replacement blades come in different types and are removed in different
ways. Page Tires Your new vehicle comes with high a leading tire manufacturer. If you ever
have questions about your tire warranty and where to obtain service, see your GM Warranty
booklet for details. Overloading your tires can cause overheating as a result of too much
friction. Any time you notice unusual wear, rotate your tires as soon as possible and check
wheel alignment. Also check for damaged tires or wheels. Page If your vehicle has dual rear
wheels and the tread design for your front tires is the same as your rear tires, always use one of
the correct rotation patterns shown here when rotating your tires. If your vehicle has dual rear
wheels and the tread design for your front tires is different from your rear Some commercial
truck tires may not have treadwear indicators. When you get new tires, get ones with that same
TPC Spec number. Page Uniform Tire Quality Grading Uniform Tire Quality Grading Quality
grades can be found where applicable on the tire sidewall between tread shoulder and
maximum section width. Sustained high temperature can cause the material of the tire to
degenerate and reduce tire life, and excessive temperature can lead to sudden tire failure. Page
Each new wheel should have the same load capacity, diameter, width, offset and be mounted
the same way as the one it replaces. If you need to replace any of your wheels, wheel bolts or
wheel nuts, replace them only with new GM original equipment parts. It could fail suddenly and
cause an accident. If you have to replace a wheel, use a new GM original equipment wheel.
Some are toxic. Others can burst into flame if you strike a match or get them on a hot part of the
vehicle. Some are dangerous if you breathe their fumes in a closed space. Page Special Fabric
Cleaning Problems Here are some cleaning tips: Always read the instructions on the cleaner
label. Clean up stains as soon as you can Carefully scrape off any excess stain. Use a clean
cloth or sponge, and change to a clean area often. A soft brush may be used if stains are
stubborn. If a ring forms on fabric after spot cleaning, clean the entire area immediately or it will
set. Rub with a clean, damp cloth to remove dirt. You may have to do it more than once. GM
Glass Cleaner or a liquid household glass cleaner will remove normal tobacco smoke and dust
films on interior glass. Use a car washing soap. Be sure to rinse the vehicle well, removing all
soap residue completely. You can get approved cleaning products from your dealer. Washing
with water is all that is usually needed. However, you may use chrome polish on chrome or
stainless steel trim, if necessary. Use special care with aluminum trim. To avoid damaging
protective trim, never use auto or chrome polish, steam or caustic soap to clean aluminum.
Page Chemical Paint Spotting Sheet Metal Damage If your vehicle is damaged and requires
sheet metal repair or replacement, make sure the body repair shop applies anti corrosion
material to the parts repaired or replaced to restore corrosion protection. Original manufacturer
replacement parts will provide the corrosion protection while maintaining the warranty. You can
see it if you look through the windshield from outside your vehicle. Some add on electrical
equipment can keep other components from working as they should. Pull off the cover to
access the fuse block. You can remove fuses with a fuse extractor which is mounted to the fuse
block access door. Page Center Instrument Panel Utility Block Center Instrument Panel Utility
Block The center instrument panel utility block is located underneath the instrument panel, to
the left of the steering column. Page All capacities are approximate. When adding see the
refrigerant charge label under the hood for charge capacity information and requirements. Add
enough engine oil so that the fluid is within the proper operating range. Page Normal
Maintenance Replacement Parts Normal Maintenance Replacement Parts Replacement part
numbers listed in this section are based on the latest information available at the time of
printing, and are subject to change. If a part listed in this manual is not the same as the part
used in your vehicle when it was built, or if you have any questions, please contact your GM
dealer. Page Section 7 Maintenance Schedule This section covers the maintenance required for
your vehicle. Your vehicle needs these services to retain its safety, dependability and emission
control performance. The Plan supplements your new vehicle warranties. See your Warranty
and Owner Assistance booklet or your dealer for details. Introduction Your Vehicle and the
Environment Proper vehicle maintenance not only helps to keep your vehicle in good working
condition, but also helps the environment. You may drive very short distances only a few times
a week. Or you may drive long distances all the time in very hot, dusty weather. Page Scheduled
Maintenance -- Gasoline Engines The services shown in this schedule up to , miles km should
be performed after , miles km at the same intervals. The services shown at , miles km and ,
miles km should be performed at the same intervals after , miles km and , miles km. Reset the
system. The system will show you when to change the oil 3, miles 5 km and 10, miles 16 km
since your last oil change. Page Scheduled Maintenance -- Gasoline Engines If your vehicle is
used to pull a trailer, a rear axle fluid change is recommended after a break after the first miles

km of trailer towing. Check constant velocity joints and axle seals for leaking. Rotate tires. If
you drive regularly under dusty conditions, the filter may require replacement more often. An
Emission Control Service. Replace spark plugs. Page Scheduled Maintenance -- Gasoline
Engines , Miles km Drain, flush and refill cooling system or every 60 months since last service,
whichever occurs first. Inspect hoses. Clean radiator, condenser, pressure cap and neck.
Pressure test the cooling system and pressure cap. Page Part B: Owner Checks and Services
Listed in this part are owner checks and services which should be performed at the intervals
specified to help ensure the safety, dependability and emission control performance of your
vehicle. Be sure any necessary repairs are completed at once. Whenever any fluids or
lubricants are added to your vehicle, make sure they are the proper ones, as shown in Part D.
Look for any other loose or damaged safety belt system parts. If you see anything that might
keep a safety belt system from doing its job, have it repaired. Page Weatherstrip Lubrication
Silicone grease on weatherstrips will make them last longer, seal better, and not stick or
squeak. Apply silicone grease with a clean cloth. During very cold, damp weather more frequent
application may be required. If it does, you or others could be injured. Follow the steps below.
Before you start, be sure you have enough room around the vehicle. With a manual
transmission, the key should turn to LOCK only when you press the key release button. Page
Exhaust System Inspection Part C: Periodic Maintenance Inspections Listed in this part are
inspections and services which should be performed at least twice a year for instance, each
spring and fall. Page Throttle System Inspection Throttle System Inspection Inspect the throttle
system for interference or binding, and for damaged or missing parts. Replace parts as needed.
Replace any components that have high effort or excessive wear. Do not lubricate accelerator
and cruise control cables. Transfer Case and Front Axle Four-Wheel Drive Inspection Every 12
months or at engine oil change intervals, check front axle and transfer case and add lubricant
Page Maintenance Record Part E: Maintenance Record After the scheduled services are
performed, record the date, odometer reading and who performed the service in the boxes
provided after the maintenance interval. Also, you should retain all maintenance receipts. Your
owner information portfolio is a convenient place to store them. Page Section 8 Customer
Assistance Information Here you will find out how to contact Chevrolet if you need assistance.
This section also tells you how to obtain service publications and how to report any safety
defects. Page Customer Satisfaction Procedure Customer Satisfaction Procedure Your
satisfaction and goodwill are important to your dealer and to Chevrolet. Sometimes, however,
despite the best intentions of all concerned, misunderstandings can occur. Page STEP TWO -- If
after contacting a member of dealership management, it appears your concern cannot be
resolved by the dealership without further help, contact the Chevrolet Customer Assistance
Center by calling As the owner of a Chevrolet, membership in Roadside Assistance is free.
Roadside Assistance is available 24 hours a day, Please see your selling dealer for details.
Note: Courtesy Care is available to retail and retail lease Page Courtesy Transportation
Transportation Options Warranty service can generally be completed while you wait. However, if
you are unable to wait Chevrolet helps minimize your inconvenience by providing several
transportation options. Depending on the circumstances, This manual is also suitable for:
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