2001 subaru outback tail light assembly

The Light assembly arived in about days and was well packd, removed old assembly and
installed new one which inculded new bulbs, happy now because no more water leaking in and
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Set. Hazard Flasher Switch. Hazard Warning Flasher. Hazard Warning and Turn Signal Flasher.
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Latch Assembly. Third Brake Light. Trailer Brake Control. Trailer Connector Kit. Trailer Tow
Harness. Trailer Wire Converter. Trunk Light Bulb. Trunk or Cargo Area Light. Turn Signal
Flasher. Turn Signal Light Bulb. Turn Signal Switch. Washer Pump. Window Switch. Windshield
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Tools and Hardware. Action Crash. Shop By Vehicle. Click to Enlarge. Product List Price:.
Position: Left - Driver Side. Quality: Premium - High quality new replacement part. Position:
Right - Passenger Side. Genuine Tail Light Assembly - Left. Genuine W Tail Light Assembly.
Shipping Options: Ground, Overnight, 2 Day. Genuine Tail Light Assembly - Right. Action Crash
SU Great fits really well , good value and easy to find your website , thank you. September 11th,
Posted by Subaru tail light. February 21st, Posted by replacement light assembly. Catalog: D.
Vehicle Notes Subaru Outback. Catalog: A. Click here. Not sure of reg? Enter Make and Model
manually. All used Subaru Tail Lights listed on Breakeryard. Part of the car's lighting setup, the
Subaru rear tail light, is an important safety feature of the car enabling other road users to
clearly see the vehicle from the rear. The rear tail light is an external light that fixes to the
outside of the car at the rear and is contained in either a metal or plastic housing. The tail lights
can be in the same housing as other lighting such as the indicator lights, brake lights, parking
lights, reverse lights and hazard lights, forming one single tail light with several functions.
When indicating to go left, the indicator or signal light bulbs flash to indicate to other road
users that the driver intends to turn left. The indicator light is also used by drivers in emergency
situations to alert other road users that there is a potential hazard. Brake lights illuminate when
the driver applies pressure to the brakes to let other road users know that the car is slowing
down or stopping. Reverse lights illuminate when the driver puts the car into reverse, indicating
to other road users that the car is reversing. Parking lights and hazard lights are used when the
car is pulled up on the roadside, to alert other road users to the fact that there is a parked car.
On some cars the tail light is a separate unit, however, often clustered together with the other
rear vehicle lights. The tail light is wired up to come on when the front side lights are on and
emits a red light which is designed to be duller than the brake light, so that the brake light is
distinguishable from the tail light. Unfortunately, because of their positioning on the vehicle and
fragile bulbs, the Subaru rear tail light is prone to being smashed and cracked, particularly in a
crash but also as a result of stones and debris flying up from the road or badly maneuvered
reversing. When replacing the rear tail light, it is important that you purchase a tail light
intended for the car. Rear tail lights come in many different sizes and styles. Purchasing a new
Subaru tail light will ensure you get a quality part that fits the make and model of your car. Skip
to main content. Enter your registration. Listed items Description Find parts for your car What
are you looking for? More info. GMH Vehicle Recyclers. Raven Global Ltd. Silverlake Garage.
Specialist Diesel ltd - II. Windleys Salvage Ltd. About Tail Lights Part of the car's lighting setup,
the Subaru rear tail light, is an important safety feature of the car enabling other road users to
clearly see the vehicle from the rear. Subaru trivia Owners of the Subaru Forester and the
Subaru Outback have a strange obsession with car stickers. It is very rare to find one that
hasn't got multiple stickers on the back. Like badges for scouts, Subaru encourages this trend
with their Badge of Ownership stickers and lifestyle icons. Subaru will provide customers with a
turbocharged version of their standard passenger vehicles. One of the most popular models to
get this upgrade is the Impreza WRX. One of the most important parts of any Subaru car is the
boxer engine. This type of engine has been in every single Subaru for the last 45 years. The very
first Subaru was the It was built in and came with a 1. Subaru has won multiple awards for being

the most trusted car brand and the brand with the best resale value. Join over 5 million
customers Trustpilot. Ad provided by Google. Quick Links. Table of Contents. This manual
describes the following types of the Legacy series. Emission Control Systems Warranty. Page
4: Specifications Please read these safety warnings as well as all other portions of this manual
care- fully in order to gain a better understand- ing of how to use your SUBARU vehicle safely.
Page 7. The SRS airbags deploy with considerable speed and force. Occupants who are out of
proper position when the SRS airbag deploys could suffer very serious injuries. Because the
SRS airbag needs enough space for deploy- ment, the driver should always sit upright and well
back in the seat as far from the steering wheel as practical while still Page 8: Drinking And
Driving They could accidentally injure themselves or others through inadvertent operation of
the ve- hicle. Also, on hot or sunny days, the temperature in a closed ve- hicle could quickly
become high enough to cause severe or pos- sibly fatal injuries. Drunken driving is one of the
most frequent causes of accidents. Since alco- hol affects all people differently, you may have
consumed too much alcohol to drive safely even if the level of alcohol in your blood is below
the legal limit. Other types of modifications could affect its performance, safety or durability,
and may even violate governmental regulations. In addition, damage or Item Function Alarm
system Alarm system Monitoring start delay time after closure Never adjust the seat while driving to avoid the possibility of loss of vehicle control and of personal injury. Before adjusting the
seat, make sure the hands and feet of rear seat passengers or cargo are clear of the adjusting
mechan- ism. Page Manual Seat According to accident statistics, children are safer when
properly restrained in the rear seating posi- tions than in the front seating posi- tions. When the
lever is pushed down, the seat is lowered. When the lever is pulled up, the seat rises. Page Head
Restraint Adjustment the seat cushion angle or seat cushion height. Seat cushion angle control
switch To adjust the seat cushion angle, pull up or push down the front end of the control
switch. Seatback angle reclining control switch To adjust the angle of the seatback, move the
control switch. To install: Install the head restraint into the holes that are located on the top of
the seatback until the head restraint locks. Page Rear Seats. Do not put anything on the seat
which insulates against heat, such as a blanket, cushion, or similar items. This may cause the
seat heater to overheat. NOTE Use of the seat heater for a long period of time while the engine
is not running can cause battery discharge. Hold the seatback while pulling the release lever to
slow it down. Never drive the vehicle with the head restraints removed because they are
designed to reduce the risk of serious neck injury in the event that the vehicle is struck from the
rear. Page 33! Before sitting on the seat, raise the head restraint to the extended posi- tion.
When not used retracted position When used extended position Head restraint Release button
To raise WARNING To avoid the possibility of serious injury, passengers must never be allowed
to sit on the center armrest while the vehicle is in motion. Page Emergency Locking Retractor
Elr According to accident statistics, children are safer when properly restrained in the rear
seating positions than in the front seat- ing positions. Your vehicle is equipped with a crash
sensing and diagnostic module, which will record the use of the seatbelt by the front passenger
when any of the SRS frontal, If an accident occurs, this can increase the risk or severity of
injury. Page 39! Always adjust the anchor height so that the shoulder belt passes over the
middle of the shoulder without touching the neck. Page 40 Seat, seatbelt and SRS airbags 4. To
make the lap part tight, pull up on the shoulder belt. Place the lap belt as low as possible on
your hips, not on your waist. Unfastening the seatbelt Push the button on the buckle. Before
closing the door, make sure that the belts are retracted properly to avoid catching the belt
webbing in the door. Page 42 Seat, seatbelt and SRS airbags 4. Page 43 1. Insert a key or other
hard pointed object into the slot in the connector buckle on the right-hand side and push it in,
and the connector tongue plate will disconnect from the buckle. Allow the retractor to roll up the
belt. You should hold the webbing end and guide it back into the retractor while it is rolling up.
If either front seatbelt does not Page System Monitors. If the front seatbelt retractor assem- bly
or surrounding area has been damaged, contact your SUBARU dealer as soon as possible.
When you sell your vehicle, we urge you to explain to the buyer that it has seatbelt
pretensioners by alerting him to the contents of this section. Page Child Restraint Systems.
Modification of the suspension system or front end structure. Page 49 installing a child restraint
system. Some types of child restraints might not be able to be secured firmly due to projection
of the seat cushion. In this seating position, you should use only a child restraint system that
has a bottom base that fits snugly against the contours of the seat cushion and can be securely
retained using the seatbelt. Page 51 or around the child restraint system following the
instructions provided by its manufacturer. Insert the tongue plate into the buckle until you hear
a click. Take up the slack in the lap belt. That function is restored by retracting the seatbelt fully.
Installing forward facing child re- straint 1. If the child restraint system requires a top tether,
latch the hook onto the top tether anchor and tighten the top tether. To remove the child

restraint system, press the release button on the seatbelt buckle and allow the belt to retract
completely. After installing the child restraint system, check to ensure that it is held securely in
position. If it is not held tight and secure, the danger of your child suffering personal injury in
the event of an accident may be in Child restraint systems and seat- belts can become hot in a
vehicle that has been closed up in sunny weather; they could burn a small child. Page 56 Seat,
seatbelt and SRS airbags the rear seat window-side seating posi- tions. For each window-side
seating posi- tion, two lower anchorages are provided. Each lower anchorage is located behind
the cover of seatback bottom. Legacy Outback The tether anchorages upper an- chorages are
provided for all the seating positions center and both window-side ones of the rear seat. Page
58 Seat, seatbelt and SRS airbags instructions by the child restraint system manufacturer. Since
a top tether can provide additional stability by offering another connection between a child
restraint system and the vehicle, we recommend that you use a top tether whenever one is
required or avail- able. Page 59 restraint while pressing the release button. Store the head
restraint in the trunk. Avoid placing the head restraint in the passen- ger compartment to
prevent it from being thrown around in the passenger compart- ment in a sudden stop or a
sharp turn. Fasten the top tether hook of the child restraint system to the appropriate upper
anchorage. Tighten the top tether securely. Do not sit or lean unnecessarily close to the SRS
airbag. Because the SRS airbag deploys with considerable speed â€” faster than the blink of an
eye â€” and force to protect in high speed collisions, the force of an airbag can injure an
occupant whose body is too close to SRS airbag. Page 63! The SRS airbag deploys with
considerable force and can injure or even kill the child. This is normal. Observe the following
precautions. Failure to do so may prevent the SUBARU advanced frontal airbag system from
functioning correctly or cause the system to fail. Page 68 2 seconds. Page 69 facing child
restraint system and a small child is restrained with it. The seat is equipped with a booster seat
and a small child is in the booster seat. The seat is relieved of the occupant load for a time
exceeding the predeter- mined monitoring time period. Page 70 OFF indicator turns off after
taking relevant corrective actions de- scribed above, relocate the child restraint system to the
rear seat and immediately contact your SUBARU dealer for an inspection. Page 73! Page 74
Seat, seatbelt and SRS airbags! The vehicle strikes an object, such as a telephone pole or sign
pole. The vehicle slides under the load bed of a truck. They do not do away with the need to
fasten seatbelts. It could be injured in the event of SRS side airbag deployment. Do not attach a
hands-free micro- phone or any other accessory to a front pillar, a center pillar, a rear pillar, the
windshield, a side win Page 79 impact force, is located in the airbag control module. If one of
the center pillar impact sensors and the impact sensor that is located in the airbag control
module together sense an impact force above a predetermined level in a side collision, the
control module causes both the SRS side airbag and curtain airbag on the impacted side to
inflate regardless of whether the rear Page 80 Seat, seatbelt and SRS airbags! Page 81!
Examples of the types of accidents in which the SRS curtain airbag will most likely deploy
Outback. Page 82 Seat, seatbelt and SRS airbags! Hitting a curb, edge of pavement or hard
surface Falling into or jumping over a deep hole Landing hard or vehicle falling It is possible
that the SRS side and curtain Page 83! The vehicle is involved in a side-on impact in an area
outside the vicinity of the passenger compartment. The vehicle is involved in frontal collision
with another vehicle moving or station- ary. Page Precautions Against Vehicle Modification.
Page Attachment of any equipment side steps or side sill protectors, etc. Page 89 Keys Key
number Security ID plate Security indicator light Key replacement Door locks Locking and
unlocking from the outside Locking and unlocking from the inside Battery drainage prevention
function Power door locking switches Key lock-in prevention function The master key and
submaster key fit all locks on your vehicle. Page Immobilizer Immobilizer The immobilizer
system is designed to prevent an unauthorized person from starting the engine. Page Security
Indicator Light If the security indicator light does not flash, the immobilizer system may be
malfunc- tioning. In case an unauthorized key is used e. To unlock the door, turn the key toward
the front. Lift the outside door handle to open an unlocked door. Along with the proper use of
seat- belts and child restraints, locking the doors reduces the chance of being thrown out of the
vehicle in an accident. When leaving the vehicle, make sure you are holding the key before
locking the doors. Do not expose the remote trans- mitter to severe shocks, such as those
experienced as a result of dropping or throwing. Page Locking The Doors facility or electronic
equipment emitting strong radio waves such as a power plant, broadcast station, TV tower, or
remote controller of home electronic appliances. NOTE The remote keyless entry system does
not operate when the key is inserted in the ignition switch. An electronic chirp will sound twice
and the turn signal lights will flash twice. If you replace the battery by yourself, use utmost care
that no dust, oil or water enters the transmitter. Page Replacing Lost Transmitters Keys and
doors 3. Remove the transmitter case from the key head. Open the transmitter case by releasing

the hooks. A tag showing the code is affixed to the key unit, and another is affixed to the circuit
board inside the transmitter. When part 4 of the procedure is completed, an electronic tone will
sound for 30 seconds. If you do not perform the operations in part 4 within 15 seconds, an error
will occur and the electronic tone will not sound. Page NOTE If you do not start entering the
number using the lock switch before the elec- tronic tone stops sounding, an error will occur. In
this event, perform the procedure again beginning with part 3. When you have finished entering
the code a second time, an electronic tone will sound for 1 second to indicate completion of
registration, provided the code entered Page Alarm System The map lights and dome light
notification is deactivated as the fac- tory setting. To arm the system using remote transmitter 1.
Close all windows and the moonroof if equipped. Remove the key from the ignition switch.
Open the doors and get out of the vehicle. Make sure that the engine hood and the trunk lid
Legacy are locked. Page Tripped Sensor Identification! In order to lock the doors you must
either lock them as in- dicated in step 4 below or with the key once they have been closed. Page
Child Safety Locks 30 seconds. The shock sensors are not always Page Keys and doors held.
For some models, this switch also has a one-touch auto up function that allows the window to
be closed fully without holding the switch. Pull the switch up until it clicks and release it, and
the window will fully close. To stop the window halfway, press the switch down lightly. To
unlock: Press the lock switch again. Anti-entrapment function Initialize the power window in the
following procedure to reactivate such functions. To lock and unlock the trunk lid opener switch
When you entrust your vehicle key to another person, you can lock the trunk lid opener switch
to prevent items in the trunk from being stolen. To lock the trunk lid opener switch, per- form
the following procedure. Page In that case, use the key to release the latch, then close the trunk
lid. Page Rear Gate Outback Rear gate Outback The rear gate can be locked and unlocked using
any of the following systems. To open: First unlock the rear gate lock then push the rear gate
opener button. Tilting moonroof Raise Lower The raising function will only operate when the
moonroof is fully closed. The lowering function will only operate when the moon- roof is raised.
If the moonroof is opened, the sun shade also moves back. Page Instruments And Controls
Ignition switch Key reminder chime Ignition switch light Hazard warning flasher Meters and
gauges Combination meter illumination Page Instruments and controls Light control switch
Headlight flasher Daytime running light system Turn signal lever And when the engine is turned
off, it takes a much greater effort than usual to steer. Page Hazard Warning Flasher Hazard
warning flasher The hazard warning flasher is used to warn other drivers when you have to park
your vehicle under emergency conditions. The hazard warning flasher works with the ignition
switch in any position. To turn on the hazard warning flasher, press the hazard warning button
on the instrument panel. The display can be switched as shown in the following illustration by
pressing the trip knob. Page Eco Gauge Instruments and controls The gauge may move slightly
during braking, turning or acceleration due to fuel level movement in the tank. Except U. Page
Seatbelt Warning Light And Chime Instruments and controls If any lights fail to illuminate, it
indicates a burned-out bulb or a malfunction of the corresponding system. The engine low oil
level warning light will not turn off immediately even if you replace or add engine oil. Page Abs
Warning Light Should the warning light illuminate stea- dily after blinking for approximately one
minute, have the system inspected by your nearest SUBARU dealer as soon as possible. If at all
in doubt about whether the brakes are operating prop- erly, do not drive the vehicle. If the brake
system warning light flashes, the electronic parking brake system may be malfunc- tioning.
Page Hill Holder Indicator Light 5. The door open warning light illuminates if any door, the rear
gate Outback or trunk lid Legacy is not fully closed. The light does not turn off even after the
lapse of several minutes the engine has warmed up after the engine has started. Page Security
Indicator Light Instruments and controls The Vehicle Dynamics Control system is probably
malfunctioning under any of the following conditions. The indicator can give a false reading
under any of the following conditions:. Page Current Fuel Consumption Instruments and
controls Pressing the trip knob toggles the indica- tion between the average fuel consump- tion
corresponding to the A trip meter indication and the average fuel consump- tion corresponding
to the B trip meter indication. When either of the trip meter indications is reset, the
corresponding average fuel consumption value is also reset. Page Light Control Switch U. You
must refuel the vehicle immedi- ately. NOTE The driving range on remaining fuel is only a guide.
The high beam headlights will automati- cally illuminate at reduced brightness when the engine
has started, under the Page Wiper And Washer. Use clean water if windshield washer fluid is
unavailable. Also, when driving the vehicle when there are freezing tempera- tures, use
non-freezing type wi- per blades. Do not clean the wiper blades with gasoline or a solvent, such
as paint thinner or benzine. This will cause deterioration of the wiper blades. Page ! The
operating interval can be adjusted in five steps from the shortest interval to the longest.
Windshield washer To wash the windshield, pull the wiper control lever toward you. If the

battery voltage drops below the permissible level, continuous operation of the defogger and
deicer system is can- celed and the system stops operating. Turn on the defogger and deicer
system if the wipers are frozen to the windshield. If the windshield is covered with snow,
remove the snow so that the windshield wiper deicer works effec- tively. Page button, the
compass display is toggled on or off. When the compass is on, an illuminated compass reading
will appear in the lower part of the mirror. Even with the mirror in anti-glare mode, the mirror
surface turns bright if the transmission is shifted into reverse. Do not use the convex mirror to
judge the distance of vehicles behind you when changing lanes. Page Horn Instruments and
controls and forward and backward. Horn To sound the horn, push the horn pad. Page
Ventilator Air flow selection Manual climate control system if equipped Control panel Heater
operation Air conditioner operation Automatic climate control system if equipped Temperature
sensors Operating tips for heater and air conditioner Center ventilators Open Close Move the
tab up and down or right and left to adjust the flow direction. The fan speed control dial is used
to select four fan speeds. Temperature control dial This dial regulates the temperature of air
flow from the air outlets over a range from the blue side cool to red side warm. Page Heater
Operation Climate control! Air conditioner button The air conditioner operates only when the
engine is running. Press the air conditioner button while the fan is in operation to turn on the air
conditioner. The indicator light will illumi- nate. Press it again to turn off the air condi- tioner.
Page Air Conditioner Operation 3. Turn the temperature control dial all the way to the right. Set
the fan speed control dial to the highest speed. Heating and defrosting To direct warm air
toward the floor and the windshield: 1. Set the air inlet selection button to the OFF position.
However the indicator on the air conditioner button will not illuminate. Page Climate control! In
this state, fan speed, air flow distribution, air-inlet control, and air conditioner compressor
operation are automatically controlled. Page button. Each temperature setting is shown on the
display. Page Temperature Sensors Press the air inlet selection button to the OFF position
when the interior has cooled to a comfortable temperature and the road is no longer dusty. The
indicator light will turn off. Therefore, the meth- od of adding, changing or checking the
refrigerant is different from the method for CFC12 freon. Repairs needed as a result of using the
wrong refrigerant are not covered under warranty. Page Air Filtration System Under extremely
dusty conditions, the filter should be replaced more frequently. Replacement schedule Page
Climate control 3. Remove the air filter. Replace the air filter element with a new one. Reinstall
the cover of the air filter. Reinstall the glove box, and connect the damper shaft. Page Audio
Antenna system Printed antenna FM reception Installation of accessories Audio set Type A
audio set if equipped Type B audio set if equipped Power and sound controls Power switch and
volume control Sound control Doing so may damage the antenna printed on the window. The
antenna is printed on the inner surface of the rear window glass. Page You may experience
problems in receiving satellite radio signals in the follow- ing situations. If you are driving
northward in a coastal area You will notice that the XM satellite radio antenna is fixed to the
upper right hand corner of your windshield. The signal comes from the south and may not be
able to reach the antenna in some circumstances when you are driving north. See the pages
indicated in this section for operating details. Power and sound controls: refer to page Radio
operation: refer to page The radio is turned ON and OFF by pressing the dial, and the volume is
controlled by turning the dial. Page Audio! As the vehicle speed increases, the audio vo- lume
automatically increases to match the vehicle speed, in order to create a pleasant listening
environment even as the driving noise increases. Range of levels Initial setting Turn
counterclockwise This function may not be available, however, when radio signals are weak.
Page Rds Text Display Audio! How to preset stations 1. The control function returns to the
normal mode after approximately 10 seconds. Make sure to always insert a disc with the label
side up. Page If no indicator blinks, it means that there is no idle position in the magazine.
Loading all the magazine full disc loading mode 1. When selecting a CD to play type Disc select
buttons Press a desired one of the disc select buttons the disc number indicator of which
steadily lights up. The player will then start playback of the selected CD, beginning with the first
track. Release the button to stop fast-forwarding. Each time you briefly press the button, the
mode changes in the following se- quences. It repeats the track that is playing. Each time you
press the button, the mode changes in the following sequences. Page Display Selection. For the
audio input jack, a stereo mini pin plug 3. The con- nection cable is available at electrical
appliance or similar stores. Also, some compact discs cannot be played. You cannot use a
DualDisc in the CD player. Page Audio Control Buttons If Equipped Audio there are deposits,
wipe the disc surface from the center outward with a dry, soft cloth. Be sure not to use a rough
cloth, thinner, benzine, alcohol, etc. Do not use any disc that is scratched, deformed, or
cracked. Also, do not use any disc that has a non-standard shape for example, a heart shape.
Page Mode Button These buttons are located on the spokes of the steering wheel. Each time it

is pressed, the mode changes to the next one in the following sequence. When selling your
vehicle, make sure that you initialize the Hands-free system to prevent personal data from being
improperly accessed. The cell phone is turned off. The cell phone is not in the phone call area.
Do not leave the cell phone in the vehicle. The temperature in the vehicle may become
extremely high and cause a malfunction of the cell phone. When using the cell phone, be careful
not to get it close to the in-vehicle equipment. Press the talk switch. Say the name to be
registered. Then a pass key is displayed. Making a phone call! Making a phone call from the
phone book It is possible to select a phone number from the phonebook registered with the in
NOTE For details about the operation, follow the voice guidance. Third menu â€” Voice
command system Talk switch To turn on the voice command system, press the talk switch
briefly. To turn off the voice command system, press the talk switch for more than 1. The
commands available for the voice command system are listed in the follow- ing chart. Page set
pass key list phone add entry delete entry delete speed dial by voice voice by phone phone call
history by call history set speed dial next incoming outgoing list names set PIN phone book
lock PIN setup send Audio Page Interior light Dome light Map light Cargo area light Outback
Sun visors Sun visor extension plate Vanity mirror with light Storage compartment Glove box
Center console box Overhead console Pocket if equipped Cup holder Page Cargo Area Light
Outback. All doors are locked using the remote keyless entry transmitter. Sun visors To block
out glare, swing down the visors. The extension plate would obstruct your view of the rearview
mirror. To close it, push the lid firmly upward. To lock the glove box, insert the key and turn it
clockwise. To unlock the glove box, insert the key and turn it counterclockwise. Page To use
again as cup holders: Insert the divider plate into the console box. Center console box rear The
center console box has a two-layer structure consisting of an upper compart- ment and a lower
compartment. Upper compartment Upper compartment lock release Pull up the upper
compartment lock release to open the upper compartment. Avoid storing plastic or other heatvulnerable or flammable articles such as a lighter in the overhead Page Accessory Power
Outlets Interior equipment trim can be used to hold beverage bottles and other items.
Accessory power outlets Power outlet below the climate control Power outlet in the center
console Power outlet in the cargo area if equipped Accessory power outlets are provided below
the climate control, in the center console and in the cargo area. Do not attempt to use a
cigarette lighter in the accessory power outlet. Do not place any foreign objects, especially
metal ones such as coins or aluminum foil, into the accessory power outlet. That could cause a
short circuit. Al- ways put the cap on the acces- sory power outlet when it is not in use. It fits
into one of the cup holders built into the center console or the rear seat armrest. When using
the ashtray, open the ashtray lid. Clean them off using a toothbrush or another narrow-ended
implement. Also, do not use more than one floor mat. If the floor mat slips forward and
interferes with the movement of the pedals during driving, it could cause an accident. Rewind
the cover. Hold down the button on the right- hand rear quarter panel and lift up the right-hand
cover housing. Remove the cover housing. To install the cover housing, insert both ends of the
cover housing into the retainers. Make sure to fix the front part of the cargo area cover behind
the rear seat. Under-floor storage compart- ment The subfloor storage compartment is located
under the floor of the trunk or cargo area and can be used to store small items. To open the lid,
pull the tab or handle up. Do not disassemble or modify the camera, switch or wiring. If smoke
comes out or you smell a strange odor, stop using the rear view camera immediately. Continued
use may result in accident, fire or Interior equipment electric shock. For models with the
genuine SUBARU navigation system, the image of the rear view camera has priority over other
screen displays. Therefore, while the rear view camera is in opera- tion, the operations of other
screens are disabled. Areas at both ends of the bumper and areas just under the bumper cannot
be viewed. Page Help Line Interior equipment tion cannot be seen on the screen. Always be
sure to check with your eyes when moving backward and proceed slowly. When there is an
upward slope at the back 3 feet 1 m The distance on the screen looks farther than the actual
distance. When there is a downward slope at the back 3 feet 1 m The distance on the screen
looks nearer than the actual distance. Page Starting And Operating Fuel Fuel requirements Fuel
filler lid and cap State emission testing U. Preparing to drive Starting the engine MT models AT
and CVT models Stopping the engine If it is determined that the condition is caused by the type
of fuel used, repairs may not be covered by your warranty. Page Starting and operating 1. To
open the fuel filler lid, pull the lid release lever up. Open the fuel filler lid. WARNING Before
opening the fuel filler cap, first touch the vehicle body or a metal portion of the fuel pump or
similar object to discharge any Page 4. Hook the cord that is attached to the fuel filler cap onto
the hook inside the fuel filler lid. When refueling, insert the fuel nozzle securely into the fuel
filler pipe. If the nozzle is lifted or not fully inserted, its automatic stop- ping mechanism may
not func- tion, causing fuel to overflow the Page State Emission Testing U. If you use the wrong

cap, it may not fit, and your fuel tank and emission con- trol system may be damaged. Under no
circumstances should the rear wheels be jacked off the ground, nor should the driveshaft be
disconnected for state emission testing. Confirm that all warning and indicator lights have
turned off after the engine has started. Page Stopping The Engine Starting and operating hard.
This will cause loss of power to the power steering and the brake booster, making steer- ing and
braking more difficult. Any open entry point will prevent starting or cause the system to shut
down. If the alarm system is armed at the time of remote engine start activation the security
indicator light on the combination meter is flashing , the The transmitter mote start activation
transmit- will automatically send one additional remote start activation ter button is pressed two
times To engage or disengage service mode: 1. Be careful not to allow children to touch the
battery and any re- moved parts; children could swallow them. There is a danger of explosion if
an incorrect replacement battery is used. Replace only with the same or equivalent type of battery. Page Manual Transmission Starting and operating ference, and 2 this device must accept
any interference received, in- cluding interference that may cause undesired operation. Page
Shifting Speeds transmission in neutral, release the clutch pedal momentarily, and then try
again. Recommended shifting speeds The best compromise between fuel econ- omy and
vehicle performance during normal driving is ensured by shifting up at the speeds listed in the
following table. The con- tinuously variable transmission is electro- nically controlled and
provides an infinite number of forward speeds and 1 reverse speed. Page Select Lever provides
superior transmission effi- ciency for maximum fuel economy. At times, depending on varying
driving conditions, a chain operating sound may be heard that is characteristic of this type of
system. Page Shift Lock Function If you must perform the above procedure, the shift lock
system or the vehicle control system may be malfunctioning. Page Selection Of Manual Mode If
the select lever does not move after performing the above procedure, the shift lock system may
be malfunctioning. The gear position indicator shows the currently selected gear in the
1st-to-5th-gear range AT models or 1st-to-6th gear range CVT models. Page Driving Tips place
and let the engine idle until the warning light turns off. On a road surface where there is a risk of
wheelspin for example, a snow- or gravel-covered road , you can pull away from a standstill
safely and easily by first selecting the 2nd gear of the manual mode. Page Brake System If a
squeaking or scraping noise is heard from the disc brakes while braking, im- mediately have
your vehicle inspected by the nearest SUBARU dealer. The ABS system does not always
decrease stopping distance. You should always maintain a safe following distance from other
vehicles. The warning light illuminates dur- ing driving. Release the parking brake. If both
warning lights turn off, the EBD system may be malfunctioning. If both warning lights illuminate
again and remain illuminated after the engine The following precautions should be observed in
order to ensure that the Vehicle Dynamics Con- trol system is operating properly. Slight
twitching of the brake pedal may be felt when the Vehicle Dynamics Control system operates; a
small de- gree of vehicle or steering wheel shak- ing may also be noticed in this situa- tion.
These are normal characteristics of Vehicle Dynamics Control operation and are no cause for
alarm. Page However should such a situation occur, drive with care and have an authorized
SUBARU dealer carry out an inspec- tion of those systems at the first available opportunity. If
either should occur, have an authorized SUBARU dealer carry out an inspection of that system
at the first available opportunity. The indicator light does not illuminate when the ignition switch
is turned to the ON position. If the switch is held down for 10 seconds or longer, the indicator
light turns off, the Vehicle Dynamics Control system is activated, and the system ignores any
further pressing of the switch. Do not inject any tire liquid or When the electronic parking brake
system has a malfunction and the parking brake cannot be Page without depressing the brake
pedal or the clutch pedal, the parking brake is not released. When the parking brake is being
applied or released, noise may be noticed. However, this is not a malfunc- tion. When the
electronic parking brake system has a malfunction or the elec- tronic parking brake operation is
pro- hibited temporarily, if the parking brake Page Starting and operating the brake system
warning light has illuminated. Otherwise, the Hill Holder function may not operate properly and
an accident may occur. To activate: Press the Hill Holder switch. If a malfunction occurs in the
electronic parking brake system, the brake system warning light flashes. At this time, the cruise
control set indicator light is illuminated in the combination meter. The vehicle will maintain the
desired speed. Vehicle speed can be temporarily in- creased while driving with the cruise
control activated. Simply depress the accelerator pedal to accelerate the vehi- cle. Then, release
the switch. Page Driving Tips New vehicle break-in driving â€” the first 1, miles 1, km Fuel
economy hints Engine exhaust gas carbon monoxide Catalytic converter Periodic inspections
Driving in foreign countries Driving tips for AWD vehicles Off road driving Page New Vehicle
Break-In Driving - The First 1, Miles 1, Km Driving tips New vehicle break-in driving â€” the first
1, miles 1, The performance and long life of your vehicle are dependent on how you handle and

care for your vehicle while it is new. Follow these instructions during the first 1, miles 1, km :.
Page Catalytic Converter exhaust fumes are entering the vehicle, have t he probl em checked
and corrected as soon as possible. If you must drive under these conditions, drive only with all
windows fully open. Keep the trunk lid Legacy or rear gate Outback closed while driving to
prevent exhaust gas from entering the vehicle. Page Periodic Inspections misfiring, back- firing
or incomplete combustion , have your vehicle checked and repaired by an authorized SUBARU
dealer. Do not apply undercoating or rust prevention treatment to the heat shield of catalytic
converter and the exhaust sys- tem. Driving tips Remember that damage done to your SUBARU
while operating it off-road and not using common sense precautions such as those listed above
is not eligible for warranty coverage. Page Winter Driving Do not use engine antifreeze or other
substitutes because they may damage the paint of the vehicle. Its freezing tem- perature varies
according to how much it is diluted, as indicated in the following table. Page Corrosion
Protection Driving tips leading to loss of vehicle control. It also may be dangerous and lead to
loss of vehicle con- trol. Do not use a combination of radial, belted bias or bias tires since it
may cause dangerous handling characteristics and lead to an accident. Doing so may result in
serious injury. Never stack luggage or other cargo higher than the top of the seatback because
it could tumble forward and injure passengers in the event of a sudden stop or It includes the
total weight of the driver and all passengers and their belongings, any optional equipment such
as a trailer hitch, roof rack or bike carrier, Place the heaviest load at the bottom, nearest the
roof, and evenly distribute the cargo. Do not raise the bar higher than necessary. The base of
the bar may be damaged. Be careful not to contact the bars while sliding them. Otherwise, the
bars may be scratched or the latch portions may be da- maged. Pull out the crossbars from the
roof rail holders by pulling up the covers. Slide the bars in the direction shown in the
illustration. Install the bars into the holders. Make sure that the latches are fitted securely. Page
Connecting A Trailer could get loose and create a traffic safety hazard. Use only the ball mount
supplied with this hitch. Use the hitch only as a weight carrying hitch. Do not use with any type
of weight distributing hitch. The trailer hitch is designed to tow a Class 1 rated load. Use only a
hitch ball that is appropriate for the ball mount and your trailer. The hitch ball must be securely
installed on the ball mount. Connect your trailer to the hitch ball. In addition, be sure to follow
the Page Driving tips 3. When towing a trailer with brakes. When towing a trailer on a long uphill
grade continuously for over 5 miles 8 km with an outside temperature of F C or above. All
models other than 3. Page Certification label! The front and rear GAWs can be adjusted by
relocating passengers and luggage inside the vehi- cle. Even in this case, the maximum value is
lbs 90 kg. Jack Bathroom scale The tongue load can be weighed with a Page Connecting A
Trailer! If use of a non-genuine hitch is unavoid- able, be sure the hitch is suited to your vehicle
and trailer. Check for proper operation of the turn signals and the brake lights each time you
hitch up. Driving on grades. Before going down a steep hill, slow Do not make sudden
downshifts. When driving uphill in hot weather, the air conditioner may turn off automatically to
protect the engine from overheating. Page If you park your vehicle in an emergency Temporary
spare tire Maintenance tools Flat tires Changing a flat tire Tire pressure monitoring system
TPMS if equipped Jump starting Engine overheating Using other sizes may result in severe
mechan- ical damage to the drive train of your vehicle. The temporary spare tire is smaller and
lighter than a conventional tire and is designed for emergency use only. Electronic parking
brake release tool Jack handle Spare tire Tool bucket Wheel nut wrench Screwdriver Jack
Towing hook eye bolt The jack handle is stored on the back of the floor cover of the trunk.
Electronic parking brake release tool Jack handle Spare tire Tool bucket Wheel nut wrench
Screwdriver Jack Towing hook eye bolt The jack handle is stored under the cargo In case of
emergency area. Page Flat Tires In case of emergency Flat tires If you have a flat tire while
driving, never brake suddenly; keep driving straight ahead while gradually reducing speed.
Then slowly pull off the road to a safe place. Page Outback 6. Take out the tool bucket and turn
the attaching bolt counterclockwise, then take the spare tire out. Page In case of emergency
Remove the wheel nuts and the flat tire. Before putting the spare tire on, clean the mounting
surface of the wheel and hub with a cloth. Put on the spare tire. Replace the wheel nuts. Do not
let it come in contact with the eyes, skin, clothing or the vehicle. If battery fluid gets on you,
thoroughly flush the exposed area with water immediately. Get medical help if the fluid has
entered your eyes. Page Engine Overheating This will cause the vehicle to spin away due to the
operation or deterioration of the center differential. Observe the following Use only the specified
towing hooks and tie-down hooks. Never use suspension parts or other parts of the body for
towing or tie-down purposes. Page In case of emergency Rear towing hook: 1. Take the towing
hook out of the tool bucket and take the screwdriver out of the tool bucket. Take the jack handle
out of the trunk Legacy or cargo area Out- back. If they are used to anchor the vehicle in any
other direction, cables may slip out of the holes, possibly causing a dangerous situation.

Release the electronic parking brake by using the electronic parking brake release tool on a
level road. Page It may be difficult to release the elec- tronic parking brake by using the
electronic parking brake release tool. In the event that you cannot release the electronic parking
brake by pulling the Page In case of emergency 6. Insert the electronic parking brake release
tool into the cap of the parking brake release device. Remove the cap of the parking brake
release device by turning the electronic parking brake release tool counterclock- wise. To open
the trunk lid, insert the key into the key cylinder and turn it clockwise. Rear gate Outback â€” if
the rear gate cannot be unlocked In the event that you cannot unlock the rear gate by operating
the power door Insert the hex-head wrench in the end of the motor shaft. To lower the
moonroof, turn the wrench clockwise. To close the moonroof, turn the wrench
counterclockwise. Page Appearance Care Exterior care Waxing and polishing Cleaning
aluminum wheels Corrosion protection To help prevent corrosion Appearance care Cleaning the
interior When washing the vehicle, the brakes may get wet. As a result, the brake stopping
distance will be longer. To dry the brakes, drive the vehicle at a safe speed while lightly
pressing the brake pedal to heat up the brakes. NOTE Be careful not to block the windshield
washer nozzles with wax when waxing the vehicle. Repair chips and scratches in the paint as
soon as you find them. Page Cleaning The Interior If your SUBARU is to be parked for a long
time in bright sunlight, it is recommended that the seats and headrests be covered, or the
windows shaded, to prevent fading or shrinkage. If the navigation monitor is extremely dirty,
clean it with a soft cloth moistened with neutral detergent then carefully wipe off any remaining
detergent. Page Maintenance And Service Maintenance schedule Maintenance precautions
Before checking or servicing in the engine compartment When checking or servicing in the
engine compartment 2. When checking or servicing in the engine compartment while the engine
is running Maintenance tips Removing and reinstalling clips Page Maintenance and service
Clutch pedal MT models Checking the clutch function Checking the clutch pedal free play
Replacement of brake pad and lining Breaking-in of new brake pads and linings Tires and
wheels Types of tires If you perform maintenance and service by yourself, you should
familiarize yourself with the information provided in this section on general maintenance and
service for your SUBARU. Always stop the engine and set the parking brake firmly to pre- vent
the vehicle from moving. Keep your fingers, hands, clothing, hair and tools away from the
cooling fan, belts and any other moving engine parts. Removing rings, watches and ties is
advisable. Page Maintenance and service the illustration. Pull the protruded center portion to
remove the entire body of the clip. Type C clips 1. Turn the clip counterclockwise using a
Phillips screwdriver until the center portion of the clip is raised. Page Maintenance and service
3. Release the secondary hood release by moving the lever between the front grille and the
hood toward the left. Lift up the hood. To close the hood: 1. Lower the hood to a height of
approxi- mately 5. When the engine low oil level warn- ing light illuminates, have your vehicle
inspected by your SUBARU dealer as soon as possible. The engine oil consumption rate is not
stabilized, and therefore cannot be determined until the vehicle has tra- veled at least several
thousand miles kilometers. Page 2. Pull out the level gauge again and check the oil level on it. If
it is below the lower level, add oil to bring the level up to the upper level. The engine oil and oil
filter must be changed more frequently than listed in the maintenance schedule when driving on
dusty roads, when short trips are frequently made, or when driving in Remove the oil filter with
an oil filter wrench. Before installing a new oil filter, apply a thin coat of engine oil to the seal.
Clean the rubber seal seating area of the bottom of engine and install the oil filter by hand
turning. SAE viscosity number and applicable temperature 5W is preferred. Engine oil viscosity
thickness affects fuel economy. Page Fill up to here 5. Slowly pour the coolant and fill up to just
below the filler neck, allowing enough room to add genuine SUBARU cooling system
conditioner in the radiator. If it is not used, there is the possibility of causing a negative effect to
the engine. Un- der extremely dusty conditions, replace it more frequently. Non-turbo models 1.
Remove the air intake duct except 3. Page Spark Plugs It may be difficult to replace the spark
plugs. If it is below the lower level, add oil through the level gauge hole to bring the level up to
the upper level. Page Continuously Variable Transmission Fluid It is unneces- sary to check the
continuously variable transmission fluid level. Never use different brands together. Page
Recommended Grade And Viscosity. If the vehicle requires frequent refilling, there may be an
oil leak. When power steering fluid is being added, use only clean fluid, and be careful not to
allow any dirt into the tank. Page Recommended Fluid. If the vehicle requires frequent refilling,
there may be a leak. Never use different brands of brake fluid together. Also, avoid Page
Recommended Brake Fluid. Never use different brands of clutch fluid together. When clutch
fluid is added, be careful not to allow any dirt into the tank. With the engine off, depress the
brake pedal several times, applying the same pedal force each time. The distance the pedal
travels should not vary. Page Brake Pedal 2 lbf 10 N, 1 kgf. All season tires The factory-installed

tires on your new vehicle except 2. All season tires are designed to provide an adequate
measure of traction, handling and braking performance in year-round driving including snowy
and icy road While the vehicle is driven, friction be- tween tires and the road surface causes the
tires to warm up. If the light illuminates steadily after blinking for approximately one minute,
promptly contact a SUBARU dealer to have the system inspected. The air pressure in a tire
increases by approximately 4. The tires are considered cold when the vehicle has been parked
for at least 3 hours or has been driven less than 1 mile 1. Also have them adjusted after tire
repairs and after tire rotation. Page Tire Rotation Direction Mark Maintenance and service cause
the vehicle to hydroplane. The resulting loss of vehicle control can lead to an accident. NOTE
For safety, inspect the tire tread reg- ularly and replace the tires before their tread wear
indicators become visible. Page Tire Replacement You are advised to replace the tires with new
ones that are identical to those fitted as standard equip- ment. All four tires must be the same in
Page Aluminum Wheels. Never let the wheel rub against sharp protrusions or curbs. When
wheel nuts, balance weights, or the center cap is replaced, be sure to replace them with genuine
SUBARU parts designed for aluminum wheels. Page Replacement Of Wiper Blades In areas
where water freezes in winter, use an anti-freeze type windshield washer fluid. Return the
passenger-side wiper arm to its original position before returning the driver-side wiper arm to
its original position. Otherwise, the passenger-side wiper assembly and driver-side wiper
assembly will touch each other, possibly resulting in scratches. If the new blade rubber is not
provided with two metal spines, remove the metal spines from the old blade rubber and install
them in the new blade rubber. Align the claws of the support with the grooves in the rubber and
slide the blade rubber assembly into the support until it locks. Pull the wiper blade assembly
toward you to remove it from the wiper arm. Pull out the end of the blade rubber assembly to
unlock it from the plastic support. Page Battery 4. Align the claws of the plastic support with the
grooves in the blade rubber assembly, then slide the blade rubber assembly into place.
Securely retain both ends of the rubber with the stoppers on the plastic support ends. If the
rubber is not retained properly, the wiper may scratch the rear window glass. Page Fuses
Maintenance and service remove rings, metal watchbands, and other metal jewelry. Never allow
metal tools to contact the positive battery terminal and any- thing connected to it WHILE you are
at the same time in contact with any other metallic portion of the vehicle because a short circuit will result. Pull out the fuse with the fuse puller. Inspect the fuse. If it has blown, replace it
with a spare fuse of the same rating. If the same fuse blows again, this indicates that its system
has a problem. Installation of accessories Always consult your SUBARU dealer before installing
fog lights or any other electrical equipment in your vehicle. Page NOTE. It may be difficult to
replace the bulbs. Page Maintenance and service! High beam light bulbs 1. Remove the air
intake duct right-hand side. Left-hand side 2. Use a screwdriver to remove the secured clip of
the washer tank. Turn over the protective cover of the engine compartment. Turn the socket
counterclockwise and pull it out. Turn the knobs of the cover 90 degrees counterclockwise to
remove the cover. Remove the bulb holder from the rear combination light assembly by turning
it counterclockwise. Use pliers if necessary. Pull the bulb out of the bulb holder and replace it
with a new one. Page License Plate Light! Open the trunk. Remove the trunk trim lining by removing the 12 clips and the trunk trim handle. Page Dome Light Maintenance and service!
Outback 1. Remove the mounting screws using a Phillips screwdriver. Remove the lens. Pull the
bulb out of the socket. Install a new bulb. Reinstall the lens. Tighten the mounting screws.
Remove the lens by prying the edge of the lens with a flat-head screwdriver. Turn the bulb until
the flat surfaces at its ends are aligned vertically. Pull the bulb straight downward to remove it.
Page Door Step Light 2. Reinstall the cover. Page Specifications Specifications Electrical
system Wheel alignment Fuses and circuits Page Specifications Specifications Specifications
These specifications are subject to change without notice. Page Vehicle Identification Vehicle
identification Specifications Emission control label Vehicle identification number Certification
and bar code label Tire inflation pressure label Vehicle identification number plate Model
number label Fuel label Air conditioner label Recommended tire inflation pressure Glossary of
tire terminology Tire care â€” maintenance and safety practices Vehicle load limit â€” how to
determine Determining compatibility of tire and vehicle load capacities Page Example: 6 Load
Index: A numerical code which specifies the maximum load a tire can carry at the speed
indicated by its speed symbol, at maximum inflation pressure. Page Consumer information and
Reporting safety defects! Maximum load rating The load rating at the maximum permissible
weight load for this tire. Example: U. Page Consumer information and Reporting safety defects
ing on a vehicle. Light truck LT tire A tire designated by its manufac- turer as primarily intended
for use on lightweight trucks or multipur- pose passenger vehicles. Load rating The maximum
load that a tire is rated to carry for a given inflation pressure. Page sory weight, including heavy
duty brakes, ride levelers, roof rack, heavy duty battery, and special trim. Radial ply tire A

pneumatic tire in which the ply cords that extend to the beads are laid at substantially 90
degrees to the centerline of the tread. Recommended inflation pres- sure The cold inflation
pressure recom Page Consumer information and Reporting safety defects accessory weight,
and normal oc- cupant weight distributed in accor- dance with Table 1 that is ap- pended to the
end of this section and dividing by 2. Wheel-holding fixture The fixture used to hold the wheel
and tire assembly securely during testing. At the same time, check the tires for abnormal wear.
Inspect the tire tread regularly and replace the tires before their tread wear indicators become
visi- ble. Page Calculate the available load ca- pacity. The total weight now exceeds the capacity
weight by 81 lbs 37 kg , so the cargo weight must be reduced by 81 lbs 37 kg or more. Example
2A Vehicle capacity weight of the vehicle is lbs kg , which Consumer information and Reporting
safety defects is indicated on the vehicle placard Page Determining Compatibility Of Tire And
Vehicle Load Capacities Consumer information and Reporting safety defects vehicle bringing
the number of occupants to three , and a child restraint system weighing 11 lbs 5 kg is installed
in the vehicle for the child to use, the calculations are as follows: Calculate the total weight.
Stopping distance will increase. Brakes could overheat and fail. Suspension, bearings, axles
and other parts of the b
ve commodore owners manual
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ody could break or experience accelerated wear that will shorten vehicle life. Tires could fail.
Page Treadwear Consumer information and Reporting safety defects form to Federal Safety
Require- ments in addition to these grades. Page Index Index Page Charge Warning Light
System Page Index Climate control system Automatic Page Electrical system Page Index Front
seat Page Index Parking Page Headlight Page Index Sun visors Page Warning and indicator
lights Non-turbo models Use only unleaded gasoline with an octane rating of 87 AKI or higher.
Turbo models Use premium unleaded gasoline with an octane rating of 93 AKI or higher. For
temporary purposes if premium unleaded gasoline is not available, you may use regular
unleaded gasoline with an octane rating of 87 AKI or higher. This manual is also suitable for:
legacy legacy outback Legacy Outback. Print page 1 Print document pages. Cancel Delete. Sign
In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

