2002 dodge ram brake lights not working
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rear or tail lights are a safety feature on your automobile. They become even more important
while driving at night, low visibility conditions such as fog, storms, rain, and other bad weather.
The taillights indicate the size and shape of your vehicle besides your position on the road to
other drivers. These lights illuminate brighter when you are applying brakes. This indicates to
the person behind you to stop or slow down and change their path. During the day the
headlights are off and only the rear lights are used to indicate that the driver is applying brakes.
The taillights come on when your headlights are on or your parking brake is engaged. The brake
lights turn on when you apply pressure on the brakes. In most automobiles, the taillights are red
while the brake lights are a brighter, more luminous red. The rear lights are controlled by the
same switch as the headlights. The power flows through a relay to the rear lights when the
switch is turned on. While the brake light switch is connected to the brake pedal which comes
on when the pedal is pressed. When the tail lights fail or do not function properly the car
becomes a danger or hazard to self and others on the road. You may receive a ticket or citation
from the traffic police. Blow fuse â€” The first thing the mechanics check is the fuse
corresponding to the rear lights. When the fuse is blown it does not allow the circuit to
complete. As the rear lights are not connected, they do not illuminate. A fuse is a band of metal
alloy inside a plastic container It is designed to break in the event of a power surge. When the
band melts the circuit breaks and protects the electrical system and the lights from damage.
One is situated inside the cabin. Here the fuse panel is on the passenger side underneath the
dash behind the plastic panel. In some automobiles, they may be on the side of the dashboard
allowing the passenger side door to open all the way. The other common situation of the fuse
box is under the hood. It is mostly a large black box with many wires connected to it. To access
the fuses, you have to take off the lid. Each of these fuses controls a different component. Their
function is usually enlisted on the cover. If it is not indicated there then consult the car manual.
You will find the year, the model-specific make specified on the diagram. When you have
located the fuse for the tail lights use a fuse tester to check the connection. If the tester lights
up â€” your fuse is functioning fine. If it does not light up then, replace the fuse with another of
the similar amperage and size. In many instances, you can see the break in the metal strip of the
fuse. Burnt out light bulbs â€” The other reason your tail lights are not working but your
headlights are maybe a blown bulb. When the filament inside the bulb breaks it cannot
illuminate the gas enclosed within the glass cover. This burnt-out bulb does not affect the
circuitry of the light system and it continues to function normally. You may have to remove the
cover of the tail light. In some cars, there is an access panel that has to be removed to reach
inside to twist out the spent bulb. Unscrew the bulb and inspect it closely to check if the
filament is broken. The high resistance filament is placed between to electrodes that glow when
current is passed through this system. This glow is the red tail light. A broken filament will not
produce any light thus you will have to replace it with a new bulb. Bad relay â€” Relays are
switches that open or close the circuits electronically or electromechanically. They control one
electrical circuit by shutting or opening connections in another circuit. A relay controls the
power flowing through a system. Automatic relays automate this function where power flows
are on or off at particular times. In this case, the relay will transfer power from the battery to the
taillights. But when it fails â€” the connection is not completed. This may happen because the
relay is not grounded correctly. An improperly grounded wire can cause excess charge to build
up in the system and cause a short circuit. There may be broken wires along the relay system.
To correct this, you may have to obtain the diagram to visually inspect the system. The wiring
going to the tail lights may be damaged or broken with cracks in the insulation. The ground wire
should not be broken or cut as this will not deliver electricity to the sockets in which the bulb is
fitted. Bad switch â€” The tail light switch does not turn on or flickers and remains off. This is

an indication of the wires not connected correctly to the switch. Usually, the switch turns on the
taillights, the headlights and parking lights are connected to this switch. You can pull out this
assembly and checked with a multimeter for issues. If the rear light lights up correctly but does
not become bright when the brake is applied then the switch of the brake is faulty. This circuit is
connected with the brake pedal â€” if the switch is out of place or connected incorrectly then
the pedal may not be able to complete the circuit correctly. The socket which holds the bulb
may have failed. These are conductive surfaces that help the passage of electricity. The socket
fails with moisture enters â€” this may also cause rusting. The rusting may also break the
connection with the wire in the back. Inspect the socket for discoloration â€” brown, black,
whitish, etc. Check if there are dislocated, bent or broken pins. Then use a multimeter in the
socket to check the passage of electricity. If electricity is not reaching the pins than there is a
failure in the passage of current somewhere in the electrical system. The latest cars have
ambient light sensors. The on-board computer turns on the tail and headlights according to the
light outside the car. If it is dawn or dusk the head and tail lights will come on by themselves.
The light sensors also switch off the daytime lights in some latest models. When the sensor is
dirty or damaged it cannot tell if it is dark or day outside. If your parking and headlights do not
turn on but the brake lights do â€” the ambient light sensor is the culprit. Overall tracking the
causes why tail lights not working but brake lights are is frustrating. But thankfully as the
taillights run on their isolated circuit there should not be any problem to track the issues.
Besides, you are secure as the brake lights are connected to the pedal and are connected to
another circuit. Thus, the brake lights will come one when you press the brakes. Your email
address will not be published. The Causes Why Tail Lights Not Working The common causes
the tail lights do not work are; Blow fuse â€” The first thing the mechanics check is the fuse
corresponding to the rear lights. Fuses are located in two regions of the car; One is situated
inside the cabin. Leave a Comment Cancel Reply Your email address will not be published.
Driving at night with either brake lights or tail lights not working is dangerous for you and other
drivers on the road. It takes a long time to notice when the brake lights not working but tail
lights are or vice versa. Both brake and tail lights are crucial for road safety. It can cause severe
accidents, especially on dark streets or during heavy rain and snow. The cops will also flag you
if they see you are during without functioning lights. The possible reasons for brake lights not
working but tail lights are :. Blown out light bulbs are the most common reason for why the
brake lights not working but the tail lights are. Remove the screws from the bulb lens which you
can access through the trunk or see your vehicle repair manual to get the exact location. Push
the bulbs and turn them counterclockwise to remove from the socket. You need to replace
bulbs if they have got darkened or the filaments are blown. Choose the new bulbs of the same
type and wattage. In most European cars, the same bulb does the job of the tail and brake
lighting. However, it has double filaments, allowing one set still working while the other set is
burnt. You have to find the fuse box or the power distribution center PDC. You will get the fuse
panel under the dashboard and the PDC under the hood. The brake light switch is also to be
found under the dashboard and check if its plunger touches the brake pedal arm. Any problem
with the fuse box and light switch will affect the brake lights. In case if the fuse is blown, change
it with a new one. Remember that the new one has to have the same amperage of the old unit.
Besides, try to find out the cause of the blown fuse. Otherwise, it will be a recurring problem. If
the brake light switch is functional, you have to check for a bad electrical ground some car
models have the switch provided ground. It could happen due to a loose connection of the wire
or the corrosion or damage of the wire ends. Connect the light switch to a good ground with a
jumper wire and press the brake pedal. If the brake light turns on, you have to fix the ground
connection. If all the components mentioned above are working just fine, you have to look
somewhere else to find the source of the problem. The wiring from the fuse panel to the brake
light switch and from the switch to the bulb sockets and lights could be loose or frayed. The
connection and the bulb housing could be corroded. You have to change these parts if found
any such problem. The brake light circuit can be a part of the turn signal circuit in some vehicle
models. If the test light is not on, you have to change this wire. The rear and headlights have
separate connections. Tail lights could turn off for several reasons and they are almost similar
to the causes why brake lights not working but tail lights are. If you still cannot find out the
problem for your non-functional brake lights or tail lights or are not sure about the steps
mentioned above, take the vehicle to an expert mechanic. Brake lights, tail lights are the most
famous car parts that car owners want to understand about, since there are so many problems
around them. In this article, our car experts will help car owners answer some of the most
common questions:. What would cause brake lights not to work? Luckily, all of these problems
can be spotted and solved easily. There are many causes for tail light constantly staying on
while the car is turned off: A broken brake light switch, damaged trailer light plug, faulty brake

light switch stopper, broken wiring harness,â€¦ There are various reasons, however, you can
check whether it is the brake lights or the tail lights to see which are the parts having problems.
They are different. Brake lights are the lights that turn on immediately when drivers press the
brakes pedal, while tail lights are only engaged while your parking brake is on or when you turn
on the headlights. You can also recognize by the color: The tail lights are normal red, while the
brake lights are a more luminous red on most cars. In the situation when brake lights are not
working properly, you need to make sure that the power is going through and check the fuse. If
the brakes lights are turned on at the same time as turn signal lights, you need to bring it to the
mechanics for a check. In cases that you need to check brake lights, this is the guideline:. First
of all, turn the ignition on. You need the ignition to be turned on in order to give brake lights a
clear check. Also, make sure the vehicle is not in gear and open the car door. The next step is to
find a floor brush or mop and put its end on the brake pedal. By doing this, you can apply
pressure to the pedal while also checking the brake lights. Car owners can now push down until
the brake is engaged and locked in place. Now you can get behind your car and check the brake
lights. Lucky for us, a brake light is quite cheap compared to other car parts. It is always a
minimal cost for replacing the brake light bulb. It depends on the design of the brake lights:
Some automobile manufacturers design it to be easy to rewire, but some automobiles required
tail light removal in order to replace and rewire brake lights. First of all, you will get pulled over
and be fined by a police officer since it is definitely illegal to drive without a working brake light.
Second of all, other drivers cannot see you very well in the dark. Without brake lights, it is
impossible for them to know whether you are stopping or not, so accidents on the road are very
likely. This is the maximum time for brake light bulb replacement since it is not complicated at
all. The process should be around 40 to 60 minutes to complete. Tsukasa Azuma is an awesome
car blogger of Car From Japan. He owns a car repair shop at downtown Osaka, and he put all
that experience to good use in his sharing posts. Need help. I have a Ford Focus St. All my
lights work , but if I have my lights on at night travel, and if I try pressing my brake, then my left
rear lights goes off. There is no lights on the left rear only. However if I travel in the day, with no
lights switched on, then my brake lights function perfectly. What could be
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the cause of this problem? Please advise. Thank you. Can someone please give me advice.
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