2004 hyundai santa fe fuel pump

Reliability indicates how models have performed in the past, providing the basis for predicting
how the vehicles will hold up in the year ahead. These charts provide the most comprehensive
reliability information available to consumers. Based on information received from our latest
subscriber survey, our reliability history charts give you a rundown on how used vehicles are
holding up in 17 potential trouble spots, ranging from the engine, transmission, and brakes to
power equipment and the electrical system. Learn more about car Reliability. The Reliability
score is based on our latest subscriber survey of Hyundai Santa Fe owners. The owner
comments describe problems respondents experienced with this vehicle. Bluetooth , voice
control commands, steering wheel controls, portable music device interface e. This might
happen as often as every five minutes. Transmission rebuild or replacement, torque converter,
clutch replacement. Dealer replaced torque converter under warranty. Resolved the problem.
Currently waiting for parts from Korea. Jerking from one gear to the next. Dealer kept it for three
weeks and proved a loaner vehicle. Alternator, starter, hybrid battery and related systems,
regular battery, battery cables, engine harness, coil, ignition switch, electronic ignition,
distributor or rotor failure, spark plugs and wires failure. Problem was a bad electrical ground
on the forward right fender well in the engine compartment. I even tried the fob but didn't work
until several attempts were made. I will speak with the dealership about this to see if I need to
bring the car in for service. Gear selector or linkage, leaks, transmission computer,
transmission sensor or solenoid, clutch adjustment, rough shifting, slipping transmission. It
jerks, jolts and jumps when shifting through lower gears. Downshifts are hesitant when need to
accelerate to merge into traffic or change lanes. Nothing happens. Rough shifts were related to
defective torque converter. Tends to stay in a lower gear too longer then jolts into the next gear.
Also does not downshift well; will get alot of engine revving before any action from the
transmission. Can be scary when trying to merge into traffic. Shift is very rough causing a head
shake when it finally shifts. Hyundai Canada is aware and have indicated that the transmission
will be replaced. I have heard and read about other Santa Fe vehicles having the same problem.
Most annoying on a new vehicle. Dealer said that this was "normal. Seat frame replaced by
dealer under warranty. Cruise control, clock, warning lights, body control module, keyless
entry, wiper motor or washer, tire pressure monitor, interior or exterior lights, horn, gauges, 12V
power plug, remote engine start, alarm or security system. Shocks or struts, ball joints, tie rods,
wheel bearings, alignment, steering linkage includes rack and pinion , power steering pumps
and hoses, leaks , wheel balance, springs or torsion bars, bushings, electronic or air
suspension. Power or manual windows, locks and latches, tailgate, hatch or trunk, doors or
sliding doors, mirrors, seat controls, safety belts, sunroof, convertible top. Muffler, pipes,
catalytic converter, exhaust manifold, leaks. Took to dealer and after a few hours found that the
battery voltage was low. Paint fading, chalking, cracking, or peeling , loose interior and exterior
trim or moldings, rust. Only the painted metal door fell off, the plastic backing was secure.
Accessory belts and pulleys, engine computer, engine mounts, engine knock or ping, oil leaks.
The dealer has reset the module, Ive had a new battery still only works sometimes. Radiator,
cooling fan, antifreeze leaks, water pump, thermostat, overheating. Antilock system ABS ,
parking brake, master cylinder, calipers, rotors, pulsation or vibration, squeaking, brake failure
or wear. Engine rebuild or replacement, cylinder head, head gasket, turbo or supercharger,
timing chain or timing belt. Reactivate now to get the information you were looking for! If you
feel you have received this message in error, please view our customer care FAQs or access
your account information here. Sign In. Become a Member. Remember Me. Not a member? Need
further assistance? Please call Member Services at Unlock Ratings. New Used Hyundai Santa
Fe Change Vehicle. We like its size, safety features, and handling, but buyers should skip the
more expensive turbo engine because of its uneven acceleration. There is 1 recall on this
vehicle. Learn More. Overall Reliability. Most Common Trouble Spots. Common Trouble Spot.
See all Potential Trouble Spots. View Recalls. Worse Better. Overall Reliability Verdict. Engine
Major. Engine Minor. Engine Cooling. Transmission Major. Transmission Minor. Drive System.
Fuel System. Electric System. Climate System. Body Integrity. Body Hardware. Power
Equipment. In-car Electronics. Show More Trouble Spots. Show Fewer Trouble Spots. Based on
information received from our latest subscriber survey for about , vehicles, our reliability
history charts give you a rundown on how through vehicles are holding up in 17 potential
trouble spots, ranging from the engine, transmission, and brakes to power equipment and the
electrical system. NA indicates that we did not receive a large enough sample size to provide
data for a specific year. An X indicates that the vehicle was not manufactured for a specific year.
What Owners Say. Android Auto "When using smart phone based GPS program, system lost
link many times and I was forced to disconnect and reconnect the data cable to get the GPS
working again. Torque converter "Experienced hard shifts from 1st to 2nd gears. Body control
module "windshield wipers operated continuously with the control switch off; head light issue.

Gear selector or linkage "Transmission is NOT smooth shifting. Air or water leaks "One of the
headlights was consistently full of water vapor. Electronic ignition "Same as the computer
problem I commented on before. Tailgate, hatch or trunk "Tailgate not properly aligned in
opening. Loose exterior trim or moldings "The gas filler door came of in a car wash. Driveshaft
or axle "Dealer identified the problem. See All Trouble Spots. Compare Models. Similar Cars.
Acura MDX. Audi Q7. Audi Q8. Audi e-tron. BMW X5. Chevrolet Blazer. Chevrolet Traverse. Ford
Edge. Ford Explorer. Ford Flex. GMC Acadia. Honda Passport. Honda Pilot. Hyundai Santa Fe.
Infiniti QX Jeep Grand Cherokee. Jeep Wrangler. Kia Sorento. Lexus GX. Lexus RX. Lexus RX L.
Lincoln Nautilus. Mazda CX Nissan Murano. Porsche Cayenne. Subaru Ascent. Tesla Model X.
Toyota 4Runner. Toyota Highlander. Volkswagen Atlas. Volvo XC This score shows whether the
model had more or fewer problems overall than the average model of that year, calculated from
the total number of problems reported by subscribers in all 17 trouble spots. In the event of a
crash, if the air bags become damaged during deployment they may not inflate properly,
increasing the risk of injury. Read Recall Details. What should you do:. Hyundai will notify
owners, and dealers will install a protective cover over the SCAB installation bolts, free of
charge. The recall began December 3, Owners may contact Hyundai customer service at
Hyundai's number for this recall is Potential Number of Units Affected: Hide Recall Details.
Check Vehicle for Unrepaired Recalls. Recall Look-up. Change Vehicle. Ready to Shop Local
Inventory? Select Another Vehicle. More From Consumer Reports. Make a Donation Newsletters
Give a Gift. You no longer have digital access to ratings and reviews. I agree that all creative
assets including but not limited to photos, logos, sketches, images and artwork are for editorial
use only. All commercial use of these creative assets, including but not limited to advertising,
marketing and merchandising, is strictly prohibited. New Smartstream 2. The hybrid propulsion
system is the first application of its kind in the Hyundai SUV line-up. In addition, a new, upscale
Calligraphy trim will be offered for the first time. Santa Fe internal combustion models will be
produced at Hyundai Motor Manufacturing Alabama and will arrive at dealerships by the end of
the year, while the Santa Fe Hybrid model will be produced in Ulsan, Korea and will arrive in the
first quarter In addition, a Santa Fe Plug-in Hybrid model will arrive later in The bold new face of
the Santa Fe is enhanced with a wider, three-dimensional grille and a striking T-shaped LED
illumination signature, including daytime running lights. The new silhouette sports a horizontal
cabin profile, scalloped lower door panels and a long, highly-defined hood, with character lines
extending from front to rear. Sharp shoulder crease lines connect front and rear LED lights,
while rear reflector accents visually link the LED rear taillights. The profile of the Santa Fe
features a large daylight opening DLO with a satin surround that provides a sleek appearance
with excellent visibility. The alloy wheels receive all new designs and add a new inch alloy
wheel. The roof side rails have a fresh design, and power-folding side mirrors with turn-signal
indicators and puddle lamps are now available. The Santa Fe interior now features a
high-position console design indicative of a premium SUV interior. A new floating center
console design adds a more spacious feel throughout the cabin. Available premium materials,
including soft Nappa leather, soft-touch padding, new ambient lighting and a new A
multi-layered, three-dimensional instrument panel and contrasting seat stitching convey
premium touches throughout the cabin. In addition, rear cargo area volume has increased by
one-half cubic foot through optimization of the interior packaging. Calligraphy builds upon the
Santa Fe Limited model with the more powerful 2. The standard powertrain is a Smartstream 2.
This standard four-cylinder engine produces an estimated horsepower at 6, rpm and an
estimated lb. The powertrain also features Idle, Stop and Go ISG capability to maximize
efficiency in various heavy traffic conditions. The new 2. Santa Fe also offers a high-output
Smartstream 2. This all-new powerplant produces an estimated horsepower at 6, rpm and an
estimated lb. The wet dual-clutch transmission offers numerous benefits when mated to the
turbocharged engine, including high-precision shift response, greater efficiency through
reduced parasitic losses and increased torque capacity via the enhanced lubrication of the
oil-based wet clutch design. These all-new engines utilize both direct-injection and multi-point
injection technology to leverage the wider range of benefits from each injection technology.
Direct injection benefits from greater oxygen density in the combustion chamber combined with
increased atomization of the intake charge for maximum power and efficiency, especially at
mid- to high engine speeds. Conversely, multi-point injection helps to reduce emissions at
lower rpm and lower engine torque loads. Together, these two injection systems are
synchronized to yield ideal power, efficiency and low emissions throughout the full range of
engine speeds and operating conditions. The eight-speed transmission for the standard 2. The
automatic transmission adds ratio range at both the top and bottom of output speeds allowing
for extra thrust off-the-line and a quieter, more fuel-efficient trip on the interstate. A multi-disc
and individually controlled hydraulic channel torque converter improves responsiveness by

expanding the direct connection band, while a downsized oil pump and double ball bearings
minimize frictional losses. In the first-ever application for the Hyundai SUV family, Santa Fe now
offers a hybrid propulsion system for eco-focused buyers. The hybrid powertrain features a
Smartstream 1. This new six-speed transmission is specially tuned for optimal efficiency,
economy and driving performance in a turbocharged HEV application. The turbo engine yields
an estimated output of horsepower at 6, rpm, with an estimated horsepower from the combined
engine and motor system, and peak torque estimated at lb. The HEV starter-generator and the
electric drive motor are both permanent-magnet type systems, with the hybrid starter-generator
rated at 13kW and the electric drive motor rated at 44kW 59 horsepower. The system utilizes a
lithium-ion polymer battery rated at 1. The HTRAC AWD system was developed as a multi-mode
system, providing an electronic, variable-torque-split clutch with active torque control between
the front and rear axles. The Sport setting gives a more agile feel by sending more available
torque to the rear wheels, for a sporty dynamic feel when desired. This system has a wider
range of torque distribution variability than many competitive systems and has been tuned to
conditions such as straight-line acceleration, medium- and high-speed cornering, and hill starts.
Ride comfort, handling and driving confidence are enhanced through key developments in the
body structure, braking system and rigidity of the Santa Fe. The Santa Fe body structure
includes increased high-tensile steel for greater body rigidity, improving ride and handling while
reducing weight. Noise from acceleration is reduced from a redesigned isolation pad in the
instrument panel structure. In addition, the aerodynamic coefficient of drag Cd for Santa Fe has
improved from 0. A series of sensors and systems often restricted to luxury SUVs combines to
potentially warn the driver and help take action in the event of a potential collision. Santa Fe is
very popular with families with children for good reason - its Hyundai Smart Sense safety
feature suite is extensive, including the following impressive list:. The Santa Fe is fitted with
standard Forward Collision-Avoidance Assist FCA with pedestrian, cyclist and junction-turning
detection, an advanced active safety feature that is activated when a vehicle, pedestrian or
cyclist is sensed in front of the car with potential for a collision. Blind-spot Collision-Avoidance
Assist and Rear Cross-Traffic Collision-Avoidance Assist help detect vehicles approaching from
behind and help to avoid potential collisions. This system now includes parallel parking
situations as part of its assistance. Lane Following Assist LFA may automatically adjust
steering to help keep the vehicle centered in its lane of travel and can help keep the vehicle
centered on both highways and city streets. Highway Driving Assist HDA is a driving
convenience system that assists drivers in maintaining the center of the lane, while keeping a
safe distance to the car in front and can help maintain vehicle speeds according to posted
speed limits on federal interstate highways. When a turn signal is activated, an image of the
view from the corresponding wing mirror is displayed in the If a passenger attempts to open the
door when a car is approaching from behind, a visual and acoustic warning on the center
cluster may alert the driver and the door may be locked. Wireless device charging makes it
easier than ever to keep devices fully-charged on the go. The system can also assist with
various points of interest POI , weather status and stock market data. The Hyundai Digital Key
app also allows smartphones to control selected vehicle systems remotely. Users can lock and
unlock the vehicle, activate the panic alert and start the engine. Digital Key allows owners to
leave traditional keys at home and allows secure sharing of keys with family and friends. The
level of access to different vehicle functions can be tailored to each shared key user for a
defined period. Digital Key is currently compatible only with phones using the Android
operating system. Remote Smart Park Assist, a segment-exclusive vehicle technology, allows
owners to park and retrieve their Santa Fe from the tightest of parking spaces from outside the
vehicle, a very convenient feature. Before a driver attempts to load passengers or luggage, the
remote parking function can prove particularly useful, bringing the vehicle out of a tight space.
The driver simply uses the smart key to drive the SUV forward or backward, into or out of a
parking space, garage or any tight parking situation. Remote Start uses a cellular data
connection via the Blue Link app that allows an owner to warm up or cool down a Santa Fe
remotely, including its heated or ventilated seats, a segment-exclusive feature. Santa Fe offers a
premium sound system that is perfectly tuned to the acoustic qualities of its upscale interior.
The result is a more robust and enjoyable on-road listening experience. Even more, Santa Fe
offers a rear seat quiet mode which allows the driver and passenger to enjoy their own music or
media while reducing disturbance to the rear passengers. Key driving information such as
speed, Smart Cruise Control status, navigation, safety features, speed limit, and audio system
data is projected at a perceived virtual distance approximately seven feet ahead of the driver for
maximum legibility. Blue Link features can be accessed via interior controls or through the
MyHyundai. More details on specific Blue Linkâ€”equipped vehicles available at Hyundai
Assurance is made up of Owner Assurance, now including complimentary maintenance, and

Shopper Assurance, which together offer customers a variety of ways to simplify the buying
process and improve the owning and service experience. Details on these promises include:.
From the way we design and build our cars to the way we treat the people who drive them,
making things better is at the heart of everything we do. Hyundai vehicles are sold and serviced
through more than dealerships nationwide and nearly half of those sold in the U. Please visit
our media website at Cookie Disclaimer Our sites use cookies and tags to provide a
personalized site experience. Media Usage Terms I agree that all creative assets including but
not limited to photos, logos, sketches, images and artwork are for editorial use only. I agree to
these terms and conditions. Santa Fe Calligraphy Trim Santa Fe adds a new premium
Calligraphy trim for buyers seeking the ultimate in styling differentiation, premium materials,
exclusive features and advanced technologies. Powertrains Santa Fe now offers three new and
improved powertrain options. Combined Engine Injection Systems These all-new engines utilize
both direct-injection and multi-point injection technology to leverage the wider range of benefits
from each injection technology. Eight-Speed Automatic Transmission The eight-speed
transmission for the standard 2. Lane Following Assist Lane Following Assist LFA may
automatically adjust steering to help keep the vehicle centered in its lane of travel and can help
keep the vehicle centered on both highways and city streets. Highway Driving Assist Highway
Driving Assist HDA is a driving convenience system that assists drivers in maintaining the
center of the lane, while keeping a safe distance to the car in front and can help maintain vehicle
speeds according to posted speed limits on federal interstate highways. Remote Smart Park
Assist Remote Smart Park Assist, a segment-exclusive vehicle technology, allows owners to
park and retrieve their Santa Fe from the tightest of parking spaces from outside the vehicle, a
very convenient feature. Remote Start with Heated and Ventilated Seats Remote Start uses a
cellular data connection via the Blue Link app that allows an owner to warm up or cool down a
Santa Fe remotely, including its heated or ventilated seats, a segment-exclusive feature.
Premium Infotainment and Sound Systems Santa Fe offers a premium sound system that is
perfectly tuned to the acoustic qualities of its upscale interior. Add to Basket. We like its size,
safety features, and handling, but buyers should skip the more expensive turbo engine because
of its uneven acceleration. The 2. In most cases, automotive warranties are based on the vehicle
identification number VIN , and the warranty will be valid regardless of ownership. The
dealership can tell you exactly how much warranty is left. The Reliability score is based on our
latest subscriber survey of Hyundai Santa Fe owners. The owner comments describe problems
respondents experienced with this vehicle. Bluetooth , voice control commands, steering wheel
controls, portable music device interface e. This might happen as often as every five minutes.
Transmission rebuild or replacement, torque converter, clutch replacement. Dealer replaced
torque converter under warranty. Resolved the problem. Currently waiting for parts from Korea.
Jerking from one gear to the next. Dealer kept it for three weeks and proved a loaner vehicle.
Alternator, starter, hybrid battery and related systems, regular battery, battery cables, engine
harness, coil, ignition switch, electronic ignition, distributor or rotor failure, spark plugs and
wires failure. Problem was a bad electrical ground on the forward right fender well in the engine
compartment. I even tried the fob but didn't work until several attempts were made. I will speak
with the dealership about this to see if I need to bring the car in for service. Gear selector or
linkage, leaks, transmission computer, transmission sensor or solenoid, clutch adjustment,
rough shifting, slipping transmission. It jerks, jolts and jumps when shifting through lower
gears. Downshifts are hesitant when need to accelerate to merge into traffic or change lanes.
Nothing happens. Rough shifts were related to defective torque converter. Tends to stay in a
lower gear too longer then jolts into the next gear. Also does not downshift well; will get alot of
engine revving before any action from the transmission. Can be scary when trying to merge into
traffic. Shift is very rough causing a head shake when it finally shifts. Hyundai Canada is aware
and have indicated that the transmission will be replaced. I have heard and read about other
Santa Fe vehicles having the same problem. Most annoying on a new vehicle. Dealer said that
this was "normal. Seat frame replaced by dealer under warranty. Cruise control, clock, warning
lights, body control module, keyless entry, wiper motor or washer, tire pressure monitor,
interior or exterior lights, horn, gauges, 12V power plug, remote engine start, alarm or security
system. Shocks or struts, ball joints, tie rods, wheel bearings, alignment, steering linkage
includes rack and pinion , power steering pumps and hoses, leaks , wheel balance, springs or
torsion bars, bushings, electronic or air suspension. Power or manual windows, locks and
latches, tailgate, hatch or trunk, doors or sliding doors, mirrors, seat controls, safety belts,
sunroof, convertible top. Muffler, pipes, catalytic converter, exhaust manifold, leaks. Took to
dealer and after a few hours found that the battery voltage was low. Paint fading, chalking,
cracking, or peeling , loose interior and exterior trim or moldings, rust. Only the painted metal
door fell off, the plastic backing was secure. Accessory belts and pulleys, engine computer,

engine mounts, engine knock or ping, oil leaks. The dealer has reset the module, Ive had a new
battery still only works sometimes. Radiator, cooling fan, antifreeze leaks, water pump,
thermostat, overheating. Antilock system ABS , parking brake, master cylinder, calipers, rotors,
pulsation or vibration, squeaking, brake failure or wear. Engine rebuild or replacement, cylinder
head, head gasket, turbo or supercharger, timing chain or timing belt. Reactivate now to get the
information you were looking for! If you feel you have received this message in error, please
view our customer care FAQs or access your account information here. Sign In. Become a
Member. Remember Me. Not a member? Need further assistance? Please call Member Services
at Unlock Ratings. New Used Hyundai Santa Fe Change Vehicle. There is 1 recall on this vehicle.
Learn More. See All. Owner Satisfaction. Crash and Rollover Tests. Road Test Results.
Performance Performance. Acceleration Acceleration Acceleration tests are conducted on a
smooth, flat pavement straightaway at the track. The time in seconds that a vehicle takes to
reach 60 mph from a standstill with the engine idling. Transmission Transmission Transmission
performance is determined by shifting smoothness, response, shifter action, and clutch
actuation for manual transmissions. Fuel Economy Fuel Economy We perform our own
fuel-economy tests, independent of the government's often-quoted EPA figures and the
manufacturers' claims. Using a precise fuel-flow measuring device spliced into the fuel line, we
run two separate circuits to represent city and highway consumption. CR's Overall Mileage CR's
Overall Mileage CR's overall mileage is a composite of measured fuel usage on a prescribed city
course and highway cruising; and CR's mile test trip of mixed driving, if tested. In recent road
tests, we've discontinued the mile trip test. Braking Braking The braking rating is a composite
of wet and dry stopping distances and pedal feel. Braking distance is from 60 mph, with no
wheels locked. Emergency Handling Emergency Handling Several factors go into the rating,
including the avoidance maneuver speed and confidence, as well as how the vehicle behaves
when pushed to its limit. Ride Ride Our expert judgment of how well the suspension isolates
and absorbs road imperfections and how steady it keeps the body on various road surfaces.
Noise Noise Our expert judgment of the vehicle's interior noise level in everyday driving. Front
Seat Comfort Front Seat Comfort Our judgment of how comfortable the front seat is for drivers
of various heights. Rear Seat Comfort Rear Seat Comfort Our judgment of how comfortable the
rear seat is for two passengers to sit across. Emissions Emissions. Greenhouse Gas
Greenhouse Gas The Greenhouse Gas Rating represents the amount of carbon dioxide the
vehicle emits compared to other vehicles of the same model year. This score from the EPA
ranges from 1 worst to 10 best. Smog Rating Smog Rating The Smog Rating represents the
amount of health-damaging and smog-forming airborne pollutants the vehicle emits compared
to other vehicles of the same model year. Owner Reports. Worse Better. Reliability History
Reliability History The reliability charts are based on responses on hundreds of thousands of
vehicles from our latest Annual Auto Survey. Consumer Reports subscribers reported on any
serious problems they had with their vehicles during the past 12 months that they considered
serious because of cost, failure, safety, or downtime, in any of the trouble spots included in the
table below. The results are presented relative to the average model that year. Extra weight is
given to the more serious areas such as major engine or transmission problems. Based on this
data and further analysis, we predict reliability for the latest year. An X indicates that the vehicle
was not manufactured for a specific year. Engine Major Engine Major Engine rebuild or
replacement, cylinder head, head gasket, turbo or supercharger, timing chain or timing belt.
Engine Minor Engine Minor Accessory belts and pulleys, engine computer, engine mounts,
engine knock or ping, oil leaks. Engine Cooling Engine Cooling Radiator, cooling fan, antifreeze
leaks, water pump, thermostat, overheating. Transmission Major Transmission Major
Transmission rebuild or replacement, torque converter, clutch replacement. Transmission Minor
Transmission Minor Gear selector or linkage, leaks, transmission computer, transmission
sensor or solenoid, clutch adjustment, rough shifting, slipping transmission. View all Reliability.
Owner Satisfaction Owner Satisfaction To learn about satisfaction, CR has collected survey
data from our annual survey on more than half a million vehicles. Our subscribers provide great
insights into their satisfaction by answering one simple question: If they had it to do all over
again, would they definitely buy or lease the same model? In addition, respondents also rate
their cars in six categories: driving experience, comfort, value, styling, audio, and climate
systems. Driving Experience Driving Experience Includes acceleration and handling. Comfort
Comfort Includes seats, climate control, noise, and ride. Value Value Did you get what you
wanted relative to the price you paid? Styling Styling How it looks inside and out. View all
Owner Satisfaction. Safety Equipment. ABS available, standard from Side air bags standard
from Head protection air bags and ESC standard from Drive Wheels. AWD , Front. Coverage
varies among versions of this vehicle. Read more about extended warranties. Body Styles.
Transmissions Available. Engines Available. What Owners Say. Android Auto "When using

smart phone based GPS program, system lost link many times and I was forced to disconnect
and reconnect the data cable to get the GPS working again. Torque converter "Experienced
hard shifts from 1st to 2nd gears. Body control module "windshield wipers operated
continuously with the control switch off; head light issue. Gear selector or linkage
"Transmission is NOT smooth shifting. Air or water leaks "One of the headlights was
consistently full of water vapor. Electronic ignition "Same as the computer problem I
commented on before. Tailgate, hatch or trunk "Tailgate not properly aligned in opening. Loose
exterior trim or moldings "The gas filler door came of in a car wash. Driveshaft or axle "Dealer
identified the problem. See All Trouble Spots. Change Vehicle. Ready to Shop Local Inventory?
Select Another Vehicle. More From Consumer Reports. Make a Donation Newsletters Give a Gift.
You no longer have digital access to ratings and reviews. We have air conditioning
compressors , evaporator cores , and condensers for tens of thousands of cars, trucks, and
heavy duty vehicles. We're sure to have the part you need to keep cool in the sun. Our owners
have a combined 35 years in the business, and we research each part-to-vehicle match
thoroughly, so you can be sure that the part that you ordered is the part that fits. As a
low-overhead, 'just-in-time' warehouse, our prices are usually lower than traditional auto parts
stores , with the same or better quality. Our customer service reps are also the people who
research the parts we carry, so you have a direct line to the most knowledgeable people in the
company. Solves The 'poor Cooling' Problem. With O-ring. We stock many popular brands of
auto parts. As a low overhead, Just-In-Time warehouse, our prices are usually lower than
traditional auto parts stores, with the same or better quality. Auto parts are being added to our
online catalog daily. TechChoice carries more than 1, new and remanufactured AC
Compressors. New AC Compressors are sourced from highest quality vendors, same as most
auto parts stores. TechChoice has its own in-house compressor remanufacturing. Evaporator
Cores, or Evaporator Coils, are located in the dash of a vehicle. Cold refrigerant pools in the
evaporator, the blower motor pushes air across it, cooling that air off. Consider replacing the
expansion device, whether orifice tube, expansion block or valve. Located at the front of
vehicle, in front of the radiator. Cooling fans, the fan clutch or wind at higher speeds cool hot
refrigerant in the condenser. Poor airflow across the condenser can cause poor cooling. A
Heater Core uses hot engine anti-freeze to heat air entering the passenger compartment. Most
delivered within 24 to 48 hours! Denso Oxygen Sensors. Denso is the OEM supplier for many
manufacturers. TechChoice Stocks a full line of Dorman replacement intake and exhaust
manifolds. Manifolds come complete with replacement gaskets, bolts needed to install, and
often other extras. Automotive air conditioning parts for everything under the sun. Buy with
confidence that you'll get the right part. Low overhead, low prices. Customer service that knows
what it's talking about. Condenser Located at the front of vehicle, in front of the radiator. Heater
Core A Heater Core uses hot engine anti-freeze to heat air entering the passenger compartment.
Oxygen Sensor Denso Oxygen Sensors. Manifolds TechChoice Stocks a full line of Dorman
replacement intake and exhaust manifolds. Quick Links. Table of Contents. Automobile Hyundai
Veracruz Owner's Manual pages. As the owner, it is your responsibility to see that all
maintenance operations specified by the manufacturer are carried out at the appropriate
intervals. When the vehicle is used in severe driving conditions, more frequent maintenance is
required for some operations. Page 3 All information in the Owner's Manual is current at the
time of publication. However, Hyundai reserves the right to make changes at any time as part of
our policy of continual product improvement may be carried out. This manual applies to all
Hyundai models and includes descriptions and expla- nations of optional as well as standard
equipment. Page 4 Your Hyundai should not be modified in any way. Such modifications may
adversely affect the performance, safety or durability of your Hyundai and may, in addition,
violate conditions of the limited warranties covering the vehicle. Certain modifications may also
be in violation of regulations established by the U. These titles indicate the following:
WARNING: This indicates that a condition may result in harm, serious injury or death to you or
other persons if the warning is not heeded. Page 6 To retrieve this information, special
equipment is needed and access to the vehicle or the device that stores the data is required.
Hyundai will not access information about a crash event or share it with others except Thank
you. What are Hyundai Genuine Parts? They are de- signed and tested for the optimum safety,
performance, and reliability to our cus- tomers. Page 11 1. Steering Wheel Horn and Driver's Air
bag Instrument Cluster Ignition Switch Hazard Warning Switch Front Window Defroster Switch
Digital Clock Fuels with unspecified quantities of alcohol, or alcohols other than ethanol, should
not be used. This key number tag should not be left with the keys but kept in a safe place, not in
the vehicle. Page 17 The key number should be recorded and kept in a safe place in case the
need to order further keys arises. New keys are available from any Hyundai dealer by quoting
the relevant key number. In the interest of security, the number tag After performing the limp

home activation procedure, consult with your authorized Hyundai dealer as soon as possible.
CAUTION: o If the password is entered incorrectly three consecutive times, wait for about one
hour to perform the limp home activation procedure again. Page Ignition Switch Before opening
the door, always look for and avoid oncoming traffic. To lock the doors from the outside, first
push the inside lock switch to the "LOCK" posi- tion, so that the red mark on the switch is not
visible, then close the door. When the lock mechanism is engaged, the rear door cannot be
opened from the in- side. Its use is recommended whenever there are small children in the rear
seat. Arm the system as described below. Carefully separate the case with a coin as shown in
the illustration. Remove the old battery from the case and note the polarity. Make sure the
Driver's door power window switch 2. Front passenger's door power window switch 3. Rear
passenger's door power window switch left side 4. Rear passenger's door power window switch
right side 5. Window lock switch Page Power Windows If the driver's door is opened during this
30 second period, the power windows can no longer be operated with- out the ignition key
turned to the "ON" position. If this is done, the window will stop and cannot be opened or
closed. Page 29 Now lean back until the desired seatback angle is achieved. To lock the
seatback into position, release the recliner control lever. To raise the headrest, pull it up. To
lower the headrest, push it down while pressing the lock knob. To remove the headrest, raise it
as far as it can go then press the lock knob while pulling upward. Page 31 To increase the
amount of lumbar support, pull the lever forward. To de- crease it, push the lever toward the
rear. Minimum support 2. Before driving, adjust the seat to the proper position so as to easily
control the steering wheel, pedals and switches on the instru- ment panel. Page 33 Move the
rear portion of the control knob up or down to raise or lower the rear part of the seat cushion.
With the ignition key in the "ON" position, push either of the switches to warm the driver's seat
or the passenger's seat. Overloading may cause damage to the seatback. To return the
seatback to its normal position, pull the seatback folding lever and reverse the above
procedure. When you return the seatback to its upright Move the 2nd row seatback to the forward position. Lower the headrest to the lowest posi- tion. To fold down the seatback, pull the
seatback folding lever and then push down the seatback. Page 37 Never attempt to fold or
return the seat to an upright position while the vehicle is moving. Page Seat Belts Always follow
the pre- cautions about seat belts, air bags and occupant safety contained in this manual. You
should be aware of the specific require- ments in your state. Before buying any Page 41 Drivers
and passengers should always sit well back in their seats, properly belted see page , and with
the seatbacks upright. In addition, care Parts of the system that are damaged should be
replaced as soon as possible. Page 43 If you lean forward in a slow, easy motion, the belt will
extend and let you move around. It will also lock if you try to lean forward too quickly. Page 44
Although a convertible re- tractor is also installed in the front passen- ger seat position,
Hyundai strongly recom- mends that children always be seated in the rear seat. NEVER place
any infant restraint system in the front seat of the vehicle. Page Child Restraint System If this
does not happen, check the belt to be sure it is not twisted, then try again. Never install a child
or infant seat on the front passenger's seat. Should an accident occur and cause the passenger
side air bag to deploy, it could severely injure or kill an infant or child seated in an infant or
child seat. Page 47 Your ve- hicle is provided with three child restraint hook holders for
installing the child seat or infant seat. Open the tether anchor cover. The increased load caused
by multiple seats may cause the tethers or anchorage points to break, causing serious injury or
death. This will engage the seat belt The purpose of the pre-tensioner is to make sure that the
seat belts fit tightly against the occupant's body in certain fron- tal collisions. The seatbelt must
be work correctly and adjusted to the proper position see pages and Page 55 Always wear the
seat belts when driv- ing or riding in a motor vehicle. Driver's front air bag 2. Passenger's front
air bag 3. Side impact air bag 4. Curtain air bag Both sides OCM The indications of the system's
presence are the letters "SRS AIR BAG" embossed on the air bag pad cover in the steering
wheel and the passenger's side front panel pad above the glove box. Page 58 6 sec- onds, or if
it illuminates while the vehicle is being driven, have an authorized Hyundai dealer inspect the
seat position sensor and the advanced SRS air bag system as soon as possible. Page 59 If the
SRS air bag warning light see pg remains illuminated while the vehicle is being driven, have an
au- thorized Hyundai dealer inspect the air bag system as soon as possible. Page 60 If the air
bags deploy, they must be replaced by an authorized Hyundai dealer. Page 61 Front
passenger's seat only 6. Pre-tensioner Seat Belt 7. Driver's Seat Position Sensors 8. Side Impact
Sensor 9. Driver's and Front Passenger's Side Air bag When the SRSCM detects a suffi- ciently
severe impact to the front of the vehicle, it will automatically deploy the front air bags. If this
occurs, have your vehicle immediately in- spected by your Hyundai dealer. The Occupant
Classifi- cation system is designed to detect the presence of a properly-seated front pas- senger
and determine if the passenger's front air bag should be enabled may in- flate or not. Placing

weight on the front passenger's seat Page 67 If the passenger air bag off indicator remains
illuminated after the passenger repositions themselves prop- erly and the car is restarted,
Hyundai recommends that passenger move to the rear seat because the passenger's front air
bag will not deploy. Page 68 Air bags can only be used once â€” have an authorized Hyundai
dealer replace the air bag immediately after deploy- ment. Page 71 Any work on the SRS system,
such as removing, installing, repairing, or any work on the steering wheel must be performed by
a qualified Hyundai technician. Improper handling of the air bag system may result in serious
personal injury. Page 72 Hyundai dealer. Otherwise, it can ad- versely affect SRS performance
and Page 73 All infants and children should be properly restrained in appropriate child safety
seats or seat belts in the rear seat. Page 75 Cruise Indicator Light Turn Signal Indicator Light
Speedometer If this happens, the system may not monitor the tire pressure. Have the system
checked by an authorized Hyundai dealer as soon as possible. If this occurs, have your vehicle
checked by an authorized Hyundai dealer as soon as possible. This warning lights will also
illuminate if one or more of your tires is significantly under-inflated. Page 79 Hyundai dealer for
inspection. If further trouble is experienced, the vehicle should not be driven at all but taken to a
dealer by a professional towing service. Page 80 In any instance where the oil light stays on
when the engine is running, the engine should be checked by a Hyundai dealer before the car is
driven again. Page 81 ABS. If this occurs, have your vehicle checked by your Hyundai dealer as
soon as pos- sible. The normal braking system will still be operational, but without the
assistance of the anti-lock brake system. Page 82 "ON" position, but should go out after
approximately three seconds. See section 2 for more information about the ESC. Page
Instrument Cluster Then open the hood and, after the engine has cooled, check the coolant level
and the water pump drive belt. If you suspect cooling system trouble, have your cooling system
checked by a Hyundai dealer as soon as possible. Page 84 This can cause severe engine
damage and may void your warranty. Page 87 The trip computer may not register ad- ditional
fuel if less than 1. Average Fuel Consumption Average fuel consumption Odometer OCMA o
This mode calculates the average fuel consumption from the total fuel used and the distance
since the last average consumption reset. The system automatically turns off the head The High
Beam Indicator Light will come on at the same time. For low beams, pull the lever back toward
you. Page 91 The windshield wiper switch has three positions: 1. Intermittent wiper operation 2.
Low-speed operation 3. ON : The rear window wiper starts to operate continuously. Page Hazard
Warning System 20 minutes. To restart the defroster cycle, push in on the switch again after it
has turned itself off. Page Cigarette Lighter Hyundai replacement or its approved equivalent.
The devices should draw less than 10 amps with the engine running. Page 99 Using when the
engine is not running or leaving the accessory plugged in for long time may cause the battery to
discharge. When using the AC Inverter, carefully observe the following precautions to avoid
seri- ous injuries. Page The seatback pockets for holding papers are located on the backside of
the front seats. The sunroof can only be opened, closed, or tilted when the ignition switch is in
the "ON" Page Otherwise, you could be seriously injured if the ve- hicle stops suddenly or if the
vehicle is involved in an accident. Open the sunglass holder. OCMN 3. Insert the hexagonal
head wrench pro- vided with the vehicle into the socket. Page Interior Light ON or all vehicle
doors are locked when the door is closed, interior light will turn off even within 30 seconds. The
three positions are: o In the "DOOR" position, the luggage compartment light comes on when
the tail gate is opened, then goes out when it is closed. Page Storage Box To open the glove
box, pull on the glove box release lever. To use the center console box, pull up the button and
lift the lid to open it. Move the selecting switch to the right or left to activate the adjustable
mecha- nism for the corresponding door mirror. To remove any ice, use a sponge, soft cloth or
approved de-icer. The "night" position is selected by flipping the tab at the bottom of the mirror
toward you. In the "night" position, the glare of headlights of cars behind you is reduced.
Pressing and releasing the button again will turn off the display. Heading display - E : East - W :
West Page When cleaning the mirror, use a paper towel or similar material dampened with glass
cleaner. Do not spray glass cleaner directly on the mirror as that may cause the liquid cleaner to
enter the mirror housing. Page LED turning on. Determine the desired Zone Number based upon
your current location on the Zone Map. Press and hold the button for more than 3 but less than
6 seconds, the current Zone Number will appear on the display. For first-time programming,
press and hold the two outside buttons, HomeLink Channel 1 and Channel 3 Buttons, until the
indicator light begins to flash after 20 seconds. When the indicator light begins to flash rapidly,
release both buttons. If the indicator Operation is subject to the following two conditions: 1 this
device may not cause harmful interference, and 2 this device must accept any interference received, including interference that may cause undesired operation. Page Luggage Compartment
To be sure the tail gate is fully closed, always try to pull it up again without using the outside
handle. Do not place objects on the cargo secu- rity screen. Such objects may be thrown about

inside the vehicle and possibly injure vehicle occupants during an ac- cident or when braking.
For better fuel economy, do not carry unnecessary weight. Crossbars and attaching
components to adapt the roof rack on your vehicle may be obtained from an authorized Hyundai
dealer. Distribute the load as evenly as possible across the crossbars and roof rack and secure
the load firmly. Page If the filler cap must be replaced, only use genuine Hyundai replacement
parts. This is normal and not a cause for concern. Whenever you open the fuel filler cap, turn it
slowly. Push the secondary latch lever side- ways and lift the hood. Raise the hood by hand. To
re- duce glare or to shut out direct rays of the sun, turn the sun visor down. Pull the lever
toward you and hold it to unlock. Accelerate to desired speed and re- lease the control switch.
Page The steering wheel audio remote control switch is installed to promote safe driving. NOTE:
Do not operate audio remote control switches simultaneously. Side Defroster Nozzle 2. Side
Ventilators 3. Windshield Defroster Nozzles 4. To change the Fan speed control 2. Air flow
control 3. Temperature control 4. Air conditioning switch 5. OFF switch 6. Air intake control
switch 7. Page Air can be directed to the floor, dashboard outlets, or windshield. OCM
Floor-Level Air is discharged through the floor vents, windshield defroster nozzle, side
defroster nozzle and side ventilator. If the "Floor" mode is selected, "Fresh" Page Air is
discharged through the face level vents. NOTE: If the air flow control is off, the air intake control
is set to the fresh mode auto- matically. Page Set the temperature control to the warm. Page
Centigrade degrees. In this state, the system sequentially works according to the order of
buttons selected. Page In addition, prolonged use of the air conditioning with the "Recirculation" mode selected may result in the air within the passenger compartment becoming
excessively dry. Page "TEMP" knob to operate the driver and passenger side temperature
individu- ally The indicator light on the button is illuminated. Air can be directed to the floor,
dashboard outlets, or windshield. Page When selecting the "Floor-Defrost Level", the indicator
light will come on and the air will be discharged through the windshield defroster nozzle, the
floor vents, side de- froster nozzle and side ventilator. When pushing the button and turning on
the rear blower fan switch on the rear ventilator, the indicator light will come on and the rear air
conditioning will operate. Page This antenna is a removable type. To re- move the antenna, turn
the antenna coun- terclockwise. To install the antenna, turn the antenna clockwise. They are
intercepted by the radio antenna on your car. This signal is then received by the radio and sent
to your car speakers. This could result in loss of control, and an accident that may cause death,
serious injury, or property damage. Do not drop the disc. Hold the disc so you will not leave
fingerprints on the surface. If the surface is scratched, it may cause the pickup to skip signal
tracks. Page SDAR. The buttons on your audio system may differ. Press the knob to switch on
the audio system. The audio system resumes opera Page The LCD screen displays the audio
control settings in sequence. Page Sound effects of audio reproduction. Page NOTE: This
function is not effective if you are experiencing poor reception in your vi- cinity. Saving a
station as a preset gives you one-touch access to the station you want. Remember that the 6
presets stations you store are for the specific radio band mode you are in. Once you hear a
track you want, press the Page ' buttons in together to quickly search for a track you want on an
MP3 CD with many directories and tracks. For details, see specific descriptions in the following
section 1. Loading CDs 2. Press and hold Page CD. The LCD screen displays the name of the
directory you have switched to. The number counter in the LCD screen shows you the track
number. Playback of the cur- rent track will be repeated. Page 4 seconds. Page The figure below
shows the audio system dis- play when the category search flag is on. SEEK ' This is called
manual tun- ing. During manual tuning, the audio sys- tem plays the current channel audio until
a selection is made. Page ' and ' buttons. You can still control the RSE system using the rear
controls even when the front audio system is in a power-off state. Page This function is useful if
you do not want rear-seat passengers e. Track ' The LCD screen displays the track number as
you press the buttons. You can press the button several times to select the track you want.
Press again to unmute the sound. NOTE: Playback progress is not affected when you mute the
sound. Two sets, with batteries, are provided. Batteries are in- cluded. Page RSE audio is
selected for the vehicle speakers or not, when the RSE audio is playing it can be heard in the
headphones. To install the batteries, press the button below the battery compartment on the
right side of each set of headphones Page The RSE automatically detects when an external
audio or video device has been connected to the RSE jacks, and will allow you to select this
external source. RSE Display 3. MENU Button 4. SRC Source Button 6. Rotate the knob to adjust
the speaker volume. Press the button again to resume play. With DVDs that offer mul- tiple
formats, the default format is and will stay that way unless changed by the user. Page 32 times
the normal speed. Stop The CD will automatically stop when any other source e. The major
difference is that audio CDs are organized by "tracks," while MP3 discs are organized using
folders and files. Therefore, the navi- gation functions are somewhat different for MP3 discs.

Page 5. Disc can be ejected even when the unit is not turned on. All the preset channels have
been listed on this SDAR operation interface. Mute 3. Number Buttons 4. Source 5. Menu 9.
Return LANG button will allow you to select your preferred lan- guage. Press the button
repeatedly to cycle through the available languages. Change the battery. If the remote controller
still does not work, contact your Hyundai Dealer. Page Risk Of Rollover In a rollover crash, an
unbelted per- son is significantly more likely to die than a person wearing a seat belt. Do not
use a size and type of tire and wheel that is different from the one that is originally installed on
your vehicle. If the engine is not running, the key should not be left in the "ON" Page The starter
should not be operated for more than 15 seconds at a time. Wait seconds between starting attempts to protect the starter from over- heating. Then move the lever into the reverse posi- tion.
Page On a slippery surface, an abrupt change in vehicle speed can cause the drive wheels to
lose traction and the vehicle to go out of control. In a collision, an unbelted occupant is
significantly The individual speeds are selected automatically, depending on the position of the
speed selector lever. SKIP : By rapidly moving the selector for- ward or backward twice, it is
possible to skip one gear, i. Page "P" Park position. Then, reinstall the cap. If you need to use
the shift lock release, it could mean your car is developing a prob- lem. Have the car checked by
your Hyundai dealer. This could endanger the safety of yourself or others. ESC checks where
you are steering and where the vehicle is actually going. ESC applies the brakes at individual
wheels and intervenes in the engine management system to sta- bilize the vehicle. If the
indicator remains lit even after the engine has been started, have your car checked by an
authorized Hyundai dealer. Page Fe AWD vehicle, use a four wheel chas- sis dynamometer. In
some unavoidable circumstances, install them on only the front wheels, not the rear wheels.
Page If the braking action does not return to normal, stop as soon as it is safe to do so and call
your Hyundai dealer for assistance. Page Driving For Economy If you are waiting and not in
traffic , turn off your engine and restart only when you're ready to go. After the en- gine has
started, allow the engine to run for 10 to 20 seconds prior to placing the vehicle in gear. Ideally,
corners should always be taken under gentle acceleration. If you follow these suggestions, tire
wear will be held to a minimum. Page Winter puts additional burdens on the battery system.
Visually inspect the battery and cables as described in Section 6. The level of charge in your
battery can be checked by your Hyundai dealer or a ser- vice station. Page Window washer
anti-freeze is avail- able from Hyundai dealers and most auto parts outlets. Do not use engine
coolant or other types of anti-freeze as these may damage the paint finish. Page Trailer Or
Vehicle Towing Since laws vary from State to State the requirements for towing trailers, cars, or
other types of vehicles or apparatus may differ. Ask your Hyundai dealer for further details
before towing. Use a quality non-equalizing hitch which distributes the tongue load uniformly
throughout the chassis. When towing a trailer, be sure to con- sult your Hyundai dealer for
further information on additional require- ments such as a towing kit, etc. Page Trailer
Connector 3. Select a lower gear when going uphill. When stopping, place the gear selec- tor in
park or neutral and idle the engine at a higher speed. For example, if the "XXX" amount equals
lbs, and there will be five lb. Page The combined weight of the driver, passengers and cargo
should never exceed your vehicle's capacity weight. To find out the actual loads on your front
and rear axles, you need to go to a weigh station and weigh your vehicle. Page Do not leave an
unsecured child restraint in your vehicle. Turn on your emergency flashers. Try to start the
engine again. If your vehicle will not start, contact a Hyundai dealer or seek other qualified
assis- tance. Page Jump Starting 2, rpm for several minutes. Carefully remove the jumper
cables in the reverse order of attachment. If you do not know why your battery be- came
discharged because the lights were left on, etc. Page If The Engine Overheats 7. Proceed with
caution, keeping alert for further signs of overheating. If over- heating happens again, call a
Hyundai dealer for assistance. Low tire pressure telltale Low tire pressure position Page Right
tire is under-inflated, the low tire pressure and position telltales may illu- minate together with
the TPMS mal- function indicator. Have the system checked by an autho- rized Hyundai dealer
as soon as pos- sible to determine the cause of the problem. Have the flat tire repaired by an
authorized Hyundai dealer as soon as possible or replace the flat tire with the temporary spare
tire. Page Allow the tire to cool before measuring the inflation pressure. Always be sure the tire
is cold before inflating to the recommended pressure. A cold tire means the vehicle has been
sitting for 3 hours and driven for less than 1 mile 1. Check inflation pressure as soon as
practical after installing the spare tire, and adjust to the specified pres- sure. Open the tail gate.
Remove the mounting bolt cover with a screwdriver or coin. OCM 3. Turn the wheel nut wrench
counter- clockwise until the spare tire reaches the ground. NOTE: The spare tire is located
underneath the car. Block the Wheel Flat tire 1VQA Block the wheel that is diagonally oppo- site
from the flat to keep the vehicle from rolling when the vehicle is raised The jack should be
positioned as shown in the drawing. Raising the vehicle Wrench bar Wheel nut wrench Slide the

wheel off the studs and lay it flat so it cannot roll away. To put the wheel on the hub, pick up the
spare tire, line up the holes with the studs and slide the wheel onto them. Reinstall Wheel Nuts
OCML To reinstall the wheel, hold it on the studs, put the wheel nuts on the studs and tighten
them finger tight. The nuts should be installed with their small di- ameter ends directed inward.
If the pressure is lower than recom- mended, drive slowly to the nearest service station and
inflate to the correct pressure. This will help assure that your vehicle is not damaged in towing.
Also, professionals are generally aware of local laws governing towing. Page 1 If the vehicle is
being towed with the rear wheels on the ground, be sure the park- ing brake is released. NOTE:
Before towing, check the level of the automatic transaxle fluid. If you cannot add fluid, a towing
dolly must be used. This can cause serious damage to the transaxle or the AWD system. If you
lock the keys inside your car and you cannot obtain a new key, many Hyundai dealers can use
special tools to open the door for you. Page Corrosion Protection By using the most advanced
design and construction practices to combat corro- sion, Hyundai produces cars of the highest
quality. However, this is only part of the job. To achieve the long-term corrosion resis- tance
your Hyundai can deliver, the owner's cooperation and assistance is also re- quired. Attention
to the underside of the car is particularly important. Page Washing And Waxing To protect the
paintwork of the car against corrosion, you must clean your Hyundai at least once a month.
Give special attention to the removal of salt, mud and other substances on the underside of the
splashboards of the car. Page Maintaining Bumpers Special precautions must be observed to
preserve the appearance of the bumpers on your Hyundai. They are: o Be careful not to spill
battery electrolyte or hydraulic brake fluid on the bumpers. If you do, wash it off immediately
with clear water. Clean vinyl surfaces with a vinyl cleaner. Fabric Remove dust and loose dirt
from fabric with a whisk broom or vacuum cleaner. A list of these items will be found on page
Keep receipts for all vehicle emission services to protect your warranty. Where both mileage
and time are shown, the frequency of service is determined by whichever occurs first. Refer to
the chart below for the appropriate maintenance intervals. Replace any damaged or leaking
parts immediately. Inspect the power steering belt for evi- dence of cuts, cracks, excessive
wear, oiliness and proper tension. Coolant reservoir cap 2. Power steering fluid reservoir 3.
Engine oil filler cap 4. Brake fluid reservoir OCML 5. Air cleaner 6. Fuse and relay box 7.
Windshield washer fluid reservoir 8. Brake fluid reservoir OCMA 5. Page General Checks Seat
belt condition and operation o Sunvisor operation If you notice anything that does not operate
correctly or appears to be functioning cor- rectly, inspect it carefully and seek assis- tance from
your Hyundai dealer if service is needed. It is suggested that you check the oil level at least
once a week in normal use and more often if you are on a trip or driving in severe conditions. It
is suggested that it be placed in a sealed container and taken to a service station for
reclaimation. Page Checking The Engine Coolant Do not remove the radiator cap until the
radiator is cool to the touch. If the level is low, inspect for coolant leaks and recheck the fluid
level frequently. If the level drops again, visit your Hyundai dealer for an inspection and
diagnosis of the reason. Page Windshield Wiper Blades If the wipers continue to streak or
smear the glass, replace them with genuine Hyundai replacement parts or their equivalent. Page
Type with wiper arm stopper if installed To prevent damage to the wiper arms or other
components, have an authorized Hyundai dealer replace the wiper blade. Page Checking The
Transaxle Oil Manual If the engine is hot, you should exercise great caution to avoid burning
yourself on hot engine or exhaust parts. NOTE: It is recommended that the manual transaxle
fluid should be checked by an authorized Hyundai dealer. If you are having your vehicle
serviced at a facility other than a Hyundai dealer, verify that the correct ATF is used for your
vehicle. Page Keep the vehicle on level ground with the parking brake applied and check the
fluid level according to the following proce- dure. Place the shift lever in N neutral posi- tion and
confirm the engine is running at normal idle speed. Page Checking The Brakes Because brakes
are essential to the safe operation of the car, it is suggested that they be checked and inspected
by your Hyundai dealer. The brakes should be checked and inspected for wear at those
intervals specified in the vehicle maintenance schedule in Section 5. Page Air Conditioning Care
2. If the air coming out of the in-dash vents is not cold, have the air conditioning system
inspected by your Hyundai dealer. It helps to decrease the amount of pollut- ants entering the
car. Page Checking And Replacing Fuses This could be caused by a short in the system
drawing too much cur- rent. If this ever happens, have a Hyundai dealer determine the cause,
repair the system and replace the fusible link. The fusible links are located in a relay box in the
engine compartement for easy inspection. Never use a piece of wire or a higher-rated fusible
link. This could result in serious damage and create a fire hazard. Page The fuse should be a
snug fit. If it is not, have the fuse clip repaired or replaced by a Hyundai dealer. If you do not
have a spare fuse, you may be able to borrow a fuse of the same or lower rating from Use the
follow- ing procedures before parking the vehicle for prolonged periods. Page o If battery fluid

is on your skin, flush the affected areas with water for at least 15 minutes and then seek medical
assis- tance. If you feel a pain or a burning sensation, get medical atten- tion immediately. Wear
eye protection when charging or working near a bat- tery. Always provide ventilation when
working in an enclosed space. Page Power Steering Fluid Level If you desire additional
information about maintaining and servicing your Hyundai, you may purchase a factory Shop
Manual at your Hyundai dealer's parts department. This is the same manual used by dealership technicians and while it is highly tech- nical it can be useful in obtaining a better
understanding of your car and how it works. Disconnect the wire harness from the bulb base in
the back of the headlight. OCML 6. Turn the plastic cover counterclock- wise and remove it.
OCML 7. Disconnect the connector from the bulb base in the back of the headlight. OCML 8.
Install the new bulb. Remove the mounting screws of the license plate light cover with a phillips
screwdriver. Disconnect the wire harness by turning the bulb cover counterclockwise and take
the bulb out from the bulb cover by turning it clockwise. Remove the cover with a flat-head
screwdriver. Replace with a new bulb. Open the glove box. Disconnect the connector. It is
accurate at the time of printing. When you inspect the fuse box on your vehicle, refer to the fuse
box label. There are three emission control systems which are as follows. Exhaust gases
passing through the catalytic converter cause it to operate at a very high temperature. Page
Remember that your Hyundai dealer is your best source of assistance. These materi- als might
contact the hot catalytic A Only.. If you ever have questions about your tire warranty and where
to obtain ser- vice, see the tire manufacture's booklet included with your vehicle's Owner's
Manual Literature Kit. Page Replace tires that are worn, show uneven wear, or are damaged. See
page Hyundai recom- mends that you check the spare every time you check the pressure of the
other tires on your vehicle. This could rusult in loss of vehicle control and potential injury.
Press the tire gage firmly onto the valve to get a pressure mea- surement. If the cold tire
inflation pres- sure matches the recommended pres- sure on the tire and loading information
label, no further adjustment is neces Page o T: Speed Rating. The speed rating denotes the
speed at which a tire is designed to be driven for extended periods of time. Air pressure is
expressed in pounds per square inch psi or kilopascal kPa. Accessory Weight: This means the
combined weight of optional accesso- ries. Page Occupant Distribution: Designated seating
positions. Outward Facing Sidewall: The side of a asymmetrical tire that has a particular side
that faces outward when mounted on a vehicle. The side of the tire that contains a whitewall,
bears white letter- ing or bears manufacturer, brand and or model name molding that is higher
or deeper than the same moldings on the other sidewall of the tire. All sea Page Tire Rotation
12, km. If you notice that tires are wearing unevenly between ro- tations, have the car checked
by a Hyundai dealer so the cause may be corrected. After rotating, adjust the tire pressures and
be sure to check the wheel nut torque. Page Tire Balancing Tire Balancing A tire that is out of
balance may affect handling and tire wear. The tires on your Hyundai were balanced before the
car was delivered but may need balancing again during the years you own the car. Whenever a
tire is dismounted for re- pair, it should be rebalanced before being reinstalled on the car. Page
Tire Aging Wheels that do not meet Hyundai's specifications may fit poorly and result in
damage to the vehicle or unusual handling and poor ve- hicle control. Department of
Transportation. Your Hyundai dealer will help answer any questions you may have as you read
this information. Those grades represent the tire's ability to stop on wet pave- ment as
measured under controlled conditions on specified government test surfaces of asphalt and
concrete. All other arbitration costs shall be borne by Hyundai Motor America. You are not
responsible to pay any of the costs Hyundai incurs. This Binding Arbitration Agreement shall
not deprive you of any remedies avail- able to you under applicable law. Page Electronic
stability control ESC system Page Corrosion protection Cleaning the interior Page Seat Front
This manual is also suitable for: Santa fe Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL. Your question might be answered by sellers, manufacturers, or customers who bought
this product. Please make sure that you are posting in the form of a question. Please enter a
question. Our fuel pump removal tool easily removes and installs the lock ring on the fuel tank
when servicing the fuel pump or fuel sending unit,. This fuel pump removal wrench will save
you time and energy during the installation and removal of these lock rings! Zero damage to the
plastic ring nut with this wrench and it's totally adjustable to fit whatever size ring nut possible!!
The universal design allows the tool to fit for any size of plastic ring nut. For some metal lock
ring, we have another tool, you can have a reference in our store. If you are not sure,please
calculate the top of the fuel pump and tell us the size and we will check for you. What other
tools I need to remove the fuel pump lock ring? Perfect though. Way better then a screw driver
and hammer that didn't work. Make sure you tighten the two small bolts before use. The wrench
easily engages in the ridges around a threaded locking collar that secures the fuel pump to the

top of the tank. Never try removing the lid without this tool. Sparks can cause an explosion if
the seals are leaking. So you may use it only once. But it's smarter to do so than bashing on the
retainer ring and potentially destroying fuel pump components. Or the tank. The pump USD But
this item. Butterfly Nut Design for easy adjustable. The curvature of the foot can be firmly fixed
on the tank cover to ensure that the operation without sliding. No slipping or damages to the
plastic lock! Compatible with all vehicles that have silent tank lids, most plastic retaining rings.
Fixed position of wrench and tighten the two butterfly nuts. Use the torque wrench and rotate
the socket adapter to loose fuel tank lock ring. Loose the butterfly nuts and remove the wrench
Remove the fuel tank lock ring. Benz: with plastic fuel pump lock rings, instead of metal fuel
pump lock rings, such as 07 Benz GL Audi: with plastic fuel pump lock rings, instead of metal
fuel pump lock rings. Skip to main content. You can return the item for any reason in new and
unused condition: no shipping charges Learn more about free returns. How to return the item?
Go to your orders and start the return Select the return method Ship it! FREE delivery: Get free
shipping. Free day shipping within the U. Prices may vary for AK and HI. In stock on March 3,
Order it now. Add to Cart. Secure transaction. Your transaction is secure. We work hard to
protect your security and privacy. Our payment security system encrypts your information
during transmission. Learn more. Ships from. Sold by. Add a gift receipt for easy returns. This
fits your. Frequently bought together. Add all three to Cart Add all three to List. These items are
shipped from and sold by different sellers. Show details. Ships from and sold by Amazon. FREE
Shipping. Sold by Sunluway Direct and ships from Amazon Fulfillment. Customers who viewed
this item also viewed. Page 1 of 1 Start over Page 1 of 1. Previous page. Next page. More items
to explore. Compare with similar items. Register a free business account. Have a question?
There was a problem completing your request. Please try your search again later. Product
information Technical Details. Would you like to tell us about a lower price? Product
Description. What does this fuel pump removal tool do? Our fuel pump removal tool easily
removes and installs the lock ring on the fuel tank when servicing the fuel pump or fuel sending
unit, remove a ring nut to change out or install a fuel pump and change the fuel filter etc. Can
this fuel tank lid remover tool fit my car? Is this item of good quality? The tool is all steel and
uses wing nuts to lock the arms in place. It it a must have? This tool fits tight and locks and
unlocks using a large breaker bar or ratchet. Applications for vehicles:. User Guide:. Compatible
for List:. Not Compatible for List:. What other items do customers buy after viewing this item?
See questions and answers. Customer reviews. How are ratings calculated? Instead, our system
considers things like how recent a review is and if the reviewer bought the item on Amazon. It
also analyzes reviews to verify trustworthiness. Customer images. See all customer images.
Top reviews Most recent Top reviews. Top reviews from the United States. There was a problem
filtering reviews right now. Please try again later. Verified Purchase. Saw a lot of Youtube videos
of how to remove an old fuel pump and replace a new one. While the old black ring is secure
tighten, it was hard to unsecure it. Attempt to use a hammer and flat screw to remove the black
ring around was a pain. Don't hurt your-self. This tool can remove the black ring around it, plus
spraying a little WD liquid make the process easier. Anyone purchasing this tool, have patient
and take your time when removing an old fuel pump. This tool is simple and will probably get
used times by most people. The benefit vs cost is well worth it. Change my fuel pump and after
trying to remove it with regularly available told I had. After about 30 mins of frustration, I
decided to postpone the repair and order this fuel ring remover. With it I had the old pump out
and new one in all in about 7 minutes and this is invaluable when it comes to knowing the fuel
tank it completely sealed shut again. The three arm tool is much smaller than I expected, but
large enough to do the job. I have not used the 2 arm removal tool. I purchased it as a better
alternative to a different variant that I already have. Didnt work on the corolla plastic collars im
removing, but these corollas ones are really stuck on there and require the toyota oem tool to
remove. Either way i have used it on other fuel lids and it works just fine without breaking the
plastic. Not a bad tool to add to my collection. The wing nuts do loosen with continued use but I
only needed this for the first couple turns and then it was loose enough for my hand to get the
cap the rest of the way off. I had no issues and quality was good enough to get the job done. No
complaints. Images in this review. Works great to pull plastic screw on fuel pump lids without
harming them at all should hav
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e bought one years ago. See all reviews. Top reviews from other countries. Report abuse.
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Amazon Prime. Get free delivery with Amazon Prime. Back to top. Get to Know Us. Amazon
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Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and engage
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Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally. Amazon
Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics. DPReview
Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion Brands.
Deals and Shenanigans. Ring Smart Home Security Systems. PillPack Pharmacy Simplified.
Amazon Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it
in, give it a second life.

