2004 pontiac grand prix serpentine belt routing diagram

You were told on your last oil change on your Pontiac Grand Prix that your serpentine belt was
cracked. They gave you a price for parts and labor and you raised your eyebrows. When you get
home with the new belt in hand, you pop the hood and look at the belt, realizing it may not be as
simple as you thought. But, with proper tools and some patience, you'll have the belt replaced
in no time. Locate the serpentine belt routing diagram. Some Pontiac vehicles may have it
located under the hood near the engine displacement sticker. And some may place it on the
engine frame rail in the front of the car. If for some reason you do not see one, refer to the link
attached and match up your engine size to the diagrams. Another thing you could do is
illustrate the routing schematics on paper with a pen or pencil. Locate the tensioner pulley. It
will be labeled on the routing diagram or on the attached link depending on your motor size.
Place the 15 millimeter box end wrench on the bolt head located in the center of the tensioner
pulley and turn clockwise to release the tension on the drive belt. Remove the loosened belt
from the top alternator pulley and then you will be able to snake the rest of the belt off the other
pulleys and remove it. It's a good idea at this point to size the old belt up with the new one to
make sure you purchased the correct belt. Following the routing diagram for your Grand Prix,
wrap the new belt around the pulleys starting with the farthest pulley away from the alternator.
Since the alternator is the top most accessible pulley, you want to snake the belt around every
pulley but that one. While holding the tension on the belt near the alternator pulley in one hand,
use the wrench and to turn the tensioner pulley clockwise again to release the tension and give
you just enough room to place the belt around the alternator pulley. You will need to work it on
the alternator pulley a little but, but you shouldn't have to force it on. If if was the right sized
belt, then it should fit properly and if for some reason it does not, you'll need to inspect the
other pulleys to see if the ribs of the belt are lined up properly with the grooves of the pulleys.
Start the engine to test the belt. If you hear any strange noises, shut the car off immediately and
inspect the routing diagram again. Otherwise, it should be fine. Jody L. Campbell spent over 15
years as both a manager and an under-car specialist in the automotive repair industry. Prior to
that, he managed two different restaurants for over 15 years. Campbell began his professional
writing career in with the publication of his first book. Step 1 Locate the serpentine belt routing
diagram. Step 2 Locate the tensioner pulley. Step 3 Remove the loosened belt from the top
alternator pulley and then you will be able to snake the rest of the belt off the other pulleys and
remove it. Step 4 Following the routing diagram for your Grand Prix, wrap the new belt around
the pulleys starting with the farthest pulley away from the alternator. Step 5 While holding the
tension on the belt near the alternator pulley in one hand, use the wrench and to turn the
tensioner pulley clockwise again to release the tension and give you just enough room to place
the belt around the alternator pulley. Tips Some of the 3. To remove this uses the same principle
and the same 15 millimeter box end wrench. You'll have to remove the main serpentine belt to
get to the super charger belt. The Pontiac Grand Prix featuring the 3. The primary serpentine
belt functions as a serpentine belt does on most cars. The secondary belt--the supercharger
belt--provides the additional power for the supercharger on demand. This belt is located on the
outside of the pulley system and is the easiest one to remove and replace. To replace the
primary serpentine belt, the supercharger belt needs to be removed first, so whether you need
to replace the supercharger belt or simply remove it to get to the primary, follow these steps.
Open the hood and approach the engine from the passenger side of the Grand Prix to access
the supercharger belt. Locate the tensioner pulley for the supercharger. It is below the
supercharger pulley and towards the front of the engine compartment. Place the mm box-end
wrench onto the tensioner pulley bolt and move the wrench clockwise to release tension on the
supercharger belt. While holding the wrench in position, remove the belt from the supercharger
pulley and then slowly release the tensioner pulley back into its seated position. Compare the
size of the old belt to the new one to ensure you've purchased the correct sized replacement
belt. Route the supercharger belt according to the belt routing diagram, starting with the crank
pulley at the very bottom and working your way up toward the supercharger pulley. Make sure
the ribs of the belt are seated properly inside the grooves of the pulleys. The smooth side of the
belt goes against the smooth idler pulleys and the ribs of the belt must wrap around the
grooved pulleys. Hold the belt in position with one hand as close to the supercharger pulley as
you can. Place the wrench onto the tensioner pulley and move it clockwise again to relieve the
tension. This repositioning of the tension pulley will allow you just enough room to slide the
belt onto the supercharger pulley. There will be little extra slack. Do not force the belt onto the
pulley. If there doesn't seem to be enough slack, check the routing and pulley seating position
of the belt. Start the engine to make sure the belt is running smoothly along the pulley system.
Make sure to remove the wrench and old belt from the engine compartment before starting up
the engine. Jody L. Campbell spent over 15 years as both a manager and an under-car specialist
in the automotive repair industry. Prior to that, he managed two different restaurants for over 15

years. Campbell began his professional writing career in with the publication of his first book.
Step 1 Open the hood and approach the engine from the passenger side of the Grand Prix to
access the supercharger belt. Step 2 Locate the tensioner pulley for the supercharger. Step 3
Place the mm box-end wrench onto the tensioner pulley bolt and move the wrench clockwise to
release tension on the supercharger belt. Step 4 Compare the size of the old belt to the new one
to ensure you've purchased the correct sized replacement belt. Step 5 Route the supercharger
belt according to the belt routing diagram, starting with the crank pulley at the very bottom and
working your way up toward the supercharger pulley. Step 6 Hold the belt in position with one
hand as close to the supercharger pulley as you can. Depending on the exact year and model of
your car, you may find it necessary to remove the coolant overflow bottle to access the belt s.
Whenever doing work on the engine, always disconnect the battery first, for safety. Double
check the routing diagram and the serpentine belt to make sure that it is routed properly over
the correct pulleys. They gave you a price for parts and labor and you raised your eyebrows. By
continuing to use this site you consent to the use of cookies on your device as described in our
cookie policy unless you have disabled them. I have a 95 gc laredo and the serpentine belt
routing diagram is printed on the top of the belt tensioner mechanism which is on the left side
of he. The serpentine is broken. Ask a mechanic your questions in our auto repair forums. Gm
pontiac grand prix serpentine belt replacement guide a pictures illustrated guide for replacing
the serpentine accessory belt on a general motors series ii 38l v6 engine. You were told on your
last oil change on your pontiac grand prix that your serpentine belt was cracked. Water fuel and
power steering pumps the alternator air conditioner compressor and possibly other
accessories. Belt routing pontiac grand prix. View a picture for the 38l v6 gm serpentine belt
routing to help you replace it yourself. The serpentine belt is located on the front of the engine
block and winds around several pulleys driving various engine components. Bonneville grand
am grand prix montana transport. I need a diagram to make sure i put the new one on correctly.
Need a belt diagram for a pontiac grand prix gtp 38l with a supercharger answered by a verified
pontiac mechanic we use cookies to give you the best possible experience on our website.
Picture and diagram for how to replace serpentine belt on v6 more serpentine belt diagrams and
routing. I have the long piece. I need a diagram for serpentine drive belt for a grand prix with a
engine. Following the routing diagram for your grand prix wrap the new belt around the pulleys
starting with the. How to install a grand prix drive belt by jody l. Serpentine Belt Size S. Share
this post. Newer Post Older Post Home. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah
Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy Disclaimer. I am not a professional
mechanic. I assume no responsibility for damage to your vehicle, persons, property or pets. If
you have any doubts, please consult an ASE certified mechanic. Please proceed with caution at
your own risk. GM Series II 3. I popped the hood and saw that nearly half of the serpentine belt
had broken off. Luckily, the other half of the "accessory" belt held together long enough to drive
to Advance Auto Parts and pick up a new one. The new belt that I purchased is a Dayco brand
Poly Rib model Engine serpentine accessory belts usually last anywhere from 60, miles to
upwards of , miles. They should be inspected at least twice a year for cracks, fraying, glazing, or
other signs of significant wear. Please verify the correct replacement belt for your car by
checking the Amazon Part Finder website. My car has a Buick STB strut tower brace installed in
the engine compartment, so I had to detach the left side of it before removing the coolant
overflow tank. The Buick STB requires a 13mm socket and ratcheting wrench to remove the two
passenger side bolts. Once the coolant bottle is pulled up out of the engine bay, detach the
black rubber hose from its side. To prevent any coolant from leaking out of the hose, I covered
it with a plastic bag and a rubber band. Be careful when you move the coolant bottle because
the fluid can splash out of the lid and the tube on the side. This may have not been necessary
as there is plenty of room to reach the belts and pulleys once the coolant overflow bottle is out
of the way. I didn't want to risk accidentally putting a wrench across the two terminals and
getting a shock. Study the routing diagram on your car, or the one I took a picture in the row
above. It is just behind a black ribbed idler pulley. To loosen the supercharger belt, place the
15mm socket and long handled socket wrench on the SC belt tensioner pulley. Pull the wrench
towards the front of the car to release the tension on the supercharger belt. While holding the
wrench in this position, slip the supercharger belt off the supercharger pulley. If you can't slip it
off, rotate the wrench more towards the front of the car to further loosen the belt. It is a smooth
3" metal pulley. To release the tension on the serpentine belt, place the 15mm socket on the
pulley and push the long handled socket wrench towards the rear of the car. I recommend
buying the Bando 6PK serpentine belt since it has excellent reviews on Amazon. The serpentine
belt is routed around or over the water pump, crank shaft, air conditioner compressor, the
power steering pump, and the tensioner. The large crank shaft pulley is the only one you
shouldn't be able to spin by hand. If any idler or tensioner pulley does not rotate easily with the

flick of a finger, you should replace them now before they seize. For instructions on how to
change those pulleys, click on the preceding link. First study the routing diagram. Also keep in
mind that any smooth pulley gets the smooth side of the belt and any ribbed pulley should be
wrapped by the ribbed side of the belt. Pull the serpentine belt up towards the alternator and
hold it with one hand. With your other hand, place the 15mm socket and long handled wrench
on the tensioner pulley just below the alternator. Push the long handled wrench towards the
rear of the car to release the tension on the belt and then slip it over the alternator pulley. Make
sure that every smooth pulley is against the smooth side of the belt and every ribbed pulley is
against the ribbed side of the belt. Skip past the next block of text. Route the supercharger belt
over or around the outer part of the crankshaft pulley, the two idler pulleys and the tensioner
pulley. Hold the supercharger belt near the supercharger pulley with one hand. With your other
hand, place the 15mm socket and long handled wrench on the tensioner pulley located just
below the SC pulley and towards the front of the car. Pull the long handled wrench towards the
front of the car to loosen the belt and then slip it over the supercharger pulley. Check that the
belt is routed properly with the smooth side against every smooth pulley and the ribbed side
against the ribbed pulleys. Then re-attach the Buick STB if your car is equipped with one. If you
found this guide to be helpful, please consider making a small donation by clicking on the
PayPal. Thank you! Note: I am not a registered charity. Donations are not tax deductible. New
Dayco Serpentine Belt. Belt Routing Diagrams. After redlining the engine through a turn a few
days ago, I heard a series of loud noises coming from the engine bay. Supercharger Belt. Half
Of Serpentine Belt. Torn Up Hood Mat. To remove either the serpentine or the Supercharger Belt
, it helps to first remove the coolant overflow tank. Buick STB Bolts. Buick Strut Tower Brace. If
your car is naturally aspirated, such as the Pontiac Grand Prix SE or GT, skip ahead to the
instructions after the supercharger belt removal located below picture Removing Buick STB.
Coolant Overflow Bottle. The coolant overflow bottle is held in place by two thin 10mm nuts.
Removing Coolant Bottle. Detaching Coolant Hose. Coolant Bottle Removed. Coolant Hose
Sealed. Engine Bay Brace. I had originally decided to remove the battery and the passenger side
engine brace to make accessing the belts easier. Removing Engine Brace. Rubber Mallet. Two
Small Lower Bolts. One Large Upper Bolt. Releasing Wire Harness. Brace Removed. Negative
Battery Terminal. Removing Battery Terminals. For extra safety, I removed both battery cables
and covered the side mounted battery terminals with blue painters tape. Battery Terminals
Covered. Routing Diagram. To remove the serpentine belt, I first had to remove the
supercharger belt. Loosened SC Belt. The smooth tensioner pulley for the supercharger belt is
located below the supercharger pulley towards the front of the car. Supercharger Belt Off.
Pulling Off SC Belt. Old Supercharger Belt. Old Serpentine Belt. Belt On Alternator. The
tensioner pulley for the serpentine or "accessory" belt is located directly below the alternator.
Push Towards Rear of Car. Tension Released Off Alternator. With the tension released, you can
pull the old serpentine belt off the alternator and then off the other pulleys. Cracks, Pits, Wear.
New Serpentine Belt. Now is a good time to check all of the idler, tensioner and other pulleys to
see that they spin freely. Power Steering Reservoir. Checking Pulleys. I also took this
opportunity to check the level in the Power Steering Fluid Reservoir , and top it off with some
"stop leak" PS fluid since the power steering pump has a very slow leak. Both Belts Removed.
After checking and replacing any worn out pulleys, you can install the new Dayco Poly Rib
Serpentine Belt. Belts Routing Diagram. New Belt On Crank. Pushing Towards Rear. New Belt
On Alternator. Double check the routing diagram and the serpentine belt to make sure that it is
routed properly over the correct pulleys. Checking Belt Routing. Putting on SC Belt. If you're car
is naturally aspirated doesn't have a supercharger you're done replacing the serpentine belt.
Holding SC Belt. Pull SC Tensioner Forwards. Now that the serpentine belt is in place, we can
re-install the supercharger belt. Re-Attach Coolant Hose. Re-Attach Battery Terminals. The last
steps are to re-install the hose on the coolant overflow bottle and re-install the bottle itself.
Re-Attach Coolant Bottle. Re-Install Engine Bay Brace. Paul's Travel Pictures is a participant in
the Amazon Services LLC Associates Program, an affiliate advertising program designed to
provide a means for sites to earn advertising fees by advertising and linking to Amazon. Asked
by Wiki User. Here is a link to a diagram. The 2. The 3. Should be a placard under the hood
somewhere with a diagram of the belt routing. If it is missing then look in your owners manual.
Check out 2carpro's. This is a link to the serpentine belt routing diagram that worked for my '04
Pontiac Vibe. As far as I know, this is the routing for all Pontiac vibe base and GT models. In a
Pontiac Grand Am , both the 2. Yes, a Pontiac Grand Am does have a timing belt. Diagrams can
be found of them on the internet with a simple search. Pontiac Grand Prix does not have a
timing belt. It has a timing chain and it is replaced when it breaks. There is a belt routing
schematic on the radiator core support. Under the seat is where the seat belt sensors are
located. By disconnecting these it should stop the noise. Open the hood and there will be a

sticker by the radiator right above the grill showing belt routing. I have a Pontiac Grand Prix and
the two Serpinetine belts broke. I put a belt on without putting on the second supercharger belt
on and I am driving it now until I get the other belt. If you look at the routing of the belt all of the
normal systems run without the second belt. Most vehicles have a belt routing diagram on a
plaquer located in the engine compartment. Or even in the cars manual. The belt needs
adjusted. There is a picture in the motor compartment. Belt map is on the hood or the firewall. If
not go find one. It is in the manual and inside the engine compartment. It has a timing chain. It
does not have a timing belt, it has a timing chain that requires no maintenance. The Jeep Grand
Cherokee does not have a timing belt. It has a chain. No scheduled replacement is necessary. A
Dodge Grand Caravan has one belt. The alternator is driven by the drive belt. Find the belt and
follow the routing and you will find the alternator. Just under the belt routing diagram, there is
an 8mm bolt. Take it off. You're done. Ask Question. Pontiac Grand Prix. Grand Prix GT. Grand
Prix SE. See Answer. Top Answer. Wiki User Answered Related Questions. When to change a
Pontiac grand am timing belt? Does a Pontiac grand am 3. What is the serpentine belt diagram
for a Pontiac grand prix? Belt routing for Jeep Grand Cherokee? Where are the diagrams for a
serpentine belt for a Pontiac Vibe? Do Grand Ams have a chain or belt? Does a Pontiac Grand
Am have a timing belt? How often does the timing belt need to be changed on a Pontiac Grand
Prix? Where can I find a serpentine belt routing schematic for a Chevrolet Impala with a V6? Can
you turn off the audible seat belt alarm on a Pontiac Grand Am? What is the serpentine belt
routing for a dodge ram 4. Have buick has belt off supercharger and is it driveable? Where can
you find the belt routing diagram for a Maserati Cambiocorsa? Why does a belt squeal in a
Pontiac grand am se when it is wet or the air conditioner is on? Routing for serpentine belt on
grand prix with the ? Routing of the serpentine belt routing order for a 93 Grand caravan 3. Does
the Pontiac Grand Am have timing belt or chain? When to change timing belt on Pontiac grand
am? Replacement of timing belt on jeep grand Cherokee? How many belts does my Dodge
Grand Caravan have? Where is the alternator located on a dodge ram? How do you take plastic
bolt routing diagram off head in a Pontiac Montana? What is the serpentine belt routing vibe
pics? Trending Questions Is silence a sound? Asked By Ciara Parker. Has a human ever been
mailed via the United States Postal Service? Asked By Annamarie Trantow. Who would you
swap lives with for a day? Asked By Fletcher Altenwerth. How many feet are in seven minutes?
Asked By Wiki User. Why were the English able to defeat the french in early battles such as the
one at crecy? What are the duties of a health prefect? What letter in the Alphabet is always
waiting in order? What number is the opposite of 0. Hottest Questions How did chickenpox get
its name? When did organ music become associated with baseball? Asked By Curt Eichmann.
How can you cut an onion without crying? Asked By Leland Grant. Why don't libraries smell like
bookstores? Asked By Veronica Wilkinson. How long will the footprints on the moon last?
Asked By Daija Kreiger. Do animals name each other? Asked By Danika Abbott. Who is the
longest reigning WWE Champion of all time? Asked By Consuelo Hauck. What was the first TV
dinner? Asked By Roslyn Walter. Unanswered Questions What values can we get in the folk
dance tiklos? What happens when heat energy is not properly used and handled? How did Jose
rizals parents raise their children? Moral lesson of tale of pilandok story? What online sites
don't ask for cvv? Does Melissa Fumero smoke? Give the summary in the poem myopia by syl
cheney-coker? All Rights Reserved. The material on this site can not be reproduced,
distributed, transmitted, cached or otherwise used, except with prior written permission of
Multiply. You have been instructed in your final oil change in your Pontiac Grand Prix that your
serpentine belt was cracked. They gave you a value for components and labor and also you
raised your eyebrows. If you get house with the brand new belt in hand, you pop the hood and
take a look at the belt, realizing it might not be so simple as you thought. However, with correct
instruments and a few persistence, you will have the belt changed very quickly. Find the
serpentine belt routing diagram. Some Pontiac automobiles might have it situated underneath
the hood close to the engine displacement sticker. And a few could place it on the engine body
rail within the front of the automobile. One other factor you might do is illustrate the routing
schematics on paper with a pen or pencil. Find the tensioner pulley. It is going to be labeled on
the routing diagram or on the hooked up hyperlink relying in your motor dimension. Place the
15 millimeter field finish wrench on the bolt head situated within the middle of the tensioner
pulley and switch clockwise to launch the strain on the drive belt. Remove the loosened belt
from the highest alternator pulley after which it is possible for you to to snake the remainder of
the belt off the opposite pulleys and take away it. It is a good suggestion at this level to
dimension the outdated belt up with the brand new one to ensure you bought the proper belt.
Following the routing diagram to your Grand Prix, wrap the brand new belt across the pulleys
beginning with the farthest pulley away from the alternator. For the reason that alternator is the
highest most accessible pulley, you need to snake the belt round each pulley however that one.

Whereas holding the strain on the belt close to the alternator pulley in a single hand, use the
wrench and to show the tensioner pulley clockwise once more to launch the stress and provide
you with simply sufficient room to position the belt across the alternator pulley. You will have to
work it on the alternator pulley just a little however, however you should not must drive it on.
Begin the engine to check the belt. In case you hear any unusual noises, shut the automobile off
instantly and examine the routing diagram once more. In any other case, it needs to be nice.
Switch Editions? Mark channel Not-Safe-For-Work? Are you the publisher? Claim or contact us
about this channel. Viewing all articles. First Article Article 8 Article 9 Article Browse latest
Browse all Latest Images. Zimbo refugees forced out of Botswana February 21, , am. February
20, , am. Battlefront Theme February 19, , pm. Coronation Street spoilers: who is Ronnie Bailey?
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latest update of CC15 and attempting to save an old project September 23, , pm. More Pages to
Explore Here is a directory of serpentine belt diagrams for popular makes and models. Let us
know if you would like us to add anything to our list. Can you add and email me belt diagrams
for a Hummer H2 and for a Isuzu Trooper, thank you. Looking for a serpentine belt diagram for a
Thomas international school bus. Need a diagram and possibly size for serpentine belts with
and without ac for 97 jeep Cherokee country with 4. Hi I need a diagram for Mitsubishi Pajero
Exceed, 3. Can anyone please Help? Hi I need a diagram of a serpentine belt for a chevy captiva
model with a 2 litre engine. I need a belt diagram for a Toyota Tacoma 2. Thank you. Im looking
for a belt routing diagram for a Kia Soul 2. Its different from the Thanks in advance. Need a serp
belt diagram for Hyundai Tuscon 2. Yours only goes up to year model. I need a belt diagram for
a GMC Vandura 6. I think also known as the gm Been looking online for 2 days now. I need a
Serpentine belt diagram for a 5. Im have trouble putting this one back on. Now Trending: â€”
Lexus Admin, please photo for serpentine belt for audi 1. Hi, I need a schematic of the
serpentine belt for a chevy, malibu, 6 cyl. I need a fanbelt diagram for a Dodge Caravan. Need a
diagram from replacing serpentine belt Camry V6 3. Ajay Jiwanand. I need a serpentine belt
diagram for a Mitsubishi outlander 2. Looking for a serpentine diagram for a Pontiac G5 base,
with AC. Thank you! Need help replacing a serpentine belt on a chev optra 2. Wayne Kilgore.
Need routing of serpentine belt for a toyota tundra 4. I need a diagrm for belt routing on Toyota
Camry 3. Diamond Hernandez. Serpentine belt diagram for a Chevy Impala Lt 3. George Borja. Hi
there I need a serpentine belt diagram for a Toyota Camry Se model 3. Need a serpentine belt
diagram for a Hyundai Santa Fe 3. Could you get me the diagram for a Monte Carlo with a 3. Not
supercharged. I need a diagram for a Chevy caprice! Please and thanks. I need a diagram for
replacin the serpentine belt on a Ford Windstar V-6, 3. I need a diagram to replace a serpentine
belt on a 2. I need a serpentine diagram for a
95 dodge truck
2014 nissan versa note manual
2005 mustang v6
Camaro 5. Need a serpentine belt diagram for a dodge ram sport I need a serpentine belt
diagram for a jeep Cherokee trailhawk 3. Don Longridge. Hi I need a diagram for a serpentine
belt replacement for a petrol Mitsubishi Pajero. Need a diagram for a power stroke e van one
alternator. Please, a serpentine belt diagram for a Honda Accord 4-cyl. I need a diagram of a,
Dodge Caravan fanbelt. John Portelli. Hi I need a diagram of the serpentine drive belt for a
chevy captiva 2 litre. Need diagram for Hyundai Genesis 3. Douglas M Farley. Hello I need
serpentine belt diagram for Hyundai Elantra 1. Alaa hashim. Suzoki grand vitara v6 2. Sarah
Gunalda. Rachel E McGrew. I need a diagram of Santa Fe 4cyl 2. Do you have a diagram for a
Chevy Express ? Leeanne Pridgen. Need a diagram for a 95 Mercedes diesel. Please help! Keith
Board. I could use the diagram for belt the Ford F 4. I want a diagram of fan belt of Toyota
spacial. Markus Andrew Quillen. I need a belt diagram for Volkswagon Passat 1.

