2006 dodge grand caravan repair manual free

If you have a Dodge Caravan then you should also get a Dodge Caravan Repair Manual so that
you can manage and repair your vehicle on your own. The manual is available as a PDF that you
can download on any of your device and access on the go. This means you will be able to view
it no matter where you are. It works perfectly on laptops, tablets, iPads and desktop devices as
well and contains a lot of information regarding Dodge Caravan minivan. The manual is written
with today's users in mind and caters to different models of the vehicle. However, unlike the
book, this one is digital and hence easier to carry. You do not have to worry about the pages
being torn or the file being lost as it remains safe on the device. Whether you are in an
emergency or need to perform timely maintenance, the Dodge Caravan Repair Manual will come
in handy. It defines different procedures in simple language making it easier for all kinds of
users to perform the required task. The manual covers different systems, from ABS to
transmission to headlights to engine rebuild. It contains step-by-step procedures and detailed
guides on identifying and solving problems. In fact, it is also valuable for professionals as it
contains not only basic information but also complex procedures. You can refer to the Dodge
Caravan Repair Manual if you ever get stuck in the middle of a job. With this repair manual by
your side, you will not have to wait for a mechanic to take care of things. You will be able to take
the matter in your own hands and repair minor and major problems. Order your own Dodge
Caravan Repair Manual today and enjoy all the perks it has to offer. This investment will help
you ensure your Dodge Caravan remains in good shape. Does this online repair manual cover
the 2. I am referring to the Dodge Caravan. I need servicing data on hydraulic lifters. Yes, the
manual covers the 2. Yes it covers hydraulic lifters description, operation, removal, installation
and specifications. The manual is 2, pages. Does the Dodge Grand Caravan manual cover with
both the SE mini passenger van and the sport mini 4-door? They came with 3. Your email
address will not be published. Leave a Reply Cancel reply Your email address will not be
published. Table of Contents. This manual has been prepared with the assistance of service and
engineering specialists to acquaint you with Engine exhaust, some of its constituents, and
certain vehicle components contain or emit chemicals the operation and maintenance of your
new vehicle. It is known to the State of California to cause cancer and supplemented by a
Warranty Information Booklet and birth defects or other reproductive harm. If you do not read
this entire manual you may miss important information. Any modifications or alterations to this
vehicle could seriously affect its roadworthiness and safety and may lead to an accident
resulting in serious injury or death. Ask your dealer for these numbers and keep them in a safe
place. Always been turned off. System serviced, bring all vehicle keys with you to the dealer.
Insert a blank Sentry Key into the ignition switch and General Information turn the ignition
switch ON within 60 seconds. Use this switch to lock or unlock the doors. The table below
explains the Lamp Flash options. See page for more information. With the transmitter buttons
facing down, use a thin 2. Remove and replace the batteries. Avoid touching the coin to pry the
two halves of the transmitter apart. Make new batteries with your fingers. Skin oils may cause
sure not to damage the rubber gasket during removal. If you disarm the system and access the
liftgate area, the system must be rearmed, as 1. The someone enters the vehicle through the
liftgate and exterior lights will flash, the horn will sound, and the opens any door the alarm will
sound. This is very important when your vehicle is parked on an incline as the door will slide
faster in the downhill direction. A single chime will sound to signify that you have while the fuel
door is open. This feature operates only successfully completed the programming. To avoid
trapping anyone in the vehicle in a colli- sion. The key must be held in the unlocked position for
the liftgate to open. Power Liftgate â€” If Equipped The power liftgate may be opened manually
or by using the button on the remote keyless entry transmitter. During power operation,
personal injury or cargo damage may occur. Ensure the liftgate travel path is clear. If the within
the same cycle, the system will automatically liftgate is not in the full open or close positions it
must stop and must be opened or closed manually. Storage Bin Cover Emergency Release
However, because the gas pressure drops with tempera- As a security measure, a Storage Bin
Cover Emergency ture, it may be necessary to assist the props when Release strap is built into
the storage bin cover latching opening the liftgate in cold weather. If the buffeting occurs with
the sunroof open, adjust the sunroof opening to minimize the buffeting. Everyone in a motor
vehicle should be belted at all times. Seat inside or outside of a vehicle. In a collision, belts are
designed to go around the large bones of people riding in these areas are more likely to be your
body. Enter the vehicle and close the door. Sit back and adjust the seat. The seat belt latch plate
is near the seatback of the front seats and next to your arm in the rear seats. Grasp the latch
plate and pull out the belt. To release the belt, push the red button on the buckle. The upper
anchorage can be adjusted upward by If necessary, slide the latch plate down the webbing to
pushing anywhere on the anchorage. When you release the anchorage, try to move it up or
down to make sure that it is locked in position. Sliding The Latch Plate 4. The center seating

positions have a lap belt only. Warning Light to turn off. When it is not required, remove the
extender compartment. This may allow the airbag to have different rates of inflation that are
based on collision severity and occupant size. The driver and front passenger seats should be
severe injuries in a collision. The airbags work moved back as far as practical to allow the front
airbags with your seat belt to restrain you properly. The front airbag inflators are first turned on.
When the ORC side of the instrument panel. Occu- Inflatable Knee Blocker , it signals the
inflator unit. Only manufacturer approved seat accessories may be used. If there is a fault
present in the system, the AIRBAG warning light will illuminate indicating that you should take
the vehicle to an authorized dealer. For almost all bly and Belt Tension Sensor. The BTS
generates a signal based on outboard lap belt Unapproved modifications or service procedures
to tension. Al- The airbag system is designed to deploy the airbags ways use the correct seat
cover specified for the when the ORC and impact sensors detect a moderate-to- vehicle.
Everyone in your vehicle needs to be buckled up at all times â€” babies and children, too. The
one year old and weigh at least 20 lbs 9 kg. In a sudden stop or collision, it could strike the
occupants or seatbacks and cause serious personal injury. An incorrectly anchored tether strap
could lead to When using the tether anchorages in the center position increased head motion
and possible injury to the on 3rd row fold-in-floor seating, ensure that the strap is child. If the
buckled seat belt interferes with the child full rear position on the tracks when the LATCH
system restraint installation, instead of tucking the seat belt is used. In an Airbags deploying in
the front seat could harm your pet. Extend the child restraint tether anchor forward to- Rear
Seat Delete wards the front passenger seat. To secure the child restraint upper tether strap to
the vehicle, follow the instructions shown: 1. If necessary, raise the passenger seat head
restraint to 6. Using the hook attached to the child restraint tether allow the tether strap to be
routed under the head restraint. Wide open throttle acceleration in low gear can be The vehicle
tether anchor is designed to be used detrimental and should be avoided. DO NOT use the
recirculation mode. Inspect tread and sidewall for cuts or The light should come on and remain
on for 6 cracks. Check wheel nuts for tightness, and tires includ- to 8 seconds as a bulb check
when the ignition ing spare for proper pressure. The mirror should be adjusted Adjust the
mirror to center on the view through the rear while set in the day position toward windshield. To
avoid damage to the mirror during cleaning, never spray any cleaning solution directly onto the
mirror. Apply the solution onto a clean cloth and wipe the mirror clean. Adjust the outside
mirror to center on the adjacent lane of traffic, with a slight overlap of the view obtained on the
Vehicles and other objects seen in the right side inside mirror. This feature is activated
whenever you turn on the Rear Window Defrost. Refer to your cellular service provider or the
phone manufacturer for details. NOTE: Adding names to phonebook is recommended when
vehicle is not in motion. Say the designation you wish when vehicle is not in motion. To
combine two calls, refer If a call is currently in progress and you have another to Conference
Call. Zero Pull the bar up and move the seat to the desired position. Add location Add new
Release the bar to lock the seat into position. Adjust the seat only while the vehicle is parked.
Adjusting a seat while the vehicle is moving is dangerous. Do not place any article under a
power seat or impede its ability to move as it may cause damage to the seat controls. Do not
ride with the seatback reclined so that the shoulder belt is no longer resting against your chest.
In a collision you could slide under the seat belt and be seriously or fatally injured. Use the
recliner only when the vehicle is parked. To Fold Second Row Seats 1. Lower the head restraint
and raise the armrests on the second row seat. Pull up on the seatback recliner lever located on
the outboard side of the seat and fold the seatback down. Seat Release Strap 5. Close the
storage bin cover. Pull up on the handle to lift the seat out of the storage bin and push the seat
rearward to latch the seat anchors. Seatback Release Lever 4. Close the storage bin cover and
adjust the head restraint to the desired position. Lower the head restraint to its full down
position. Pull up on the assist strap to lift the seat out of the storage bin and push the seat
forward until the anchors latch. Adjust the head restraint to the desired position. In a collision,
you or others in your vehicle could be injured if seats are not properly latched to their floor
attachments. To restore the seat to its upright position, lift up on the Tailgate Mode seatback
and push forward until the anchors latch. In the event of a collision you could be injured if the
seat is not fully latched. Remove any obstructions from the floor in front of the seat. Pull up on
the release handle and tumble the seat fully forward. Release Bar Location 6. The seat assembly
can now be removed from the vehicle and moved on its Easy Out Rollers. Seat Release Handle
5. Lower the head restraint and pull up on release lever in its full downward position. Release
Strap Location 4. Release Lever 2 Location 3. Squeeze the release handle and rotate Retainer
hooks which will hold plastic grocery bag upward until the lock indicator button returns into the
handles are built into the seatbacks of all rear seats and handle. The bench seat may also be
moved to the second seating position or removed from the vehicle. Auxiliary Seatingâ€” The

middle quad seats are removed from the vehicle. The 3â€” passenger bench seat can be
installed in either the second or third row. Increased Storageâ€” Increased storage area is
provided by folding either or both seatbacks. Auxiliary Seatingâ€” Driving with the 2nd-row
seats in the tumbled position is The 2nd row seats are removed from the vehicle. Then not
recommended when passengers occupy the 3rd row the third row seats can be installed in
either the rear or seats. To open the hood, two latches must be released. This should secure
both front edge of the hood, near the center. Never drive your vehicle unless the hood is fully
closed, with both latches engaged. To turn vehicle is running, the headlights are off, and the
parking the system ON, turn the headlight brake is off. You can signal a lane change by moving
the lever partially up or down. Passing Light You can signal another vehicle with your
headlights by lightly pulling the multifunction lever toward the steer- ing wheel. To tilt the
column, pull the small lever, located behind the turn signal control, toward you and move the
wheel up Tilting the steering column while the vehicle is or down, as desired. Objects can be
detected from up to 59 Drivers must be careful when backing up even when inches cm. Do not
place any article under the adjustable pedals Press the button rearward to move the pedals
rearward or impede its ability to move as it may cause damage toward the driver. When the it
may be preferable to drive without speed control. Press this button to convert the display from
U. The overhead console and climate control displays will be in the selected units. A moving
garage door can cause injury to people and Vehicle exhaust contains carbon monoxide, a
danger- pets in the path of the door. People or pets could be ous gas. Simultaneously press and
hold both the HomeLink NOTE: To program the remaining two HomeLink but- button that you
want to train and the hand-held trans- tons, begin with Programming step two. Do not repeat
mitter buttons. Return to the vehicle and firmly press, hold for two Similar to this Canadian law,
some U. HomeLink is now in the train or learning To operate, simply press and release the
programmed mode and can be programmed at any time beginning HomeLink button. Activation
will now occur for the with Programming - step 2. Press and hold the button located to the right
of the The sunshade can be opened manually. If the buffeting occurs with the sunroof open,
adjust the sunroof opening to In an accident, there is a greater risk of being thrown minimize
the buffeting or open any window. Place the container to be held Package Kit into one of the
cupholders and then push the arm toward Located between the instrument panel cupholders is
a the container until the container is held stable. There are also dual underseat cupholders for
the 2nd seat passengers. Slide Second Row Seat Storage bins â€” If Equipped The Seat Storage
Bins are located on the floor in front of the storage bin locking mechanism to the Unlocked the
second row seats, the area below the covers can be position to allow greater access to the
storage bin. Support the bin with one hand and pull the latch movable and removable overhead
storage bins. The handles out. It can be removed from the vehicle by pulling the release handle
inside the floor console. Remove the floor console. Cell Phone Holder Removal To reinstall the
console, open the console lid and remove 1. Open the floor console lid and lift the cell phone
the storage tray. Pull up on the release handle and slide holder upward. Open the rear lid and
remove the storage tray. Using the front and rear grab handles, slide the NOTE: When the
removable floor console is located console rearward to disengage the front of the console
between the middle seats, the power outlet only has and lift up to remove the console from the
floor. This line indicates how far rearward The crossbars and siderails are designed to carry the
cargo can be placed without interfering with liftgate weight on vehicles equipped with a luggage
rack. NOTE: To help control wind noise when installing the The roof rack does not increase the
total load carrying cross bars make sure that the arrows marked on the front capacity of the
vehicle. Noncom- vehicle. The automatic load leveling system will provide a level riding vehicle
under most passenger and cargo loading Do not install the load leveling system on vehicles
conditions. Ve- hicles without Anti-Lock Brakes ABS have a A hydraulic pump contained within
the shock absorbers height-sensing proportioning valve. Accord- ingly, when the low tire
pressure telltale illuminates, you 1. Fuel Gauge should stop and check your tires as soon as
possible, and The pointer shows the level of fuel in the fuel tank when inflate them to the proper
pressure. Turn Signal Indicators 8. Brake System Warning Light The arrow will flash with the
exterior turn signal This light monitors various brake functions, when the turn signal lever is
operated. The light should illuminate for approxi- sary. The light should then turn off unless the
parking brake is applied or a brake fault is detected. Anti-Lock Light The light will turn on when
the ignition engine revolutions-per-minute r. A hot engine cooling system is dangerous. You or
Oil Pressure Warning Light others could be badly burned by steam or boiling This light shows
low engine oil pressure. The light coolant. Malfunction Indicator Light Trac Off Indicator â€” If
Equipped This light is part of an onboard diagnostic system This display indicator should
illuminate for approxi- called OBD that monitors engine and automatic mately four seconds as a
bulb check when the ignition transmission control systems. To a normal condition. The system

will remain disabled for switch from odometer to trip odometer, press the Trip about 4 minutes
until the brakes have cooled. The word TRIP will appear when in the and press the time button.
If you press and hold the button, terial, for example Rock Music. The display will Press the top
of the SEEK button for the next selection on show the track number and index time in minutes
and the CD. Scan Button Seek Button Press this button to play the first 10 seconds of each
track. Turn the Classical Classicl volume control clockwise to increase the volume. Soft Soft
Mode Soft Rock If you press and hold the button, tone. ISO Level 1 and Level 2, the radio may
fail to read Discs created with an option such as keep disc open after files properly and may be
unable to play the file nor- writing are most likely multisession discs. If the medium , , , contains
a lot of folders or files, the radio will take more MPEG-1 Audio , , , Moving a control up or down
Tune Press the TUNE control up or down to increase or increases or decreases amplification of
the band. The mid decrease the frequency. If you press and hold the button, position provides a
balanced output. Sometimes poor playback may move 2 selections, etc. Clean and number of
times the SEEK button was pushed. The SEEK demagnetize the tape heads at least twice a year.
The NR light in the display will go off when the Dolby System is off. The Press the EJT CD
button and the disc will unload and display will show the track number and index time in move
to the entrance for easy removal. Press and Scan hold the RW button for fast reverse. Turn side
of your radio faceplate. To Set The Radio Push-Button Memory The current channel name and
number will then be When you are receiving a station that you wish to displayed until an action
occurs. Press the Scan button to scan through each track on the CD currently playing. If you
have ejected a disc and have not removed it within 15 seconds, it will be reloaded. Turn the
volume control clockwise to increase the volume. Every time a preset displayed. Press the
bottom of the button to return to the to activate Random Play. A SEEK symbol will appear on the
display. CD Changer Control Capability â€” Skipping will not damage the disc or the player, and
play will resume automatically. As a safeguard and to protect your CD player, one of the
following warning symbols may appear on your display. Always remove the Navigation DVD
before inserting another disc. Headphone Transmitter Enter 2. Light 3. Return The headphone
transmitter button on the remote control 5. Press this This button only functions in DVD video
mode. Press this button to return to the previous menu when in the disc button once to pause
the video, press a second time to menu mode. The replacement batteries for the remote control
are two AAA batteries. Enter Button This button will enter the selection from the on-screen
menu. Brightness Button Changes the brightness of the screen picture. Video Screen Controls
An indicator light will illuminate on the head- phone earpiece to indicate the headphones are
ON. Operation is subject to the earpiece and lift the cover upward. Credit card information. Your
Vehicle Identification Number. Keep the cassette tape in its case to protect from Pressing the
top of the switch once will go to the next slackness and dust when it is not in use. Pressing the
bottom of the switch once 3. To prevent this, you should 2. If the disc is stained, clean the
surface with a soft cloth, periodically clean the head with a commercially available wiping from
center to edge. WET cleaning cassette. This condition may be lessened or eliminated by
relocating the cellular phone antenna. When the blower control is set to any position other than
off, it selects the amount of air delivered to the passenger compartment. There are four blower
speeds. The fan speed increases as you move the control clockwise. NOTE: To improve your
selection choices, the system allows you to operate at intermediate positions between the major
modes. These intermediate positions are iden- tified by the small dots. A slight amount of air is
also directed through the side window demister outlets. NOTE: In many temperature lever
positions, the bi- level mode is designed to provide cooler air out of the panel outlets and
warmer air from the floor outlets. A slight amount of air is Air comes from the floor, defrost and
side window directed through the defrost and side window demister demist outlets. This is done
to assist in Defrost Mode drying the air and it will help in keeping the windows from fogging.
Based on the sensor input, the automatically regulate the amount of air flow. Next, dial system
automatically adjusts the air temperature, the air in the temperature you would like the system
to maintain flow volume, and amount of outside air recirculation. If any one feature is controlled
manually, the remaining features will continue to operate automati- cally. The left blower control
knob can be set to any fixed blower speed by rotating the knob from low to high. NOTE: In many
temperature positions, the bi-level mode is designed to provide cooler air out of the panel
outlets and warmer air from the floor outlets. Defrost mode must be manually selected to clear
the windshield and side glass. Control System through an intake grille located in the passenger
side trim panel behind the third seat. Refer system lubrication to minimize the possibility of
com- to section 7, Maintenance Procedures, of this manual for pressor damage when the
system is started again. Window Fogging Winter Operation Vehicle windows tend to fog on the
inside in mild rainy Strong odors can not be totally filtered out. It is located in the front of the
engine compartment on the passenger side and should be checked for fluid level at regular

intervals. Fill the reservoir with windshield washer solvent not radia- tor antifreeze and operate
the system for a few seconds to flush out the residual water. Press this button to turn on the
rear window defroster and the optional heated mirrors. A light To avoid damaging the electrical
conductors of the will show that the defroster is on. The defroster automati- rear window
defroster, do not use scrapers, sharp cally turns off after about 10 minutes of operation. If the
engine has not started Long periods of engine idling, especially at high within 3 seconds,
slightly depress the accelerator pedal engine speeds, can cause excessive exhaust tempera
Page 3. The idle speed will automatically decrease as the engine warms up. To prevent damage
to the starter, do not crank the engine for more than 15 seconds at a time. Wait 10 to 3. Do not
attempt to push or tow your vehicle to get it Never pour fuel or other flammable liquid into the
started. Vehicles equipped with an automatic trans- throttle body air inlet opening in an attempt
to start mission cannot be started this way. This system prevents the key from being removed
unless the shift lever is in PARK. Your dealer has diagnostic equip- Reset Mode - Electronic
Transmission The transmission is monitored electronically for abnor- ment to determine if the
problem could recur. If a condition is detected that could cause If the transmission cannot be
reset, dealer service is damage, the transmission automatically shifts into sec- required. NOTE:
This light only shows that the parking brake is applied. It does not show the degree of brake
application. Before leaving the vehicle, make sure that the parking brake is fully applied and
place the gear selector in the Park position. Be sure the parking brake is fully disengaged
before driving: failure to do so can lead to brake failure, and The parking brake should always
be applied when the an accident. The light will come on when the activation of the Brake
Warning Lamp. This is due to the cold, thick fluid in the steering system. This Prolong operation
of the steering system at the end noise should be considered normal, and does not in any of the
steering wheel travel will increase the steering way damage the steering system. Tires designed
to this standard have Tire Markings the tire size molded into the sidewall beginning with the
section width. The letter P is absent from this tire size designation. Tire and Loading
Information This placard tells you important information about the The resulting figure equals
the available amount of manual to determine how this reduces the available cargo and luggage
load capacity. Overloading of your tires is dangerous. Overloading can cause tire failure, affect
vehicle handling, and Improperly inflated tires are dangerous and can cause increase your
stopping distance. Use tires of the accidents. Economyâ€” Improper inflation pressures can
cause uneven wear patterns to develop across the tire tread. These abnormal wear patterns will
reduce tread life resulting in a need for earlier tire replacement. Underinflation also increases
tire rolling resistance and results in higher fuel consumption. Keep this in mind when checking
tire pressure inside a garage, especially in After inspecting or adjusting the tire pressure, al- the
winter. It is engineered to be used on your style wheel is designed specifically for the compact
spare. The limited use spare tire is for temporary emergency use on your vehicle. This tire is
identified by a limited use The limited use spare tires are for emergency use spare tire warning
label located on the limited use spare only. Fast spinning tires can be dangerous. Forces generated by excessive wheel speeds may cause tire dam- age or failure. A tire could explode and
injure someone. Protect tires from contact factors including but not limited to: with oil, grease
and gasoline. Some combinations of may result in false speedometer and odometer readunapproved tires and wheels may change suspension ings. Proper balancing will reduce
vibration and less detected in one or more tires. The TPMS system has been optimized for the
origi- nal equipment tires and wheels. Chains must be the following conditions: proper size for
the vehicle, as recommended by the chain manufacturer. Oxygen- blended into some gasoline
to increase the octane num- ates are required in some areas of the country during the ber. Use
of additional overheat. Have the exhaust system inspected every time the vehicle is raised. Until
repaired, drive with all side windows fully open. Fuel Filler Cap Gas Cap Damage to the fuel
system or emission control The gas cap is behind the fuel filler door on the left side system
could result from using an improper fuel of the vehicle. This is an indication that the fuel filler
cap is properly tightened. If the vehicle diagnostic system the vehicle when the gas cap is
removed or the determines that the fuel filler cap is loose, improperly tank filled. It is important
that you distribute the load evenly over the front and rear axles. Because the front wheels drive
and steer the vehicle, it is important that you do not exceed the maximum Overloading can
cause potential safety hazards and front or rear GAWR. It is important that you do not exceed
the maximum front or rear GAWR. A dangerous driving condition Weight-Carrying Hitch can
result if either rating is exceeded. Trailer Tow Prep Package. See your dealer for package Class I
- Light Duty 2, lbs kg content. GTW Gross Max. Tongue Wt. Rating Trailer Wt. Consider the
following items when computing the Failure to load trailers heavier in front is the cause of
weight on the rear axle of the vehicle: many trailer accidents. To promote proper break-in of
your new vehicle driv- etrain components the following guidelines are recom- Improper towing

can lead to an injury accident. Tongue weight rating for the trailer hitch utilized vehicle and
trailer. Always connect the chains to the This requirement may limit the ability to always frame
or hook retainers of the vehicle hitch. It can overload your brake sys- but you must mate the
harness to a trailer connector. When the Hazard Warn- instrument panel above the radio. In any
of the following situations, you can reduce the potential for overheating by taking the
appropriate ac- Driving with a hot cooling system could damage tion. The coolant. You may
want to call a service center if your vehicle could slip off the jack and fall on you. Also remove
the tool pouch behind the rear left side trim panel in the rear cargo area. Loosen but do not
remove the wheel lug nuts by turning them to the left one turn while the wheel is still on the
ground. Getting under a jacked-up vehicle is dangerous. The The winch mechanism is designed
for use with the vehicle could slip off the jack and fall on you. Use of an air wrench or other
could be crushed. The jack is to be located, engaging the flange, between the pair of tabs
Raising the vehicle higher than necessary can make closest to the wheel to be changed. A loose
deflated flat tire thrown forward in a Finish tightening the lug nuts. Push down on the collision
or hard stop could injure the occupants in wrench while tightening for increased leverage. A
loose jack, thrown forward in a collision or hard Rotate the nut to the right approximately 33
turns until stop could endanger the occupants of the vehicle. Always stow the com- pact spare
tire with the cover assembly in the place provided. Fit the jack handle over the drive nut. Rotate
the nut to the left until the spare is on the ground with enough slack cable to allow you to pull
the tire out from under the vehicle. A loose tire or jack, thrown forward in a collision or Do not
use a hammer or force to install the wheel covers. Do not attempt to push or tow your vehicle to
get it started. Make sure you have Rapid acceleration on slippery surfaces is danger- a good
contact on the engine. Slow down if road has standing water or puddles. Replace tires when
tread wear indicators first become Fast spinning tires can be dangerous. Forces gener- visible.
Page 2. Besides the maintenance items for which there are fixed maintenance intervals, there
are other items that should You can be badly injured working on or around a Checking the oil
while the vehicle is on level ground will improve the accuracy of the oil level readings. This
symbol means that the oil has Lubricants which do not have both, the engine oil certi- been
certified by the American fication mark and the correct SAE viscosity grade num- Petroleum
Institute API. If you chose to use Engine Oil Filter such a product, use only those oils that are
American The engine oil filter should be replaced at every engine For proper type of
replacement spark which could result in belt failure. However, it is im- portant to keep the
engine properly tuned to assure The air cleaner can provide a measure of protection proper
catalyst operation and prevent possible catalyst in the case of engine backfire. You will never
have to add water, nor is periodic maintenance required. This service should battery that the
positive cable is attached to the include cleaning of the condenser fins and a system positive
post and the negative cable is attached to How- approved by the manufacturer for your air
condi- ever, the manufacturer recommends that air conditioning tioning system. If grease. Apply
a small The fluid reservoir for the windshield washers and the amount of a high quality lubricant
such as Mopar Lock rear window washer is shared. Open seams or loose connections could
permit exhaust fumes to seep into the passenger compartment. If coolant is dirty or rusty in
appearance, the system should be drained, flushed and refilled with fresh coolant. At the
intervals shown on the Maintenance Schedules, the system should be drained, flushed and
refilled. Mixing of coolants other than specified HOAT en- gine coolants, may result in engine
damage and may If the solution is dirty or contains a considerable amount decrease corrosion
protection. If ingested by a child, contact a physician immediately. Do coolant recovery bottle. If
antifreeze needs to be not overfill. If replacement is ever necessary, install collapsed. ONLY the
correct type thermostat. Other designs may Inspect all hose connections such as clamps and
cou- result in unsatisfactory coolant performance, poor gas plings to make sure they are secure
and no leaks are Riding the brakes can lead to brake failure and Inspect all hose connections
such as clamps and cou- possibly an accident. Driving with your foot resting plings to make
sure they are secure and no leaks are or riding on the brake pedal can result in abnormally
present. Eventual deterioration of the hose Overfilling of fluid is not recommended because it
may can take place resulting in a possibility of a burst failure. Electronic Fuel Injection high
pressure fuel systems are designed with hoses which have unique material charac- Overfilling
the brake fluid reservoir can result in teristics to provide adequate sealing and resist attack by
spilling brake fluid on hot engine parts and the deteriorated gasoline. Remove the dipstick and
determine if the fluid is hot The fluid level in the automatic transmission should be or warm.
Operation with is the normal operating temperature after the vehicle has an improper fluid level
will greatly reduce the life of the been driven at least 15 miles 24 km. Dirt and water in the
transmission trailer towing where the vehicle is driven regularly for can cause serious damage.
To prevent dirt and water more than 45 minutes of continuous operation. Always wash your ve-

Do not use abrasive or strong cleaning materials hicle in the shade using Mopar Car Wash or a
mild car such as steel wool or scouring powder, which will wash soap, and rinse the panels
completely with clear scratch metal and painted surfaces. Small particles of dirt Appliques can
act as an abrasive and damage the leather upholstery When cleaning the front door B-pillar
appliques, care and should be removed promptly with a damp cloth. Do not use Do not bleach,
dye or clean the belts with chemical scrapers or other sharp instruments which may scratch
solvents or abrasive cleaners. Let soak for approximately one hour. After one hour pull the
drawer from the water and dip it back into the water about six times. This will ment instructions.
Remove the three screws securing the headlight mod- ule. Disconnect the electrical connector
and replace the bulb. NOTE: On some vehicles it may be necessary to slide the red release lock
rearward and push forward on the connector while depressing the release tab. Remove the
three screws securing the headlight mod- Do not touch the new bulb with your fingers. Oil ule. If
the bulb comes in contact with an oily surface, clean the bulb with rubbing alcohol. Twist the
turn signal socket to remove from the Front Fog Light headlight module and pull bulb from
socket. Reach behind the front fascia from under the vehicle. Twist the front fog light bulb to
remove from the fog light housing. Raise the liftgate. Remove the two tail light assembly
push-in type fasteners, by prying under the fastener head with a large flat screwdriver. Pull the
bulb out of the socket. Use only recommended brake fluids. Checking the oil level while the
vehicle is on level ground will improve the accu- NOTE: Most vehicles are operated under the
conditions racy of the oil level reading. Rotate Tires Inspect the brake linings. Inspect the
engine air cleaner filter, replace if necessary. Inspect the engine air cleaner filter, replace if
neces- sary. Inspect the PCV valve and replace as necessary. We strongly recommend service
advisor know. They know you and your vehicle best, and are most concerned that you get
prompt and high quality service. Page Warranty Information U. Visa, Mas- these practical
manuals make it easy for students and tercard, American Express, and Discover orders are actechnicians to find and fix problems on computer- cepted. Sustained high temperature can
cause the material of the tire to degenerate and reduce tire life, and The traction grades, from
highest to lowest, are AA, A, B, and C. Print page 1 Print document pages. Cancel Delete. Sign
In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
When it comes to classic American automobile manufacture, the name of Dodge is one that will
be mentioned time and again by connoisseurs. The Dodge brand is seen by many to represent
the American car at its grittiest. It may not be as sleek as an Italian auto or as refined as a
German one, but take it to the road and you will see its strengths in practice. It is the kind of car
that will not quit, and for that reason is favored by many a driver who has a lot of traveling to do
and does not want to have to keep updating their car. Of course, it is an unavoidable fact that
even if you have a reliable, durable car that takes everything thrown at it and responds by
asking for more, some faults can develop which in time will lead to the car needing work. This
need for work can be forestalled or at least delayed by the presence of a good service manual. If
you have a repair guide for your Dodge, you will be able to recognize when it needs work and
whether that work is something you can do yourself or something for which it will need to be
taken to the garage. The best way to go about this is to pick up a free downloadable service
manual on this site. After downloading it you can print the manual off and have a reliable repair
guide which will allow you to keep your Dodge on the road for as long as you see fit. Browse by
Catagory. Car Max torque: Car Bore stroke: When it comes to classic American automobile
manufacture, the name of Dodge is one that will be mentioned time and again by connoisseurs.
The Dodge brand is seen by many to represent the American car at its grittiest. It may not be as
sleek as an Italian auto or as refined as a German one, but take it to the road and you will see its
strengths
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in practice. It is the kind of car that will not quit, and for that reason is favored by many a driver
who has a lot of traveling to do and does not want to have to keep updating their car. Of course,
it is an unavoidable fact that even if you have a reliable, durable car that takes everything
thrown at it and responds by asking for more, some faults can develop which in time will lead to
the car needing work. This need for work can be forestalled or at least delayed by the presence
of a good service manual. If you have a repair guide for your Dodge, you will be able to
recognize when it needs work and whether that work is something you can do yourself or
something for which it will need to be taken to the garage. The best way to go about this is to
pick up a free downloadable service manual on this site. After downloading it you can print the
manual off and have a reliable repair guide which will allow you to keep your Dodge on the road

for as long as you see fit. Browse by Catagory.

