2006 ford explorer wiring diagram

Please be specific on what area of the vehicle you need a free wiring diagram for. The images
are in ". This will insure the ability to read the free wiring diagrams with ease. Adobe Acrobat
Reader is available as a free download at Adobe. This is the same information that the dealers
use. Find an auto repair manual for your car - Get instant access to your vehicles drive belt
routing, complete wiring diagrams, trouble code information and other available updates and
factory bulletins. To Submit a request for basic free wiring diagrams Here , As this is a free
service it receives an overwhelming amount of requests and may take up to a week or longer for
a response. Just submit a request for the wiring diagram you want ex. We will provide you with
the basic free wiring diagrams in an email that can be viewed, saved or printed for future use.
Automotive basic wiring diagrams are available free for domestic and asian vehicles. Some
european wiring diagrams are available also. We are proud to have the ability to make vehicle
specific free wiring diagrams available on request. Base Radio. Power Windows. Purchase Full
Set. Car Stereo. Cooling Fans. Premium Stereo. Warning System. Base Stereo. Anti-Lock
Brakes. Cruise Control. Door Locks. Shift Interlock. Wiper Washer. Power Tops. Computer Data
lines. Instrument Cluster. Power Seats. It shows the components of the circuit as simplified
shapes, and the capability and signal contacts surrounded by the devices. A wiring diagram
usually gives counsel about the relative slope and deal of devices and terminals on the devices,
to encourage in building or servicing the device. A pictorial diagram would deed more detail of
the innate appearance, whereas a wiring diagram uses a more figurative notation to highlight
interconnections on top of subconscious appearance. A wiring diagram is often used to
troubleshoot problems and to make sure that all the friends have been made and that whatever
is present. Architectural wiring diagrams produce a result the approximate locations and
interconnections of receptacles, lighting, and steadfast electrical services in a building.
Interconnecting wire routes may be shown approximately, where particular receptacles or
fixtures must be upon a common circuit. Wiring diagrams use all right symbols for wiring
devices, usually interchange from those used upon schematic diagrams. The electrical symbols
not isolated exploit where something is to be installed, but along with what type of device is
beast installed. For example, a surface ceiling fresh is shown by one symbol, a recessed ceiling
roomy has a rotate symbol, and a surface fluorescent blithe has choice symbol. Each type of
switch has a every other metaphor and so do the various outlets. There are symbols that be in
the location of smoke detectors, the doorbell chime, and thermostat. A set of wiring diagrams
may be required by the electrical inspection authority to take up attachment of the dwelling to
the public electrical supply system. Wiring diagrams will then include panel schedules for
circuit breaker panelboards, and riser diagrams for special services such as flare alarm or
closed circuit television or supplementary special services. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Wiring Diagram Trailer Wiring Diagram
views. This website uses cookies to improve your experience. We'll assume you're ok with this,
but you can opt-out if you wish. Accept Reject Read More. Close Privacy Overview This website
uses cookies to improve your experience while you navigate through the website. Out of these,
the cookies that are categorized as necessary are stored on your browser as they are essential
for the working of basic functionalities of the website. We also use third-party cookies that help
us analyze and understand how you use this website. These cookies will be stored in your
browser only with your consent. You also have the option to opt-out of these cookies. But
opting out of some of these cookies may affect your browsing experience. Necessary
Necessary. Non-necessary Non-necessary. Automotive wiring in a Ford Explorer vehicles are
becoming increasing more difficult to identify due to the installation of more advanced factory
oem electronics. One of the most time consuming tasks with installing an after market car
stereo, car radio, satellite radio, xm radio, car speakers, tweeters, car subwoofer, crossovers,
audio equalizer, car amplifier, mobile amp, car amplifier, mp3 player, ipod or any car audio
electronics is identifying the correct color car audio wires for your Ford Explorer headlight bulb
size you need for your low beam or high beam and save time. Also, find your other car light bulb
sizes including your fog light, reverse light, turn signal, brake light and more. The Modified Life
staff has taken all its Ford Explorer car radio wiring diagrams, Ford Explorer car audio wiring
diagrams, Ford Explorer car stereo wiring diagrams, Ford Explorer car radio wiring schematics,
Ford Explorer car wiring diagrams and cataloged them online for use by our visitors for free.
Our automotive wiring diagrams allow you to enjoy your new mobile electronics rather than
spend countless hours trying to figure out which wires goes to which Ford Explorer part or

component. Use of the Ford Explorer wiring information is at your own risk. Always verify all
wires, wire colors and diagrams before applying any information found here to your Ford
Explorer. If you would like to help the Modified Life community by adding any missing
information or adding a new car audio wire diagram to our resource, please feel free to post it at
the bottom of this page. That way your amplifier is on whenever your Ford Explorer is on and off
whenever your Ford Explorer is off. Just make sure to run an in-line fuse holder with a 1-amp
fuse on the amplifier turn on wire. Hope this helps. Good luck with your Ford Explorer amplifier
install. Which color is my Ford Explorer remote wire from my factory amp to my factory radio.
Rich, the Ford Explorer reverse wire can also be found at the smart junction box. The smart
junction box can be found under the driver side of the dash. Good luck with your Ford Explorer
backup camera installation. Hooked up volt meter and this wire does not show any deflection on
the meter when the car is placed in reverseâ€”should show about 12 volts. Jeanna, you will
need to purchase an automotive auxiliary input adapter. This adapter will allow you to input any
Apple iPod, mp3 player or portable music player into your factory radio. This is the easiest and
most cost effective way to add an audio input into your factory stereo. Here is the adapter you
will need:. Aux Input Adapter for Ford Explorer. Good luck with your Ford Explorer aux input
adapter installation. Do i have to take the whole door panel off or do the speaker grates pop off
some how? I would also like to know bout the back panel in the rear of the car. Is that a speaker
or a stock subwoofer? I have the same????? This is the reverse light wire. Good luck with your
rear view camera installation. This wire is your ACC Accessory wire. To make the connection
simply splice your red wire into the accessory wire. Good luck. Use this method when you want
a permanent power connection to the vehicle. What does it look like? How do I make the
connection? Ryan, you need to splice in a line out converter. Wire the line-out converter to the
rear speakers. Here is the Line-Out Converter you need:. Do I need a line converter or are there
pre outs on the back. I do not have a factory rear seat entertainment package installed if that
matters. The PCM is located in the passenger side of the firewall. The SJB is located under the
driver side dash. Looking for the VSS and reverse light wires. Any help? The easiest way to
ground a wire is by using a factory bolt. Find a factory bolt that is attached to your car chassis
and ground your wire there using a ring terminal see below. Can you tell me which two fuses to
use? Also, where is the best safest spot to attach the ground wire. Thank you! Just looking for
an easy place to pick up switched power in a Ford Ranger. I am installing a external XM radio
and just need to power it up. Any help would be appreciated. Your email address will not be
published. Skip to content. Adding More Information If you would like to help the Modified Life
community by adding any missing information or adding a new car audio wire diagram to our
resource, please feel free to post it at the bottom of this page. Leave a Comment Cancel Reply
Your email address will not be published. Follow Us. Copyright by ModifiedLife. Here is the
audio stereo radio wiring information for your Ford Explorer with the standard or amplified
systems. It will be useful when installing a stereo sound system, aftermarket headunit radio, or
other automotive accessories. Make sure to grab the appropriate tools to test all the wires in
your Explorer. Failure to properly test all the wires may lead to vehicle or bodily damage. All
information is provided as-is and accuracy is not guaranteed. If you find any conflicting info
please leave a comment with what you found in your Ford Explorer. Thanks for looking! Then
pop that panel unplug any electrical connectors and remove it. There are no screws holding that
panel on. Carefully unplug the airbag connector at the top and you can set that panel to the side
of the console or unplug all the connectors and completely remove it. The radio is then held in
with 4 7mm screws. Keep in mind if you are installing a new radio in your Explorer you need the
wiring harness, the antenna adapter, and the mounting kit as well. The OEM amp turns on with
5v instead of 12v. A standard aftermarket radio uses 12v which will cause a loud pop when the
amp turns on or off. Use the following adapter to drop the voltage down and get rid of the
annoying turn on pop:. If your Explorer has the OEM overhead DVD system you will need the
following harness to keep it functional with your new aftermarket radio:. If doing front and rear
speakers order 2 of these. Your email address will not be published. Leave a Reply Cancel reply
Your email address will not be published. Quick Links. See also: Quick Reference Manual. Table
of Contents. Entertainment Systems. Owners Guide postfmt. USA fus. Ford motor company ford
explorer owner's guide pages. Ford may change the contents without notice and without
incurring obligation. Page 4: Introduction State of California to cause cancer and birth defects
or other reproductive harm. Please take the time to get well acquainted with your vehicle by
reading this handbook. The more you know and understand about your vehicle, the greater the
safety and pleasure you will derive from driving it. Page 5 Correct vehicle usage and the
authorized disposal of waste, cleaning and lubrication materials are significant steps towards
this aim. Information in this respect is highlighted in this guide with the tree symbol. Failure to
follow the specific warnings and instructions could result in personal injury. Front seat

mounted rear-facing child or infant seats should NEVER be placed in front of an active
passenger airbag. To access this information, special equipment must be directly connected to
the recording modules. Ford Motor Company and Ford of Canada do not access event data
recorder information without obtaining consent, Page 8 Your vehicle is not equipped with a
snowplowing package. Using your vehicle as an ambulance Do not use this vehicle as an
ambulance. Your vehicle is not equipped with the Ford Ambulance Preparation Package. Cell
phone use The use of Mobile Communications Equipment has become increasingly important in
the conduct of business and personal affairs. Page 9 By referring to the pages in the provided
supplement, you can properly identify those features, recommendations and specifications that
are unique to your vehicle. Many lights will illuminate when you start your vehicle to make sure
the Explorer exp Owners Guide postfmt USA fus Page 13 Powertrain malfunction indicator:
Illuminates when a powertrain or a 4x4 fault has been detected. Contact your authorized dealer
as soon as possible. A chime will also sound to remind you to fasten your safety belt. Charging
system: Illuminates when the battery is not charging properly. If the light does not turn ON,
have the system inspected by your authorized dealer. If the light fails to illuminate when the
ignition is turned ON, or remains on, have the system serviced immediately by your authorized
dealer. If it enters the red section, the engine is overheating. Stop the vehicle as soon as safely
possible, switch off the engine and let the engine cool. The FUEL icon and arrow indicates
which side of the vehicle the fuel door is located. Press again to stop. CD eject: Press to eject a
CD. Press again to return to the playing media. Tape: Insert a tape facing to the right. Never
touch the playing surface. Clean only with an approved CD cleaner and wipe from the center
out. Set temperature control to maintain comfort. Set fan to highest setting. Do not place
objects on top of the instrument panel as these objects may become projectiles in a collision or
sudden stop. The passenger temperature will appear in the display. Rear defroster control:
Removes ice and fog from the rear window. Fan Speed: Manually increases or decreases the fan
speed. Set the fan speed to highest setting. Direct the outer instrument panel vents towards the
side windows. To increase airflow to the outer instrument panel vents, close the vents located
in the middle of the instrument panel. To manually turn off the defroster before 10 minutes have
passed, push the control again. The foglamp indicator light below the icon will illuminate when
foglamp is activated. Pull the lever towards you to deactivate. Flash to pass Pull the lever
toward you to activate. Release the lever to deactivate. Horizontal aiming is not required for this
vehicle and is non-adjustable. When moist air enters the headlamp s through the vents, there is
a possibility that condensation can occur. This condensation is normal and will clear within 45
minutes of headlamp operation. To replace all instrument panel lights - see your authorized
dealer. The oil from your hand could cause the bulb to break the next time the headlamps are
operated. Reverse steps to reinstall bulb s. Turn the headlamp switch to OFF and open the
liftgate. Remove the two bolts from the lamp assembly. Remove the lamp assembly. Remove the
bulb socket from the lamp assembly by turning counterclockwise and pull the bulb straight out.
Remove the bulb holder from the lamp assembly by depressing the snaps. Pull the bulb straight
out of the socket and push in the new bulb. Note: To stow the visor back into the headliner,
visor must be retracted before moving it back towards the windshield. Rear auxiliary power
point if equipped A second auxiliary power point is located on the rear side of the console. It is
accessible from the rear seats. Press the left side to restore the window controls. Move the
control in the direction you wish to tilt the mirror. Return to the center position to lock mirrors in
place. Never adjust the accelerator and brake pedal with feet on the pedals while the vehicle is
moving. A garage door which cannot detect an object, signaling the door to stop and reverse,
does not meet current U. For more information, contact HomeLink at: For questions or
comments, please contact HomeLink at In the event that there are still programming difficulties,
contact HomeLink at This value is not the same as the average fuel economy display. The
running average fuel economy is reinitialized to a factory default value if the battery is
disconnected. A correct zone setting will eliminate this error. Refer to Compass calibration
adjustment. The display will return to normal operation. The zone is now updated. Displayed as
an early reminder of a low fuel condition. Displayed when the turn lamps are activated and at
least one bulb is burned out. Check the lamps as soon as possible and have the burned out
lamp replaced. Refer to Replacing headlamp bulbs in the Lights chapter. Drive the vehicle at
least 5 miles 8 km with the speed control system engaged to display a stabilized average. Wait 4
seconds when correct zone is chosen. An oil change is required whenever indicated by the
message center and according to the recommended maintenance schedule. To reduce the risk
of injuries, the cargo area cover must be properly installed on the rear trim panels. To open, lift
the release handle and the lid. To close, lower the lid, lift the release handle and press down on
the lid. This will also reduce the risk of passengers and cargo falling out. Failure to drive
cautiously could result in an increase risk of loss of vehicle control, vehicle rollover, personal

injury and death. The horn will chirp once to confirm the procedure is complete. Press to
automatically move the seat and adjustable pedals to the desired memory position the seat
position corresponds to the transmitter being used. Twist a thin coin between the two halves of
the remote entry transmitter near the key ring. If all remote entry transmitters are not present
during the programming procedure, the transmitters that are not present during programming
will no longer operate the vehicle. The dome lamp control if equipped must not be set to the off
position for the illuminated entry system to operate. The doors will again lock then unlock to
confirm that your personal keycode has been programmed to the module. You do not need to
enter the keypad code first. Turn the ignition to the 3 ON position. Press the power door unlock
control three times. Note: The doors will not autounlock if the vehicle has been electronically
locked before the driver door is opened. Close all doors, the liftgate and liftgate window. Enter
5â€”digit entry code 4. Use of these systems may result in vehicle starting problems and a loss
of security protection. Note: Large metallic objects, electronic devices that are used to purchase
gasoline or similar items, or a second coded key on the same key chain may cause vehicle
starting issues. If failure repeats, bring your vehicle to your authorized dealer to have the new
key s programmed. To program additional new unprogrammed key s , wait twenty seconds and
then repeat this procedure from Step 1. Adjust your head restraint so that it is located directly
or as close as possible behind your head. The head restraints can be moved up and down on
first row seats only. Press rear to raise or lower the rear portion of the seat cushion. Press the
control to move the seat forward, backward, up or down. Lift the seatback toward the rear of the
vehicle. Rotate the seatback until you hear a click, locking it in the upright position. Fold down
the 2nd row seat. Pull the cargo mode lever up to release the seat into a kneel down load floor
position. A moderate force may be required to move the seat forward and down. Pull the handle
up again until the seat releases from the floor. Push the seat upward and fold it away from the
third row. Always return the seat to the fully latched position before operating the vehicle.
Follow the directions above to return the seatback from the load floor and to the upright
position. Accident statistics suggest that children are much safer when properly restrained in
the rear seating positions than in the front. Refer to Safety restraints section in this chapter. All
occupants of the vehicle, including the driver, should always properly wear their safety belts,
even when an airbag supplemental restraint system SRS is provided. Refer to the Safety belt
maintenance section in this chapter. Do not use extensions to change the fit of the shoulder belt
across the torso. Frontal airbags are not designed to inflate in rear and side crashes or
rollovers. Ford Motor Company recommends that all safety belt assemblies in use in vehicles
involved in a collision be replaced. Do not modify the front end of the vehicle with anything
other than authorized Ford accessories for your vehicle. Page Front airbags are designed to
activate in frontal and near-frontal collisions, not rollover, side-impact, or rear-impacts unless
the collision causes sufficient longitudinal deceleration. Refer to Safety Canopy system later in
this chapter. Page Do not lean your head on the door. The side airbag could injure you as it
deploys from the side of the seatback. The Safety Canopy could injure you as it deploys from
the headliner. Do not touch them after inflation. If small children generally children who are four
years old or younger and who weigh 40 lb. Do not leave children, unreliable adults, or pets
unattended in your vehicle. Booster seats position a child so that safety belts fit better. They lift
the child up so that the lap belt rests low across the hips and the knees bend comfortably. For
more information on top tether straps and anchors, refer to Attaching safety seats with tether
straps in this chapter. Page Make sure the tongue is latched securely by pulling on it. If the
retractor is not locked, unbuckle the belt and repeat Steps 2 through 9. Check to make sure the
child seat is properly secured before each use. Do not tie down cargo with anchors if the
anchors are in use as child tethers. For forward-facing child seats, the tether strap must also be
attached to the proper tether anchor. See Attaching child safety seats with tether straps in this
chapter. In a crash, one anchor may not be strong enough to hold two child safety seat
attachments and may break, causing serious injury or death. Check to see if the anchors hold
the seat in place. If the safety seat is not anchored properly, the risk of a child being injured in a
crash greatly increases. This increases traction which may enable you to safely drive over
terrain and road conditions that a conventional two-wheel drive vehicle cannot. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page The temperature grade for this tire is established for a tire that is properly
inflated and not overloaded. Excessive speed, underinflation, or excessive loading, either
separately or in combination, can cause heat buildup and possible tire failure. You are strongly
urged to buy a reliable tire pressure gauge, as automatic service station gauges may be
inaccurate. Ford recommends the use of a digital or dial type tire pressure gauge rather than a
stick type tire pressure gauge. Page Tire Information 6. Visually inspect the tires to make sure

there are no nails or other objects embedded that could poke a hole in the tire and cause an air
leak. Check the sidewalls to make sure there are no gouges, cuts or bulges. If not, contact a
local tire dealer. Note: You may not find this information on all tires because it is not required by
federal law. The tire suppliers may have additional markings, notes or warnings such as
standard load, radial tubeless, etc. Maximum Load Single lb. TIRE CARE Inspecting your tires
Periodically inspect the tire treads for uneven or excessive wear and remove objects such as
stones, nails or glass that may be wedged in the Explorer exp Owners Guide postfmt USA fus
Page Heat caused by hot climates or frequent high loading conditions can accelerate the aging
process. You should replace the spare tire when you replace the other road tires due to the
aging of the spare tire. Use of any tire or wheel not recommended by Ford can affect the safety
and performance of your vehicle, which could result in an increased risk of loss of vehicle
control, vehicle rollover, personal injury and death. Page Tire and wheel alignment A bad jolt
from hitting a curb or pothole can cause the front end of your vehicle to become misaligned or
cause damage to your tires. Note: If your tires show uneven wear ask an authorized dealer to
check for and correct any wheel misalignment, tire imbalance or mechanical problem involved
before tire rotation. Operation is subject to the following two conditions: 1 This device may not
cause harmful interference, and 2 This device must accept any interference received, including
interference that may cause undesired operation. Check your tire pressure to under-inflated
ensure they are properly inflated; refer to Inflating your tires in this chapter. Ford Motor
Company recommends the use of a digital or dial-type tire pressure gauge rather than a
stick-type tire pressure gauge for increased accuracy. For these reasons, the low tire pressure
warning light is NOT a substitute for using an accurate tire gauge when checking and filling
your tires. Failure to properly maintain your tire pressure could increase the risk of tire failure,
loss of control, vehicle rollover and personal injury. However, in some climates, using snow
tires or traction devices may be necessary. See your authorized dealer for more information on
tire cables for your vehicle. Page Overloading or improperly loading your vehicle can contribute
to loss of vehicle control and vehicle rollover. When towing, trailer tongue load or king pin
weight is also part of cargo weight. Refer to Preparing to tow in this chapter. This may result in
a temporary increase of interior temperatures. Make sure all running lights, brake lights, turn
signals and hazard lights are working. See your authorized dealer or trailer rental agency for
proper instructions and equipment for hooking up trailer lamps. Do not apply the brakes
continuously, as they may overheat and become less effective. These guidelines are designed
to ensure that your transmission is not damaged due to insufficient lubrication. Page Driving
Before starting the vehicle: 1. Make sure all occupants buckle their safety belts. For more
information on safety belts and their proper usage, refer to the Seating and Safety Restraints
chapter. Some warning lights will briefly illuminate. See Warning lights and chimes in the
Instrument Cluster chapter for more information regarding the warning lights. For best results,
plug the heater in at least three hours before starting the vehicle. The heater can be plugged in
the night before starting the vehicle. Even when the ABS is disabled, normal braking is still
effective. Driving with the parking brake on will cause the brakes to wear out quickly and reduce
fuel economy. Anti-lock braking, RSC and ESC are not affected by this condition and will
function normally during the cool-down period. Refer to the following table. Failure to drive
cautiously could result in an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. Turn the ignition to the LOCK position and remove the key whenever you leave
your vehicle. After this learning process, normal shift feel and shift scheduling will resume. D
Drive with Overdrive The normal driving position for the best fuel economy. Transmission
operates in gears one through five. Used for improved traction on slippery roads. Selecting 3
Third provides engine braking. This way, no information will be lost with any battery removal or
battery disconnect. Transmission operates in gears one through six except in 4L where
transmission operates in gears two through six. Use 2 Second to start-up on slippery roads or
to provide additional engine braking on downgrades. The system may not detect smaller
objects, particularly those close to the ground. To maintain steering and braking control of your
vehicle, you must have all four wheels on the ground and they must be rolling, not sliding or
spinning. Do not rock the vehicle if the engine is not at normal operating temperature or
damage to the transmission may occur. Page Rapid pumping of the brake pedal will help you
slow the vehicle and still maintain steering control. If your vehicle has anti-lock brakes, apply
the brakes steadily. Page Once through the water, always dry the brakes by moving your vehicle
slowly while applying light pressure on the brake pedal. Wet brakes do not stop the vehicle as
quickly as dry brakes. Page 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€” Canadian
customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call ; Page Hazard Flasher

Switch After a collision, if the engine cranks but does not start, the fuel pump shut-off switch
may have been activated. Blown fuses are identified by a broken wire within the fuse. Check the
appropriate fuses before replacing any electrical components. See your authorized dealer for
service of these relays. If the battery has been disconnected and reconnected, refer to the
Battery section of the Maintenance and Specifications chapter. To restore the full functionality
of the monitoring system, all road wheels equipped with tire pressure monitoring sensors must
be mounted on the vehicle. If the dissimilar spare tire or wheel is damaged, it should be
replaced rather than repaired. To restore the full functionality of the TPMS system, all road
wheels equipped with the tire pressure monitoring sensors must be mounted on the vehicle
Explorer exp Owners Guide postfmt USA fus Page 2. Unscrew the wing bolt to detach the tether
from the jack. Turn jack screw eyelet counterclockwise and remove the jack from the bracket.
Remove the tools from the provided bag. Open the cover from the carpeting on cargo floor to
expose the winch drive nut. Insert the lug wrench on the winch drive nut. The wrench will stop
moving and forward resistance to turning will be felt when properly engaged. Loosen each
wheel lug nut by half a turn, but do not remove them until the wheel is raised off the ground.
Position the jack according to the illustrated guides and turn the jack handle clockwise until the
tire is a maximum of 1 inch 25 mm off the ground. Turn the lug wrench clockwise until the tire is
raised to its stowed position underneath the vehicle. Use only Ford recommended replacement
fasteners. Park the booster vehicle close to the hood of the disabled vehicle making sure the
two vehicles do not touch. Set the parking brake on both vehicles and stay clear of the engine
cooling fan and other moving parts. Ensure that the battery shield is properly installed before
jump starting the vehicle. Remove the jumper cable from the ground metal surface. After the
disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Do not tow with a slingbelt. Ford
Motor Company has not approved a slingbelt towing procedure. Away from home If you own a
Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the authorized dealer could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealer to help you.
Page If you own a Lincoln vehicle and are away from home when your vehicle needs service, or
if you need more help than the authorized dealer could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized dealer to
help you. Page Customer Assistance In some states in the U. Ford is also allowed a final repair
attempt in some states. In the United States, a warranty dispute must be submitted to the Page
You are not bound by the decision but may choose to accept it. If the arbitrator has decided in
Page United States and Canada, provided by a network of more than 4, participating authorized
dealers. If you did not take advantage of the Ford Extended Service Plan at the time of
purchasing your vehicle, you may still be eligible. Since this Page The use of leaded fuel in your
vehicle without proper conversion may damage the effectiveness of your emission control
system and may cause engine knocking or serious engine damage. Page Reporting Safety
Defects U. ONLY Page Cleaning low-gloss black colored trim, such as grained door handles,
roof racks, bumpers, side moldings, mirror housings or the windshield cowl area. The dull finish
in this area helps protect the driver from undesirable windshield reflection. Such products could
contaminate the side airbag system and affect performance of the side airbag in a collision.
These quality products have been specifically engineered to fulfill your automotive needs; Set
the parking brake and shift to P Park. Block the wheels. Do not start your engine with the air
cleaner removed and do not remove it while the engine is running. Go to the front of the vehicle
and release the auxiliary latch that is located under the front center of the hood. Lift the hood.
Engine oil dipstick out of view 3. Brake fluid reservoir 4. Power distribution box 5. Battery 6.
Power steering fluid reservoir 7. Radiator cap 8. Engine coolant reservoir 9. Air filter assembly
Engine oil filler cap 3. Engine oil dipstick 4. Brake fluid reservoir 5. Power distribution box 6.
Battery 7. Power steering fluid reservoir 8. Radiator cap 9. Engine coolant reservoir Windshield
washer fluid reservoir Explorer exp Owners Guide postfmt USA fus Page In very cold weather,
do not fill the reservoir completely. Do not use any special washer fluid such as windshield
water repellent type fluid or bug wash. They may cause squeaking, chatter noise, streaking and
smearing. Page Engine Oil 2. Turn the engine off and wait a few minutes for the oil to drain into
the oil pan. Set the parking brake and ensure the gearshift is securely latched in P Park. Open
the hood. Protect yourself from engine heat. Install the indicator and ensure it is fully seated.
Fully install the engine oil filler cap by turning the filler cap clockwise until three clicks can be
heard. Page Change your engine oil according to the appropriate schedule listed in the
scheduled maintenance information. Ford production and aftermarket Motorcraft oil filters are
designed for added engine protection and long life. If a replacement oil filter is used that does
not meet Ford material and design specifications, start-up engine noises or knock may be

experienced. Page Battery Therefore, do not allow flames, sparks or lighted substances to come
near the battery. When working near the battery, always shield your face and protect your eyes.
Always provide proper ventilation. Over time the adaptive learning process will fully update
transmission operation to its optimum shift feel. When the engine is cold, check the level of the
engine coolant in the reservoir. Note: Automotive fluids are not interchangeable; do not use
engine coolant, antifreeze or windshield washer fluid outside of its specified function and
vehicle location. Page Your cooling system may have a leak. Operating an engine with a low
level of coolant can result in engine overheating and possible engine damage. Used engine
coolant should be disposed of in an appropriate manner. Page 1. Pull off the road as soon as
safely possible and turn off the engine. Arrange for the vehicle to be taken to an authorized
dealer. Gasoline may contain benzene, which is a cancer-causing agent. The flow of fuel
through a fuel pump nozzle can produce static electricity, which can cause a fire if fuel is
pumped into an ungrounded fuel container. If you do not use the proper fuel filler cap,
excessive vacuum in the fuel tank may damage the fuel system or cause the fuel cap to
disengage in a collision, which may result in possible personal injury. Page Ask your fuel
supplier about gasolines that meet the World-wide Fuel Charter. Running out of fuel Avoid
running out of fuel because this situation may have an adverse effect on powertrain
components. Page No additional vehicle service is required. If the indicator remains on, have
your vehicle serviced at the first available opportunity. If the fluid is low, add fluid in small
amounts, continuously checking the level until it reaches the correct operating range. Be sure
to put the cap back on the reservoir. The use of these materials may affect transmission
operation and result in damage to internal transmission components. Refer to Lubricant
specifications in this chapter. Replace the PCV valve with one that meets Ford material and
design specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Page Refill Capacities Maintenance and Specifications Replace the spark plugs with
ones that meet Ford material and design specifications for your vehicle, such as Motorcraft or
equivalent replacement parts. The customer warranty may be void for any damage to the engine
if such spark plugs are not used. Page Ensure the correct automatic transmission fluid is used.
Use of synthetic or synthetic blend motor oil is not mandatory. Use of a transmission fluid other
than the recommended fluid may cause transmission damage. Refer to your scheduled
maintenance information to determine the correct service interval. Please note that in the
graphic XXXX is representative of your vehicle identification number. The following table tells
you which transmission or transaxle each code represents. Ford Motor Company will repair or
Page - that are equipped with radio transmitters. Any such equipment installed in your vehicle
should comply with FCC or CRTC regulations and should be installed only by a qualified service
technician. En el modo Folder, presione SEEK para desplazarse por todas las pistas dentro de
la carpeta seleccionada. Expulsar CD: presione para expulsar el CD. Presione nuevamente para
detener. Treble Agudos : presione para acomodar el ajuste de agudos. Page Controles De
Temperatura Interior 5. Ajuste el control de temperatura para mantener la comodidad. Encienda
la luz baja de los faros delanteros. Abra el cofre. Para reemplazar todas las luces del tablero de
instrumentos, consulte con su distribuidor autorizado. Invierta los pasos para reinstalar el o los
focos. Apague los faros delanteros y abra la compuerta levadiza. Quite los dos tornillos del
conjunto de la luz. Quite el conjunto de la luz. Quite el sujetador del foco del conjunto de la luz
presionando los ganchos de resorte. Saque el foco del socket y ponga el foco nuevo.
Compartimiento para guardar Presione el cerrojo para abrir el compartimiento para guardar. Un
ajuste de zona correcto elimina este error. Si la advertencia permanece encendida o sigue
apareciendo, solicite al distribuidor autorizado que revise el sistema. Espere 4 segundos
cuando se elija la zona correcta. Espacio para 7 pasajeros: 1. Para abrir, levante la manilla y la
cubierta. Apriete el control de accionamiento con el pulgar de ambos extremos de la barra
transversal. Si lo desea, repita este procedimiento para otro transmisor a control remoto. Cierre
todas las puertas, la compuerta levadiza y la ventana de la compuerta levadiza. Page El
reemplazo de las llaves codificadas puede ser muy costoso. Visite un distribuidor autorizado
para adquirir duplicados de llaves o llaves de reemplazo adicionales. Jale la palanca hacia
arriba para ajustar el respaldo del asiento. Un asiento sin seguro puede ser peligroso en caso
de un frenado repentino o choque. Espere hasta que se apague la luz de advertencia de los
cinturones de seguridad. Aproximadamente 1 minuto. Page Las bolsas de aire NO se inflan
lentamente; existe el riesgo de lesiones provocadas por una bolsa de aire que se infla. Para
reducir el riesgo de lesiones, no obstruya ni coloque objetos en el espacio donde se despliega
el sistema Safety Canopy inflable. Page 3. Siempre maneje a una velocidad segura. Un conjunto
de llanta y rueda desbalanceado puede tener como resultado el desgaste irregular de la llanta.
Visite a su distribuidor autorizado o a un distribuidor de remolques confiable en caso que

necesite asistencia. Consulte la siguiente tabla. Consulte con su distribuidor autorizado. Se
ilumina cuando se selecciona 4H. Se ilumina cuando se selecciona 4L. Si el eje delantero o
trasero se sumerge en agua, se debe reemplazar el lubricante del eje. Gire el ojal del tornillo del
gato hacia la izquierda y saque el gato de la abrazadera. Saque las herramientas de la bolsa
suministrada. Inserte la llave de tuercas en la tuerca de accionamiento del montacarga. No
apriete completamente las tuercas de seguridad hasta haber bajado la rueda. No remolque con
una eslinga. Ford Motor Company no ha aprobado el procedimiento de remolque con eslinga
acura tl 2007 interior
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s. Ford Motor Company elabora un manual de remolque para todos los operadores autorizados
de camiones de remolque. Page Centro de asistencia al cliente Ford para encontrar un
distribuidor autorizado que pueda ayudarlo. En algunos estados en EE. Coloque el freno de
estacionamiento y cambie a P Estacionamiento. Bloquee las ruedas. Levante el cofre. Conjunto
del filtro de aire Page Aceite Del Motor 3. Vuelva a revisar el nivel de aceite del motor. No use
aditivos suplementarios para el aceite del motor, ni detergentes u otro tratamiento de motor. En
general, las temperaturas bajas producen un menor ahorro de combustible. Page Por ejemplo:
1. El combustible es de mala calidad o contiene agua. El motor debe alcanzar su temperatura
normal de funcionamiento. Una vez que haya arrancado, no apague el motor hasta completar el
ciclo de manejo indicado. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

