2006 kia spectra oil filter

David Hobbs helped make these videos. This video shows you how to change the oil and oil
filter in your Kia Spectra. When you change your own oil, you know that you are putting quality
oil in your Spectra and that the filter is being changed too. Most importantly, you get a chance
to look around under your Spectra for potential trouble spots. This video shows you the
location of your oil drain plug, oil filter, oil fill cap and dipstick in addition to the steps needed to
change the oil and filter in your Spectra. For most Kias, you can wrap an old belt around the oil
filter and unscrew it by hand. If you can't do this, see our parts page to find a Kia Spectra oil
filter wrench. If your Spectra is too low to the ground to access your drain plug and oil filter, be
sure to use jack stands and safe jacking procedures before getting under your Spectra. If it isn't
printed on the oil cap, check your owners manual for the exact type before adding new oil. We
recommend wearing safety glasses whenever you are working under your Spectra. You never
know what could be dripping down from the engine, battery acid, engine coolant, brake fluid,
etc. All of these fluids are extremely harmful to your eyes and skin so it is important to protect
yourself. Hans Angermeier has produced over , videos showing drivers how to fix things on
their cars. He has broad expertise on basic repair procedures covering the majority of cars on
the road. Carmakers are hiding interior fuse boxes all over the place these days - see how to
check your interior fuses here! Did you know that the sun wears out wiper blades faster than
rain? Replace your blades twice a year. One of the easiest fluids to top off - learn how to open
the hood and where the reservoir is on your car. Don't send mixed signals - if your turn signal
doesn't blink, or blinks rapidly, you likely have a burnt out bulb. Car companies often use the
same engines in different cars. They also slightly alter the styling and sell the same car by two
different names amongst other tricks to help offset development costs. Our system selects the
most applicable video for your car based, in part, on these characteristics. The video displayed
may not look exactly like your car, but may be relevant enough for you to get a good idea how
to do it. Getting Started - Prepare for the repair. Sedan 4 Door. Share on. Full list of part and
tools. Author Hans Angermeier has produced over , videos showing drivers how to fix things on
their cars. Check for a blown interior fuse. Replace your wiper blades. Add washer fluid. Change
a rear blinker. See all videos for the Hyundai Elantra. We have a massive and growing video
library, but we don't have everything After normal business hours sales Not your vehicle?
Please click the "Add to Cart" button and select the suggested quantities on the following page.
Then click Checkout after you have added the last item to the cart. Multiple oils or filters may be
compatible with your vehicle below. Amsoil's synthetic oil for cars and trucks has additives that
will lengthen your engine's life. Their detergent additives will clean out deposits in your engine
and prevent more from forming. Just as with any synthetic motor oil brand, Amsoil will not void
your car or truck's warranty! Less wear and tear on your engine is the benefit you will receive
by using Amsoil. Less visits to the mechanic for engine service and oil changes as well which
will save you hours of time and a significant amount of money. Order today! Not only will you
protect your engine but you will support American jobs as Amsoil is made in the U. If you
change your own oil you can look up the capacity of your vehicle on our page and we really
appreciate you visiting our site. Be sure to top off your oil every month or so which means
check the oil level and make sure it is not low. If your capacity is a whole number of quarts, grab
an extra quart to top off. This also refreshes the protective additives in the oil. Thanks for
visiting this page!! We try to keep one page for each model vehicle. Your vehicle works hard for
you. Help it out by changing to a synthetic oil specifically designed for it. Synthetic motor oils
create a protective layer between metal components â€” keeps your engine from wearing out
and keeping your engine humming. Your Vehicle's Information. With filter 4. It has advanced
synthetic technology that resists chemical breakdown for maximum wear protection for your
vehicle which is well beyond the traditional 3,mile oil change interval. Give your Kia Spectra 2.
You will get smooth and fast performance from synchronizers and gears. Enjoy quick and
smooth shifting. It is made to exceed protection under severe conditions and it blows the doors
off of regular fluids which are limited in protection. Protect your Kia Spectra. Protect your
transmission and avoid costly repairs. This fluid has an advanced formula to give awesome
top-notch protection under harsh operating conditions. Transmission repairs are expensive so
protect your vehicle with this great fluid! Change interval based on your Spectra's
recommendation. Lasts up to , miles or five years! Initial fill 8. Related Products. Toggle
navigation menu. Free catalog Become a dealer. Links about Amsoil Car lookup guide Privacy
Policy. This is the best oil filter for your Kia Spectra and is designed to last up to 25k normal
conditions or 15k miles severe conditions or 1 year, whichever comes first. This synthetic
manual transmission and transaxle gear lube is made to protect from friction and keep viscosity
for extended component and fluid life. Amsoil's Signature Series Multi-Vehicle Synthetic
automatic transmission fluid is made to blow the doors off any regular or conventional ATF
fluids on the market and our oil surpasses the performance needs of most vehicles. Outsanding

protection and resists varnish! Lasts in your Kia Spectra for up to , miles or five years! The fuel
filter in your Kia Spectra screens out dirt and rust particles from the fuel. Some mechanics
recommend that you replace the fuel filter every 30, to 40, miles to keep your Spectra in good
running order. Follow the instructions below to replace the fuel filter on your Kia Spectra in less
than 45 minutes. Relieve the fuel system pressure by first removing the fuel pump relay from
the Power Distribution Center. Then, start the engine and let it run until it stalls. Try starting it
again and allow it to run until it stalls. Continue restarting the engine until the car will no longer
start. Turn off the ignition. Disconnect the negative battery cable. Remove the retainers for the
rear seat, then the rear seat cushion. Disconnect the harness connector from the fuel sender.
Remove the fuel tank module screws, the fuel sender and the fuel filter. Take the new fuel filter
and attach the fuel filter sender and the fuel tank module screws. Reconnect the harness
connector to the fuel sender. Replace the rear seat cushion and the rear seat retainers.
Reconnect the negative battery cable and start the engine on your Kia Spectra. Check for leaks
and repair any you find. This article was written by a professional writer, copy edited and fact
checked through a multi-point auditing system, in efforts to ensure our readers only receive the
best information. To submit your questions or ideas, or to simply learn more, see our about us
page: link below. Step 1 Relieve the fuel system pressure by first removing the fuel pump relay
from the Power Distribution Center. Step 2 Disconnect the negative battery cable. Step 3
Remove the fuel tank module screws, the fuel sender and the fuel filter. Things You'll Need
Wrench New fuel filter. Do not disconnect the fuel lines until you let the pressure out of the fuel
system. Before starting your Spectra, be sure to wipe up any fuel that may have spilled while
replacing the fuel filter. Skip to main content Menu. Close X. Call To Order: Cam Plug. Camshaft
Gear. Camshaft Position Sensor. Camshaft Repair Sleeve. Camshaft Seal. Camshaft Solenoid
Adjuster. Connecting Rod Bearing Set. Conversion Gasket Set. Crank Position Sensor.
Crankshaft Gear. Crankshaft Pulley. Crankshaft Pulley Bolt. Crankshaft Pulley Washer.
Crankshaft Repair Sleeve. Crankshaft Seal. Crankshaft Seal Kit. Crankshaft Sealing Flange
Gasket. Crankshaft Thrust Washer Set. Cylinder Head Spacer Shim. Drive Belt Tensioner Pulley.
Engine Gasket Set. Engine Harmonic Balancer. Engine Mount. Engine Seal Kit. Engine Timing
Belt Tensioner Roller. Engine Variable Valve Timing Sprocket. Exhaust Manifold Gasket.
Exhaust Manifold Gasket Set. Exhaust Valve. Expansion Plug. Expansion Plug Kit. Freeze Plug.
Head Bolt. Head Bolt Set. Head Gasket. Head Gasket Set. Intake Manifold Gasket. Intake
Manifold Gasket Set. Intake Valve. Intake and Exhaust Valve Kit. Main Bearing Set. Oil Cooler.
Oil Cooler Hose. Oil Cooler Mounting Kit. Oil Dipstick Seal. Oil Drain Plug. Oil Drain Plug
Gasket. Oil Filler Cap. Oil Filter Remote Mounting Kit. Oil Pan. Oil Pan Gasket. Oil Pump. Oil
Pump Gasket. Oil Sump Sealing Compound. Piston Ring. Piston Ring Set. Piston Set. Spark
Plug Seal. Spark Plug Tube Seal Set. Timing Belt. Timing Belt Idler. Timing Belt Idler Pulley.
Timing Belt Kit. Timing Belt Kit and Water Pump. Timing Belt Tensioner. Timing Camshaft
Sprocket. Timing Chain. Timing Chain Tensioner. Timing Cover. Timing Cover Gasket. Timing
Cover Gasket Set. VVT Sprocket. Valve Cover. Valve Cover Gasket. Valve Cover Gasket Set.
Valve Cover Kit. Valve Guide. Valve Lifter. Valve Spring. Valve Stem Seal. Valve Stem Seal Kit.
Variable Timing Oil Control Valve. Air Intake. Body Electrical. Chemicals and Fluids. Climate
Control. Cooling System. Drive Belts. Engine Electrical. Fuel Delivery. Fuel Injection. Tools and
Hardware. AC Delco. Beck Arnley. Premium Guard. VR Gaskets. Shop By Vehicle. Bosch Oil
Filter. Click to Enlarge. Features: Exclusive media technology screens out more harmful
contaminants for greater engine protection Strong steel base plates and housings prevent
warpage, leaks and poor fit Silicone anti-drain back valve ensures supply of clean oil when the
car is started High lubricity gasket design provides a tight seal, yet easy removal Metal
spiral-wound center tube reinforces internal strength for durability. Bosch W Oil Filter. Product
List Price:. Features: Exclusive media technology screens out more harmful contaminants for
greater engine protection Stronger steel baseplates and housings prevent warpage, leaks, and
poor fit Silicone anti-drain back valve where applicable ensures a supply of clean oil when you
start your car Tightly-sealed and easy to remove thanks to high-lubricity gasket design
Double-locked rolled seam forms a leak free canister. Shipping Options: Ground, Overnight, 2
Day. Features: Exclusive media technology screens out more harmful contaminants for greater
engine protection Stronger steel baseplates and housings prevent warpage, leaks and poor fit
Silicone anti-drain back valve where applicable ensures a supply of clean oil when you start
your car High lubricity gasket design provides a tight seal, yet easy removal Double-locked
rolled seam forms a leak free canister. API Oil Filter. WIX Oil Filter. Features: Light Duty. Denso
Oil Filter. Denso W Oil Filter. Features: Heavy-duty steel case resists distortion Pre-lubricated
molded o-ring provides superior sealing over generic filters Unique Torque Stopper design
prevents leaks from under torquing Dual-layer filtration media for greater oil filtration Silicone
anti-drainback valve prevents rough starts Traps contaminants for increased engine protection.

AC Delco Oil Filter. Fram Oil Filter. Extra Guard is engineered for extended performance that
meets all manufacturers' recommended change intervals. Tough Guard provides premium
engine protection for drivers in stop-and-go traffic and the durability to withstand tougher
driving conditions and towing. Top quality engineering makes it an ideal pairing for any oil type.
Ultra Synthetic is engineered for drivers who require maximum engine protection and use
synthetic motor oils for extended 20, mile change intervals. This high capacity, high efficiency
filter delivers peak performance. Mann Oil Filter. Image is not vehicle specific. Ecogard Oil Filter
- Main. Pronto Oil Filter. Beck Arnley Oil Filter. Full Oil Filter. Full W Oil Filter. Features: OE
Equivalent and a direct fit replacement. Spin-on type filters incorporate an automatic safety
relief valve to protect the engine. OE quality filter media. High temperature and pressure tested.
Hastings Oil Filter. Features: Lube Spin-on. Mahle Oil Filter. Motorcraft Oil Filter. Features:
Tested and retested under extreme conditions, Motorcraft filters are also the only filters
recommended for Ford, Lincoln and Mercury vehicles. Cellulose and polyester blend media is
formulated for high capacity and strength. Pressure-relief valves also help maintain the supply
of oil to the engine under extreme cold conditions or if the filter gets clogged. Location of
pressure-relief valves helps minimize the chance of contaminated oil circulating back into the
engine. Steel cases are ironed for a precise fit, fluted to ease removal and painted to resist rust.
Show More Show Less. VR Gaskets Oil Filter. Premium Guard Oil Filter. OPParts Oil Filter.
Product Remark: Ultra Synthetic. Genuine Oil Filter. Features: Drilled safety wire holes for
racing in canister oil filters Most have sturdy 1 inch automotive or 17mm motorcycle wrench
nut, where applicable, makes oil filter removal quick and easy Heavy-duty construction
Resin-impregnated filter media provides maximum filtering surface for contaminant removal
Anti-drainback valve where applicable eliminates dry starts, prevents oil from draining back into
crankcase during engine shutdown Internally lubricated gasket provides p. NPN Oil Filter.
Features: Designed for conventional oil change intervals Equipped with by-pass and anti-drain
back valve Spin-on type filters incorporate an automatic safety relief valve to protect the engine.
High quality filter paper equivalent to OE. Electro-Galvanized material to avoid rust and to
withstand high pressures. High Temperature and high-stress gasket material. Catalog: B.
Vehicle Engine Kia Spectra. Catalog: A. Vehicle Kia Spectra. Catalog: H. Catalog: P. Catalog: C.
Catalog: F. Catalog: T. Quick Links. Table of Contents. Your selection of a Kia was a wise
investment. It will give you years of driving pleasure. Now that you are the. Here are some
answers. First, Kia is the oldest car company in. It is a company that has thousands of
employees focused. The first syllable, Ki, in the word "Kia" means "to arise from to. Drive safely
and enjoy your Kia! Automobile Kia Spectra Owner's Manual pages. Page 2 Thank you for
choosing a Kia vehicle. The information and specifications provided in this man- ual were
accurate at the time of printing. Kia reserves the When you require service, remember that your
dealer right to discontinue or change specifications or design at knows your vehicle best. Page
3 Introduction Your vehicle at a glance Knowing your vehicle Driving your vehicle Driving tips
table of contents In case of an emergency Maintenance Specifications Index You should
carefully driving tips under various road condi- which damage to your vehicle could read and
follow ALL procedures and tions. By following a few simple precau- tions for the first miles 1,
km you may add to the perform- ance, economy and life of your vehi- cle. Headlights 2. Turn
signal light 3. Engine hood 4. Wiper 5. Sunroof if equipped 6. Window 7. Outside rearview mirror
8. Door 1LDNA Page 9 Your vehicle at a glance 1. Rear door child safety lock 2. Fuel filler lid 3.
Rear window 4. Trunk release lever and key lock 5. Spare tire 6. Outside rearview mirror 7. Tail
lights 8. Door handle driver 9. Door handle passenger Outside rearview mirror control switch if
equipped 3. Power window switches if equipped 4. Master power door lock control if equipped
5. Master power window control lock if equipped 6. Instrument cluster 4. Ignition switch 6.
Traction control system if equipped 7. Hazard 8. Climate control system 9. Shift lever Page Keys
Should you lose your keys, this num- children. Used to start the engine, lock and ber will enable
an authorized Kia unlock the doors, lock and unlock Dealer to duplicate the keys easily. If this
hap- pens, the starter will continue to Page 16 When the transmitter does not work correctly,
open and close the door with the ignition key. If you have a problem with the transmitter, contact an authorized Kia Dealer. Page 17 Kia dealer. Transmitter uses a 3 volt lithium bat- tery
which will normally last for sever- al years. Operation is subject to the fol- Insert the ignition key
into the key vehicle use. Page 19 1. Turn the ignition key to the ON posi- system to malfunction
and ized Kia dealer immediately to tion. The IMMO indicator will should only be serviced by an
Page 24 Knowing your vehicle 1. Open the rear door. To stop the win- dow at the desired
position while the window is in operation, pull up the 1LDA Each door has a power window
before closing a window. Page 30 Knowing your vehicle Adjust the seat before driving, and
make sure the seat is locked secure- ly by trying to move forward and backward without using
the control knob. If the seat moves, it is not locked properly. The lever MUST return to its orig-

Driving or riding in a vehicle inal position for the seatback to with a front seatback reclined lock.
Page 34 Knowing your vehicle Adjust the seat before driving, and WARNING make sure the seat
is locked secure- ly by trying to move forward and In order to avoid unnecessary backward
without using the control airbag injuries including the knob. If the seat moves, it is not
possibility of severe injury or locked properly. Page 36 Knowing your vehicle Rear seat Split
folding rear seat if equipped The rear seatbacks fold forward to provide additional cargo space
and to provide access to the cargo area. Move the seat cushion firmly until 5. Lift the front of
seat cushion 6. Emission con- trol system components cause high exhaust tempera- tures
under the floor. Vehicle may move if shift lever is inadvertently moved to another position. This
must be done by an authorized Kia dealer. Page 43 Knowing your vehicle We strongly
recommend that the Since the inertial locks do not require The rear safety belts use a special
driver and all passengers be proper- a collision in order to lock up, you auto-lock feature
designed to allow a ly restrained at all times by using the may become aware of the safety child
restraint to be used in these Page 44 A twisted or jammed safety belt cannot restrain you
properly. If you cannot untwist or unjam the safety belt, have an authorized Kia dealer it
immediately. Never drive or ride with a twisted or jammed safety belt. Insert the tongue plate
into the 4. The safe- ty belt system will provide the most protection with the seat- backs in an
upright position. If you cannot untwist or unjam the safety belt, see the nearest Kia dealer
immediately. Page 50 If you cannot untwist or unjam the outside arm or behind the the safety
belt, see the nearest back. Kia dealer immediately. The seat belt automatically adjusts to the
When using the rear seat center proper length only after the lap belt is belt, you must lock all
tongue adjusted manually so that it fits snug- plates and buckles. Page 55 Follow all
instructions in event of even a minor collision. Page 57 Knowing your vehicle Child restraint
system You are required by law to use safe- ty restraints for children. If small chil- if equipped
dren ride in your vehicle you must For small children and babies, the put them in a child
restraint system use of a child seat or infant seat is safety seat. Page 59 Therefore, system
checked immediately restraint and kill the child. Page 60 Knowing your vehicle Placing a
passenger safety belt into the auto lock mode The use of the auto lock mode will ensure that the
normal movement of the child in the vehicle does not cause the safety belt to be pulled out and
loosen the firmness of its hold on the child restraint system. Pull the shoulder portion of the 4.
Slowly allow the shoulder portion 5. Remove as much slack from the safety belt all the way out.
Under no circumstances are they to be used for adult seat belts or harnesses or for Child lower
anchor attaching other Page 69 If flooded conditions are sub- designed to inflate in certain
jected to your vehicle, before side impacts. Page 75 Kia dealer if nate when the ignition key is in
the front passenger seat. This will airbag is much larger than the disable the OCS unless a propsteering wheel airbag and er Kia replacement seat is used. If seats inflation when airbag
deploys. Page 79 They are designed to help protect the authorized Kia dealer. Inflation and
non-inflation condi- tions of the airbag There are many types of accidents in which the airbag
would not be expected to provide additional pro- tection. These include rear impacts, second or
third collisions in multiple impact accidents, as well as low speed impacts. Page 81 Have could
result in serious per- vehicle checked sonal injury or death. In accidents because airbag deployweaker than that of frontal colli- such heavy braking, the front por Page 88 This must be done
by an cle is in motion. Page 89 Kia dealer such as removing, installing, when scrapping the
vehicle. Improper handling of the airbag system may result in serious personal injury. Page 90
Note that these government warnings focus on the risk to children, Kia also wants you to be
aware of the risks which adults are exposed to. Those have been described in previous pages.
Page 92 Knowing your vehicle WARNING Exhaust Pull to open the trunk fumes If you drive with
the trunk lid open, you will draw dangerous exhaust fumes into your vehicle causing serious
injury or death to vehicle occupants. Open trunk lids can also dangerously obscure rear view
vision. If the trunk is par- Lock trunk lid. Go to the front of the vehicle, raise 3. Lift the hood and
hold it open with the hood slightly, push the second- the support rod by inserting the 1. Page 97
Follow any safety instructions replacement, use only a genuine ing refueling. Once refueling
they provide. Kia cap or the equivalent specified is complete, check to make for your vehicle. An
incorrect fuel sure the fuel filler cap and filler cap can result in a serious Objects seen Your
vehicle is equipped with both in the mirror are closer than left-hand and right-hand outside they
appear. Do not depress the switch longer than necessary, the motor may be damaged. The
mirror indicator light will turn off. Page Knowing your vehicle 2GHB Door courtesy lamp if
equipped The door courtesy lamp comes ON when the door is opened to assist entering or
exiting the vehicle. It also serves as a warning to passing vehi- cles that the vehicle door is
open. Doing so may dam- stop, always keep the glove box age the parts. To open the sunglass
holder, press the cover and the holder will slowly open. The use of plug-in acces- sories
shavers, hand-held vacu If the outlet after using the electric vanity mirror is not closed securely,

appliance. To use the autotilt feature, momen- Damage to the motor or system tarily less than 0.
Page Knowing your vehicle Resetting the sunroof 3. Then, release it. Press and hold the TILT
UP Whenever the vehicle battery is dis- button once again until the sun- connected or
discharged, or you use roof has returned to the original the emergency handle to operate the
position of TILT UP after it is They could be damaged. DO NOT over- stretch. This is the normal
running position after the engine is started. Do not leave the ignition switch ON if the engine is
not running to prevent battery discharge. Make sure the parking brake is 4. In extremely cold
weather below applied. Depress the brake pedal and push the button when shifting. The lock
release button must be depressed while moving the shift lever. The shift lever can be moved
without depressing the lock release button. Page Driving your vehicle R reverse N neutral D
drive Use this position to drive the vehicle With the gearshift in the N position, This is the
normal forward driving backward. The transaxle will automati- locked. Page Driving your vehicle
Moving up a steep grade from Shift lock system Ignition key interlock system a standing start
For your safety, the Automatic The ignition key cannot be removed To move up a steep grade
from a Transaxle has a shift lock system unless the shift lever is in the P which prevents
shifting the transaxle Park position. Set the parking brake AND make sure the gearshift lever is
securely positioned in 1st First gear or R Reverse for manual transaxle equipped vehicles Page
During that time, the ABS will go through self-diagnosis and the light will go off if everything is
normal. If the light stays on, you may have a problem with your ABS system. Contact an authorized Kia dealer as soon as possible. This happens because of the low battery voltage. It does
not mean your ABS is malfunc- tioning. You can also raise it to the You may lose your steering
highest level to give your legs more control and cause severe per- room when you exit and
enter the The horn will operate only when this area is pressed. On a steep grade, the vehicle
may momentarily slow down while going downhill. The cruising one of the following: speed will
increase 1. The the cruise control on cruising speed will decrease 1. Tachometer 2. Turn signal
indicators 3. Speedometer 4. Engine temperature gauge 5. Warning and indicator lights 6. Shift
position indicator Automatic Transaxle only 9. Fuel gauge 1LDC This may cause severe engine
dam- age. Page Driving your vehicle Engine temperature gauge Fuel gauge This gauge shows
the temperature The fuel gauge indicates the approx- of the engine coolant when the igni- imate
amount of fuel remaining in the tion switch is ON. Do not continue driving with an over- Fuel
tank capacity - 55 litres. Have the vehicle checked light if equipped Checking operation by an
Authorized Kia Dealer as soon This light illuminates if the key is All warning lights are checked
by as possible. Page If the system does not operate as 2. With the engine off, check the 2. With
the engine off, check the gen- described, see an Authorized Kia engine oil level. If the level is
low, erator drive belt for looseness or Dealer for assistance. Page If the system does not
operate as Press the switch again to shut off the If this light turns off or blinks when described,
see an authorized Kia defroster when the frost is removed. Page Authorized Kia Dealer. Do not
drive the vehicle if leaks are found, the warning light remains on or the brakes do not operate
properly. Have it towed to any Authorized Kia Dealer for a brake system inspection and necessary repairs. Page 8. Page If this indicator does not go out, or if economy. Malfunction
Indicator Light begins to flash ON and Take your car to the authorized Kia dealer and have the
system checked. The system automatically turns off the small light when the driver removes the
ignition key and opens the driver- side door. It will return to the nor- light position 2nd position
the head, push the lever away from you. Page Driving your vehicle Lane change signals To
signal a lane change, move the turn signal lever slightly and hold it in position. The lever will
return to the OFF position when released. If an indicator stays on and does not flash or if it
flashes abnormally, one of the turn signal bulbs may be burned out and will require replace
Only use the fog make it easier for others to see the lights when visibility is poor or front of your
vehicle during the day. If the fluid level is not sufficient, you will need to add Do not use the
washer in freez- appropriate non-abrasive windshield ing temperatures without 1st washer fluid
to the washer reservoir. The indicator of the rear window, never use in the instrument cluster
illuminates sharp instruments or window Fan speed control knob 4. Air intake control button 2.
Mode selection knob 5. Air conditioning button if equipped 3. Temperature control knob 1LDNA
4 Page Driving your vehicle Face position Floor position Air flow is directed toward Most of the
air flow is the upper body and face. Page Air Intake Control Button Driving your vehicle
Recirculated air position Outside fresh air position The indicator light on the The indicator light
on the button is illuminated when button is not illuminated the recirculated air posi- when the
outside fresh tion is selected. With the recirculated air With the outside fresh air position
selected, air from Page System operation Heating Air conditioning if equipped 1. Set the mode
to the position. Set the air intake control to the 1. Page The air conditioning system ditioning is
reduced. Overfilling also should be serviced by an has a bad influence on the air condiauthorized Kia dealer. Improper tioning system. Therefore, if abnormal operation is found, have

the system inspected by an authorized Kia dealer. Page All inspections and flammable items
under your adjustments must be made by an vehicle. Do not park the vehicle authorized Kia
dealer. Accelerate slow- When hazardous driving conditions If it is necessary to rock the vehicle
ly to avoid spinning the drive are encountered such as water, to free it from snow, sand, or mud,
wheels. If you shield washer fluid. With trailer brakes equipment and drive properly, Maximum
permissible static vertical load on you can lose control when you 72 the coupling device Page
Driving tips Load-pulling components such as If you do decide to pull a trailer Weight of the
trailer the engine, transaxle, wheel assem- How heavy can a trailer safely be? It Here are some
important points if blies, and tires are forced to work should never weigh more than you decide
to pull a trailer: harder against the load of the added Crosswinds, large because it affects the
total gross weight in the rear than in the trucks going by, and rough roads are front. Page
Driving tips Safety chains Trailer brakes Driving with a trailer You should always attach chains If
your trailer weighs more than Towing a trailer requires a certain between your vehicle and your
trail- kg lbs. Page Driving tips Following distance Backing up Turn signals when towing a trailer
Stay at least twice as far behind the Hold the bottom of the steering When you tow a trailer, your
vehicle vehicle ahead as you would when wheel with one hand. Then, to move has to have a
different turn signal driving your vehicle without a trailer. The label locations are identified in
the illustrations shown. It should be used when- ever emergency repairs are being made or
when the vehicle is stopped near the edge of a roadway. Page Overheating N Neutral and apply
heater hoses and connections, and repaired by an Authorized Kia the parking brake. If you
Dealer. Make sure the air conditioner is find a major leak or another prob- off. Therefore, to
avoid away from the battery. Page In case of an emergency Connecting jumper cables Connect
cables in numerical order and disconnect in reverse order. Page Never tow a vehicle to start it
end of a jumper cable to the posi- Authorized Kia Dealer. Page Electrical Circuit Protection
Avoid the appropriate circuit fuse. If a fuse using the system involved and imme- has blown, the
element inside the diately consult an Authorized Kia fuse will be melted. Normal Blown Page
Spare fuses are provided in the fuse panel in engine compart- ment. Push in a new fuse of the
same rating, and make sure it fits tightly in the clips. If it fits loosely, consult an Authorized Kia
Dealer. Page 4. Push in a new fuse of the same of the same rating. Reinstall in the reverse order
of in the clips. Turn off the engine. Page Towing It is acceptable to tow the vehicle we
recommend having it done by an with the rear wheels on the ground authorized Kia dealer or a
commer- without dollies and the front wheels cial tow-truck service. Proper lifting off the
ground. Page In case of an emergency When towing your vehicle in an Tie-down hook
emergency without wheel dollies : 1. Set the ignition switch in the ACC position. Place the
transaxle shift lever in N Neutral. Release the parking brake. Page Also, the wheels, axles,
power train, mend you to have it done by an steering and brakes must all be in Authorized Kia
dealer or a commer- good condition. Page about 30 cm 12 inches aged. Contact an wide in the
middle of the strap for Authorized Kia dealer or a easy visibility. This compact spare tire takes
up less space than a regu- lar-size tire. This tire is smaller than a conventional tire and is
designed for temporary use only. No person tire changing only. Loosen the wheel lug nuts
coun- 7. Place the jack at the front or rear 8. Insert the jack handle into the jack terclockwise one
turn each, but do jacking position closest to the tire and turn it clockwise, raising the not
remove any nut until the tire you are changing. Page The specified tightening Authorized Kia
Dealer. Improperly tight- ened wheel lug nuts could cause brake pedal vibration while brak Page
Maintenance Chart symbols: I- Inspect these items and their related parts. If necessary, correct,
clean, refill, adjust or replace. R- Replace or change L- Lubricate. Page Maintenance At least
monthly: At least twice a year At least once a year : i. Page As explained earlier in this section,
maintenance procedures. If several procedures can be done only you lack sufficient knowledge
by an Authorized Kia Dealer with and experience or the proper special tools. Power steering
fluid reservoir 2. Engine oil filler cap 3. Brake fluid reservoir 4. Air cleaner 5. Fuse box 6.
Negative battery terminal 7. Positive battery terminal 8. Auto transaxle oil dipstick if equipped 9.
Radiator cap Page If the coolant level is low, add enough specified coolant to provide protection against freezing and corrosion. Bring the level to F, but do not over- fill. If frequent
additions are required, see an Authorized Kia Dealer for a cooling system inspection. Page
Parking Brake If the stroke is more or less than specified, have the parking brake adjusted by an
Authorized Kia Dealer. Alternator pulley Crank shaft pulley 2LDA Drive belts should be checked
peri- odically for proper tension and adjusted if necessary. Page Power Steering Check the
connections for oil leaks, fluid, the vehicle should be inspected severe damage and the twists in
the by an Authorized Kia Dealer. Allow the engine to idle for about 2 transaxle slippage.
Overfilling minutes. Page As the vehicle is driven, the automatic transaxle fluid will begin to
look darker. The color may eventually appear light brown. Page Air Conditioner Air Filter fresh
are position is selected. If this hap- pens, have the air conditioner air fil- ter replaced by an

Authorized Kia Dealer. Raise the wiper arm and turn the 2. Compress the clip and slide the 3.
Lift it off the arm. Install the blade assembly in the the plastic locking clip. Page Maintenance
Battery recharging Items to be reset after the battery has been discharged or the bat- Your
vehicle has a maintenance-free, tery has been disconnected. When recharging the battery, all
accessories and stop the engine. Severe underinflation 70 kPa Kia Dealer. Page Maintenance
Continued Tire rotation Do not include compact spare tire in rotation. Page However, if you
notice unusual tire new Kia and should be mounted on wear or your vehicle pulling one way
tundra navigation
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the same compact spare tire wheel. Page Tire Label or then replace the two front or light aim
and bumper height. J - Rim contour designation. Page Sustained high temperature can The tires
available as standard or ture performance. Page Maintenance When choosing an oil, consider
the range of temperature your vehicle will be operated in before the next oil change. Proceed to
select the recommended oil viscosity from the chart. Page Maintenance Aluminum wheel
maintenance The aluminum wheels are coated with a clear protective finish. They may scratch
or damage the finish. Please check with an authorized Kia dealer for more precise and more
up-to-date information. Dimensions mm in Item 4 Door 5 Door Overall length 4, Page Index Page
Exterior Overview Index Engine oil and oil filter Page Index Label information Page Index
Vehicle break-in process Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

