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Each part ought to be placed and linked to other parts in particular way. Otherwise, the
structure will not work as it ought to be. So as to be certain that the electrical circuit is built
correctly, Dodge Caliber Headlight Wiring Diagram is necessary. How does this diagram help
with circuit building? The diagram offers visual representation of a electric structure. On the
other hand, this diagram is a simplified variant of this arrangement. This makes the procedure
for building circuit easier. The first component is emblem that indicate electric component from
the circuit. A circuit is usually composed by various components. Another thing you will locate
a circuit diagram could be lines. Lines in the diagram show how every element connects to a
another. The arrangement is also not plausible, unlike wiring schematics. Diagram only shows
where to place component at a spot relative to other elements inside the circuit. One thing that
you must learn before studying a circuit diagram is your symbols. Every symbol that is shown
on the diagram shows specific circuit element. The most common elements are capacitor,
resistorbattery. There are also other elements such as floor, switch, engine, and inductor.
Sometimes, the cables will cross. Injunction of 2 wires is usually indicated by black dot in the
intersection of 2 lines. Colours are also used to differentiate wires. Commonly, there are two
chief sorts of circuit links. The very first one is known as string connection. Because of the
electric current in each and every component is similar while voltage of this circuit is complete
of voltage in every component. Parallel connection is much more complex compared to series
one. Unlike in series connection, the voltage of every element is comparable. It is because the
component is directly connected to power resource. This circuit includes branches which are
passed by different electric current levels. The present joins together when the branches meet.
There are lots of things that an engineer needs to look closely at when drawing wirings diagram.
First of all, the symbols utilized in the diagram ought to be precise. It must represent the exact
component necessary to construct a planned circuit. It is also highly advised that engineer
brings positive supply and negative supply symbols for clearer interpretation. Meanwhile the
negative supply emblem is set below it. The current flows in the left to right. In addition to this,
diagram drawer is recommended to limit the number of line crossing. The line and element
placement should be designed to decrease it. However, if it is unavoidable, use universal
symbol to indicate whether there is a intersection or if the lines are not actually connected.
Since you can see drawing and interpreting Dodge Caliber Headlight Wiring Diagram can be a
complicated job on itself. The advice and ideas which were elaborated above should be a
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more The Caliber is available in several trims, all of which include standard front and side
curtain air bags, plus an auxiliary input jack, and flat-folding rear seats for extra cargo space.
Audio upgrades include the Boston Acoustics nine-speaker system with two articulating
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manual. The SRT4, due later in the year, will have a hp 2. The SRT4 is expected to have a
limited-slip differential, uprated brakes, and a six-speed manual transmission. To complete its
image, it will have a speaker sound system with a subwoofer. Close this There's a problem
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Warranty Information Booklet and various customer oriented documents. You are urged to read
these publications carefully. If you do not read this entire manual, you may miss important
information. These numbers can be used to order duplicate keys from your dealer. Ask your
dealer for these numbers and keep them in a safe place. The engine can be started and stopped
but the key cannot be removed until you obtain service. Never leave children alone in a vehicle.
Leaving children in a vehicle unattended is dangerous for a number of reasons. The system will
shut the engine off after two 2 seconds of running if an invalid key is used to start the vehicle.
This system utilizes ignition keys, which have an elec- tronic chip transponder embedded into
them. Replacement Keys NOTE: Only keys that have been programmed to the vehicle
electronics can be used to start the vehicle. Once a Sentry Key has been programmed to a
vehicle, it cannot be programmed to any other vehicle. Page General Information Repeat this
procedure to program up to 8 keys. If you do not have a programmed sentry key, contact your
dealer for details. When leaving the vehicle always remove the key from the ignition lock, and
lock your vehicle. Do not leave children unattended in the vehicle, or with access to an
unlocked vehicle. Unsupervised use of vehicle equipment may cause severe personal inju- ries

and death. The Auto Lock feature is enabled. Page 17 Ignition Key Position 3. Depress the
power door lock switch to lock the doors. Verify reprogramming by driving the vehicle. Close all
doors and place the key in the ignition. Avoid trapping anyone in a vehicle in a collision.
Remember that the rear doors can only be opened from the outside when the child protection
locks are engaged. NOTE: For emergency exit with the system engaged, move the lock plunger
up unlocked position , roll down window and open the door with the outside door handle. The
turn signal lights will flash and the horn will chip once to acknowledge the lock signal. Page
General Information 9. A single chime will be heard. Repeat steps 8 through 10 to program up to
six additional fobs. If the key fob is equipped with a screw, remove the screw. With the
transmitter buttons facing down, use a flat blade to pry the two halves of the transmitter apart.
Make sure not to damage the elastomer seal during removal. Remove the keys from the ignition
switch and get out of the vehicle. Lock the door using either the door key, power door lock
switch, or the Keyless Entry Transmitter and close all doors. To unlock the liftgate, insert the
key into the lock and turn to the right manual lock models only. You and your passengers could
be injured by these fumes. Keep the liftgate closed when you are operating the vehicle. Push
the window switch past the first detent, release, and the window will go down automatically. To
cancel the Auto Down movement, operate the switch in either the up or down direction and
release the switch. Please pay close attention to the information in this section. It tells you how
to use your restraint system properly to keep you and your passengers as safe as possible. In a
collision, people riding in these areas are more likely to be seriously injured or killed. Enter the
vehicle and close the door. Sit back and adjust the seat. The seat belt latch plate is above the
back of the front seat, next to your arm. Grasp the latch plate and pull out the belt. The lap
portion could ride too high on your body, possibly causing internal injuries. Always buckle your
belt into the buckle nearest you. Always wear the lap belt as low as pos- sible and keep it snug.
When you release the anchorage, try to move it up or down to make sure that it is locked in
position. Page 35 2. Grasp the mini latch plate and pull the belt over the seat. Route the
shoulder belt to the inside of the right head restraint. Position the lap belt across your thighs,
below your abdomen. To disengage the mini latch from the mini buckle for storage, insert the
regular latch plate into the black button on the top of the mini buckle. The belt will automatically
retract to its stowed position. If necessary, slide the latch plate down the webbing to allow the
belt to retract fully. The driver should also instruct all other occupants to buckle their seat belts.
Keeping the mother safe is the best way to keep the baby safe. Pregnant women should wear
the lap part of the belt across the thighs and as snug across the hips as possible. This may
allow the airbag to have different rates of inflation that are based on collision severity and
occupant size. Also, the front passenger airbag is certified to the Federal regulations that define
Occupant Classification Refer to Occupant Classification System in this section. Page 41
Airbags inflate in moderate to high speed impacts. Along with seat belts and pretensioners,
front airbags work with the driver inflatable knee blocker and the integrated passenger knee
blocker non-inflatable to provide im- proved protection for the driver and front passenger. Side
airbags also work with seat belts to improve occupant protection. Page 45 when the front
passenger airbag is turned off. When the right front passenger seat is empty or when very light
objects are placed on the seat, the passenger air bag will not inflate even though the Passenger
Airbag Disable PAD indicator lamp is not illuminated. Once the lodged object is removed, the
fault will be automatically cleared after a short period of time. These include all of the items
previously mentioned. In moderate to severe side collisions, the side airbag inflator on the
crash side of the vehicle is triggered, releasing a quantity of nontoxic gas. Al- ways use the
correct seat cover specified for the vehicle. While the airbag system is designed to be
maintenance free, if any of the following occurs, have an authorized dealer service the system
immediately. Page 53 usually the vehicle owner or lessee before accessing the electronic data
stored, unless ordered to download data by a court with legal jurisdiction i. A copy of the data
will be provided to the custodial entity upon request. General data that does not identify
particular vehicles or crashes may be released for incorporation in aggregate crash databases,
such as those maintained by the US government and various states. Every state in the United
States and all Canadian provinces require that small children ride in proper restraint systems.
This is the law, and you can be prosecuted for ignoring it. Page 55 infant carriers do, so they
can be used rearward-facing by children who weigh more than 20 lbs. In a sudden stop or
collision, it could strike the occupants or seat backs and cause serious personal injury. Page 59
reach. If the buckled seat belt interferes with the child restraint installation, instead of tucking
the seat belt behind the child restraint, route the seat belt through the child restraint belt path
and then buckle it. This should stow the seat belt out of the reach of an inquisitive child.
Remind all children in the vehicle that the seat belts are not toys and should not be played with,
and never leave your child unattended in the vehicle. An incorrectly anchored tether strap could

lead to increased head motion and possible injury to the child. Use only the anchor position
directly behind the child seat to secure a child restraint top tether strap. Drive moderately
during the first miles km. While cruising, brief full-throttle acceleration, within the limits of local
traffic laws, contributes to a good break-in. Set the blower at high speed. Page 63 Lights Have
someone observe the operation of exterior lights while you work the controls. Check turn signal
and high beam indicator lights on the instrument panel. A two point pivot system allows for
horizontal and vertical mirror adjustment. Annoying headlight glare can be reduced by moving
the small control under the mirror to the night position toward rear of vehicle. Remote Control
Mirrors Switch Mirror Directions To adjust a mirror, turn the control wand toward the left or right
mirror positions indicated. Vehicles and other objects seen in the passenger side convex mirror
will look smaller and farther away than they really are. Relying too much on your passenger side
mirror could cause you to collide with another vehicle or other object. Use your inside mirror
when judging the size or distance of a vehicle seen in this convex mirror. See If your cellular
phone supports a different profile e. For example, in USA, is nine digits long, which is not a
valid USA phone number - the closest valid phone number has ten digits. Page 77 After you are
finished adding an entry into the phone- book, you will be given the opportunity to add more
phone numbers to the current entry or to return to the main menu. Check with your cellular
service provider for the features that you have. This feature is only supported in the USA. Pull
the bar up to move the seat to the desired position. Front Seat Adjustment Using body pressure,
move forward and rearward on the seat to be sure the seat adjusters have latched. Lean forward
before lifting the handle, then lean back to the desired position and release the handle. Lift the
handle to return the seatback to an upright position. Persons who are unable to feel pain to the
skin because of advanced age, chronic illness, diabetes, spinal cord injury, medication, alcohol
use, exhaus- tion or other physical condition must exercise care when using the seat heater. It
may cause burns even at low temperatures, especially if used for long periods of time. The heat
output then drops to the normal high-temperature level. If high-level heating is selected, the
system will automati- cally switch to the low level after about 30 minutes of continuous
operation. Pull the strap forward to move the seat forward and flat. Then push the seatback to a
reclined position, approximately 35 degrees maximum, and release the strap. Secondary Hood
Latch Location Lift the hood prop rod, clipped to the left side right side facing hood of the
engine compartment, to secure the hood in the open position. They will not turn off
automatically. Multi-Function Control Lever The Multi-Function Control Lever controls the
operation of the headlights, parking lights, turn signals, headlight beam selection, instrument
panel light dimming, interior lights, the passing lights, and fog lights. Page Turn Signals Turn
Signals Turn Signal Control Move the Multi-Function Control Lever up or down and the arrows
on each side of the instrument cluster flash to show proper operation of the front and rear turn
signal lights. You can signal a lane change by moving the lever partially up or down without
moving beyond the detent. This will cause the headlights to turn on at high beam and remain on
until the lever is released. Page Mist Feature Washer Control Mist Feature Push down on the
wiper control lever to activate a single wipe to clear the windshield of road mist or spray from a
passing vehicle. As long as the lever is held down, the wipers will continue to operate. Wiper
Control Intermittent Wiper System Use the intermittent wiper when weather conditions make a
single wiping cycle, with a variable pause be- tween cycles, desirable. Tilting the steering
column while the vehicle is moving is dangerous. Without a stable steering col- umn, you could
lose control of the vehicle and have an accident. Adjust the column only while the ve- hicle is
stopped. Be sure it is locked before driving. The system should be turned OFF when not in use.
Release the lever when the desired speed is reached, and the new speed will be set. A moving
garage door can cause injury to people and pets in the path of the door. People or pets could be
seriously or fatally injured. Choose one of the three Universal Transceiver buttons to program.
Place the hand held controller one to three inches from the Universal Transceiver while keeping
its indicator light in view. Proper Transceiver Training Distance 4. Continue to press and hold
the Universal Transceiver button while you press and release the hand held trans- mitter button
until the frequency signal has been learned. This device may not cause harmful interference.
This device must accept any interference that may be received including interference that may
cause undesired operation. In the Partial ESP mode, the engine torque reduction and stability
features are desensitized. Therefore, the enhanced vehicle stability offered by ESP is
unavailable. Occupants, particularly unat- tended children, can become entrapped by the power
sunroof while operating the power sunroof switch. Any release of the switch will stop the
movement and the sunroof will remain in a partial open condition until the switch is pushed and
held rearward again. This is called Express Vent, and will occur regardless of the sunroof
position. During Express Vent operation, any movement of the switch will stop the sunroof. Do
not operate this vehicle with the console com- partment lid in the open position. Cell phones,

music players, and other hand held electronic de- vices should be stowed while driving. Use of
these devices while driving can cause an accident due to distraction, resulting in death or
injury. In an accident a cargo cover loose in the vehicle could cause injury. In a sudden stop or
colli- sion a loop could pull loose and allow the child seat to come loose. A child could be badly
injured. Use only the anchors provided for child seat tethers. Power acces- sory delay can be
cancelled by opening the door, if this happens the rear wiper will stop at its current position and
will not go to park. Use care when washing the inside of the rear win- dow to prevent damage to
heating elements. Use a soft cloth and a mild washing solution, wiping parallel to the heating
elements. This will allow cool air to enter the beverage cooler. Another storage bin is lo- cated
on the outboard side of the steering wheel can hold small items like parking cards for easy
access. Page Tape Eject Fuel Gauge When the ignition switch is in the ON position, the pointer
will show the level of fuel remaining in the fuel tank. Page 6. Low Fuel Light When the fuel level
drops to 2 gallons, the fuel symbol will light and a single chime will sound. Charging System
Light This light shows the status of the electrical charging system. The light should come on
briefly when the ignition switch is first turned ON and remain on briefly as a bulb check. Engine
Temperature Warning Light This light warns of an overheated engine con- dition. If the engine is
critically hot, a warning chime will sound 10 times. After the chime turns off, the engine will still
be critically hot until the light goes out. Page off for 60 seconds when a system fault is detected.
The flash cycle will repeat every ten minutes or until the fault condition is removed and reset.
Malfunction Indicator Light This light is part of an onboard diagnostic system called OBD that
monitors emissions, engine, and automatic transmission control systems. Page The light will
come on when the ignition switch is first turned on and remain on briefly as a bulb check. This
is normal. If the light does not come on during starting, have the system checked by an
authorized dealer. AWD performance will be at a reduced level. Service the AWD system soon.
When blinking: The AWD system is temporarily dis- abled due to overload condition. Page
indicated by the Brake Warning Light which will turn on when the brake fluid level in the master
cylinder has dropped below a specified level. The light will remain on until the cause is
corrected. NOTE: The light may flash momentarily during sharp cornering maneuvers which
change fluid level condi- tions. Transmission Over Temp Light During sustained high speed
driving on hot days, the automatic transaxle oil may be- come too hot. It is located in the lower
left part of the cluster below the fuel and engine tem- perature gauge. Then, the history
information will be erased, and the averaging will continue from the last fuel reading before the
reset. As you continue the displayed infor- mation will be shown in the selected language. Page
Flash Lights with Remote Key Lock When ON is selected, the front and rear turn signals will
flash when the doors are locked or unlocked using the remote keyless entry transmitter. This
feature may be selected with or without the sound horn on lock feature selected. AM or
Amplitude Modulation, in which the transmitted sound causes the amplitude, or height, of the
radio waves to vary Press and hold the time button until the hours blink. Electronic Volume
Control The electronic volume control turns continuously degrees in either direction without
stopping. To stop the search, press SCAN a second time. Turn the TUNE control to the right or
left to adjust the sound level from the right or left side speakers. The time of day will display for
5 seconds. MUTE will display. Press the MUTE button a second time and the sound from the
speakers will return. Rotating the volume control or turning OFF the ignition will also return the
sound from the speakers. Press the right side of the button to seek up and the left side to seek
down. The radio will remain tuned to the new station until you make another selec- tion. Page 5.
The symbol SET 1 will now show in the display window. Select the button you wish to lock onto
this station and press and release that button. The use of other sized discs may damage the CD
player mechanism. You may eject a disc with the radio OFF. If you insert a disc with the ignition
ON and the radio ON, the unit will switch from radio to CD mode and begin to play when you
insert the disc. Press and hold the FF button to fast forward through the tracks. Release the FF
button to stop the fast forward feature. Page writing are most likely multisession discs. The use
of multisession for CD audio or MP3 playback may result in longer disc loading times. Page the
radio will play the next CD after a 2 minute timeout. After 2 minutes the radio will go to the
previous tuner mode. Page Electronic Volume Control The electronic volume control turns
continuously degrees in either direction without stopping. Turning the volume control to the
right increases the volume and to the left decreases it. When the audio system is turned on, the
sound will be set at the same volume level as last played. Page within 5 seconds will allow the
program format type to be selected. Many radio stations do not currently broad- cast PTY
information. Press the scan button a second time to cancel the feature. Changing Tape
Direction If you wish to change the direction of tape travel side being played , press Preset 6.
The lighted arrow in the display window will show the new direction. If you have ejected a disc
and have not removed it within 15 seconds, it will be reloaded. If the RW button is pressed, the

current track will reverse to the beginning of the track and begin playing. The radio is designed
to recognize the file as an invalid MP3 and will not play the file. To create a single-session disc,
enable the Disc at Once option before writing to the disc. Press the INFO button once more to
return to elapsed time priority mode. This service offers over channels of music, sports, news,
entertainment, and programming for chil- dren, directly from its satellites and broadcasting
studios. These satellite channel pre-set stations will not erase any AM or FM pre-set memory
stations. Follow the memory pre-set procedures that apply to your radio. Pressing the bottom of
the switch once will go to the beginning of the current track or to the beginning of the previous
track if it is within one second after the current track begins to play. This condition may be
lessened or eliminated by relocating the cellular phone antenna. This condition is not harmful to
the radio. Page The controls are as follows: Fan Control Use this control to regulate the amount
of air forced through the system in any mode you select. The fan speed increases as you move
the control to the right from the OFF position. Mode Control Air Direction The mode control
allows you to choose from several pat This setting is good for main- taining comfort while
reducing moisture on the wind- shield. Defrost Air is directed through the windshield and side
window demist outlets. Use this mode with maximum fan and temperature settings for best
wind- shield and side window defrosting. A lamp will illuminate when the Air Con- ditioning
System is engaged. NOTE: The air conditioning compressor will not en- gage until the engine
has been running for about 10 seconds. A lamp will illu- minate when you are in recir- culate
mode. Only use the re- circulate mode to temporarily block out any outside odors, smoke, or
dust and to cool the To clear the windows, set mode to the mix or defrost position. Direct the
panel outlets toward the side windows. Page Gasoline Engines Do not attempt to push or tow
your vehicle to get it started. Vehicles equipped with an automatic trans- axle cannot be started
this way. To prevent damage to the starter, do not crank the engine for more than 15 seconds at
a time. Wait 10 to 15 seconds before trying again. After Starting The idle speed will
automatically decrease as the engine warms up. If this occurs obtain service as soon as
possible. The engine speed will remain at this high RPM while the vehicle accelerates. Page
Autostick General Information ratio. As you release the clutch pedal, lightly depress the
accelera- tor pedal. Page Downshifting Downshifting Proper downshifting will improve fuel
economy and prolong engine life. If you skip more than one gear while downshifting or
downshift at too high a vehicle speed, you could damage the engine, transmission, or clutch. To
maintain a safe speed and prolong brake life, shift down to 2nd or 1st when descending a steep
grade. NOTE: This light only shows that the parking brake is on. It does not show the degree of
brake application. If the parking brake is applied while the vehicle is moving, a chime will sound
to alert the driver. A child or others could be seriously or fatally injured. A child could operate
power windows, other controls, or move the vehicle. Driving a vehicle with the brake light on is
danger- ous. A significant decrease in braking performance or vehicle stability during braking
may occur. ABS-inducing conditions can in- clude ice, snow, gravel, bumps, railroad tracks,
loose debris, or panic stops. The system will provide mechanical steering capability if power
assist is lost. If for some reason the power assist is interrupted, it will still be possible to steer
your vehicle. This phenomenon occurs when there is a difference in the surface traction under
the front driving wheels. Tires with white sidewalls will have the full TIN including date code
located on the white sidewall side of the tire. If your vehicle will be towing a trailer, load from
your trailer will be transferred to your vehicle. Consult this manual to determine how this
reduces the available cargo and luggage load capacity of your vehicle. Overloading of your tires
is dangerous. Overloading can cause tire failure, affect vehicle handling, and increase your
stopping distance. Use tires of the recommended load capacity for your vehicle. Never overload
them. Economyâ€” Improper inflation pressures can cause uneven wear patterns to develop
across the tire tread. These abnormal wear patterns will reduce tread life resulting in a need for
earlier tire replacement. Under inflation, also increases tire rolling resistance and results in
higher fuel consump- tion. After inspecting or adjusting the tire pressure, al- ways reinstall the
valve stem cap if equipped. This will prevent moisture and dirt from entering the valve stem,
which could damage the valve stem. High speed driving with your vehicle under maxi- mum
load is dangerous. The added strain on your tires could cause them to fail. You could have a
serious accident. Page Limited Use Spare - If Equipped Do not install a wheel cover or attempt
to mount a conventional tire on the compact spare wheel, since the wheel is designed
specifically for the compact spare. Because of the reduced ground clearance, do not take your
vehicle through an automatic car wash with the Fast spinning tires can be dangerous. Forces
gener- ated by excessive wheel speeds may cause tire dam- age or failure. A tire could explode
and injure someone. Tires and spare tire should be replaced after six years, regardless of the
remaining tread. Failure to follow this warning can result in sudden tire failure. Some combinations of unapproved tires and wheels may change suspension dimensions and performance

charac- teristics, resulting in changes to steering, han- dling, and braking of your vehicle. In this
case, the display will only show approved units. Once the original road tire has been properly
repaired, and put back onto the vehicle in place of the compact spare tire. Damage to the
vehicle may result if tire chains are used. More frequent rotation is permis- sible if desired. The
reasons for any rapid or unusual wear should be corrected before rotating. Reformulated
gasolines contain oxygenates, and are spe- cifically blended to reduce vehicle emissions and
im- prove air quality. The manufacturer supports the use of reformulated gaso- lines. Most of
these products contain high concentrations of methanol. Fuel system damage or vehicle
performance problems resulting from the use of such fuels or additives is not the responsibility
of the manufacturer. If the gas cap is lost or damaged, be sure the replacement cap is for use
with this vehicle. This is in violation of most state and federal fire regulations and will cause the
malfunction indi- cator light to turn on. Damage to the fuel system or emission control system
could result from using an improper fuel tank filler cap gas cap. A poorly fitting cap could let
impurities into the fuel system. Before towing a trailer carefully re- view this information to tow
your load as efficiently and safely as possible. It is important that you do not exceed the
maximum front or rear GAWR. A dangerous driving condition can result if either rating is
exceeded. You could lose control of the vehicle and have an accident. Tongue Weight TW The
downward force exerted on the hitch ball by the trailer. Refer to the Tireâ€” Safety Information
Section in this manual. Page Towing Requirements must be considered as part of the total load
on your vehicle. Refer to the Tire and Loading Information plac- ard in the Tire Safety
Information Section of this manual for the maximum combined weight of occupants and cargo
for your vehicle. Towing Requirements To promote proper break-in of your new vehicle drivetrain components the following guidelines are recom When parking, apply the parking brake
on the tow vehicle. Put the tow vehicle automatic transmission in P for Park. With a manual
transmission, shift the transmission into reverse. This could cause inadequate braking and
possible personal injury. The Trailer Tow Package may include a 4 and 7 pin wiring harness.
Page Towing Tips 7- Pin Connector Towing Tips Before setting out on a trip, practice turning,
stopping and backing the trailer in an area away from heavy traffic. If using a manual
transmission vehicle for trailer towing, all starts must be in FIRST gear to avoid excessive
clutch slippage. Depress the switch and both cluster indicators and all front and rear directional
signals will flash. Depress the switch again to turn Hazard Warning Flashers off. Page
Automatic Transaxle Overheating removes this heat. You can also turn the Temperature control
to maximum heat, the Mode control to floor, and the fan control to High. This allows the heater
core to act as a supplement to the radiator and aids in removing heat from the engine cooling
system. The vehicle could slip off the jack and fall on you. You could be crushed. Never put any
part of your body under a vehicle that is on a jack. Turn OFF the ignition. Do not attempt to
change a tire on the side of the vehicle close to moving traffic. Do not attempt to raise the
vehicle by jacking on locations other than those indicated in step 3. There are two front jacking
locations and two rear jacking locations on each side of the body. The front locations are
outlined by two triangular cutouts, the rear ones by two rectangular cutouts. To avoid possible
personal injury, handle the wheel covers with care to avoid contact with any sharp edges.
NOTE: The wheel cover is held on the wheel by the wheel nuts. When reinstalling original wheel,
properly align the wheel cover to the valve stem, place the wheel cover onto the wheel, then
install the wheel nuts. Take care to avoid the radiator cooling fan whenever the hood is raised. It
can start anytime the ignition switch is on. You can be hurt by the fan. Page 3. Turn off the
heater, radio and all unnecessary electrical loads. Remove the air intake duct covering the
battery, using the two finger screws on the cover. Connect one end of a jumper cable to the
positive terminal of the booster battery. Connect the other end of the jumper cable to the
positive terminal of the dis- charged battery. Start the engine in the vehicle that has the booster
battery, let the engine idle a few minutes, then start the engine in the vehicle with the
discharged battery. When removing the jumper cables, reverse the se- quence exactly. A dolly
should be used under the front wheels if the rear wheels are raised. Proper towing equipment is
necessary to prevent dam- age to the vehicle. This system monitors the performance of the
emissions, engine, and automatic transaxle control systems. When these systems are operating properly, your vehicle will provide excellent per- formance and fuel economy, as well as
engine emissions well within current government regulations. Resolving the prob- lem will turn
the MIL light off. The MIL will not flash at all and will remain fully illuminated until you turn off
the ignition key or start the engine. You can be badly injured working on or around a motor
vehicle. Only do service work for which you have the knowledge and the proper equipment. If
you have any doubt about your ability to perform a service job, take your vehicle to a competent
me- chanic. Do not check oil level before starting the engine after it has sat overnight. Checking
engine oil level when the engine is cold will give you an incorrect reading. Follow the

maintenance schedule that describes your driving type. Materials Added To Engine Oils The
manufacture strongly recommends against the addi- tion of any additives other than leak
detection dyes to the engine oil. Page Catalytic Converter plug. Refer to the Engine data Label
located under the hood for the proper type of spark plug for use in your vehicle. Catalytic
Converter The catalytic converter requires the use of unleaded fuel only. Leaded gasoline will
destroy the effectiveness of the catalyst as an emission control device. If this occurs, stop the
vehicle, turn off the engine and allow it to cool. Service, including a tune up to manufacturers
specifica- tions, should be obtained immediately. The air cleaner can provide a measure of
protection in the case of engine backfire. Do not remove the air cleaner unless such removal is
necessary for repair or maintenance. Make sure that no one is near the engine compartment
before starting the vehicle with the air cleaner removed. It is essential when replacing the cables
on the battery that the positive cable is attached to the positive post and the negative cable is
attached to the negative post. How- ever, the manufacturer recommends that air conditioning
service be performed by dealers or other service facilities using recovery and recycling
equipment. Prior to the appli- cation of any lubricant, the parts concerned should be wiped
clean to remove dust and grit; Page Exhaust System checked for fluid level at regular intervals.
Fill the reservoir with windshield washer solvent not radiator antifreeze. Exhaust System The
best protection against carbon monoxide entry into the vehicle body is a properly maintained
engine exhaust system. If you notice a change in the sound of the exhaust system, or if exhaust
fumes can be detected inside the vehicle, or when the underside or rear of the vehicle is
damaged; The fan is temperature controlled and can start at any time the ignition switch is in
the ON position. Mixing of coolants other than specified Hybrid Or- ganic Additive Technology
HOAT engine coolants, may result in engine damage and may decrease corrosion protection. If
a non-HOAT coolant is intro- duced into the cooling system in an emergency, it should be
replaced with the specified coolant as soon as possible. NOTE: Mixing coolant types will
decrease the life of the engine coolant and will require more frequent coolant changes. Page
ground. If ingested by a child, contact a physician immediately. Clean up any ground spills
immediately. Coolant Level The coolant bottle provides a quick visual method for determining
that the coolant level is adequate. If your vehicle is equipped with air conditioning, keep the
front of the condenser clean, also. Riding the brakes can lead to brake failure and possibly an
accident. Driving with your foot resting or riding on the brake pedal can result in abnormally
high brake temperatures, excessive lining wear, and possible brake damage. Be sure to clean
the top of the master cylinder area before removing the cap. Overfilling the brake fluid reservoir
can result in spilling brake fluid on hot engine parts and the brake fluid catching fire. Use only
brake fluid that has been in a tightly closed container to avoid contamination from foreign
matter. Do not allow petroleum based fluid to contaminate the brake fluid as seal damage will
result! Refer to Fluids, Lubricants and Genuine Parts for correct fluid type. Fluid Level Check
Check the fluid level by removing the fill plug. Fluid Level Check Visually inspected the unit at
each oil change for leakage. If leakage is detected, Check the fluid level by removing the fill
plug. Always wash your ve- hicle in the shade using Mopar Car Wash or a mild car wash soap,
and rinse the panels completely with clear water. Your leather upholstery can be best preserved
by regular cleaning with a damp soft cloth. Small particles of dirt can act as an abrasive and
damage the leather upholstery and should be removed promptly with a damp cloth. When
cleaning the rear view mirror, spray cleaner on the towel or rag that you are using. Do not spray
cleaner directly on the mirror. Instrument Panel Cover The instrument panel cover has a low
glare surface which minimizes reflections in the windshield. Blue 10 Amp Heated Mirror 15 Amp
Failure to do so may allow water to get into the Integrated Power Module, and possibly result in
an electrical sys- tem failure. Remove the two push-pins from the tail light housing. Grasp the
taillamp and pull firmly to disengage the 3. Twist and remove socket from lamp. Remove bulb
from socket and replace. Use a screw driver to gently pry against the side of the snap tab to
remove the lamp from the liftgate. Prying Lamp from Liftgate Pull bulb from socket. See your
authorized dealer for replacement. These, and all other maintenance services included in this
manual, should be done to provide best vehicle performance and reliability. Rotate tires. Check
spare tire for proper pressure and correct stowage. Inspect engine air cleaner filter, replace if
neces- sary. Inspect brake linings. Replace air cleaner filter. Replace spark plugs. Inspect PCV
valve, replace as necessary. Page Miles Kilometers Change engine oil and engine oil filter, or at
3 months whichever comes first. Replace engine air cleaner filter. Change Manual Transaxle
Fluid. Flush and replace engine coolant, if not done at 60 months. Check spare tire for proper
pressure and cor- rect stowage. Page Miles Kilometers [Months] Change engine oil and engine
oil filter. Flush and replace engine coolant at 60 months, if not replaced at , miles km. Do only
that service work for which you have the knowledge and the right equipment. Warranty service
must be done by an authorized Chrysler, Dodge, or Jeep dealer. We strongly recommend that

you take your vehicle to your selling dealer. They know you and your vehicle best, and are most
concerned that you get prompt and high quality service. They want to know if you need
assistance. Page Warranty Information U. Filled with diagrams, charts and detailed illustrations,
these practical manuals make it easy for students and technicians to find and fix problems on
computer- controlled vehicle systems and features. Page Treadwear Treadwear The treadwear
grade is a comparative rating based on the wear rate of the tire when tested under controlled
con- ditions on a specified government test course. The temperature grade for this tire is
established for a tire that is properly inflated and not overloaded. Excessive speed, under
inflation, or excessive load- ing, either separately or in combination, can cause heat buildup and
possible tire failure. Page B-Pillar Location Page Engine Oil Page Gasoline Fuel Page Oil
Pressure Page Sunroof Page Snow Tires This manual is also suitable for: pm49 caliber. Print
page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. Simple and graphic on going repair and
maintenance, assembly and cutting of cars, this manual contains all the mechanical systems
such as engine, transmission, exhaust, brake cooling and the more things electronic diagrams.
Includes information on mechanical and electrical systems involved in the repair and
maintenance of this vehicle. This Dodge Caliber Repair Manual â€” Service Manuals is made for
you, containing what you should know about your car on the maintenance and repair. No longer
take hundreds or even thousands to repair your car, this manual with very little money you
know everything you need to no longer spend more in detail, learn how to change brakes,
coolant, oil change and more. Dodge Caliber Repair Manual â€” Service Manuals containing
information on all mechanical and electrical systems involved in repairs and vehicle
maintenance. This Dodge Caliber Repair Manual â€” Service Manuals is completely descriptive
and graphical detail from the smallest screw to the parties but all components of the system
being queried. For example you will know how to do a brake job, oil change, coolant change,
and many more. Surprise yourself how easy and simple they are, you can open and repair the
transmission, whether manual or automatic, you can synchronize the timing belt, you will can
detect, correct and prevent many faults that could be your headache. Conducting a simple
investi
starter for 2000 honda accord
diy ceiling rose wiring diagrams
walkin freezer wiring diagram
gation and inspection on your vehicle, you can avoid problems related to future repairs. You
just have to Click on Buy in the boton purchase below, complete your contact information and
after confirming your payment receive an email with the information for you download. Dodge
Caliber Repair Manual â€” Service Manuals free shipping by internet download Simple and
graphic on going repair and maintenance, assembly and cutting of cars, this manual contains
all the mechanical systems such as engine, transmission, exhaust, brake cooling and the more
things electronic diagrams. Dodge Caliber Repair Manual â€” Service Manuals Dodge Caliber
Repair Manual â€” Service Manuals containing information on all mechanical and electrical
systems involved in repairs and vehicle maintenance. Timing System Alert Witness found You
just have to Click on Buy in the boton purchase below, complete your contact information and
after confirming your payment receive an email with the information for you download.

