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in U. Part No. Page 4: System Preface Vehicle Symbol Chart Here are some additional symbols
that may be found on the vehicle and what they mean. For more information on the symbol,
refer to the index. The sudden movement could startle and confuse you, or make you push a
pedal when you do not want to. Power Seat Adjustment Control B. Reclining Seatbacks on page
Power Lumbar on page If the vehicle has power seats, the controls are located on the outboard
side of the seats. Page 9: Power Lumbar Power Lumbar If the seats have power lumbar, the
controls used to operate this feature are located on the outboard side of the seats. To increase
or decrease lumbar support, press and hold the front or rear of the control C. This symbol will
appear on the climate control display to indicate that the feature is on. Press the button to cycle
through the temperature settings of high, medium, and low and to turn the To stop recall
movement of the memory feature at any time, press one of the power seat controls, memory
buttons, or power mirror buttons. Even when buckled up, the safety belts cannot do their job
when reclined like this. The shoulder belt cannot do its job because it will not be against your
body. Be sure to return the seat to the passenger seating position. Page 15 Returning the Seat
to the Seating Position To return the second row seat to its normal seating position: 1. Pull the
seatback rearward until it is locked in place. Page Safety Belts 2. The headrest must be locked
into place before sitting in the seat. That could cause injury to the person sitting there. Always
push and pull on the seatbacks to be sure they are locked. Reinstall the bolts, and torque to 55
Y 41 lb ft. Page 19 A few crashes are mild, and some crashes can be so serious that even
buckled up, a person would not survive. But most crashes are in between. In many of them,
people who buckle up can survive and sometimes walk away. Without safety belts they could
have been badly hurt or killed. Page 20 Seats and Restraint System Get it up to speed. Then
stop the vehicle. The rider does not stop. The person keeps going until stopped by something.
In a real vehicle, it could be the windshield You get more time to stop. You stop over more
distance, and your strongest bones take the forces. That is why safety belts make such good
sense. Page 22 Seats and Restraint System Occupants who are not buckled up can be thrown
out of the vehicle in a crash. And they can strike others in the vehicle who are wearing safety
belts. First, before you or your passenger s wear a safety belt, there is important information
you should know. Page 23 What is wrong with this? The lap belt is too loose. It will not give
nearly as much protection this way. In a crash, you could slide under the lap belt and apply
force on your abdomen. Page 24 Seats and Restraint System What is wrong with this? The belt
is over an armrest. The belt would be much too high. In a crash, you can slide under the belt.
Page 25 What is wrong with this? The belt is behind the body. In a crash, you would not be
restrained by the shoulder belt. Your body could move too far forward increasing the chance of
head and neck injury. If you are using a rear seating position with a detachable safety belt and
the safety belt is not attached, see Third Row Seats on page for instruction on reconnecting the
safety belt to the mini-buckle. To make the lap part tight, pull up on the shoulder belt. It may be
necessary to pull the stitching on the safety belt through the latch plate to fully tighten the lap
belt on smaller occupants. Page 28 Seats and Restraint System You can move the height
adjuster up by pushing up on the shoulder belt guide. After the adjuster is set to the desired
position, try to move it down without pushing the button to make sure it has locked into
position. The comfort guide will now be accessible. Third Row Center Position Pull the comfort
guide out of its storage location and then return the headrest to its upright position. The person
wearing the belt could be seriously injured. The shoulder belt should go over the shoulder and
across the chest. Page Child Restraints The best way to protect the fetus is to protect the
mother. When a safety belt is worn properly, it is more likely that the fetus will not be hurt in a
crash. For pregnant women, as for anyone, the key to making safety belts effective is wearing
them properly. Page 32 Seats and Restraint System What is the proper way to wear safety
belts? An older child should wear a lap-shoulder belt and get the additional restraint a shoulder
belt can provide. The shoulder belt should not cross the face or neck. Never allow a child to
wear the safety belt with the shoulder belt behind their back. A child can be seriously injured by
not wearing the lap-shoulder belt properly. In a crash, the child would not be restrained by the
shoulder belt. Never hold an infant or a child while riding in a vehicle. Due to crash forces, an

infant or a child will become so heavy it is not possible to hold it during a crash. Page 35 What
are the different types of add-on child restraints? The harness system holds the infant in place
and, in a crash, acts to keep the infant positioned in the restraint. This system is designed to
make installation of a child restraint easier. Either will have a single attachment B to secure the
top tether to the anchor. Some child restraints with top tethers are designed for use with or
without the top tether being attached. To assist you in locating the lower anchors, each second
row anchor position has a label, near the crease between the seatback and the seat cushion.
Seats and Restraint System To assist you in locating the top tether anchors, the top tether
anchor symbol is located on the cover or Page 42 Seats and Restraint System Do not secure a
child restraint in a position without a top tether anchor if a national or local law requires that the
top tether be attached, or if the instructions that come with the child restraint say that the top
tether must be attached. Page 43 CAUTION Children can be seriously injured or strangled if a
shoulder belt is wrapped around their neck and the safety belt continues to tighten. Buckle any
unused safety belts behind the child restraint so children cannot reach them. Pull the shoulder
belt all the way out of the retractor to set the lock, if your vehicle has one, after the child
restraint has been installed. Page 44 Seats and Restraint System 2. Route, attach and tighten
the top tether according to your child restraint instructions and the following instructions: If the
position you are using does not have a headrest or head restraint and you are using a single
tether, route the tether over the seatback. Push and pull the child restraint in different directions
to be sure it is secure. Page 46 Seats and Restraint System 3. Push the latch plate into the
buckle until it clicks. Position the release button on the buckle so that the safety belt could be
quickly unbuckled if necessary. Pull the rest of the shoulder belt all the way out of the retractor
to set the lock. To remove the child restraint, unbuckle the vehicle safety belt and let it return to
the stowed position. If a child restraint is secured using a safety belt and it uses a top tether,
see Lower Anchors and Tethers for Children LATCH on page for top tether anchor locations.
Page 49 5. Seats and Restraint System 6. To tighten the belt, push down on the child restraint,
pull the shoulder portion of the belt to tighten the lap portion of the belt and feed the shoulder
belt back into the retractor. Do not sit unnecessarily close to the airbag, as you would be if you
were sitting on the edge of your seat or leaning forward. The driver frontal airbag is in the
middle of the steering wheel. The right front passenger frontal airbag is in the instrument panel
on the passenger side. Driver Side shown, Passenger Side similar The seat-mounted side
impact airbags for the driver and right front Page 53 Driver Side shown, Passenger Side similar
The roof-rail airbags for the driver, right front passenger, passengers behind the driver and right
front passenger, and the third row outboard passengers are in the ceiling above the side
windows. Page 56 Seats and Restraint System The parts of the airbag that come into contact
with you may be warm, but not too hot to touch. Page Passenger Sensing System Passenger
Sensing System The vehicle has a passenger sensing system for the right front passenger
position. The passenger airbag status indicator will be visible on the instrument panel when the
vehicle is started. Everyone in the vehicle who has outgrown child restraints should wear a
safety belt properly â€” Page 60 Seats and Restraint System If the Off Indicator is Lit for an
Adult-Size Occupant If a person of adult-size is sitting in the right front passenger seat, but the
off indicator is lit, it could be because that person is not sitting properly in the seat. If the
passenger airbag is turned on, the on indicator will be lit. If you have questions, call Customer
Assistance. A damaged restraint system may not properly protect the person using it, resulting
in serious injury or even death in a crash. To help make sure your restraint systems are working
properly after a crash, have them inspected and any See Roadside Assistance Program on page
There are other conditions which can affect the performance of the transmitter. Press and hold
for more than two seconds to activate the panic alarm. Page Remote Vehicle Start Features and
Controls Remote Vehicle Start This vehicle may have a remote starting feature that starts the
engine from outside of the vehicle. If the vehicle has an automatic climate control system, the
climate control system defaults to a heating or cooling mode depending on the outside
temperatures. Page 71 3. Remote start can be extended one time. When a door is locked, the
handle will not open it. The chance of being thrown out of the vehicle in a crash is increased if
the doors are not locked. Engine exhaust contains Carbon Monoxide CO which cannot be seen
or smelled. Pressing the buttons or touchpad switch a second time while the liftgate is moving
reverses the direction. Page 77 After removing the obstruction, the power liftgate operation can
be used again. If the liftgate comes across more obstacles on the same power cycle, the power
function deactivates, and you must manually open or close the liftgate. They can be overcome
by the extreme heat and suffer permanent injuries or even death from heat stroke. Never leave a
child, a helpless adult, or a pet alone in a vehicle, especially with the windows closed in warm or
Page 79 Uplevel shown, base similar The power window controls are located on each of the side
doors. The driver door also has switches that control the passenger and rear windows. If an

object is in the way of the window as it is express-closing, or in certain weather conditions like
severe icing, the window will stop and open to a factory preset position. The content theft
deterrent alarm is not armed until the security light goes off. If the delayed locking feature is
active, the alarm is not activated until all doors are closed and the security light goes off.
Operation is subject to the following two conditions: 1. Anyone using a trial-and-error method to
start the vehicle will be discouraged because of the high number of electrical key codes. If the
engine does not start and the security light on the instrument panel comes on when trying to
start the vehicle, there may be a problem with Notice: Using a tool to force the key to turn in the
ignition could cause damage to the switch or break the key. Page Engine Coolant Heater Notice:
Cranking the engine for long periods of time, by returning the key to the START position
immediately after cranking has ended, can overheat and damage the cranking motor, and drain
the battery. Wait at least 15 seconds between each try, to let the cranking motor cool down.
Plug the cord into a normal, grounded volt AC outlet. You could be seriously injured. If you
cannot shift out of P Park , ease pressure on the shift lever, then push the shift lever all the way
into P Park as you maintain brake application. The vehicle has an electronic shift position
indicator within the instrument panel cluster. The vehicle can roll. If you have left the engine
running, the vehicle can move suddenly. Page Parking Over Things That Burn If torque lock
does occur, your vehicle may need to be pushed uphill by another vehicle to relieve the parking
pawl pressure, so you can shift out of P Park. Shifting Out of Park The vehicle is equipped with
an electronic shift lock release system. Exposure to CO can cause unconsciousness and even
death. Do not leave the vehicle when the engine is running unless you have to. The dimming
feature comes on and the indicator light illuminates each time the ignition is turned to start.
Cleaning the Mirror Do not spray glass cleaner directly on the mirror. Page Outside Power
Foldaway Mirrors Outside Power Foldaway Mirrors Vehicles with outside power foldaway
mirrors, have the controls located on the driver door armrest. Mirror Adjustment 1. Press C to
fold the mirrors out to the driving position. Press D to fold the mirrors in to the folded position.
Page Blind Spot Mirrors Features and Controls Blind Spot Mirrors The blind spot mirror is a
small convex mirror built into the upper and outer corner of both outside mirrors. Driving with
the Blind Spot Mirror The illustration represents how a Set the main mirror so that the side of
your vehicle can just be seen and your blind spot mirror has an unobstructed view. Page
CAUTION Continued So if you do not use proper care before backing up, you could hit a
vehicle, child, pedestrian, bicyclist, or pet, resulting in vehicle damage, injury, or death. Even
though the vehicle has the RVC system, always check carefully before backing up by checking
behind and around the vehicle. Page Features and Controls 3. Select the Rear Camera Options
screen button. The Rear Camera Options screen displays. Select the Video screen button. When
the Video screen button is highlighted the RVC system is on. The delay that is received after
shifting out of R Reverse is approximately 10 seconds. Page Symbols The navigation system
may have a feature that lets the driver view symbols on the navigation screen while using the
rear vision camera. Page Features and Controls The area displayed by the camera is limited and
does not display objects that are close to either corner or under the bumper. The area displayed
can vary depending on vehicle orientation or road conditions. The distance of the image that
appears on the screen differs from the actual distance. Most vehicles include 30 trial minutes
good for 60 days. Page Features and Controls Do not use the Universal Home Remote with any
garage door opener that does not have the stop and reverse feature. This includes any garage
door opener model manufactured before April 1, Read the instructions completely before
attempting to program the Universal Home Remote. Page 2. Hold the end of your hand-held
transmitter about 1 to 3 inches 3 to 8 cm away from the Universal Home Remote buttons while
keeping the indicator light in view. The hand-held transmitter was supplied by the manufacturer
of your garage door opener receiver motor head unit. Page Features and Controls 7. After you
press this button, you will have 30 seconds to complete Step 8. Immediately return to the
vehicle. Firmly press and hold the Universal Home Remote button, chosen in Step 3 to control
the garage door, for two seconds, and then release it. Page accepted by the Universal Home
Remote. Use the key to lock and unlock the glove box. Cupholders There are two cupholders,
with removable liners, located in front of the center console. There may be cupholders located
in the second row seat armrest. To access the upper storage area, press the upper button B and
lift up. To access the lower storage area, press the lower button C and lift up. Page Convenience
Net Convenience Net Use the convenience net, located in the rear, to store small loads as far
forward as possible. The net should not be used to store heavy loads. Cargo Cover For vehicles
with a cargo cover, it can be used to cover items in the rear of the vehicle. Page Sunroof
Features and Controls Sunroof The vehicle may have a sunroof over the front seats and a rear
sunroof over the second row seats. The rear sunroof does not open. The switches to operate
the front sunroof and rear sunshade are located on the headliner above the rearview mirror.

Windshield Wipers on page Instrument Panel Cluster on page Audio Steering Wheel Controls on
page Instrument Panel Storage on page The adjustment lever is located on the left side of the
steering column. Pull the lever down to move the steering wheel up or down and in or out. The
wipers clear the windshield and either stop or return to the preset speed. Rear Wiper : Press to
turn the rear wiper on and off. The wiper speed cannot be changed. The cruise control light on
the instrument panel cluster comes on after the cruise control has been set to the desired
speed. Page Exterior Lamps Using Cruise Control on Hills How well the cruise control will work
on hills depends upon the vehicle speed, load, and the steepness of the hills. When going up
steep hills, you might have to step on the accelerator pedal to maintain the vehicle speed. Page
Delayed Headlamps Instrument Panel Headlamps : Turns on the headlamps together with the
following lamps listed below. A warning chime sounds if the driver door is opened when the
ignition switch is off and the headlamps are on. The instrument panel and cluster are also not
on. The headlamps automatically change from DRL to the regular headlamps depending on the
darkness of the surroundings. The other lamps that come on with the headlamps will also come
on. They make it easier when entering and exiting the vehicle. The lamps can also be turned on
manually by fully turning the instrument panel brightness control clockwise. Page Reading
Lamps Delayed Entry Lighting Delayed entry lighting illuminates the interior for a period of time
after all the doors have been closed. The ignition must be off for delayed entry lighting to work.
Immediately after all the doors have been closed, the delayed entry lighting feature continues to
work until one of the following occurs When the state of charge is high, the voltage is lowered
slightly to prevent overcharging. If the vehicle has a voltmeter gage or a voltage display on the
Driver Information Center DIC , you may see the voltage move Page Accessory Power Outlet S
Accessory Power Outlet s Accessory power outlets let you plug in auxiliary electrical
equipment, such as a cellular phone. The vehicle may have four accessory power outlets. They
are located on the instrument panel below the climate controls, under the front center console
cupholders, at the rear of the center console, and in the rear cargo area. Page Power Outlet Volt
Alternating Current Instrument Panel Power Outlet Volt Alternating Current For vehicles with
this power outlet, it can be used to plug in electrical equipment that uses a maximum limit of
watts. The power outlet is located on the rear of the center console. An indicator light on the
outlet turns on to show it is in use. Page Climate Controls Climate Controls Climate Control
System The heating, cooling, and ventilation in the vehicle can be controlled with this system.
Fan Control B. Temperature Control C. Air Delivery Mode Control D. Air Conditioning E.
Recirculation G. In this mode, the system automatically selects outside air. Page The air
conditioning system removes moisture from the air, so a small amount of water might drip
under the vehicle while idling or after turning off the engine. This is normal. Recirculation :
Press to turn the recirculation mode on or off. An indicator light comes on when recirculation is
on. AUTO C. Defrost D. Recirculation E. Air Delivery Mode Control G. To use automatic mode: 1.
Press the AUTO button. The PASS indicator will turn off. When the passenger temperature
setting is different than the driver setting, the PASS indicator comes on. Manual Operation The
air delivery mode or fan speed can be manually adjusted. Page Defog : This mode clears the
windows of fog or moisture. Page Instrument Panel This mode recirculates and helps to quickly
cool the air inside the vehicle. It can be used to prevent outside air and odors from entering the
vehicle. Page Outlet Adjustment The interior temperature sensor located on the instrument
panel to the right of the steering column, measures the temperature of the air inside the vehicle.
There is also an exterior temperature sensor located behind the front grille. This sensor reads
the outside air temperature and helps maintain the temperature inside the vehicle. Air Delivery
Mode Control For vehicles with the rear climate control system, the controls are located on the
rear of the center console. The system can also be controlled with the front controls. Air
Delivery Mode Control C. Temperature Control For vehicles with the rear climate control system,
the controls are located on the rear of the center console. Repeatedly press the button until the
desired mode appears on the display. Vent : Air is directed through the overhead outlets. It
shows how fast the vehicle is going, about how much fuel is being used, and many other things
needed to drive safely and economically. United States Uplevel version shown, Canada similar
The odometer shows how far the vehicle has been driven, in either miles or kilometers. This
vehicle has a tamper-resistant odometer. The system check includes the airbag sensor, the
pretensioners, the airbag modules, the wiring and the crash sensing and diagnostic module. For
more information on the airbag system, see Airbag System on page Page Charging System
Light Instrument Panel Then, after several more seconds, the status indicator will light either
ON or OFF, or either the on or off symbol to let you know the status of the right front passenger
frontal airbag. If the word ON or the on symbol is lit on the passenger airbag status indicator, it
means that the right front passenger frontal airbag is enabled If a short distance must be driven
with the light on, be sure to turn off all accessories, such as the radio and air conditioner. If one

part is not working, the other part can still work and stop the vehicle. For good braking both
parts need to be working. If the warning light comes on, there is a brake problem. See
StabiliTrak System on page for more information. Page Tire Pressure Light Tire Pressure Light If
the vehicle has a tire pressure monitoring system, the tire pressure light provides information
about tire pressures and the Tire Pressure Monitoring System. Page Instrument Panel If the
check engine light comes on and stays on, while the engine is running, this indicates that there
is an OBD II problem and service is required. Malfunctions often are indicated by the system
before any problem is apparent. Page Light On Steady: An emission control system malfunction
has been detected on the vehicle. Diagnosis and service might be required. Failure to pass this
inspection could prevent getting a vehicle registration. For more information, see
Theft-Deterrent Systems on page Cruise Control Light This light comes on whenever the cruise
control is set. The light goes out when the cruise control is turned off. Page Driver Information
Instrument Panel An arrow on the fuel gage indicates the side of the vehicle the fuel door is on.
Here are four things that some owners ask about. See Instrument Panel Overview on page for
more information. The tire pressure will be shown in either pounds per square inch psi or
kilopascals kPa. See DIC Compass on page for more information. Page The trip odometer has a
feature called the retro-active reset. This can be used to set the trip odometer to the number of
miles kilometers driven since the ignition was last turned on. This can be used if the trip
odometer is not reset at the beginning of the trip. For example, if the vehicle is accelerating and
achieving low fuel efficiency this display will show fewer bars, but if the vehicle is cruising on
The DIC has different displays which can be accessed by pressing the trip odometer reset stem
located on the instrument panel cluster. Page Instrument Panel To use the retro-active reset
feature, press and hold the trip odometer reset stem for at least four seconds. The trip odometer
will display the number of miles mi or kilometers km driven since the ignition was last turned on
and the vehicle was moving. This display allows the system to be turned on or off. This display
allows you to select the language in which the DIC messages will appear. To select a language:
1. Page 3. If calibration is necessary, calibrate the compass. Multiple messages may appear one
after another. The battery saver system starts reducing certain features of the vehicle that you
may be able to notice. At the point that the features are disabled, this message is displayed.
Stop and turn off the vehicle, check the door for obstructions, and close the door again. See
Engine Overheating on page for further information. Under certain conditions, the charging
system light may also turn on in the instrument panel cluster. See Charging System Light on
page See Tire Pressure Light on page See Malfunction Indicator Lamp on page Reinstall the fuel
cap fully. See Filling the Tank on page This feature allows you to change the language in which
the DIC messages appear to English. It also allows you to select which doors and when the
doors will automatically unlock. Page Instrument Panel The lights will remain on for 20 seconds
or until the lock button on the RKE transmitter is pressed, or the vehicle is no longer off. See
Memory Seat and Mirrors on page for more information. The remote start feature allows you to
start the engine from outside of the vehicle using the Remote Keyless Entry RKE transmitter.
Turn to increase or decrease the volume. For vehicles with a Rear Entertainment System RSE ,
press and hold for more than two seconds to turn off the entire radio and RSE system and to
start the parental control feature. The selection displays. Tune : Turn to select radio stations.
Page To setup the number of favorites pages: 1. Press MENU to display the radio setup menu.
Press the pushbutton located below the FAV label. Select the desired number of favorites pages
by pressing the pushbutton located below the displayed page numbers. A beep sounds and the
level adjusts to the middle position. Page Instrument Panel Radio Messages Calibration Error:
The audio system has been calibrated for the vehicle from the factory. A beep sounds and
Ejecting Disc displays. Once the disc is ejected, Remove Disc displays. In some vehicles,
depending on audio options, the rear speakers can be muted when the RSA power is turned on.
Press the pushbuttons located under any desired icon during DVD playback. See the icon list
below for more information. The rear seat passenger can navigate the DVD-V menus and
controls through the remote control. The rear seat operator can navigate the DVD-A menus and
controls through the remote control. Page Using the Auxiliary Input Jack The radio system has
an auxiliary input jack located on the lower right side of the faceplate. This is not an audio
output; do not plug a headphone set into the front auxiliary input jack. Connect an auxiliary
input device such as an iPod, laptop computer, MP3 player, CD player, or cassette tape player,
etc. Organize songs by albums using one folder for each album. Press the pushbutton located
below the music navigator label. When displaying the name of the folder the radio displays
ROOT. Depending on the format of the disc, a softkey menu appears and allows navigation of
the disc. The current artist playing is shown on the second line of the display between the
arrows. XM Updating: The encryption code in the receiver is being updated, and no action is
required. This process should take no longer than 30 seconds. Check XM Receivr: If this

message does not clear within a short period of time, the receiver could have a fault. Page
Instrument Panel Bluetooth Controls Use the buttons located on the steering wheel to operate
the in-vehicle Bluetooth system. See Audio Steering Wheel Controls on page for more
information. Page 5. The system prompts for a name for the phone. Use a name that best
describes the phone. This name will be used to indicate which phone is connected. Page
Instrument Panel Storing Name Tags The system can store up to thirty phone numbers as name
tags that are shared between the Bluetooth and OnStar systems. Page Using the Digit Store
Command The digit store command allows a phone number to be stored by entering the digits
individually. Press and hold two seconds. To use the delete command: 1. Say the entire number
without pausing. Page Three-Way Calling Three-Way Calling must be supported on the
Bluetooth phone and enabled by the wireless service carrier to work. See the cell phone
manufacturers user guide to see if the cell phone supports this feature. This feature can be
used to verbally access contacts stored in the cell phone. The DVD player is part of the front
radio. Switch the headphones to Off when not in use. Push the power button to turn on the
headphones. An indicator light located on the headphones comes on. Turn the screw to loosen
the battery door located on the left side of the headphones. Slide the battery door open. Replace
the two batteries in the compartment. Page How to Change the RSE Video Screen Settings The
screen display mode normal, full, and zoom , screen brightness, and setup menu language can
be changed from the on screen setup menu by using the remote control. To change a setting: 1.
Page Instrument Panel Remote Control To use the remote control, aim it at the transmitter
window at the rear of the overhead console and press the desired button. Direct sunlight or very
bright light could affect the ability of the RSE transmitter to receive signals from the remote
control. Page Power : Press to turn the video screen on and off. Illumination : Press to turn the
remote control backlight on. The backlight automatically times out after seven to ten seconds if
no other button is pressed while the backlight is on. This button might not work when the DVD
is playing the copyright information or the previews. Page Problem No power. There are black
borders on the top and bottom or on both sides or it looks stretched out. In auxiliary mode, the
picture moves or scrolls. The remote control does not work. Page Instrument Panel Problem
Sometimes the wireless headphone audio cuts out or buzzes. The DVD is playing, but there is
no picture or sound. The rear seat passengers can only control the music sources the front seat
passengers are not listening to except on some radios where dual control is allowed. Volume:
Turn to increase or to decrease the volume of the wired headphones. The left knob controls the
left headphones and the right knob controls the right headphones. This function is inactive,
with some radios, if the front seat passengers are listening to the disc. For vehicles with the
navigation system, press and hold this button for longer than one second to initiate voice
recognition. This interference causes an increased level of static while listening to the radio.
Page Control Of A Vehicle Police records show that almost 40 percent of all motor
vehicle-related deaths involve alcohol. In most cases, these deaths are the result of someone
who was drinking and driving. In recent years, more than 17, annual motor vehicle-related
deaths have been associated with the use of alcohol, with about , people injured. Page Antilock
Brake System Abs Driving Your Vehicle And, of course, actual stopping distances vary greatly
with the surface of the road, whether it is pavement or gravel; the condition of the road, whether
it is wet, dry, or icy; tire tread; the condition of the brakes; the weight of the vehicle; Page
Braking In Emergencies As the brakes are applied, the computer keeps receiving updates on
wheel speed and controls braking pressure accordingly. Remember: ABS does not change the
time needed to get a foot up to the brake pedal or always decrease stopping distance. If you get
too close to the vehicle in front of you, there will not be enough time to apply the brakes if that
vehicle Page Driving Your Vehicle The system may be heard or felt while it is working. This is
normal and does not mean there is a problem with the vehicle. In some cases, it may take
approximately two miles 3. Page All-Wheel Drive Awd System It may also be necessary to turn
off the system when driving in extreme off-road conditions where high wheel spin is required.
To restore the AWD operation and prevent excessive wear on the AWD system, replace the
compact spare with a full-size tire as soon as possible. Page Off-Road Recovery An emergency
like this requires close attention and a quick decision. But you have to act fast, steer quickly,
and just as quickly straighten the wheel once you have avoided the object. Page Loss Of
Control Driving Your Vehicle Loss of Control Let us review what driving experts say about what
happens when the three control systems â€” brakes, steering, and acceleration â€” do not have
enough friction where the tires meet the road to do what the driver has asked. This can happen
if the road is wet enough and you are going fast enough. When your vehicle is hydroplaning, it
has little or no contact with the road. Page Highway Hypnosis Highway Hypnosis Always be
alert and pay attention to your surroundings while driving. This may cause exhaust gases to get
inside. Engine exhaust contains carbon monoxide CO which cannot be seen or smelled. It can

cause unconsciousness and even death. If you do, parts on the vehicle can break, and it can
change the way your vehicle handles. Determine the combined weight of the driver and
passengers that will be riding in your vehicle. The label shows the gross weight capacity of your
vehicle. Try to spread the weight evenly. Page Driving Your Vehicle Dinghy Towing If the vehicle
is front-wheel-drive, it can be dinghy towed from the front. These vehicles may also be towed by
putting the front wheels on a dolly. If the vehicle is all-wheel-drive, it can be dinghy towed from
the front. Be sure to follow all steps of the dinghy towing procedure prior to and after towing the
vehicle. Put the front wheels on a dolly. Move the shift lever to P Park. Set the parking brake.
For example, if the trailer is too heavy, the brakes may not work well â€” or even at all. Make
sure the rig will be legal, not only where you live but also where you will be driving. The GCWR
for the vehicle should not be exceeded. Page Driving Your Vehicle After loading the trailer,
weigh the trailer and then the tongue, separately, to see if the weights are proper. Page You may
go further and think the tongue weight should be limited to less than 1, lbs kg to avoid
exceeding GVWR. But the effect on the rear axle must still be considered. Because the rear axle
now weighs 3, lbs 1 kg , lbs kg can be put on the rear axle without exceeding RGAWR. Cross the
safety chains under the tongue of the trailer to help prevent the tongue from contacting the road
if it becomes separated from the hitch. Page Passing More passing distance is needed when
towing a trailer. Because the rig is longer, it is necessary to go much farther beyond the passed
vehicle before returning to the lane. Backing Up Hold the bottom of the steering wheel with one
hand. If something goes wrong, the rig could start to move. People can be injured, and both the
vehicle and the trailer can be damaged. You will receive genuine GM parts and GM-trained and
supported service people. Page Fuel Fuel Use of the recommended fuel is an important part of
the proper maintenance of this vehicle. Gasoline Octane Use regular unleaded gasoline with a
posted octane rating of 87 or higher. To help avoid injuries to you and others, read and follow
all the instructions on the pump island. Turn off the engine when you are refueling. This would
allow fuel to evaporate into the atmosphere. Keep hands, clothing, and tools away from any
underhood electric fan. Page Engine Oil A. Radiator Pressure Cap. See Cooling System on page
Engine Coolant Recovery Cap. See Jump Starting on page Underhood Fuse Block on page This
section explains what kind of oil to use. These numbers on an oil container show its viscosity,
or thickness. Do not use other viscosity oils such as SAE 20W Page Service and Appearance
Care When the system has calculated that oil life has been diminished, it indicates that an oil
change is necessary. Change the oil as soon as possible within the next miles 1 km. Loosen the
screws that hold the cover on. Disconnect the electrical connector. Lift off the cover. Cooling
System The cooling system allows the engine to maintain the correct working temperature.
Plain water, or some other liquid such as alcohol, can boil before the proper coolant mixture
will. Page Checking Coolant The vehicle must be on a level surface when checking the coolant
level. Check to see if coolant is visible in the coolant recovery tank. If the coolant inside the
coolant recovery tank is boiling, do not do anything else until it cools down. Page 6. Reinstall
the cap on the coolant recovery tank but leave the radiator pressure cap off. Service and
Appearance Care 8. Start the engine and let it run until the upper radiator hose feels warm.
There is an engine coolant temperature gage on the instrument panel cluster. See Engine
Coolant Temperature Gage on page See Engine Compartment Overview on page for reservoir
location. Open the cap with the washer symbol on it. For example, just a few drops of
mineral-based oil, such as engine oil, in the brake hydraulic system can damage brake hydraulic
system parts so badly that they will have to be replaced. Page Battery Service and Appearance
Care Brake Adjustment Every time the brakes are applied, with or without the vehicle moving,
the brakes adjust for wear. Replacing Brake System Parts The braking system on a vehicle is
complex. Its many parts have to be of top quality and work well together if the vehicle is to have
really good braking. Be sure to use the following steps to do it safely. Page Service and
Appearance Care Notice: If you leave the radio or other accessories on during the jump starting
procedure, they could be damaged. The repairs would not be covered by the warranty. Always
turn off the radio and other accessories when jump starting the vehicle. Page Service and
Appearance Care Now start the vehicle with the good battery and run the engine for a while. Try
to start the vehicle that had the dead battery. If it will not start after a few tries, it probably needs
service. Page Headlamp Aiming Headlamp Aiming Headlamp aim has been preset at the factory
and should need no further adjustment. However, if your vehicle is damaged in a crash, the
headlamp aim may be affected. Remove the two taillamp nut covers. Remove the two nuts
holding the taillamp assembly in place. Pull out the taillamp assembly. Turn the bulb socket
counterclockwise and pull it straight out to remove it from the taillamp assembly. See
Scheduled Maintenance on page for more information. Replacement blades come in different
types and are removed in different ways. To replace the wiper blade assembly: 1. Page Tires
Service and Appearance Care Tires Your new vehicle comes with high-quality tires made by a

leading tire manufacturer. If you ever have questions about your tire warranty and where to
obtain service, see your vehicle Warranty booklet for details. For additional information refer to
the tire manufacturer. The examples below show a typical passenger vehicle tire and a compact
spare tire sidewall. Page Service and Appearance Care Bead The tire bead contains steel wires
wrapped by steel cords that hold the tire onto the rim. Bias Ply Tire A pneumatic tire in which
the plies are laid at alternate angles less than 90 degrees to the centerline of the tread. Page
Maximum Loaded Vehicle Weight The sum of curb weight, accessory weight, vehicle capacity
weight, and production options weight. Normal Occupant Weight number of occupants a vehicle
is designed to seat multiplied by lbs 68 kg. See Loading the Vehicle on page Occupant
Distribution Designated seating positions. Vehicle Maximum Load on the Tire Load on an
individual tire due to curb weight, accessory weight, occupant weight, and cargo weight. Do not
forget to check the compact spare tire, if the vehicle has one. It should be at 60 psi kPa. For
additional information regarding the compact spare tire, see Compact Spare Tire on page This
device may not cause interference. This device must accept any interference received, including
interference that may cause undesired operation of the device. See Loading the Vehicle on page
, for an example of the Tire and Loading Information label and its location on your Page Any
time you notice unusual wear, rotate the tires as soon as possible and check wheel alignment.
Also check for damaged tires or wheels. See Tire Pressure Monitor System on page Page The
grades are molded on the sidewalls of most passenger car tires. The Uniform Tire Quality
Grading UTQG system does not apply to deep tread, winter-type snow tires, space-saver, or
temporary use spare tires, tires with nominal rim diameters of 10 to 12 inches 25 to 30 cm , or to
some limited-production tires. Wheel Alignment and Tire Balance The tires and wheels on your
vehicle were aligned and balanced carefully at the factory to give you the longest tire life and
best overall performance. Page Tire Chains Notice: The wrong wheel can also cause problems
with bearing life, brake cooling, speedometer or odometer calibration, headlamp aim, bumper
height, vehicle ground clearance, and tire or tire chain clearance to the body and chassis. See
Changing a Flat Tire on page for more information. See Tires on page If air goes out of a tire, It
is much more likely to leak out slowly. Engine exhaust may enter the vehicle. Page Tire Sealant
Service and Appearance Care This vehicle may have one of the following tire sealant and
compressor kits. The kit includes: A. Pressure Gage D. Service and Appearance Care When
using the tire sealant and compressor kit during cold temperatures, warm the kit in a heated
environment for 5 minutes. Page Service and Appearance Care 2. Place the kit on the ground.
Make sure the tire valve stem is positioned close to the ground so the hose will reach it. Page
Notice: If the recommended pressure cannot be reached after approximately 25 minutes, the
vehicle should not be driven farther. Wipe off any sealant from the wheel, tire, and vehicle. Page
4. Attach the air only hose G onto the tire valve stem by turning it clockwise until it is tight. Plug
the power plug H into the accessory power outlet in the vehicle. Replace the air only hose G and
the power plug H and cord back in its original location. Place the equipment in the original
storage location in the vehicle. The tire sealant and compressor kit has an accessory adapter
located in a compartment on the bottom of its housing that may be used to See Hazard Warning
Flashers on page The vehicle can slip off the jack and roll over or fall on you or other people.
Open the jack storage compartment by pulling on the latch tab, located toward the rear of the
vehicle, and pulling the Page 1. Open the storage compartment door of the convenience center
that is nearest the liftgate and remove the cap on the bottom of the storage compartment. Open
the carpet cutout that is located through the hole of the storage compartment. Check under the
vehicle to see if the cable is visible. If it is not visible, see Secondary Latch System on page
Notice: If a jack is used to raise the vehicle without positioning it correctly, the vehicle could be
Page Service and Appearance Care 9. Remove the plastic spare tire heat shield by pulling the
rubber latch. Store the plastic spare tire heat shield. Page Put the nuts on by hand by turning
the clockwise until the wheel is held against the mounting surface. Make sure the rounded end
is toward the wheel. Lower the vehicle by attaching the lug wrench to the jack and turning the
wrench counterclockwise. It is designed to stop the compact spare tire from suddenly falling off
the vehicle if the cable holding the spare tire is damaged. Turn the lug wrench clockwise to
raise the jack until it lifts the secondary latch spring. This lets you know that the secondary
latch has released and the spare tire is balancing on the jack. If the spare tire is stored with the
valve stem pointing upwards, the secondary latch will not work properly and the spare tire
could loosen and Make sure the tire is stored securely. Push, pull A , and then try to turn B the
tire. If the tire moves, use the lug wrench to tighten the cable. Storing the Flat Tire 1. Remove
the cable package from the jack storage area. Page Service and Appearance Care 8. Make sure
the metal tube is centered at the striker. Push the tube toward the front of the vehicle. Close the
liftgate and make sure it is latched properly. Storing the Tools A. Tool Bag B. This could lead to
a crash and you or others could be injured. Use only one compact spare tire at a time. Although

not always visible, dust and dirt can accumulate on the upholstery. Dirt can damage carpet,
fabric, leather, and plastic surfaces. Regular vacuuming is recommended to remove particles
from the upholstery. Page Leather Service and Appearance Care Leather A soft cloth dampened
with water can be used to remove dust. If a more thorough cleaning is necessary, a soft cloth
dampened with a mild soap solution can be used. Allow the leather to dry naturally. Page
Weatherstrips Weatherstrips Silicone grease on weatherstrips will make them last longer, seal
better, and not stick or squeak. Apply silicone grease with a clean cloth. During very cold, damp
weather frequent application may be required. See Recommended Fluids and Lubricants on
page Keep the wheels clean using a soft clean cloth with mild soap and water. Rinse with clean
water. After rinsing thoroughly, dry with a soft clean towel. Page Sheet Metal Damage Service
and Appearance Care Sheet Metal Damage If the vehicle is damaged and requires sheet metal
repair or replacement, make sure the body repair shop applies anti-corrosion material to parts
repaired or replaced to restore corrosion protection. Original manufacturer replacement parts
will provide the corrosion protection while maintaining the vehicle warranty. It appears on a
plate in the front corner of the instrument panel, on the driver side. It can be seen through the
windshield from outside the vehicle. Some add-on electrical equipment can keep other
components from working as they should. See Recommended Fluids and Lubricants on page
for more information. To help protect the environment, and to keep the vehicle in good
condition, be sure to maintain the vehicle properly. Using the Maintenance Schedule We want to
help keep this vehicle in good working condition. Owner Checks and Services on page tells
what should be checked, when to check it, and what can easily be done to help keep the vehicle
in good condition. See Engine Oil on page Reset oil life system. Page Inspect brake system. See
footnote a. Perform any needed additional services. Inspect suspension and steering
components. See footnote b. Inspect engine cooling system. See footnote c. Inspect wiper
blades. Service and Miles Kilometers Inspect fuel system for damage or leaks. Inspect exhaust
system for loose or damaged components. An Emission Control Service. See footnote i. Inspect
engine accessory drive belt. See footnote k. Page Maintenance Schedule e Make sure the safety
belt reminder light and safety belt assemblies are working properly. Look for any other loose or
damaged safety belt system parts. If you see anything that might keep a safety belt system from
doing its job, have it repaired. Be sure any necessary repairs are completed at once. If the
vehicle moves, you or others could be injured. Before starting this check, be sure there is
enough room around the vehicle. You or others could be injured and property could be
damaged. Make sure there is room in front of the vehicle in case it begins to roll. Page
Maintenance Record Maintenance Schedule Maintenance Record After the scheduled services
are performed, record the date, odometer reading, who performed the service, and the type of
services performed in the boxes provided. See Maintenance Requirements on page Any
additional information from Owner Checks and Services on page can be added on the following
record pages. You should retain all maintenance receipts. Page Online Owner Center â€” all in
one convenient place. Page Customer Assistance Offices Customer Assistance Offices
Chevrolet encourages customers to call the toll-free number for assistance. Page Courtesy
Transportation If your vehicle cannot be scheduled into the service department immediately,
keep driving it until it can be scheduled for service, unless, of course, the problem is
safety-related. Page Collision Damage Repair Customer Assistance Information Courtesy Rental
Vehicle Your dealer may arrange to provide you with a courtesy rental vehicle or reimburse you
for a rental vehicle that you obtain if your vehicle is kept for an overnight warranty repair. Rental
reimbursement will be limited and must be supported by original receipts. Page Recycled
original equipment parts may also be used for repair. These parts are typically removed from
vehicles that were total losses in prior crashes. In most cases, the parts being recycled are from
undamaged sections of the vehicle. If you are uninjured, make sure that no one else in your
vehicle, or the other vehicle, is injured. Remember, you will have to feel comfortable with their
work for a long time. Page Service Publications Ordering Information Service Publications
Ordering Information Service Manuals Service Manuals have the diagnosis and repair
information on engines, transmission, axle suspension, brakes, electrical, steering, body, etc.
Service Bulletins Service Bulletins give additional technical service information needed to
knowledgeably service General Motors cars and trucks. Each bulletin contains instructions to
assist in the diagnosis and service of your vehicle. For example, your vehicle uses computer
modules to monitor and control engine and transmission performance, to monitor the
conditions for airbag deployment and deploy airbags in a crash and, if Page Onstar GM will not
access this data or share it with others except: with the consent of the vehicle owner or, if the
vehicle is leased, with the consent of the lessee; in response to an official request of police or
similar government office; Page Cleaning cont. Page Filter Engine Air Cleaner Page Locks cont.
Power Door Page Rearview Mirror, Automatic Dimming Page Tire Sealant and Compressor Kit
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Restore password. Upload from disk. Upload from URL. For more information go to The intense
heat during summer could do a lot of damage to your Chevrolet Traverse. Though the heat may
seem harmless compared to the possible effects of a stormy season or winter, it is still
something that your car needs to be protected from. Here are some ways on how you can
safeguard your Traverse from the harmful effects of intense heat. Your engine coolant should
be monitored, especially during summer when the temperature goes through the roof. Because
of the intense heat, the coolant tends to evaporate faster, putting your engine at risk for
overheating. Make sure that you know when to refill your coolant and use the prescribed
antifreeze for your vehicle. Not only will you be altering the coolant's boiling and freezing
points, but you will also be introducing contaminants to your radiator. It's a common
misconception that cold weather kills batteries. But in fact, it's actually the heat that damages
them. Because once the battery starts to lack battery fluid, it causes internal problems, which is
the first step towards battery failure. So keep an eye on your battery fluid, and don't let it get too
low. And always check if your battery is charging correctly to avoid getting it overcharged,
which will eventually lead to early damage. With the sun's heat bearing down on your car, you
can just imagine how much damage is being put on your vehicle's bodywork every second your
car is out in the open. That is why you should provide your car with any additional protection.
Giving your car a regular car wax would help protect your bodywork as well. The wax would
become an added layer of protection on top of your car's paint. Once you have given ample
protection to your bodywork, then the chances of your vehicle getting corroded would become
slim. When the temperature is so high, it's already an instinct for humans and animals to seek
refuge from the crippling heat. Though your car is no living thing, it still needs to be protected
from direct heat. So if you're going to leave your car, make sure to find a covered parking space
and not just leave it out in the open. Or if you can't find a covered parking lot, then at least park
your car under a tree. It may not provide your car the same level of protection from the heat, but
at least there would be some sort of cover for your car. We've Made a Site Update. Refresh to
the latest version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase
Supports. Texas Relief Efforts. Select your vehicle. Select Your Vehicle Part. Chevrolet Traverse
Alternator. Chevrolet Traverse Axle Assembly. Chevrolet Traverse Ball Joint. Chevrolet Traverse
Blower Motor. Chevrolet Traverse Brake Booster. Chevrolet Traverse Brake Caliper. Chevrolet
Traverse Brake Disc. Chevrolet Traverse Brake Master Cylinder. Chevrolet Traverse Brake Pad
Set. Chevrolet Traverse Bumper Reinforcement. Chevrolet Traverse Cabin Air Filter. Chevrolet
Traverse Catalytic Converter. Chevrolet Traverse Driveshaft. Chevrolet Traverse Engine Control
Module. Chevrolet Traverse Fender. Chevrolet Traverse Fender Flares. Chevrolet Traverse Floor
Mats. Chevrolet Traverse Fog Light Cover. Chevrolet Traverse Fuel Pump. Chevrolet Traverse
Headlight. Chevrolet Traverse Muffler. Chevrolet Traverse Nerf Bars. Chevrolet Traverse Power
Steering Pump. Chevrolet Traverse Running Boards. Chevrolet Traverse Serpentine Belt.
Chevrolet Traverse Spark Plug. Chevrolet Traverse Starter. Chevrolet Traverse Steering
Knuckle. Chevrolet Traverse Steering Rack. Chevrolet Traverse T Connector. Chevrolet
Traverse Tail Light. Chevrolet Traverse Throttle Body. Chevrolet Traverse Wheel. Chevrolet
Traverse Window Motor. Chevrolet T
suzuki ozark wiring diagram
1996 ford mustang gt intake manifold
2011 jeep liberty problems
raverse Wiper Blade. Chevrolet Traverse Wiper Motor. Refine by:. See All. Shop Chevrolet
Traverse Parts. Showing 1 - 15 of results. Display item:. Sort by:. Part Number: RG Vehicle Info
Required to Guarantee Fit. Core Charge. Add to cart. Page 1 of Showing 1 - 15 of results.
Chevrolet Traverse Customer Reviews. Dec 20, Purchased on Dec 11, Dec 12, Aqeellaa Sparks.
Purchased on Nov 26, Nov 04, Wrong parts for the back I. Sheila Rutledge. Purchased on Oct 08,
Chevrolet Traverse Guides. Helpful Automotive Resources. Chevrolet Faces Oversupply of
Equinox in the US In an article shared by GM Authority, which cited sources privy to company
operations, the current national inventory for the Equinox is at a day supply. It is not as bad as
the day supply of the Blazer that indicates an inability to meet demand. However, an inventory
that. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

