4.7 belt diagram

The 4. Like many modern V-8 engines, several critical engine parts and accessories are driven
by a single belt, known as a serpentine belt. When this breaks or wears out, the belts will squeal
and eventually break, leaving you on the side of the road with a dead engine. Open the hood.
Locate the tensioner to the left of center on the front side of the engine. Attach the breaker bar
and socket to the end of the tensioner and turn it clockwise. Then remove the belt from the idler
pulley first which is the smooth pulley at the top of the engine and then pull it off completely
from the engine. Draw a diagram of the drive belt route if the old belt is still present. If not, you
can typically find a belt routing diagram underneath the hood of the truck or on the core
support. If that isn't present and you don't have an owners' manual, any Dodge dealer or Dodge
mechanic can provide you with the proper routing diagram. Loop the replacement belt on the
engine following the path laid out on the routing diagram. Run it around every pulley except the
idler pulley, making sure the belt doesn't twist or kink along the way. Pull up the tensioner again
with the breaker bar, then pull the belt over the idler pulley. Release the tensioner and double
check that the belt isn't twisted or kinked. Russell Wood is a writer and photographer who
attended Arizona State University. He has been building custom cars and trucks since ,
including several cover vehicles. In Wood started a career as a writer, and since then he has
dedicated his business to writing and photographing cars and trucks, as well as helping people
learn more about how vehicles work. How to Change the Drive Belt on a 4. Step 1 Open the
hood. Step 2 Draw a diagram of the drive belt route if the old belt is still present. Step 3 Loop the
replacement belt on the engine following the path laid out on the routing diagram. The noise
started a few months ago, on a rainy morning, but it went away before I even pulled out of the
driveway. Problem solved, right? The Squeal noise was back the very next morning, and this
time it lasted all the way to the corner of my block. As the weeks dragged on, my morning
commute got noisier and noisier every day. Then I began to hear it on the way home too. Now
it's a constant reminder to replace the belt. Find a repair manual for your car - Get instant
access to your vehicles drive belt routing, complete wiring diagrams, trouble code information
and other available updates and factory bulletins with online auto repair manuals. Serpentine
Belt Routing Diagrams. We are proud to have the ability to make vehicle specific belt routing
diagrams available for free. Follow the guide for serpentine belt routing diagrams. This will open
up to the index. Scroll down to find your vehicle manufacturer. Then scroll to the page the index
refers to. Select the specific year and make of your vehicle. What's that squeal coming from
under the hood? If your serpentine belt is cracked or has chunks missing, it needs replacement.
Serpentine Belt Noise - learn this easy trick! Last Updated: September 6, References. This
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serpentine belt in most modern vehicles transfers power from the crank pulley to the various
accessories mounted on the engine. A worn or damaged serpentine belt can fail to adequately
transfer the power, leaving your alternator, power steering, and air conditioning failing to
function. If your serpentine belt needs to be replaced, it can be done using only common hand
tools. To replace a serpentine belt, start by locating the old belt at the front or side of your
engine bay. Then, use a wrench to relieve the auto tensioner so you can pull the belt off of the
pulley system. If your vehicle doesn't have an auto tensioner, look for an alternator bracket and
loosen the bolts in it instead. Next, get a new serpentine belt with the same width and number of
ribs as the old one, and route it through the pulley system. Finally, apply tension to the new belt
by tightening the auto tensioner or alternator bracket. To learn how to tell if an old serpentine
belt needs to be replaced, scroll down! Did this summary help you? Yes No. We've been helping
billions of people around the world continue to learn, adapt, grow, and thrive for over a decade.
Every dollar contributed enables us to keep providing high-quality how-to help to people like
you. Please consider supporting our work with a contribution to wikiHow. Log in Social login
does not work in incognito and private browsers. Please log in with your username or email to
continue. No account yet? Create an account. Edit this Article. We use cookies to make wikiHow
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wikiHow. Download Article Explore this Article parts. Related Articles. Article Summary. Part 1
of Pull the hood release inside the cabin of the vehicle. To access the serpentine belt, you will
need to open the hood of the vehicle. The hood release can usually be found near the door on
the driver's side of the vehicle. If you are having difficulty locating the hood release or safety
latch, refer to your owner's manual for guidance. Disconnect the battery. You should always
disconnect your battery before starting an automotive project. Use the appropriate sized wrench
or socket to loosen the nut holding the black ground cable on the negative terminal of the
battery. You will not need to disconnect the positive terminal. Locate the serpentine belt.
Depending on the engine in your vehicle, the serpentine belt may be located at the front of the

engine bay, or it may be along one side. There may be engine covers in the way, so be prepared
to remove them if need be. If you cannot find your serpentine belt, refer to the service manual
for your specific vehicle. Look for signs of damage or wear on the belt. Once you have located
the serpentine belt, inspect it visually for signs of damage. If the belt is frayed, coming apart, or
has marks that indicate that it has been rubbing on something, it will need to be replaced. It is
usually easy to determine if a belt needs to be replaced, as they tend to crack or lose chunks
when they are overworn. If there are signs of the belt rubbing on something, make sure to
identify and repair whatever it was rubbing on to avoid damaging the new belt. Find the
serpentine belt routing diagram. Many cars come with a sticker in the engine bay that shows
exactly how the serpentine belt is supposed to be routed through the various pulleys on the
engine. If your vehicle does not have a sticker, you will need to find another way to remember
how the belt should be run. You can also take a picture of the existing belt with your cell phone
to use as a guide when installing the new one. Part 2 of Determine if there is a belt tensioner
pulley. Depending on the application, your serpentine belt will either have tension placed on it
using a movable bracket or an auto tensioner pulley. This pulley uses an internal spring to
apply consistent pressure to the belt at all times. Refer to your vehicle's service manual to
confirm what type of tensioner your vehicle uses if you aren't sure. Use a wrench to relieve the
auto tensioner. Auto tensioners have either a hole that will fit a half inch drive ratchet, or a bolt
you can use a socket to apply pressure to. Insert the wrench or place the socket over the bolt
on the tensioner and twist it away from the belt to relieve the tension on it. Be sure to use the
right size socket to avoid stripping the bolt head on the tensioner. Loosen the bolts in the
alternator bracket. If your vehicle uses the alternator bracket to apply tension to the belt, loosen
the two bolts that pass through the long eyelets on the bracket. As you loosen the bolts, the
tension on the belt will likely move the alternator toward the engine and relieve the pressure.
Pull the belt off of the pulleys. With the tension relieved from the belt, pull it off of the pulley that
has been placing tension on it, then remove it from the around the rest of the pulleys on the
engine. Part 3 of Compare the new belt to the old one. Look at the new belt in comparison to the
old one to be sure they are the same width and have the same number of ribs going across the
belt horizontally. The old belt may be slightly longer than the new one due to stretching. Make
sure the new belt doesn't show any signs of damage from the factory or it may tear after you
install it. Route the belt through the pulleys. Run the new belt through the pulleys in exactly the
same way the old one was. Refer to the belt diagram in your vehicle's owner's manual or the
picture you took of the belt before removing it to guide you. If the belt is loose after routing it, it
is either the wrong size belt or you've routed it incorrectly. Apply pressure on the auto tensioner
and put the belt over it. Use the same wrench to loosen the auto tensioner pulley, then pull the
belt over it. Once the belt is in place, release the pressure on the tensioner so it holds the belt in
place. Increase the tension on the belt. If your vehicle does not have an auto tensioner, insert a
pry bar or piece of wood between the alternator and the engine. Run the belt over the alternator
pulley, then use the bar to pry the alternator away from the engine and increase the tension on
the belt. Tighten the bolts again as you apply tension. Be careful not to pry against anything
plastic in your engine bay to avoid breaking anything. It's impossible to say without knowing
the year, make, or model of your vehicle. You should be able to do a s
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