97 ford ranger instrument cluster

Ford Motor Company this week announced a huge R The plant also will manufacture the
next-generation Volkswagen Amarok on a shared platform with the new Ranger as part of a
strategic alliance between the two automakers. As before, the bakkie will be available in singleand double-cab. To appease the power hounds, flagship versions of the new Ranger may get a
powerful 3. It may mark the end of the long-in-the-tooth 3. Power will be transmitted via two- or
four-wheel drive through a choice of six-speed manual or speed automatic gearboxes.
Higher-end Rangers will likely have the latest versions of driver-assist features such as
autonomous emergency braking and lane-keeping systems. Register Sign In. New Models. New
Ford Ranger to get tougher styling and improved tech. New-generation one-tonner will be
locally built for SA and export as part of R Last week the Ingolstadt-based firm took the wraps
off its newly fettled R8 supercar, and today it New Audi R8 hits the road with sharper styling and
chassis tweaks The latest iteration of Audi's much-loved supercar has finally arrived on our
shores. Next Article. Toll fees to go up 3. Latest Videos. Exc DI 7. Merkur 2. Aspire, Capri 1. MCU
System. Idle Speed Control motor or Air Bypass not controlling idle properly generally idle too
high. SPOUT circuit failure, timing defaulted to 10 degrees â€” follow code diagnosis. Idle speed
system not controlling idle properly generally idle too high â€” ISC. Idle speed system not
controlling idle properly generally idle too low â€” ISC. Much experience,but admittedly not a
certified Ford mechanic. It seems to be counting off There seem to be several OBD-1 Ford
connectors on this vehicle, on each side of the engine compartment. Any suggestions how to
decode, and reset, or get the car to ignore whatever problem to put an end to the distraction?
Been driving it for over a year and able to use the jumper wire method to get codes with no
problem. Been like this for about 2 months now. Your email address will not be published. Save
my name, email, and website in this browser for the next time I comment. This site uses Akismet
to reduce spam. Learn how your comment data is processed. Skip to content. Accessing
diagnostic trouble codes. Use the Analog voltmeter or Test light method, not both. If such a
fault occurs, the EEC-IV processor will substitute a value or values and continue operating. In
some cases this action may result in a slight change in vehicle driveability. The instrument
panel Check Engine lamp will remain on when a hard fault is present. It will represent itself as a
flash on the Check Engine lamp display on the instrument panel. A single digit number of three
will be reported by three flashes. However, as previously stated, a DTC is represented by a two
digit number, such as 2â€”3. As a result, DTC 2â€”3 will appear on the Check Engine lamp
display as two flashes, then after a two second pause, the lamp will flash three times. DTC
interpretation. Accessing DTCs. Remove jumper wire and reconnect DTC. Using Message
Center Continental Using electronic instrument cluster, hold in all three buttons select,
checkout and reset buttons at same time. On 87â€”90 models, a base readout of indicates
engine running self test has been entered. Service pass code is On 91â€”97 models, DTCs will
be displayed on message center. On all models, to exit Self test, turn ignition Off. The lamp
stays off when OSC is toggled once to indicate vehicle can attain overdrive gear position. The
lamp stays on when OSC is toggled to prevent vehicle from shifting into overdrive position. If
the battery ground cable was disconnected to clear DTCs, the vehicle may operate rough for the
first few miles until adaptive values are relearned. Perform KOEO self test. When DTCs begin to
display, deactivate self test as follows: a. STAR tester, position center button in up position.
Check engine lamp, remove jumper wire from self test input connector and signal return pin of
self test connector. Message center, remove jumper wire from self test input connector and
signal return pin of self test connector. OCIL, remove jumper wire from self test connector and
signal return pin of self test connector. Continuous DTCs should now be erased. Keep Alive
Memory KAM To clear keep alive memory, disconnect and isolate negative battery cable for a
minimum of five minutes. After clearing memory, it is necessary to drive vehicle a minimum of
10 miles to allow processor time to relearn value. Initiate KOEO self test. Remove jumper wire
from self test input terminal as soon as first diagnostic trouble code is received even if an 11 is
the first DTC. Repeat self test with jumper wire to verify DTCs have been erased. Disconnect
and isolate battery ground cable, then depress brake pedal for 5â€”10 seconds. Conduct self
test to ensure DTCs have been erased. Disconnect battery ground cable, DTCs will be erased
from back-up memory after 24 hours. Malfunction Indicator Lamp 1. Activate diagnostic test
mode. Disconnect DTC. Wait about two seconds. Ford Trouble Codes By Year 1. Thank you.
Please I need help to solve p in my ford ranger pick-up Leave a Reply Cancel reply Your email
address will not be published. EEC Villager. KAM pin 1 was interrupted was battery
disconnected? Throttle sensor out of range or throttle set too high â€” TPS. Knock sensor not
tested ignore if not pinging â€” KS. Transmission Torque Converter clutch not engaging â€”
Transmissions. System was lean for 15 seconds or more no HO2S switching â€” Fuel control.
System was rich for 15 seconds or more no HO2S switching â€” Fuel control. Was lean at WOT
for 3 seconds or more â€” Fuel control. Electronic Ignition â€” coil primary circuit failure â€”

Ignition Systems. Electronic Ignition â€” primary circuit failure coil 2 â€” Ignition Systems. High
flow unmetered air check for large vacuum leak, inlet hoses etc. Electronic Ignition â€” spout
signal circuit problem â€” Ignition Systems. Transmission Oil Temperature sensor too high â€”
Transmissions. E4OD excessive converter clutch slippage â€” Transmissions. Was brake
depressed after engine ID was received? Exhaust Heat Control heat riser solenoid circuit â€”
Solenoids. ISC needs to learn Let idle for 2 minutes, Erase memory and retest. EI primary circuit
failure â€” ignition coil 4 â€” Ignition Systems. Octane jumper installed information only code to
notify you if it is installed. Memory power PCM pin 1 was interrupted â€” Was battery
disconnected? Aerostar 3. Aerostar 4. Aspire 1. Bronco 5. Contour 2. Crown Victoria 4. Edge 3.
Escape 2. Escort 1. Escort 2. Excursion 5. Excursion 6. Excursion 7. Expedition 4. Expedition 5.
Explorer 4. Explorer 5. Five Hundred 3. Flex 3. Focus 2. Freestar 3. Freestyle 3. F-Series 4.
F-Series 5. F-Series 6. F-Series 7. Fusion 2. Mustang 2. Mustang 3. Mustang 4. Mustang Cobra 4.
Mustang Cobra 5. Mustang GT 4. Probe 2. Ranger 2. Ranger 3. Ranger 4. Taurus 3. Tempo 2.
Tempo 3. Thunderbird 3. Thunderbird 4. Thunderbird 5. Thunderbird SC 3. Windstar 3. Quick
Links. See also: Service Manual , Owner's Manual. Automobile Ford Ranger Owner's Manual
pages. Page 2 No part of this publication may be reproduced, transmitted, stored in a retrieval
system or translated into any language in any form by any means without our written
permission. Errors and omissions excepted. Thank you for choosing Ford. Page Parts And
Accessories Unless we have specifically stated, we have not tested non-Ford parts and
accessories and, therefore, we will not guarantee that they are suitable for your vehicle. We
recommend that you ask your Ford Dealer for advice on parts and accessories suitable for your
vehicle. See Locking indicators. See Direction and Unlocking page Indicators page Main Audio
unit. See Audio unit Beam. See Lighting Control overview page Page 13 At a Glance Instrument
cluster. See Gauges Climate controls. See Manual page See Warning Lamps Climate Control
page Auxiliary input and USB. See Direction socket page See USB Indicators page Page 14 At a
Glance Press the lock button once to activate central locking. Press the lock button twice within
three seconds to double lock the doors. E See Adjusting the Steering Wheel page Select the
outside air. Open the centre and side air vents. Direct the side air vents toward the side Direct
the centre air vents upwards and the windows. Page 17 At a Glance See Fuel filler flap page If
your vehicle has been involved in an accident, have the child restraints checked by properly
trained technicians. Note: Mandatory use of child restraints E varies from country to country.
Only child restraints certified to ECE-R See Seats recommended child seats. Mass group
categories Please consult your Dealer for the latest details relating to Ford recommended child
seats. We recommend that you use a top tether or a support leg. Page Booster Seats Child
Safety 4. It may Make sure that the seatback is be necessary to lift or remove the head secure
and fully engaged in the restraint. Left-hand side Turn anti-clockwise to lock and clockwise to
unlock. This could adversely affect deployment of the airbags. Original text according to ECE R
Do not use a rearward facing child restraint on a seat protected by an airbag in front of it! Page
Occupant Protection Occupant protection Note: The knee airbag has a lower Curtain airbags are
fitted inside the trim deployment threshold than the front panels over the front and rear side
airbags. During a minor collision, it is windows. Moulded badges in the B-pillar possible that
only the knee airbag deploys. Page Fastening The Seat Belts Occupant protection The driver
and front passenger seat belt retractors are fitted with a seat belt pretensioner. Seat belt
pretensioners have a lower deployment threshold than the airbags. During minor collisions, it is
possible that only the seat belt pretensioners will deploy. Type 1: The seat belt warning lamp
will be illuminated for 6 seconds when the ignition is turned on to remind the driver to fasten E
the seatbelt. The radio frequency used by your remote control can also be used by 2. Remove
the key within 10 seconds. Insert the second key within 10 seconds and switch on the ignition.
Page Locks Note: This option can be switched off by Locking and unlocking the doors your
Ford dealer. Page 32 Locks Child play protection function Note: Double locking is activated only
when all the passenger doors are closed and the If the remote control buttons are pressed
bonnet is closed in the vehicle fitted with continuously several times, the locking and alarm.
Page 34 Locks To open all the windows, press and hold the remote control unlock button for at
least three seconds. Press any remote control button again to stop the opening function. In an
emergency, press a button immediately to stop the windows. If possible, provide them with the
key number from the tag provided with the original keys. You can also obtain additional keys
from your Ford Dealer. See Locks page Note: Make sure that you are sitting in the correct
position. The rain sensor engine off will drain the battery. With high sensitivity, the wipers will
operate if the sensor detects a small amount of water on the windscreen. Pull the washer lever
towards the steering wheel within three seconds. E E E Note: Make sure that the wiper blade
locks into place. Install in the reverse order. Switch off the ignition. E Both sides Push the lever
forward to switch between Page Autolamps Lighting You will hear a short tone. The headlamps

Note: If you have switched autolamps on, will go off automatically after three you can only
switch the main beam on when minutes with any door open, or 30 seconds autolamps has
switched the headlamps on. Page Rear Fog Lamps Lighting 4. Turn the front fog lamp on.
Adjust the fog lamp aiming such that the cut off line is not more than X: 20 m Set it to provide
illumination between 35 and metres and feet when your vehicle is partially or fully loaded. It will
go off automatically after a short time or when you start or restart the engine. If you set the
switch to position C with the ignition switch off, the courtesy lamp will come on. Page 48 Note:
If in any doubt about any of the indicators following bulb replacement procedures, please have
the bulb replaced by your Authorised Ford Dealer. Ensure bulb is correctly seated before
replacing the spring clip. Page 49 Lighting Front fog lamps Exterior mirror lamps E Side
repeater lamp Puddle lamp Note: These are not serviceable items, please consult your dealer if
they fail. E Rear lamps Note: You cannot separate the bulb from the bulb holder. Type 1
Disconnect the electrical connector. E 2. Remove the lens. Remove the bulb. Page 51 Lighting
Front reading lamps 2. Remove the connector with bulb. Type 2 E Carefully prise out the lamp.
Turn the bulb holder anti-clockwise and remove it. E 3. Remove the screws. Centre high mount
stop lamp 2. Remove the cover. Carefully prise out the lamp. Disconnect the electrical
connector. Remove the bulb holder by turning it 4. Note: If you operate the switches often
during a short period of time, the system might become inoperable for a certain time to prevent
damage due to overheating. Repeat the procedure if the window does not close automatically.
Note: You can always operate the rear windows and front passenger window from Safety mode
the driver s door if global opening and closing is fitted. Make sure there are no obstacles the
objects that you see in the in the way of the closing window. Page Sliding Windows Windows
and Mirrors The electric exterior mirrors are fitted with a heating element that will defrost or
demist the mirror glass. See Heated Windows and Mirrors page Electric folding mirrors E To
fold and unfold the mirrors, briefly press the switch. Page Instrument Cluster Instrument Cluster
Vehicle immobiliser indicator Stability control ESP indicator The immobiliser indicator will While
driving, it flashes during blink if the key is removed from activation of the system. After the
ignition or a wrong key is switching on the ignition, if it E inserted. Page 60 Instrument Cluster
Engine warning lamps Four-wheel drive low 4L indicator Malfunction indicator lamp The
four-wheel drive low 4L indicator lamp will come on when the transfer shift switch is E in 4L
position. It will flash while engaging to 4L position. See Electronic Locking Powertrain warning
lamp Differential page Page 63 Missed lock warning Missed lock warning chime will sound if the
door is not locked after pressing the lock button. Note: This feature is default off. To activate it,
contact your Ford dealer. Note: The information display will remain on for several minutes after
you switch off the ignition. E For item location: See Gauges page Distance to empty E Tripmeter
A and B E Indicates the approximate distance the vehicle will travel on the fuel remaining in the
tank. Changes in driving pattern may cause the value to vary. Average fuel consumption E E
Page 66 Information Displays Average speed E Indicates the average fuel consumption E since
the function was last reset. Indicates the average speed calculated since the function was last
reset. Instantaneous fuel consumption Outside air temperature E E Shows the outside air
temperature. Note: The position of the trip computer display may vary depending on the
information shown in the display. Page Personalised Settings Information Displays 3. Language
setting 4. A chime will be heard to confirm the selection. The display will then return to normal
operation. In cold or Outside air humid weather conditions, direct some of the air towards the
windscreen and the Keep the air intakes forward of the door windows. Page 69 Climate Control
Temperature control Footwell Footwell and windscreen Windscreen You can set the air
distribution control to any of the indicated positions. A small amount of air is directed towards
the windscreen in positions B and C. Set the air distribution control to position A or position B.
When the blower speed is controlled Select a temperature for the passenger s manually by
operationg the blower dial, side with the rotary control on the E Windscreen defrosting and
demisting Press the power button to switch the system on and off. Rock the seat backwards
and forwards after releasing the lever to Adjusting the angle of the make sure that it is fully
engaged in If the front passenger seat has been moved forwards, rock the seat backwards and
forwards after releasing the lever to make sure that it is fully engaged in its catch. When using a
forward facing child restraint on a rear seat, always remove the head restraint from that seat.
Page 80 Seats E The seat heating will operate only when the ignition is switched on. The
maximum temperature is reached after five or six minutes. It is regulated thermostatically. The
seat heating will remain on until either the heated seat switch or the ignition is turned off. Use
only Ford For detailed instructions on how to adjust accessory connectors or connectors the
clock. See Setting the clock on the specified for use with SAE standard sockets. Page Auxiliary
Power Points You can use the auxiliary power socket to power 12 volt appliances that have a
maximum current rating of 10 Amperes. Use only Ford accessory connectors or connectors

specified for use with SAE standard sockets. For item location: See At a Glance page 9. Do not
install additional floor mats on top of the factory installed floor mats. Warning lamps and
indicators illuminate. This is the key General points on starting position when driving. You must
also select If the battery has been disconnected the it when being towed. Start the engine. The
idle speed will slowly decrease to the normal level as the catalytic converter All vehicles warms
up. The DPF Do not switch the engine off when it regeneration process creates very high is
running at high speed or exhaust gas temperatures and the exhaust Page Fuel And Refuelling
Do not use any kind of flames or heat Note: The use of additives or other engine near the fuel
system. The fuel system treatments not approved by Ford is not is under pressure. There is a
risk of recommended. Use booster cables. See Jump-Starting the Vehicle page Do not switch
the ignition off when driving. Additional fuel will fill the expansion space in the fuel tank which
could lead to fuel overflowing. Fuel spillage could be hazardous to other road users. This can
cause damage to the transmission. Note: Fully depress the clutch pedal and wait for three
seconds before you select reverse gear. E Two-wheel drive, high range 2H Use for all normal
road driving and also for Page Electronic Locking Differential Transmission Shifting between 4H
and 4L Use for more extreme off-road conditions, such as steep ascents and descents. Note:
When shifting to 4L the Engine Also use when low speed manoeuvring is Traction Control and
Trailer Stability Control necessary, such as reversing a trailer or are deactivated. Selector lever
positions To aid alignment, drive the vehicle in a straight line with the accelerator pedal
released. Page 97 Transmission The selector lever position will be shown Sport mode in the
information display. Note: Sport mode is to shift automatically through the forward gears in a
more sporty Park manner. Page 98 Transmission Manual shifting can be done only when the 2.
Apply the parking brake. Move the Kickdown selector lever forward to downshift and backward
to upshift. Press the accelerator pedal fully with the selector lever in the drive position to select
WARNING the next highest gear for optimum Do not hold the selector lever Dab the brake pedal
when further. Maintain pressure on the brake driving from a car wash to remove the film pedal.
Page Hill descent control HDC Note: Descent speed will only increase on a slope steep enough
to provide additional momentum. Note: If the brake pedal is depressed, HDC will be overridden
and the brakes will operate as normal. Page Stability Control Note: When the system is
deactivated, the lamp will flash twice and remains illuminated. Press the switch again to enable
the system. Page Hill Start Assist 3. When you remove your foot from the brake pedal, the
vehicle will remain on the slope without rolling away for a short time. This hold time will
automatically be extended if you are in the process of driving off. If the distance between the
outer sensor and the side wall WARNING remains constant for three seconds, the The parking
aid does not relieve you tone will switch off. Page Parking Aids Parking Aids You will hear an
intermittent tone at a distance of approximately centimetres 71 inches between the obstacle and
rear bumper and approximately 50 centimetres 20 inches to the side. Decreasing the distance
accelerates the intermittent tone. E Malfunction indicator. Page Parking Aids E A trailer symbol
indicates there is a trailer attached and the system is disabled. Page Rear View Camera Rear
view camera Green - 2 metres 79 inches Black - centre line of the projected vehicle path Note:
When reversing with a trailer, the lines on the screen show the vehicle direction and not the
trailer. Deactivating the rear view camera Note: Disengage reverse gear. Cruise control allows
you to control your speed using the switches on the steering wheel. Page Cruise Control Cruise
Control Resuming the set speed E E Accelerate The cruise control indicator will illuminate
Decelerate and the system will attempt to resume the speed that you previously set. Make sure
that you secure all loose items properly. Place luggage and other loads as low and as far
forward as possible within the luggage or loadspace. See Vehicle Identification Roof rack Plate
page Do not use item C to secure loads. Page Towing Note: The trailer patch harness is
available The maximum vehicle and trailer payloads with the Ford authorised dealers. Page
Towing Technical specifications Towing capacities Variant Drive Transmission Without With
trailer Trailer nose trailer brake brake kg weight kg kg lbs lbs lbs 2. Never leave the detached
tow ball arm unsecured inside the vehicle. Driving with a trailer This would increase the risk of
injury in an accident. Remove the tow ball when driving without a trailer. Maintenance Keep the
system clean. Periodically lubricate the tow ball mechanism with resin-free grease or oil and the
lock with graphite. Engine damage can occur if water E enters the air filter. E E Fold the
seatback forward. A retaining strap behind the passenger seat can be used to secure a warning
triangle. Have repairs to the electrical system and the replacement of relays and high current
fuses carried out by properly trained technicians. Page Fuses Passenger compartment fuse box
E Press the brake pedal harder and allow for increased Note: If the rear towing eye is not fitted,
the stopping distances and heavier steering. Page Maintenance page See Brake and value.
There is a large network of Ford Clutch Fluid Check page Page Maintenance Pull the lever under
the instrument panel. E 5. Support it with the strut. Closing the bonnet E 2. Raise the bonnet

slightly. Note: Make sure that the bonnet is closed properly. Page Under Bonnet Overview - 2.
Page Maintenance E Engine coolant reservoir cap. See Engine Coolant Check page Brake and
clutch fluid reservoir cap. See Brake and Clutch Fluid Check page Engine oil filler cap. See
Engine Oil Check page Engine oil dipstick. See Engine Oil Dipstick page Page Under Bonnet
Overview - 3. See Washer Fluid Check page Air Cleaner. The filler caps and the engine oil
dipstick are coloured for easy identification. Page Engine Oil Dipstick - 2. Undiluted coolant is
flammable and may ignite if spilt on a hot exhaust. Top up with fluid that meets the Ford
specification. See Technical Specifications page Turn it until you feel In an emergency, you can
add just a strong resistance. Page Washer Fluid Check Maintenance 4. Loosen the drain plug by
approximately 1. Switch the ignition on to activate the in-tank pump. Drain the water till it is
replaced by a clean diesel fuel. Switch the ignition off. Tighten the drain plug and remove the
hose. Your engine has been designed to be used with Castrol and Ford Engine Oil, which gives
a fuel economy benefit whilst maintaining the durability of your engine. Using topping up oils
other than the one specified can result in longer engine cranking periods, reduced engine
performance, reduced fuel economy and increased emission levels. Use soapy water. Page
Repairing Minor Paint Damage You should repair paintwork damage caused by stones from the
road or minor scratches as soon as possible. A choice of products is available from your Ford
Dealer. Read and follow the manufacturer s instructions. Connect batteries with only the same
nominal voltage. E Shield the eyes. E Keep away from children. E Corrosive. Using other sizes
could damage the vehicle and will make the National Never place anything between the Type
Approval invalid. Remove the locking strap and remove the tools. Fold the RH seatback forward.
Loosen the jack, remove the bolt and remove the jack. Stretch cab E Pull the release strap.
Lower the seatback. Remove the locking strap. Loosen the jack and remove the bolt. Remove
the jack. Spare wheel Note: Your vehicle may exhibit some unusual driving characteristics. If
you use other positions, you may damage the body, steering, suspension, engine, braking
system or the fuel lines. E Emergency use only Maintenance Never work underneath the vehicle
when it is supported only by the jack. Make sure that the jack is vertical to the jacking point and
the base is flat on the ground. Page Wheels and Tyres Note: The wheel nuts of alloy wheels and
spoked steel wheels can also be used for the steel spare wheel for a short time maximum two
weeks. Install the wheel. Install the wheel nuts finger tight. Damage can occur to the winch
mechanism if lowered without a wheel attached. Place the wheel flat on the ground, so the
outside of the wheel faces down. Only use small link snow chains. Do not use snow chains on
snow-free Only use snow chains on the rear wheels. Gross train weight Right-hand side
beneath the Maximum front axle weight front door on the chassis. Maximum rear axle weight
The vehicle identification number and maximum weights are shown on a plate located on the
bottom of the passenger door aperture. Page Capacities and Specifications Item Dimension
Description Dimension in mm inches Maximum length - excluding rear bumper Page Capacities
and Specifications Towing equipment dimensions E This will adaptor. Do not attempt to open
the unit. Page Read and follow all stated safety precautions. Failure to do so may increase your
risk of collision and personal injury. Ford Motor Company shall not be liable for any damages of
any type arising from failure to follow these guidelines. The system has a large range of
features, 2. Press the OK button to activate your yet is easy and intuitive to use. Page
Navigation Unit Overview Navigation unit overview Descriptions for function buttons Function
buttons 1 to 4 are context dependent, and change according to the current unit mode.
Descriptions for the functions are shown at the bottom of the screen display. CD track
selection. See Function 1. Station tuning control page Function 2. See Track selection page
Seek down. See Station tuning control Function 3. See Station preset Loading the navigation
data buttons page See Navigation Quick start page Traffic announcement. See Traffic
information control page The following personal destination address book and section
describes the various options and assign user defined names to addresses how to use them.
Page System settings Map display DSP settings This feature allows you to change the way This
feature allows you to customise the map screen is displayed for example speaker output
relevant to seat positions. Page System settings Set date This feature allows you to manually
adjust the date, month and year. GPS time This feature allows you to, if in a suitable coverage
area, automatically adjust the date and time using GPS. Set time zone This feature allows you
select a specific time zone. Use this feature to change the economy settings of your journey
relating to whether Using the up, down, left and right arrow or not you are towing a trailer and if
so the buttons, you can select from the list which size of trailer being towed. Page Route
Displays Navigation system Seasonal roads Junction zoom When switched on the system will
look for This feature will automatically increase seasonal roads on your route and the zoom on
the map display at times automatically update your route distance when you are required to
make a turn, or and timings. Press function button 1 to change are broadcast on the FM

waveband. TMC the view. Page Map Updates Map updates The road network is constantly
changing due to new roads, changes in road classification, etc. Therefore, it is not always
possible to exactly match the map data in the system to the current road network. Map
information is regularly updated, but all areas are not necessarily covered to the same level of
detail. Additionally, there are various icons placed Seek up. CD eject. See Compact disc player
page Seek up. See Station tuning control page CD select. See Compact disc See Track selection
page player page Page Audio unit overview Type 3 and Type 4 Information. Navigation arrows.
Door lock indicator. Hazard warning flasher switch. See Hazard Warning Flashers page Door
lock button. See Locking and Unlocking page Page Audio unit overview E Seek up. See Track
selection Function 4. Page Audio unit overview Telephone keypad and station CD eject. See
Compact disc presets. See Using the player page See CD select. See Compact disc Station
preset buttons page player page Function buttons 1 to 4 are context Navigation arrows. Page
Audio unit overview Function buttons 1 to 4 are context Telephone keypad, station dependent,
and change according to the presets and navigation keypad. Descriptions for the See Using the
telephone page functions are shown at the bottom of the The 4 digit code is included in the
owner information pack. If the security code is not available, please see your dealer. Note: If the
power supply to the unit is interrupted if the fuse blows or the vehicle's battery is disconnected
, the clock will need to be reset. The radio will switch off automatically 2. Page Station Preset
Buttons Audio unit operation 3. Note: If TA is on and you select a preset or manual tune to a
non TA station no traffic announcement will be heard. Page Regional Mode Reg Audio unit
menus It will restore radio reception when it finds one or, if one is not found, the unit will return
to the original stored frequency. Press the MENU button. Press the OK button to stop the scan
2. Page Compact Disc Player Compact disc player Playing a multi session disc For Joliet or
Romeo in the expansion format, please consider these restrictions When the first track of the
first session when configuring your CD writing software. They can all be placed in the root
directory like a conventional audio CD, or they can be placed in folders that may represent, for
example, an album, an artist, or a genre. Note: This will not eject the CD; This will reduce audio
interference when charging the device via the vehicle power supply socket. It is fixed and
cannot be raised and lowered, however the assembly can be removed by unscrewing from the
base. Ensure disc is loaded correct way up. Clean and re-try, or replace disc with known music
disc. If error persists contact your dealer. Page General Information To avoid this Office
situation, only recommended phones should be used. E Please visit the website In the
Bluetooth menu on your phone, connection must also be confirmed on the search for Ford
Audio and select it. Enter the code number shown on the Bond another Bluetooth phone vehicle
display using the phone keypad. See Telephone commands page Dialling a number using the
address book You can access your phone address book via Bluetooth. Page Receiving A
Second Incoming Call Telephone Note: If you enter an incorrect digit whilst Rejecting an
incoming call entering a phone number, press function Incoming calls can be rejected by:
button 3 to erase the last digit. Page Telephone Note: After bonding a phone to the system, this
becomes the active phone. Press the OK button. Using the system with the engine off If you are
not sure how to continue say will drain the battery. Track You can choose a track on your CD
directly. Tune frequency This function allows you to tune your radio by voice commands. Page
Voice control Play directory This function allows you to let the system tell you all of the stored
radio stations. The following lists will functionality of an external USB device give further
information about the which may be connected to the audio unit. Page Voice control iPod Track
You can choose a track off the all titles list of your iPod directly. The following lists will Phone
give further information about the complete command menu in selected Your phone system
allows you to create examples. Phone functions Dial number Phone numbers can be dialled
after giving the name tag voice command. Page Voice control Redial This function allows you to
redial the last dialled phone number. Mobile name This function allows you to access phone
numbers stored with a name tag in your mobile phone. This feature Store name can be used to
dial a number by calling up the name instead of the full phone number. The following lists will
Climate give further information about the complete command menu in selected The climate
voice commands supports the examples. Temperature This function allows you to adjust the
temperature. Page General Information Cover the socket connection when not in use. Always
switch your audio unit to a different source for example the The system is USB 2. Page
Connecting An External Device Plug in the device, and if necessary secure below: it to prevent
movement within the vehicle. Page Using A Usb Device Connectivity Tracks can be accessed by
skipping forwards and backwards using the steering Operation wheel controls, or directly from
the audio unit controls. Page Connectivity Audio control To browse the device contents, press
the scroll up or down arrow button. Press the left and right arrow keys to skip The display will
show the track backwards and forwards through tracks. Other trademarks and only be fitted to

your vehicle if they comply Note: After the installation of RF transmitters, check for
disturbances from and to all electrical equipment in the vehicle, both in the standby and
transmit modes. Page Index Audible Warnings and Indicators Page Index Automatic
Transmission Page Index Climate control commands Page Index Front Fog Lamps Page Index
Important audio information Page Index MP3 file playback Page Index Telephone setup Page
Index Using the telephone Page Index Windscreen Washers This manual is also suitable for:
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article or view other readers' comments? Subscribe Sign In. Markets Data. Global shares slip
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