99 lincoln navigator engine

Subaru Tesla Toyota Volkswagen Volvo. Research By Category Body Style. Start a Loan
Request Form Today! Used Cars. By Make. New Aviator Continental Corsair. MKZ Nautilus
Navigator. Town Car Zephyr. New By Year. Used By Year. MSRP based on 4-Door. Filter Results
reset. Drivetrain 4WD 1. Quick Specs. Engine Gas V8, 5. Style Name 4dr. Drivetrain Rear Wheel
Drive. Passenger Capacity 7. Passenger Doors 4. Body Style Sport Utility. Dimensions Vehicle.
Base Curb Weight lbs Third Shoulder Room in Front Hip Room in Third Head Room in Front Leg
Room in Second Shoulder Room in Third Hip Room in Second Head Room in Third Leg Room in
Front Shoulder Room in Second Hip Room in Front Head Room in Second Leg Room in
Wheelbase in Track Width, Rear in Height, Overall in Rear Door Opening Width in Length,
Overall in Min Ground Clearance in 8. Track Width, Front in Liftover Height in NA. Rear Door
Opening Height in Cargo Area Length Floor to Seat 1 in Cargo Area Length Floor to Seat 2 in
Fuel Economy Fuel Tank. Fuel Tank Capacity, Approx gal Performance Specs Engine. Engine
Order Code 99A. Engine Type Gas V8. Displacement 5. Clutch Size in NA. First Gear Ratio :1 2.
Sixth Gear Ratio :1 NA. Trans Description Cont. Fourth Gear Ratio :1 0. Final Drive Axle Ratio :1
3. Trans Order Code 44E. Second Gear Ratio :1 1. Reverse Ratio :1 2. Seventh Gear Ratio :1 NA.
Again Electronic. Fifth Gear Ratio :1 NA. Trans Type 4. Third Gear Ratio :1 1. Brake Type Power.
Rear Brake Rotor Diam x Thickness in Disc - Rear Yes or Yes. Drum - Rear Yes or NA. Front
Brake Rotor Diam x Thickness in Disc - Front Yes or Yes. Steering Type Speed sensitive pwr.
Turning Diameter - Curb to Curb ft Steering Ratio :1 , Overall Turning Diameter - Wall to Wall ft
Lock to Lock Turns Steering 3. Front Tire Order Code T Rear Tire Order Code T Spare Tire Order
Code T Front Wheel Size in 16 x 7. Spare Wheel Material Steel. Front Wheel Material Aluminum.
Rear Wheel Size in 16 x 7. Rear Wheel Material Aluminum. Spare Wheel Size in 16 x 7. Shock
Absorber Diameter - Rear mm Suspension Type - Rear Cont. Suspension Type - Rear Five-Link.
Stabilizer Bar Diameter - Front in 1. Shock Absorber Diameter - Front mm Suspension Type Front Cont. Stabilizer Bar Diameter - Rear in. Safety Features Safety. Air Bag-Frontal-Driver Yes.
Air Bag-Frontal-Passenger Yes. Brakes-ABS Yes. Daytime Running Lights No. Traction Control
No. Night Vision No. Rollover Protection Bars No. Fog Lamps Yes. Parking Aid No. Tire
Pressure Monitor No. Back-Up Camera No. Stability Control No. Warranty Warranty. Basic Years
4. Corrosion Years 5. Drivetrain Years 2. Roadside Assistance Years 4. Other Specs Cooling
System. Total Cooling System Capacity qts Maximum Alternator Capacity amps Looking for
other models of the Lincoln Navigator? Gas Mileage. Rear Wheel Drive. Passenger Capacity. All
Rights Reserved. Stock photography by izmo, Inc. Read our Cookie Policy. Ford thought that a
luxurious SUV would attract new customers, and it was right. All of a sudden, all the other limos
and expensive German cars looked caught off-guard and humiliated by the insane big
Navigator. Lincoln's designers were not completely satisfied with the size. They had to make it
look like a fortress on wheels. The impressive chromed grille with vertical slats stood proud
above the already tall-mounted front bumper. Maybe it was a plastic one, but nobody wanted to
found out if it was hard or soft plastic. Under the car, a shield with a pair of "fangs" made the
situation even more complicated for the humble, regular sedans on the road. On the sides, the
carmaker installed a set of steps to ease the ingress and egress from the car. Inside, the
seven-seat premium SUV featured captain seats in the middle row. A pair of wide seats
separated by a massive center console left a lot of space between the front occupants. The
driver could see a full instrument cluster with six dials and gauges. The gear selector found its
place behind the steering wheel. Under the hood, Ford installed two versions of the same 5.
Lincoln built the Navigator with either a rear-wheel-drive or a 4x4 on-demand system. All rights
reserved. Pick brand. In , Ford built the first generation of the Lincoln Navigator to impress, and
besides the Greyhound buses and semis, it was the most commanding vehicle on the road.
Quick Links. Table of Contents. Ford motor company lincoln town car owner's guide pages.
Ford motor company lincoln continental owner's guide pages. Lincoln navigator automobile
owner's manual pages. Summary of Contents for Lincoln Navigator Page 1 Reproduction by any
means, electronic or mechanical including photocopying, recording or by any information
storage and retrieval system or translation in whole or part is not permitted without written
authorization from Ford Motor Company. Read the following section on Warnings. Indicates
vehicle information related to recycling and other environmental concerns will follow. Correct
vehicle usage and the authorized disposal of waste cleaning and lubrication materials are
significant steps towards protecting the environment. Ford may change the contents without
notice and without incurring obligation. Using your vehicle as an ambulance Do not use this
vehicle as an ambulance. Page 6 Instrumentation Electronic sound Clock system pg. Temporary
malfunctions may cause your Service Engine Soon light to illuminate. Examples are: 1. Page 9
Instrumentation Safety belt Momentarily illuminates when the ignition is turned to the ON
position to remind you to fasten your safety belts. For more information, refer to the Seating
and safety restraints chapter. SecuriLock anti-theft system This light indicates the anti-theft

alarm system is armed. If the light fails to illuminate, continues to flash or remains on, have the
system serviced. Page 11 Instrumentation Four wheel drive low if equipped This light
momentarily illuminates when the ignition is turned to ON. If the light continues to flash have
the system serviced. Four wheel drive indicator if equipped This light momentarily illuminates
when the ignition is turned to ON. Page Seating And Safety Restraints Instrumentation For
information on the safety belt warning chime, refer to the Seating and safety restraints chapter.
Page 13 Instrumentation A minimum of six gallons must be added or removed from the fuel tank
in order for the gauge to instantaneously update. If less than six gallons is the change, the
gauge will take between five to ten minutes to update. Speedometer Indicates the current
vehicle speed. Page 14 Instrumentation Odometer Registers the total kilometers miles of the
vehicle. Trip odometer Registers the kilometers miles of individual journeys. Press and hold the
button for 2. Page 15 Instrumentation Engine oil pressure gauge This shows the engine oil
pressure in the system. If the gauge indicates low pressure, stop the vehicle as soon as safely
possible and switch off the engine immediately. This displays the approximate number of
kilometers miles left to drive before the fuel tank is empty. Rotate to the second position to also
turn on the headlamps. Daytime running lamps DRL if equipped Turns the headlamps on with a
reduced output. Page 19 Controls and features Never adjust the accelerator and brake pedal
with feet on pedals or while the vehicle is moving. Press the rear defroster control to clear the
rear window of thin ice and fog. Page 20 Controls and features A second auxiliary power point
is located on the left rear side of the console behind the driver seat. The power point is
accessible from the rear seats. Press M to set the minute. Page 22 Controls and features Your
vehicle is equipped with a delayed accessory feature. This feature enables the audio playing
media to continue playing up to 10 minutes after the ignition has been turned off, or until a door
is opened. Page 24 Controls and features disc unless the CD changer is in shuffle mode. Refer
to Shuffle feature for more information. Hold the control to continue reversing through the disc.
Hold the control to fast-forward through the remaining discs. Page 25 Controls and features
Scan function in radio mode Press the SCAN control to hear a brief sampling of all listenable
stations on the frequency band. Press the SCAN control again to stop the scan mode. Scan
function in tape mode Press the SCAN control to hear a short sampling of all selections on the
tape. Page 26 Controls and features Starting autoset memory preset 1. Press the AUTO control.
AUTO 3. When the first six strong stations are filled, the station stored in memory preset control
1 will start playing. Page 27 Controls and features Speaker fade adjust Speaker sound can be
adjusted between the front and rear speakers. Press the FADE control. Pressing the control for
more than three seconds results in fast forward action. Page 31 Controls and features These
effects will change the sound quality and may need to be adjusted based upon the program
material to suit your listening needs. Press the control to turn the feature on or off. Use the SEL
control to select the desired signal mode the selected mode will appear in the display. Use the
SEL control to manually set the time. The front speaker will remain playing for the front
passengers. Press the control again to deactivate the headphones. CD changer if equipped
Your CD changer is located in the center console. Slide the door to access the CD changer
magazine. Page 36 Controls and features If you pull too hard on the disc holder, the disc holder
may come completely out of the magazine. If this happens, reinsert the disc holder back into the
magazine while pressing on the lever A. Line up the CD with the groove of the disc holder. Page
37 Controls and features The CD magazine may be inserted or ejected with the radio power off.
Troubleshooting the CD changer if equipped The laser beam used in the compact disc player is
harmful to the eyes. Allow tapes that may have been exposed to extreme temperatures to reach
a moderate temperature before playing. Page Automatic Operation Controls and features The
audio system automatically switches to single channel reception if it will improve the reception
of a station normally received in stereo. If service is necessary, see your dealer or a qualified
technician. Page 40 Controls and features EATC system will either heat or cool to achieve the
selected temperature. The system will automatically determine fan speed, airflow location and if
fresh outside air or recirculated air is required. Fan speed remains automatic unless the fan
speed thumbwheel is turned or the steering wheel fan speed control is pressed. Page 42
Controls and features the air conditioner drain while the system is working and even after you
have stopped the vehicle. For short periods of time only, use this mode to prevent undesirable
odors from entering the vehicle. LOCK, locks the steering wheel, automatic transmission
gearshift lever and allows key removal. OFF, shuts off the engine and all accessories without
locking the steering wheel. Do not use the speed control in heavy traffic or on roads that are
winding, slippery, or unpaved. Once speed control is switched off, the previously programmed
set speed will be erased. For speed control to operate, the speed control must be ON and the
vehicle speed must be greater Page 51 Controls and features speed while driving on a downhill,
you may want to shift to the next lower gear or apply the brakes to reduce your vehicle speed.

Each press will decrease the set speed by 1. Disengaging the speed control will not erase the
previously programmed set speed. Pressing OFF will erase the previously programmed set
speed. The bars of varying length are for intermittent wipers. The overdrive function allows
automatic upshifts to second, third and fourth gear. Page 58 Controls and features Forward
storage bin if equipped Press the release control to open the storage compartment. The door
will open slightly and can be moved to full open. The storage compartment may be used to
secure sunglasses or a similar object. Page 60 Controls and features vehicle crosses multiple
zones. A correct zone setting will eliminate this error. Refer to Compass zone adjustment.
Compass zone adjustment 1. Determine which magnetic zone you are in for your geographic
location by referring to the zone map. Start the vehicle. Locate the compass module mounted
on the base of the mirror. Insert an appropriate diameter rod paperclip into the switch access
hole underneath the compass module. Page 62 Controls and features the inside and driver side
outside rear view mirrors will automatically adjust darken to minimize glare. Do not block the
sensor on the backside of the inside rear view mirror since this may impair proper system
performance. Press the control to turn the mirror on or off. Page 63 Controls and features
Programming 1. Prepare for programming the HomeLink Universal Transceiver by erasing the
three factory default codes by holding down the two outside buttons until the red light begins to
flash after 20 seconds. Release both buttons. Hold the end of your hand-held transmitter 5â€”14
cm 2â€”5 inches away from the HomeLink Universal Transceiver surface located on your visor
while keeping the red light in Page 65 Controls and features 3. Press and release the
programmed HomeLink button. Press and release the HomeLink button a second time to
complete the training process. Some garage door openers may require this procedure to be
done a third time to complete the training. The 2nd or 3rd press from step 3 will activate the
door. Page 67 Controls and features Window lock The window lock feature allows only the
driver to operate the power windows. Press the right side to restore the window controls.
Accessory delay With accessory delay, the window switches may be used for up to ten minutes
after the ignition switch is turned to the OFF position or until To adjust your mirrors: 1. Select L
to adjust the left mirror or R to adjust the right mirror. Page 69 Controls and features Fold-away
mirrors Pull the side mirrors in carefully when driving through a narrow space, like an automatic
car wash. Make sure that the mat does not interfere with the operation of the accelerator or the
brake pedal. Only the correct key will be able to start your vehicle. If your keys are lost or
stolen, you must take your vehicle to your dealership for key reprogramming. If the theft
indicator stays on for an extended period of time or flashes rapidly, have the system serviced
by your dealership or a qualified technician. Page 73 Controls and features 5. This step will
program your new SecuriLock key. To confirm doors are closed and locked, press this control a
second time within five seconds. The door s will lock again, the horn will chirp once and the
lamps will flash. Twist a thin coin between the two halves of the transmitter near the key ring.
Page 76 Controls and features The illuminated entry system will turn off the interior lights if the
ignition switch is turned to the RUN position, or if the remote transmitter lock control is
pressed, or after 25 seconds of illumination. Page 77 Controls and features 3. Press the power
door unlock control three times. Turn the ignition back to RUN. The horn will chirp. Press the
power door unlock control two times, then press the power lock control once. You must
complete steps within 30 seconds or the procedure will have to be repeated. The purpose of
these head restraints is to help limit head motion in the event of a rear collision. To properly
adjust your head restraints, lift the head restraint so that it is located directly behind your head
or as close to that position as possible. Do not pile cargo higher than the seatbacks to avoid
injuring people in a collision or sudden stop. Always drive and ride with your seatback upright
and the lap belt snug and low across the hips. Page 81 Seating and safety restraints Memory
seats if equipped This system allows automatic positioning of the driver seat, outside rearview
mirrors, and adjustable pedals if equipped to three programmable positions. The memory seat
control is located on the driver door. Page 83 Seating and safety restraints 2. Lift the handle and
push the seatback toward the front of the vehicle. Press the green control on the seatback to
release the closeout panel. Rotate the panel to closeout the space in the floor. Pull the lever
upwards to recline the seatback. Third row seat if equipped The third row seat is equipped with
combination lap and shoulder belts in the outboard seating positions and a manual adjust
tongue lap belt in the center seating position. Page 85 Seating and safety restraints Ensure that
the second row seat is in the upright position in order to achieve optimum access to the third
row. To minimize the risk of personal injury, the third row seat should not be left in the forward,
stowed position while the vehicle is in motion. Please ensure that the seat is in the upright, fully
latched position before putting the vehicle in motion. Page 86 Seating and safety restraints 3.
Use the black plastic clip located just above the detachable anchor to stow the loose seat belt.
Page 87 Seating and safety restraints When reinstalling a rear seat in your vehicle it must be

placed in its original position. Improper installation of the seat will prevent correct use of the
safety belts and could increase the risk of injury. Refer to the warning label on the seat belt.
Page 88 Seating and safety restraints To prevent the risk of injury, make sure children sit where
they can be properly restrained. Never let a passenger hold a child on his or her lap while the
vehicle is moving. The passenger cannot protect the child from injury in a collision. Page 89
Seating and safety restraints 2. To unfasten, push the release button and remove the tongue
from the buckle. The front and rear outboard safety restraints in the vehicle are combination lap
and shoulder belts. The front and rear seat passenger outboard safety belts have two types of
locking modes described below: Vehicle sensitive mode The vehicle sensitive mode is the
normal retractor mode, allowing free As the belt retracts, you will hear a clicking sound. Page 91
Seating and safety restraints The lap belts should fit snugly and as low as possible around the
hips, not around the waist. Insert the tongue into the correct buckle the buckle closest to the
direction the tongue is coming from. To lengthen the belt, turn the tongue at a right angle to the
belt and pull across your lap until it reaches the buckle. Page 92 Seating and safety restraints
Position the shoulder belt height adjuster so that the belt rests across the middle of your
shoulder. Failure to adjust the safety belt properly could reduce the effectiveness of the safety
belt and increase the risk of injury in a collision. Safety belt extension assembly If the safety
belt assembly is too short, even when fully extended, 20 cm 8 inches can be added to the safety
belt assembly by adding a safety Page 93 Seating and safety restraints Safety belt maintenance
Inspect the safety belt systems periodically to make sure they work properly and are not
damaged. Inspect the safety belts to make sure there are no nicks, wears or cuts, replacing if
necessary. All safety belt assemblies, including retractors, buckles, front seat belt buckle
assemblies slide bar if equipped , shoulder belt height adjusters if equipped , child safety seat
tether bracket assemblies if equipped , and Air bags DO NOT inflate slowly or gently and the
risk of injury from a deploying air bag is greatest close to See your Ford or Lincoln-Mercury
dealer. Children and air bags For additional important safety information, read all information on
safety restraints in this guide. Page 96 Seating and safety restraints How does the air bag
supplemental restraint system work? The air bag SRS is designed to activate when the vehicle
sustains sufficient longitudinal deceleration sufficient to cause the sensors to close an
electrical circuit that initiates air bag inflation. The fact that the air bags did not inflate in a
collision does not mean that something is wrong with the Page 97 Seating and safety restraints
Several air bag system components get hot after inflation. Do not touch them after inflation. If
the air bag is deployed, the air bag will not function again and must be replaced immediately. If
the air bag is not replaced, the unrepaired area will increase the risk of injury in a collision. Page
98 Seating and safety restraints Disposal of air bags and air bag equipped vehicles For disposal
of air bags or air bag equipped vehicles, see your local dealership or qualified technician. Page
99 Seating and safety restraints Do not leave children, unreliable adults, or pets unattended in
your vehicle. To improve the fit of lap and shoulder belts on children who have outgrown child
safety seats, Ford recommends use of a belt-positioning booster seat that is labelled as
conforming to all Federal motor vehicle safety standards. Page Seating and safety restraints
Installing child safety seats in combination lap and shoulder belt seating positions 1. Position
the child safety seat in a seat with a combination lap and shoulder belt. An air bag can kill or
injure a child in a child seat. If you must use a forward-facing child seat in the front seat, move
seat all the way back. Page Seating and safety restraints 3. Be sure the belt webbing is not
twisted. Insert the belt tongue into the proper buckle the buckle closest to the direction the
tongue is coming from for that seating position until Page Seating and safety restraints 7. Pull
the lap belt portion across the child seat toward the buckle and pull up on the shoulder belt
while pushing down with your knee on the child seat. Allow the safety belt to retract to remove
any slack in the belt. Page Tether anchorage hardware kits part number D74 including
instructions, may be obtained at no charge from any Ford or Lincoln-Mercury dealer. Tether
anchor brackets may also be installed to the floor behind the second row seats. This system
meets all Canadian Interference-Causing Equipment standard requirements regulating the
impulse electrical field strength of radio noise. When starting a fuel-injected engine, avoid
pressing the accelerator before or during starting. Page Starting 2. Make sure the headlamps
and vehicle accessories are off. Make sure the parking brake is set. Make sure the gearshift is in
P Park. If a light fails to illuminate, have the vehicle serviced. Page Starting Using the engine
block heater if equipped An engine block heater warms the engine coolant, which improves
starting, warms up the engine faster and allows the heater-defroster system to respond quickly.
Page Starting Important ventilating information If the engine is idling while the vehicle is
stopped in an open area for long periods of time, open the windows at least 2. Adjust the
heating or air conditioning if equipped to bring in fresh air. Improve vehicle ventilation by
keeping all air inlet vents clear of snow, leaves and other debris. Refer to the maintenance guide

and or service guide for scheduled maintenance. In normal operation, automotive brake
systems may emit occasional or intermittent squeal or groan noises when the brakes are
applied. Page Driving ABS warning lamp warning lamp in the instrument cluster momentarily
illuminates when the ignition is turned on and the engine is off. If the light does not illuminate
momentarily at start up, remains on or continues to flash, the ABS needs to be serviced. Page
Driving Parking brake Apply the parking brake whenever the vehicle is parked. To set the
parking brake, press the parking brake pedal down until the pedal stops. Page Driving Pull the
release lever to release the brake. Driving with the parking brake on will cause the brakes to
wear out quickly and reduce fuel economy. Power steering uses energy from the engine to help
steer the vehicle. Page Driving Speed sensitive steering The steering in your vehicle is speed
sensitive. At high speeds, steering assist will decrease to improve steering feel. At lower
speeds, maneuverability will be increased. If the amount of effort required to steer your vehicle
changes at a constant vehicle speed, have the power steering system checked by your dealer or
a qualified service technician. Page Driving The air suspension shut-off switch is located behind
an access panel underneath the passenger side instrument panel. Normal vehicle operation
does not require any action by the driver. Page Driving To avoid injury, never run the engine
with one wheel off the ground, such as when changing a tire. Page Driving If the parking brake
is fully released, but the brake warning lamp remains illuminated, the brakes may not be
working properly. See your dealer or a qualified service technician. Driving with a 4â€”speed
automatic transmission To account for customer driving habits and conditions, your automatic
transmission electronically controls the shift quality by using an adaptive learning strategy.
Make sure the gearshift is securely latched in P Park. This position locks the transmission and
prevents the rear wheels from turning. Always set the parking brake fully and make sure the
gearshift is securely latched in P Park. Drive â€” Not shown on the display. Activate by pressing
the Transmission Control Switch TCS on the end of the gearshift lever with the gearshift in the
position. If equipped with the Electronic Shift 4WD System, and the instrument panel control is
moved to 4WD Low while the vehicle is moving, the system will not engage and no damage will
occur to the 4WD system. If the rear wheels lose traction, power will be automatically delivered
to the front axle to maintain traction throughout the slippery condition. Bring the vehicle to a
stop. Depress the brake. A4WD 3. Place the gearshift in N Neutral. Move the 4WD control to the
4H or 4L position. Page Driving If your vehicle gets stuck If the vehicle is stuck in mud or snow
it may be rocked out by shifting from forward and reverse gears, stopping between shifts, in a
steady pattern. Press lightly on the accelerator in each gear. Do not rock the vehicle for more
than a few minutes. Page Driving Driving on hilly or sloping terrain When driving on a hill, avoid
driving crosswise or turning on steep slopes. You could lose traction and slip sideways. Drive
straight up, straight down or avoid the hill completely. Know the conditions on the other side of
a hill before driving over the crest. Page Driving If driving through deep or standing water is
unavoidable, proceed very slowly. Never drive through water that is higher than the bottom of
the hubs. Once through the water, always try the brakes. Wet brakes do not stop the vehicle as
effectively as dry brakes. Drying can be improved by moving your vehicle slowly while applying
light pressure on the brake pedal. It is determined by subtracting the weight of the loaded trailer
towing vehicle from the GCWR for the towing vehicle. Page Driving 2. Weigh your vehicle as you
customarily operate the vehicle without cargo. To obtain correct weights, try taking your vehicle
to a shipping company or an inspection station for trucks. Subtract your loaded vehicle weight
from the maximum GCWR on the following charts. See your dealer or a reliable trailer dealer if
you require assistance. The trailer brakes must meet local and Federal regulations. When
turning, make wider turns so the trailer wheels will clear curbs and other obstacles. The front
crossbar does not move. To adjust cross-bar position: 1. Loosen the thumbscrews at both ends
of the rear cross-bar. Slide the cross-bar to the desired location. The hazard flashers can be
operated when the ignition is off. Blown fuses are identified by a broken wire within the fuse.
Page Roadside emergencies The fuses are coded as follows. Page Roadside emergencies
Always disconnect the battery before servicing high current fuses. Always replace the cover to
the Power Distribution Box before reconnecting the battery or refilling fluid reservoirs. Page
Roadside emergencies Removing the jack handle 1. Open the hood. Un-snap the end of the
handle that is retained by the clip on the top of the windshield washer bottle. Un-snap the shaft
of the handle from the two retaining clips attached to the top of the radiator shroud. Page
Roadside emergencies Stowing the spare 1. Lay the tire on the ground with the outboard side
facing up. Install the retainer through the wheel center and slide the wheel under the vehicle.
Turn the spare handle clockwise until the tire is raised to its original position underneath the
vehicle. Page Roadside emergencies 3. Block the diagonally opposite wheel. Obtain the spare
tire and jack from their storage locations. Use the tip of the lug wrench to remove any wheel
trim. Loosen each wheel lug nut one-half turn counterclockwise but do not remove them until

the wheel is raised off the ground. Page Roadside emergencies To lessen the risk of personal
injury, do not put any part of your body under the vehicle while changing a tire. Do not start the
engine when your vehicle is on the jack. The jack is only meant for changing the tire. Page
Roadside emergencies Batteries contain sulfuric acid which can burn skin, eyes, and clothing, if
contacted. Do not attempt to push start your vehicle. Automatic transmissions do not have
push-start capability. Preparing your vehicle 1. Use only a 12â€”volt supply to start your
vehicle. Page Roadside emergencies 2. Connect the negative - cable to the negative - terminal of
the assisting battery. Page Roadside emergencies The preferred locations of an exposed metal
part to ground the circuit are the alternator mounting brackets or an engine lifting eye. Do not
use fuel lines, engine rocker covers or the intake manifold as grounding points. Do not connect
the end of the second cable to the negative - terminal of the battery to be jumped. Page
Roadside emergencies After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Page Roadside emergencies Do not tow with slingbelt equipment. Ford Motor
Company has not developed or approved a T-hook or slingbelt towing procedure. A towing
manual is available from Ford Motor Company for all authorized tow truck operators. Have your
tow truck driver refer to this manual for proper hook-up and towing procedures for your vehicle.
If your vehicle requires professional service, your dealership can provide necessary parts and
service. Page Maintenance and care Do not start your engine with the air cleaner removed and
do not remove it while the engine is running. Inside the vehicle, pull the hood release handle
located under the bottom left corner of the instrument panel. Battery 2. Automatic transmission
fluid dipstick 3. Engine oil filler cap 4. Engine oil dipstick 5. Power steering fluid reservoir 6.
Brake fluid reservoir 7. Power distribution box 8. Page Maintenance and care 5. Power steering
fluid reservoir 5. Engine oil dipstick 6. Air filter assembly 9. Page Maintenance and care 3. Set
the parking brake and ensure the gearshift is securely latched in P Park. Protect yourself from
engine heat. Locate and carefully remove the engine oil level indicator dipstick. Wipe the
indicator clean. Insert the indicator fully, then remove it again. Page Maintenance and care
Adding engine oil 1. Check the engine oil. For instructions, refer to Checking the engine oil in
this chapter. If the engine oil level is not within the MIN and MAX ranges, add only certified
engine oil of the recommended viscosity. Remove the engine oil filler cap and use a funnel to
pour the engine oil into the opening. Refer to the Scheduled Maintenance Guide for the service
interval schedules: 1. Clean the reservoir cap before removal to prevent dirt or water from
entering the reservoir. The reservoir is highlighted with a symbol. If the level is low, add enough
fluid to fill the reservoir. In very cold weather, do not fill the reservoir all the way. Page
Maintenance and care If the engine coolant has not been checked at the recommended interval,
the engine coolant reservoir may become empty. If this occurs, add engine coolant to the
reservoir. For more information on engine coolant maintenance, refer to Adding engine coolant
in this chapter. Automotive fluids are not interchangeable; Recycled engine coolant Ford Motor
Company recommends that Ford and Lincoln-Mercury dealers use recycled engine coolant
produced by Ford-approved processes. For vehicles with green coolant, not all coolant
recycling processes produce coolant which meets Ford specification ESE-M97B44â€”A, and
use Have your dealer check the engine cooling system for leaks if you have to add more than 1.
Once the engine temperature cools, the engine can be re-started. Take your vehicle to a service
facility as soon as possible to minimize engine damage. Page Maintenance and care 1. Start the
engine and let it run until it reaches normal operating temperature the engine coolant
temperature gauge indicator will be near the center of the normal area between H and C. While
the engine idles, turn the steering wheel left and right several times. Drive the vehicle 30 km 20
miles or until it reaches normal operating temperature. Park the vehicle on a level surface and
engage the parking brake. With the parking brake engaged and your foot on the brake pedal,
start the engine and move the gearshift lever through all of the gear ranges. Page Maintenance
and care High fluid level Fluid levels above the safe range may result in transmission failure.
High fluid levels can be caused by an overheating condition. Adjusting automatic transmission
fluid levels Before adding any fluid, make sure the correct type is used. However, for severe
usage or in high temperature climates, check the battery electrolyte level. Refer to the
Scheduled Maintenance Guide for the service interval schedules. Lift the battery with a battery
carrier or with your hands on opposite corners. Follow your local authorized standards for
disposal. Call your local authorized recycling center to find out more about recycling
automotive batteries. Page Maintenance and care 2. Carefully separate the two halves of the air
filter housing. Remove the air filter element from the open end of the air filter housing. Install a
new air filter element. Be careful not to crimp the filter element edges between the air filter
housing. Page Maintenance and care Changing the wiper blades To replace the wiper blades: 1.
Pull the wiper arm away from the windshield and lock into the service position. Turn the blade at

an angle from the wiper arm. Push the lock pin manually to release the blade and pull the wiper
blade down toward the windshield to remove it from the Page Maintenance and care Treadwear
The treadwear grade is a comparative rating based on the wear rate of the tire when tested
under controlled conditions on a specified government test course. Page Maintenance and care
Replacing the tires Replace the tires when the wear band is visible through the tire treads.
Failure to follow these precautions may adversely affect the handling of the vehicle and make it
easier for the driver to lose control and roll over. Do not use tire chains on dry roads. Do not
remove these components from your vehicle when using snow tires and chains. Page
Maintenance and care swallowed, call a physician immediately, even if no symptoms are
immediately apparent. The toxic effects of fuel may not be visible for hours. Inhaling too much
fuel vapor of any kind can lead to eye and respiratory tract irritation. In severe cases, excessive
or prolonged breathing of fuel vapor can cause serious illness and permanent injury. Page
Maintenance and care Your vehicle was not designed to use fuel or fuel additives with metallic
compounds, including manganese-based compounds containing MMT. Repairs to correct the
effects of using a fuel for which your vehicle was not designed may not be covered by your
warranty. Running out of fuel Avoid running out fuel because this situation may have an
adverse affect on modern powertrain components. Page Maintenance and care The fuel system
may be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait
until it stops before completely removing the fuel filler cap. Otherwise, fuel may spray out and
injure you or others. If you do not use the proper fuel filler cap, the pressure in the fuel tank can
damage the fuel system or cause it to work improperly in a collision. Page Maintenance and
care The amount of Empty Reserve varies and should not be relied upon to increase driving
range. When refueling your vehicle after the fuel gauge indicates empty, you might not be able
to refuel the full amount of the advertised capacity of the fuel tank due to the empty reserve still
present in the tank. Page Maintenance and care Driving style â€” good driving and fuel
economy habits Give consideration to the lists that follow and you may be able to change a
number of variables and improve your fuel economy. The scheduled maintenance items listed in
the Scheduled Maintenance Guide are essential to the life and performance of your vehicle and
to its emissions system. Make sure the headlamp control is in the OFF position. At the back of
the headlamp, remove the headlamp assembly retainers by pushing rearward and pulling up.
Pull the headlamp assembly forward slightly to expose the electrical connectors. Page
Maintenance and care 8. Without turning, carefully pull the bulb out of the headlamp assembly.
Insert the glass end of the new bulb into the headlamp assembly. When the grooves in the
plastic base are aligned, push the bulb into the lamp assembly until the plastic base contacts
the rear of the lamp assembly. Page Maintenance and care Replacing foglamp bulbs The
halogen bulb contains gas under pressure. The bulb may shatter if the glass envelope is
scratched or if the bulb is dropped. Handle the bulb carefully. Grasp the bulb only by its base.
Avoid touching the glass envelope. Page Maintenance and care Replacing liftgate tail lamp bulb
1. Raise the liftgate and remove the lamp assembly nuts. Carefully pull the lamp assembly
outward to expose the electrical connector. Page Maintenance and care Replacing license plate
lamp bulbs To change the license plate bulbs: 1. Remove screw and the license plate lamp
assembly from liftgate. Remove the bulb socket from lamp assembly by turning
counterclockwise. Carefully pull the bulb out from the socket and push in the new bulb. Turning
the horizontal adjusting screw in the direction of the arrow changes the horizontal aim as
shown. Washing your vehicle Wash your vehicle regularly with cold or lukewarm water. Never
use strong detergents or soap. If your vehicle is particularly dirty, use a quality car wash
detergent. Page Maintenance and care Remove particles such as bird droppings, tree sap,
insect remains, tar spots, road salt and industrial fallout immediately. Cleaning the wheels Wash
with the same detergent as the body of your vehicle. Do not use acid-based or alcohol-based
wheel cleaners, steel wool, fuel or strong detergents. Page Maintenance and care Cleaning
plastic exterior parts Use vinyl cleaner for routine cleaning. Clean with a tar remover if
necessary. Do not clean plastic parts with thinners, solvents or petroleum-based cleaners.
Cleaning the exterior
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lamps Wash with the same detergent as the exterior of your vehicle. Use glass cleaner or tar
remover if necessary. Page Maintenance and care Cleaning the interior fabric Remove dust and
loose dirt with a whisk broom or a vacuum cleaner. Remove fresh spots immediately. Do not
use household or glass cleaners. These agents can stain and discolor the fabric. Use a mild
soap and water solution if necessary. Page Maintenance and care In some instances, color or

dye transfer can occur when wet clothing wool, denim, leathers or other non-colorfast garments
comes in contact with leather upholstery. If this occurs, the leather should be cleaned
immediately to avoid permanent staining. Page Capacities and specifications Page Index Index
Accessory delay Page Index Four-Wheel Drive vehicles.. Page Index Mirrors cleaning Page
Index Water, Driving through Print page 1 Print document pages. Cancel Delete. Sign In OR.
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