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Introduction. Instrument Cluster. Warning And Control Lights. Entertainment Systems. Climate
Controls. Heater Only. Turn Signal Control. Bulb Replacement. Driver Controls. Steering Wheel
Adjustment. Locks And Security. Owners Guide postfmt. USA English fus. Ford may change the
contents without notice and without incurring obligation. Page 4: Introduction California to
cause cancer and birth defects or other reproductive harm. Please take the time to get well
acquainted with your vehicle by reading this handbook. The more you know and understand
about your vehicle, the greater the safety and pleasure you will derive from driving it. Page 5 In
order to properly diagnose and service your vehicle, Ford Motor Company, Ford of Canada and
service and repair facilities may access vehicle diagnostic information through a direct
connection to your vehicle when diagnosing or servicing your vehicle. To access this
information, special equipment must be directly connected to the recording modules. Ford
Motor Company and Ford of Canada do not access event data recorder information without
obtaining consent, In addition, ambulance usage without the preparation package could cause
high underbody temperatures, overpressurized fuel and a risk of spraying fuel which could lead
to fires. A chime will also sound to remind you to fasten your safety belt. Charging system:
Illuminates when the battery is not charging properly. Odometer: Registers the total kilometers
miles of the vehicle. Refer to Filling the tank in the Maintenance and Specifications chapter for
more information. Press SEEK to decrease increase the hours. Press TUNE to decrease or
increase the minutes. Then press SEEK to decrease or increase hours. Cassette door: Insert a
cassette into the cassette door. CD: Press and hold until desired selection is reached. Irregular
shaped CDs, CDs with a scratch protection film attached, and CDs with homemade paper
adhesive labels should not be inserted into the CD player. The label may peel and cause the CD
to become jammed. Page 22 5. Eject: Press to eject a CD. Press and hold to eject all loaded
discs. If disc is not removed, it will reload into the system. Works with the ignition on or off. If
not, stations will be repeated. Press again to deactivate. Page Rear Seat Entertainment System
2. Do not attempt to service, repair or modify the AutoVision System. See your Ford or Lincoln
Mercury dealer. Page 29 If a videocassette is already in the player, remove it. This could take an
hour or more. If liquid is accidentally spilled onto the system, immediately turn the system OFF
and consult a qualified service technician. For more information on these circuits, please refer
to Humidity and moisture condensation and Temperature extremes in this chapter. Press to
eject the tape. Ensure that you use only new batteries of the same brand. The settings of the
front seat controls will always override those of the rear seat controls. Press the control again
to engage the rear speakers and deactivate the Personal Audio Feature. Insert a videocassette
into the VCP. The videocassette should automatically begin playback, and the picture will
appear within approximately nine seconds. The VCP will reverse to the previous five seconds of
the selection and then operate at normal playback mode. If there is not a video source
connected to the Auxiliary input jack, the screen will be blank. Illuminates when there is a
videocassette in the system during power on. Illuminates when a videocassette is ejected from
the system. Illuminates when the videocassette is in PLAY mode. Illuminates when the
videocassette is in REV review mode. Illuminates when the videocassette is in CUE mode. Plug
headphones into these jacks. Set the temperature control to maintain comfort. Set the fan speed
to HI. Do not place objects on top of the instrument panel as these objects may become
projectiles in a collision or sudden stop. FLR: Distributes outside air through the floor vents.
MIX: Distributes outside air through the windshield defroster vents and floor vents. To install
the new bulb, follow the removal procedures in reverse order. Remove two screws and pull
lamp assembly away from the vehicle. Rotate the bulb socket counterclockwise and remove.
Carefully pull the bulb straight out of the socket. To complete installation, follow the removal
procedures in reverse order. Remove bulb socket from lamp assembly by turning
counterclockwise. Pull the bulb out from socket and push in the new bulb. Carefully pull the
bulb straight out of the socket and push in the new bulb. To install the lamp, follow the removal
procedures in reverse order. Attach the new wiper to the wiper arm and press it into place until
a click is heard. Replace wiper blades every 6 months for optimum performance. Installing a
garage door opener if equipped The storage compartment can be converted to accommodate a
variety of aftermarket garage door openers: Econoline eco Owners Guide postfmt USA English
fus Page 60 Compass The compass display is contained in the overhead console. Exceeding
these limits will result in a blown fuse. Always keep the power point caps closed when not being
used. Return to the center position to disable the adjust function. Spotter mirror Note: New
spotter mirrors may be stiff, requiring several cycles before the spotter adjustment effort eases.
Press the ON control and release 2. Accelerate to the desired speed. Take your foot off the
accelerator pedal. Note: When you turn off the speed control or the ignition, your speed control
set speed memory is erased. If there is a problem with the remote entry system make sure to

take ALL remote entry transmitters with you to the dealership, this will aid in troubleshooting
the problem. Twist a thin coin between the two halves of the remote entry transmitter near the
key ring. Note: The eighth turn must end in the 4 ON position. Always drive and ride with your
seatback upright and the lap belt snug and low across the hips. Lift handle to move seat
forward or backward. Press to raise or lower the front portion of the seat cushion. Pull the seat
latch handle downward to lock the seat in position. Stow the tongue end of the detachable
anchor 2nd row only. Always latch the vehicle seat to the floor, whether the seat is occupied or
empty. If not latched, the seat may cause injury during a sudden stop. Always transport children
12 years old and under in the back seat and always properly use appropriate child restraints. As
the belt retracts, you will hear a clicking sound. This indicates the safety belt is now in the
automatic locking mode. Failure to replace the safety belt assembly under the above conditions
could result in severe personal injuries in the event of a collision. If you are uncomfortable - try
different positions for the safety belt upper anchorage and seatback which should be as upright
as possible; this can improve comfort. One time disable Any time the safety belt is buckled and
then unbuckled during an ignition ON cycle, the BeltMinder will be disabled for that ignition
cycle only. As confirmation, the restraint system warning light Econoline eco Owners Guide
postfmt USA English fus Page 88 if equipped , shoulder belt guide on seatback if equipped ,
child safety seat LATCH and tether anchors, and attaching hardware, should be inspected after
a collision. Ford Motor Company recommends that all safety belt assemblies in use in vehicles
involved in a collision be replaced. Modifying or adding equipment to the front end of the
vehicle Page 91 Air bags are designed to inflate in frontal and near-frontal collisions, not
rollover, side-impact, or rear-impacts unless the collision causes sufficient longitudinal
deceleration. If the air bag is not replaced, the unrepaired area will increase the risk of injury in
a collision. Accident statistics suggest that children are safer when properly restrained in the
rear seating positions than in the front seating position. Page 95 To improve the fit of both the
lap and shoulder belt on children who have outgrown child safety seats, Ford Motor Company
recommends use of a belt-positioning booster. Booster seats position a child so that safety
belts fit better. They lift the child up so that the lap belt rests low across the hips and the knees
bend comfortably. Refer to Automatic locking mode passenger side front and outboard rear
seating positions if equipped. Ford recommends the use of a child safety seat having a top
tether strap. Page 99 Make sure the tongue is latched securely by pulling on it. If the retractor is
not locked, unbuckle the belt and repeat steps two through nine. Check to make sure the child
seat is properly secured before each use. Position the child safety seat on the front right-hand
passenger seat. Adjust the front right-hand passenger seat full forward. Clip the tether strap
hook to the seat pedestal to the location shown. Adjust the front right hand passenger seat to
the full rearward position. Route the child safety tether strap over the back of the left hand or
right hand second row bucket seat. Route the child safety tether strap over the back of
3â€”Passenger bench seat. Check to see if the anchors hold the seat in place. If the safety seat
is not anchored properly, the risk of a child being injured in a crash greatly increases. Extended
idling at high engine speeds can produce very high temperatures in the engine and exhaust
system, creating the risk of fire or other damage. Make sure the headlamps and electrical
accessories are off. Excessive cranking could damage the starter. Always set the parking brake
fully and make sure that the gearshift is securely latched in P Park. Drivers should be
responsible for enforcing the policy. See your dealer or a qualified service technician. Hold the
brake pedal down while in this position. Overdrive The normal driving position for the best fuel
economy. Transmission operates in gears one through four. Failure to drive cautiously could
result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death.
Hitches Do not use or install hitches that clamp onto the bumper or to the axle. Underbody
hitches are acceptable if installed properly. The speed control may shut off automatically when
you are towing on long, steep grades. Reconnect the wiring to the trailer after the trailer is
removed from the water. This program is separate from the New Vehicle Limited Warranty. If
you need to arrange roadside assistance for yourself, Ford Motor Company will reimburse a
reasonable amount. To obtain reimbursement information, U. Ford or Mercury vehicles
customers call ; Lincoln vehicle customers call 1â€”â€”â€” Page 3. If no leaks are apparent,
reset the switch by pushing in on the reset button. Turn the ignition ON. Wait a few seconds and
return the key to OFF. Make another check of leaks. Remove the panel cover to access the
fuses. Park on a level surface. Activate the warning flashers. Place the gearshift in P Park.
Remove the spare tire and jack if equipped on E chassis cab vehicles from the storage location.
Position the jack to raise the front or rear wheel. Lay the tire on the ground with the valve stem
facing in the direction specified on the Tire Changing Instructions located with the jack
hardware. Use only Ford recommended replacement fasteners. Over time, the adaptive learning
process will fully update transmission operation. Note: In the illustrations, lightning bolts are

used to designate the assisting boosting battery. Ensure that the cables are clear of fan blades,
belts, moving parts of both engines, or any fuel delivery system parts. Jump starting 1. Start the
engine of the booster vehicle and run the engine at moderately increased speed. Remove the
jumper cable from the ground metal surface. Do not tow with a slingbelt. Ford Motor Company
has not approved a slingbelt towing procedure. Page Customer Assistance Center at the
number below. Away from home If you own a Ford or Mercury vehicle and are away from home
when your vehicle needs service, or if you need more help than the dealership could provide,
after following the steps described above, contact the Ford Customer Relationship Center to
find an authorized dealership to help you. Page If you still have a complaint involving a warranty
dispute, you may wish to contact the Dispute Settlement Board U. In some states in the U. Ford
is also allowed a final repair attempt in some states. If you did not take advantage of the Ford
Extended Service Plan at the time of purchasing your vehicle, you may still be eligible. Since
this information is subject to change, please ask your dealer for complete details about Ford
Extended Service Plan coverage options, or visit the Ford ESP website at The decisions of the
Board are binding on Ford and, in some cases, on the dealer but not on consumers who are free
to pursue other remedies available to them under state or federal law. Page If your vehicle must
be serviced while you are traveling or living in Central or South America, the Caribbean, or the
Middle East, contact the nearest Ford dealership. Page Reporting Safety Defects U. Page
Cleaning low-gloss black colored trim, such as grained door handles, roof racks, bumpers, side
moldings, mirror housings or the windshield cowl area. The high-pressure fluid could penetrate
the sealed parts and cause damage. These quality products have been specifically engineered
to fulfill your automotive needs; they are custom designed to complement the style and
appearance of your vehicle. Set the parking brake and shift to P Park. Block the wheels. Note:
Do not start your engine with the air cleaner removed and do not remove it while the engine is
running. Go to the front of the vehicle and release the auxiliary latch that is located in the center
top of the grill. Lift the hood and secure it with the prop rod. Automatic transmission fluid
dipstick 4. Air filter assembly 5. Engine oil dipstick 6. Engine oil filler cap 7. Power steering fluid
reservoir 8. Brake fluid reservoir 9. Engine coolant reservoir Turn the engine off and wait a few
minutes for the oil to drain into the oil pan. Set the parking brake and ensure the gearshift is
securely latched in P Park. Open the hood. Protect yourself from engine heat. Recheck the
engine oil level. Make sure the oil level is not above the MAX mark on the engine oil level
indicator dipstick. Page Battery Therefore, do not allow flames, sparks or lighted substances to
come near the battery. When working near the battery, always shield your face and protect your
eyes. Always provide proper ventilation. The auxiliary battery is located on the passenger side
frame rail. Connect: 1. Reconnect the auxiliary battery frame ground. Disconnect the secondary
positive cable from the primary battery terminal. Wrap the secondary positive cable with a
non-conductive material to insulate. Reconnect the primary battery positive cable. Reconnect
the primary battery ground cable. Unwrap the secondary positive cable and reconnect to the
primary battery terminal. When the engine is cold, check the level of the engine coolant in the
reservoir. If you removed the radiator cap in an overflow system, fill the radiator until the
coolant is visible and radiator is almost full. Page If the engine reaches a preset
over-temperature condition, the engine will automatically switch to alternating cylinder
operation. Each disabled cylinder acts as an air pump and cools the engine. If the fuel filler cap
is venting vapor or if you hear a hissing sound, wait until it stops before completely removing
the fuel filler cap. Otherwise, fuel may spray out and injure you or others. Breathing gasoline
vapors, or skin contact could cause an adverse reaction. In sensitive individuals, serious
personal injury or sickness may result. If fuel is Econoline eco Owners Guide postfmt USA
English fus Page Turn off the engine, remove the fuel filler cap, align the cap properly and
reinstall it. The fuel system may be under pressure. Page Ask your fuel supplier about gasolines
that meet the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because
this situation may have an adverse affect on powertrain components. Page Your results will be
most accurate if your filling method is consistent. Calculating fuel economy 1. Fill the fuel tank
completely and record the initial odometer reading in kilometers or miles. Unnecessary shifting
of this type could result in reduced fuel economy. Contact your dealer if the window sticker is
not supplied with your vehicle. The EPA window sticker should be your guide for the fuel
economy comparisons with other vehicles. Check the fluid level on the dipstick. Do not add
fluid if the level is within this range. However, if fluid is added at this time, an overfill condition
could result when the vehicle reaches normal operating temperature. When changing the air
filter element, use only the Motorcraft air filter element listed. Refer to Motorcraft Part Numbers.
The Quality grades can be found where applicable on the tire sidewall between tread shoulder
and maximum section width. Department of Transportation-Tire quality grades: The U.
Department of Transportation requires Ford to give you the following information about tire

grades exactly as the government has written it. It is an index that relates to how much weight a
tire can carry. If not, contact a local tire dealer. The tire suppliers may have additional markings,
notes or warnings such as standard load, radial tubeless, etc. In general, the larger the number,
the wider the tire. You are strongly urged to buy a reliable tire pressure gauge, as automatic
service station gauges may be inaccurate. Ford recommends the use of a digital or dial type tire
pressure gauge rather than a stick type of tire pressure gauge. Page 7. Check the sidewalls to
make sure there are no gouges, cuts, bulges or other irregularities. Do not use tire chains on
dry roads. Do not remove these components from your vehicle when using snow tires and
chains. If a spark plug needs to be replaced, use only spark plugs with the service part number
suffix letter as shown on the engine decal. Add ml 4 oz. Use of synthetic or synthetic blend
motor oil is not mandatory. Add ml 8 oz. Page Ford Motor Company will repair or Page
Instrument panel automotive fuels This manual is also suitable for: econoline. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. I found and downloaded the Owners Manual for
the motorhome itself and that has been really helpful. I have never downloaded one. But I have
been unable to find a manual for the chassis portion of my 26ft Ford E Fleetwood Jamboree
motorhome. Model Econoline E I have looked around the site and searched it but can't find what
I need. View and Download Ford Econoline owner's manual online. The manual for the chassis
portion is the same shop manual that covers all of the Econolines EE and also the F-series FF
These are the manuals I bought for mine; didn't see them on Ebay today but that's where I
located them a while ago. They carry original dealer service manuals for all makes. Pea Ridge,
Arkansas. Our Ford E Econoline repair manuals include all the information you need to repair or
service your E Econoline, including diagnostic trouble codes, descriptions, probable causes,
step-by-step routines, specifications, and a troubleshooting guide. View cart for details.
Category: RV. Something went wrong. What many may not realize is that Henry Ford developed
the first camper for his own personal use using his Model T vehicles in The first-generation
Lacetti was available as a four-door sedan, a five-door hatchback or a five-door station wagon.
You may reading ford econoline motorhome manuals online either downloading. Econoline
automobile pdf manual download. Search Fixya. Read, print or download the PDFs to your
computer or mobile device, or use the clickable online version, if available. Please support our
sponsors and let them know you heard about their products on iRV2. Not yet but will soon The
transmission will hunt for gears until after about twenty minutes on the freeway. Sign In. Ford
RVs. I'm normally pretty good at finding stuff like this, researching problems and all. Looking
for a Ford E Econoline repair manual? Also for: econoline. Submitted: 9 years ago. Show More.
Make Ford. Browse Categories Motorhome manual for a Suncrest Econoline. Show Less. It also
covers the motorhome chassis for van-based motorhomes covers the part made by Ford only,
not the motorhome body. E Van V 7. Need to find a diagram or layout of the belt system in a a
Ford Econoline E 7. I have a class C motorhome on a Ford E All Rights Reserved. Want Answer
THey show the original Ford service manual for your truck as well as a wiring and vacuum
repair manual. Remove the spare tire and jack if equipped on E chassis cab vehicles from the
storage location. Ford RVs Ford is a brand name known to just about anyone so it is only
natural to feel confident about Ford RVs products. Pre-Power Stroke Diesel 7. Might get what I
need there Does anyone know where I might be able to find a pdf version of the Chassis Manual
for my motorhome? Your email address will not be published. Skip to content Search for:.
Leave a Reply Cancel reply Your email address will not be published. Do you have a question
about the Ford E or do you need help? Ask your question here. Provide a clear and
comprehensive description of the issue and your question. The more detail you provide for your
issue and question, the easier it will be for other Ford E owners to properly answer your
question. View the manual for the Ford E here, for free. This manual comes under the category
Cars and has been rated by 1 people with an average of a 7. This manual is available in the
following languages: Engels. Below, you will find the most frequently asked questions about the
Ford E Is your question not listed? We use cookies to ensure that we give you the best
experience on our website. If you continue to use this site we will assume that you are happy
with it. Introduction 4. Instrument Cluster W arning lights and chimes Message center
Entertainment Systems Auxiliary input jack USB port Satellite radio information Navigation
system Climate Controls Heater only Manual heating and air conditioning T urn signal control
Bulb replacement Driver Controls Steering wheel adjustment Power windows Speed control
Upfitter controls Locks and Security Anti-theft system T able of Contents. Owners Guide, 2nd
Printing. USA fus. Ask a question. About the Ford E Ford E specifications. Related product
manuals. Frequently Asked Questions Below, you will find the most frequently asked questions
about the Ford E How do I convert miles into kilometres? The location of the VIN number of the
car differs per brand and type of car. The code may be stamped on the frame of the car or

mounted on a plate. What is a VIN number? The VIN number of a car is an identification number
unique to each car. When does my Ford need maintenance? Regular maintenance is necessary
for every car. How often the car needs maintenance and what exactly needs to be done can be
found in the maintenance instructions. For major periodic service, this should generally be
done every 2 years or after 30, kilometres. When should I change the brake fluid of my Ford? It
is recommended to change the brake fluid every two years. What is the difference between E10
and E5 petrol? E10 petrol consists of up to ten per cent ethanol while E5 petrol will contain less
than five per cent ethanol. As a result, the percentage of E10 petrol is lower than that of E5
petrol, making it less bad for the environment. One or more doors won't open from the inside.
Now what? The lock is most likely set to the child safety lock so it cannot be opened from the
inside. How to unset the child safety lock differs per brand and type. My car radio does not turn
on, now what? If your car radio does not turn on, it will not receive any power. Check that the
red wire is connected to the contact power supply and the yellow wire to the constant power
supply. Read more. Customer Rating: 2 Review s Write a Review. V8 engines. If equipped with
an automatic transmission, have an assistant apply the brakes as a further safety precaution
during the following procedures. On a vehicle with a manual shift transmission, the idle should
be set with the transmission in Neutral. On vehicles with an automatic transmission, the idle
adjustment is made with the transmission in Drive. Use a tachometer of known accuracy and
connect it to the vehicle according to the manufacturer's instructions. Adjust the engine curb
idle rpm to the specification listed on the Emissions Control Information label under the hood.
Make sure the air cleaner is installed during this adjustment. If so equipped, turn the solenoid
assembly to obtain the specified curb idle rpm with the solenoid activated. Connect the
solenoid wire and open the throttle slightly by hand. The solenoid plunger should hold the
throttle lever in the extended position and increase the engine speed. With the engine running,
carefully turn the idle mixture screws all the way in, but do not force them or they will be
damaged. Back the screws out very slowly until the smoothest idle is obtained. The idle mixture
screws should be turned simultaneously in equal increments. Take the vehicle to a dealer or
tune-up facility and have the mixture adjusted to conform to the applicable emission regulations
and provide acceptable levels of driveability and performance. If the inner cable is broken, raise
the vehicle and, working underneath, remove the bolt securing the speedometer cable mounting
clip to the transmission. Lightly lubricate the inner cable and insert it into the outer cable. When
the cable is nearly all the way in, turn it to ensure that the squared end engages with the
speedometer driven gear. Working behind the instrument panel, disconnect the cable from the
rear of the speedometer head. Disconnect the cable from the transmission as described above
and withdraw it from under the vehicle. Subject: , , , , , , , , , , , , , , , , , , , , , , Ford Econoline
full-size vans service, maintenance, repair. Add to Cart. Item Description. Start the engine and
allow it to reach normal operating temperature. Make sure that the ignition timing is set as
described in Chapter 1. Make sure the choke plate is fully open. Make sure the air conditioning
is turned off. Place the automatic transmission in Neutral. Interrupt the power by disconnecting
the solenoid lead wire at the connector. Adjust the carburetor throttle stop screw to obtain rpm
in Neutral. Carefully pull the inner cable out from the upper end of the outer cable. Remove the
speedometer cable shaft an
87 wagoneer
nissan versa serpentine belt
93 labaron
d driven gear from the transmission. Remove the driven gear retainer and the driven gear and
shaft from the cable. Remove the lower part of the broken inner cable from the end of the outer
cable. Installation of the inner cable is the reverse of removal. Push the outer cable and
grommet through the opening in the dashboard panel. Tune-up and routine maintenance Six
cylinder inline engines V8 engines Engine and overhaul procedures Cooling, heating and
air-conditioning systems Fuel and exhaust systems Engine electrical systems Emissions and
engine control systems Manual transmission Automatic transmission Clutch and driveline
Brakes Suspension and steering systems Body Chassis electrical system Wiring diagrams. The
'Ask a Question' function requires JavaScript. Very fast shipping. Book was brand new Haynes
manual. A super bargain compared to what I was quoted by used book dealers. Was this rating
helpful to you? Click here to review this product Reviews are subject to approval. About Us.

