Ford ranger dash lights out

Left key in ignition and went home and got spare key. They are controlled by the same circuit.
Check for blown fuse. Also check for possibly bad lighting relay. Thanks, I was looking in the
wrong fuse box. Found blown fuse. But blown instant after replacing. Turned dimmer switch to
off and lights to off replaced fuse. Still works. Scared to turn dimmer to full on position. Pedro
answered 3 years ago. I have a 04 ford ranger 3. Ive changed and checked all fuses an bulbs. Ive
checked the break switch and head light switch and still stumped. What else can i do. They went
out and everything is dark on the dash except the PDR12 odometer box. Thanks in advance. Tail
lights, brake lights and dash lights will not work. Abs does flash 16 times is this my problem? I
was wiring a radio in my ford ranger xl and my wife said she seen it spark now my tag lamps,
brake lights, running lights, and dash lights will not work please help. I have a different car.
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secure transaction. Get Started. Search Ford Ranger Questions. CarGurus Experts. Know more,
shop wisely Search. Related Models For Sale. Used Cars for Sale. I have a ford ranger and the
dashboard lights and the park light stop working. My head light and turn signals works, I
checked all the fuses and they're good. Can anyone help me with this problem? G A answered 7
years ago. Paul answered 5 months ago. While at Ford dealer in Sanford, asked them to
diagnose the problem and fix. In a little while, the mechanic came to tell me that all the bulbs in
the dash were 'burned out'. I balked at that price. Checked the internet and found bulbs said to
be for my purpose for less than 30 cents each. I bought 10, and figured I'd get more if those
worked. After a few hours of watching videos and tearing down the dash, I have the instrument
cluster in my hands, and, if those bulbs are burned out, I'm a monkey's uncle. One thing,
though. In the center of the panel is a cluster of 4 places for bulbs, but only three are occupied.
Is that normal? Or, could one falling out cause all not to work? I'm thinking of reconnecting my
battery, hooking the electrical connections back to the instrument panel and using the VA meter
to see what is what. Any suggestions, however, will be met with gratitude. G A answered 5
months ago. Ford will not put a lamp in a spot that is not used. Use a small light and put in in
behind the dash to see what that lamp would illustrate then see if your rig is equipped with that
system. You can test the dash light system with a digital meter just be careful. Now I do have a
concern, your right in the grey years of computer controls, this means that your truck may or
may not have a BCM, now if it does disconnecting the battery may have damaged or totally lost
its programming, if the programming is lost then none of the accessories will work or will not
work correctly, then you will need to have it reflashed at the dealer. That maybe your whole
problem. The LED's I bought to replace the 'burned out bulbs' are blue I guess I'll wait to dark to
see if they are working. I don't think so. Several of the icons that come on with the switch on,
but the engine not yet running are lit okay. I guess I should take a bulb assembly out and try to
see if there is voltage on the socket. I was assuming he mechanic at the dealer checked the 5
amp fuse, but perhaps he didn't, so I'll look at that, too. Never assume anything, especially from
a dealer, start from square one. You might find it useful to get a shop manual, one that has
wiring diagrams. Ok so when you turn on the headlights do you get power through the dash
light fuse? I haven't located a source that says I have a 'dash light fuse'. I'll assume it is the
dimmer switch fuse and check it out. I ran across a little note at the bottom of an ad for led
bulbs for this purpose that said if the bulb doesn't light, turn it degrees in the socket to reverse
the polarity Yes, the LED units are polarized. They light up one way, no light the other. The
problem, of course, is that when they are installed, how do you know which way to insert the
'bulbs' into the carrier, which way to insert the carrier into the receptacle, etc. Using a 12VDC
transformer, I can make the icons turn on by probing one of the two receptacles on the panel,
using the other receptacle to obtain ground, I guess. But lighting the blue illuminators? Can get
a little action on two, but nothing on tach or speed dials, fuel, etc. This is a frustrating process,
one compounded, no doubt, by my impatience. Every time I try to find a wiring diagram for the
panel, I get all sorts of drawings that don't seem to be what i'm looking for. Does anyone know
how to identify plus and minus on the bulbs? So, back to wondering if there is a problem with
the headlight switch. One is coming soon, I'll let you know if it fixed anything. Of course those
sockets will go in either way, and unfortunately no one has marked polarized Bulbs or sockets
anymore. Now what I have is a 10 amp variable power supply and hook it up to the das panels
lamp circuit in the correct polarity, a wiring diagram helps here but you can also find the power
side with a test light on the master plug, headlights on power on the connector wire, turn them
off powers gone, then hook up the my power supply and one at a time install the lamps. Yes it
does get tedious. I reloaded the halogen? Now, ignition on, no icons for oil, battery, etc

Headlight switch still in transit. Advertising for a used panel Can anyone help me with this probl
Break lights all three not working Two with tail light and the one in the top. The temp stays close
to normal until I turn the heat on,as soon as heat is turned on the engine temp drops to almost
cold start temp,.. Have interior light when I open the door and when I put the key in the ignition
at 1st turn I have dash lights but as soon as I turn the key all the way to start I hear a click and
all goes dead. I disconnect the positive terminal after I start it and it idles fine, but when I go to
rev it up, the truck dies. Any advice? I have a different car. Content submitted by Users is not
endorsed by CarGurus, does not express the opinions of CarGurus, and should not be
considered reviewed, screened, or approved by CarGurus. Please refer to CarGurus Terms of
Use. Content will be removed if CarGurus becomes aware that it violates our policies. Report
Follow. Mark helpful. Your Answer:. Upload Photo Photo optional. Related Questions. Start a
new Ford Ranger question. Sell Your Car Yourself With a simple, secure transaction. Get
Started. Search Ford Ranger Questions. CarGurus Experts. Know more, shop wisely Search.
Related Models For Sale. Used Cars for Sale. I have a ford ranger and the dashboard lights and
cigarette lighter is out in the truck. I refuse to believe that all the lights went out at once. I
replaced all the fuses and it doesn't seem to be the problem. What else could I replace rather
than tearing the whole dashboard apart just to see if the bulbs are blowed. Check the ground
wiring under the dashboard to see if it is loose. A loose or broken wire will cause electrical
issues with the dash lights and cigarette lighter to not work. If you need further assistance with
your electrical issues , then seek out a professional, such as one from Your Mechanic, to help
you. Q: Dash lights are out on my Ford Ranger. Thanks My car has miles. My car has an
automatic transmission. Marvin Sunderland Automotive Mechanic. The statements expressed
above are only for informational purposes and should be independently verified. Please see our
terms of service for more details. Home Questions. What others are asking Just replaced
pressure plate and clutch disc wondering if it's possible that I put it in backwards would my
truck still run The clutch cannot be put in wrong. If you have are having problem with the clutch
not releasing then you may have to pump the pedal up and down all the way down and up to to
get the clutch Read more. Vehicle has a coolant leak Hi there. Your coolant can be leaking from
a number of places. If it is leaking fast enough, it will cause the engine to overheat. The source
of the leak needs to be found and repaired. Check to see if Having your AC and Heater make a
humming noise while running on high can be an annoying occurrence while you are trying to
enjoy driving your truck. Since the problem is persisting after replacing the blower motor
resistor, there are Engine light fault. There was a bad spark plug and a failed ignition coil.
Replaced both the coil pack or spark plug. Hi there. If the light is coming on then shutting off
and returning on, then if the issue is for the same coil, there could be an issue with the wiring
on the coil plug. Check the wiring on the Gas not getting to the throttle body The problem could
be a bad fuel pump, but I would start with checking the Inertia Cut Off Switch. This switch is in
place to stop fuel delivery in the event of a collision, although they sometimes trip when you
White smoke from exhaust smell like gas Ford F Hi there - check for problem codes first,
whether the Check Engine light is on or not. I don't think it's a computer problem - more likely a
coolant temperature sensor malfunction or leaking injector making it run rich. Voltage regulator
smoking after replacement. Hello, You should check the integrity of the ground wire. If the
rubber coating is melted it must be replaced. You should be sure that the alternator they gave
you doesn't have a voltage regulator built in or attached to What does the code P mean? Hi
James. Thanks for contacting us today. I would recommend reading these two articles - first on
the P OBD-II trouble code and second on the P code to learn more about these codes. I want to
install tachometer what do I hook to in the ignition switch? Take the power wire to the
tachometer the input wire and hook it into the return wire on the coil system. This will register
the tachometer and make it work. Put the ground wire on a good source Related articles. Then
they tow their car behind it â€” sometimes this practice is called Your activities and hobbies will
change. Your sleeping patterns will change. You need to ensure that your car Browse other
content. Electric Problems Inspection. The Ford Ranger is now on its forth generation Mk 4.
Depending on which version you have, new Ranger features a digital or analogue instrument
panel. The warning lights also apply to the previous generation 3 Mk 3 model. Some lights
illuminate when you start your vehicle to make sure they work. If any warning light stay on or
come on when driving, check the list below to find out what they mean and what you should do.
The Ranger ABS anti-lock braking system warning light comes on temporarily at engine startup.
If it stays on or comes on as you're driving, ABS may be disabled. Note: Normal brakes will
continue to operate as usual but without the benefits of ABS. Have your vehicle checked by a
Ford workshop as soon as possible. Blind Spot Monitor The blind spot monitor system is
designed to detect vehicles that may have entered the blind spot zone - the area where vehicles
cannot be seen in your side mirrors. When a vehicle is detected, a warning light illuminates in

the side mirror of the affected side. The Ford Ranger blind spot monitor light comes on when
the system is turned off. Sensors are located in the tail lights on both sides of the vehicle.
Battery The Ford Ranger battery warning light illuminates when a fault has been detected with
the battery charging system. To prolong engine activity, turn off any electrical draining devices
that are not essential. Ensure the parking brake is fully released. Immediately check brake fluid
levels and add Ford recommended brake fluid if required. This is dangerous due to a significant
decrease in braking performance that may occur. It may take much longer to stop the vehicle.
Have vehicle checked immediately by a Ford workshop. Automatic High Beam The Ranger
automatic headlights turns on high beams if it is dark enough and when no other traffic is
present. The Ford Ranger automatic headlights warning light comes on when high beams are
activated. If the view of the camera is obscured, the system may not operate correctly - a
message may display on the dashboard panel. Clean the windshield. Auto Start Stop The Ford
Ranger auto start stop dashboard light illuminates when the engine has automatically stopped.
The light flashes when the engine needs to restart. The indicator is shown with a strike through
the symbol if the system is not available. If you are having problems with the start stop system,
see Ford Ranger auto start stop not working to find possible reasons why. Electronic Locking
Differential Electronic locking differential can help to provide additional traction if the vehicle
becomes stuck by allowing the rear wheels to turn at the same time. The Ford Ranger electronic
locking differential light illuminates when the system has been activated. Engine Coolant
Temperature The engine coolant temperature warning light illuminating when the Ford Ranger
is moving indicates the engine is overheating. As soon as it's safely possible, pull off the road,
stop and switch off the engine. Continual driving is likely to result in engine damage. Allow
several minutes for the engine to cool and once cool, check coolant levels. If coolant level is
normal, this indicates engine cooling system failure. Avoid driving and contact a Ford
workshop. Hill Descent This warning light illuminates when the Ford Ranger hill descent has
been activated. Airbag Warning Light The airbag warning light on the Ford Ranger should as a
system check come on briefly as the ignition is set to on or when the engine has started. It
should then go out after a few seconds. If the light stays on, flashes, or fails to come on at all, it
indicates a malfunction in the airbag system. Check Engine Warning Light The Ford Ranger
service engine soon warning light is a fault light often referred to as the check engine light. This
light comes on briefly and if all is operating correctly, goes out as the engine starts. If the light
comes on whilst driving, the vehicle diagnostics system has detected a malfunction. This is
often a fault in the emission control system. If the warning light flashes, an engine misfire may
occur leading to very high exhaust gas temperatures. This can cause damage to vehicle
components. Avoid hard acceleration and drive at a moderate speed. If the light keeps flashing,
have vehicle checked as soon as possible. It's advisable to stop as soon as possible and check
pressures or change for the spare wheel. If this warning light flashes for around 1 minute then
remains on continuously, this indicates a fault with the monitoring system. Oil Pressure The
Ford Ranger oil warning light comes on briefly as the ignition is switched on and goes out when
the engine has started. If the oil warning light comes on when driving, it indicates a possible
malfunction with the engine lubrication system. It's important to act swiftly as severe damage
may occur. Stop as soon as possible and turn off the engine. Check oil levels using the dip
stick. Add engine oil if required ensuring you do not exceed the MAX. If when checking oil
levels they are normal and within the MIN. The ESP will come on steady or flash. Steady: A fault
has been detected within the ESP system. This is often a sensor malfunction - typically an ABS
issue as they share the same sensors. Flash: ESP is actively engaged and attempting to
stabilize the vehicle. Holding the button for 5 or more seconds will disable the entire system.
When stability control is manually switched off, a warning light illuminates. A Ford Ranger
powertrain warning light includes anything from engine faults, transmission faults and
driveshaft, differentials and axles fault. If the powertain light illuminates, you may notice
reduced power. Often referred to as 'limp mode', this is a software safety system that is
implemented automatically to help protect vehicle components from damage by reducing
performance. This will localize the fault. For certain models of the Ford Ranger, the powertrain
fault light will be displayed as a cog and exclamation mark. If this warning light flashes, reduce
speed and avoid pushing the engine hard. Turn off the engine and attempt to restart. If the
warning lights remain on, contact a Ford workshop. Immobiliser The car and lock light is the
Ford Ranger immobiliser warning light. This light will flash if the key is removed from the
ignition or a wrong key is inserted. Change Oil The oil can and spanner warning light on the
Ford Ranger applied only to diesel versions and is indicating that the engine oil requires
changing due to a high level build up of soot within the engine oil. Continual driving without
changing the oil over time may result in engine lubrication problems. Water in Fuel Ford diesel
versions of the Ford Ranger, the water-in-fuel light fuel filter warning light will come on if there

is excess water in the fuel filter. This requires draining immediately to avoid faults occurring.
The fuel filter is located passenger cabin side of the battery and just to the left of the engine
junction box. Switch the ignition off. Connect and secure a suitable hose on the filter drain plug
which is located at the underside of the filter. Use a suitable container to drain the fluid into as
diesel will also expel from the filter. Loosen the drain plug by around 1. The drain plug is
located under the filter. Switch the ignition on to activate the in-tank pump. Drain the water till it
is replaced by a clean diesel fuel. Tighten the drain plug and remove the hose. Start the engine
and check for leaks. The warning light should now go off. This is often done automatically, but if
you frequently travel only short journeys, the DPF may require driver input to help the cleaning
regeneration process. This helps with the cleaning process. When the DPF cleaning process is
complete, the warning light will go out. If the warning light remains on, try the cleaning process
again. If still the light remains on or begins flashing, have the vehicle checked immediately.
Drive with caution. Glow Plugs The Ford Ranger glow plugs warning light comes on diesel
versions of the Ranger dashboard when the ignition is switched on and goes out when the
engine is ready to start. The starter motor can be used for a maximum of 30 seconds each time.
If the glow plug light begins flashing, a fault has been detected. In this instance, contact a Ford
workshop or connect diagnostic equipment to establish fault codes. A full tank of AdBlue will
typically last for around to miles. Necessary cookies are absolutely essential for the website to
function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Leave a Reply Cancel reply Your email address will not be
published. This website uses cookies to improve your experience. We'll assume you're ok with
this, but you can opt-out if you wish. Accept Read More. Close Privacy Overview This website
uses cookies to improve your experience while you navigate through the website. Out of these,
the cookies that are categorized as necessary are stored on your browser as they are essential
for the working of basic functionalities of the website. We also use third-party cookies that help
us analyze and understand how you use this website. These cookies will be stored in your
browser only with your consent. You also have the option to opt-out of these cookies. But
opting out of some of these cookies may affect your browsing experience. Necessary
Necessary. Non-necessary Non-necessary. The Ford Ranger ABS system helps you maintain
steering control during emergency stops by keeping the brakes from locking. Blind Spot
Monitor. The blind spot monitor system is designed to detect vehicles that may have entered
the blind spot zone - the area where vehicles cannot be seen in your side mirrors. The Ford
Ranger battery warning light illuminates when a fault has been detected with the battery
charging system. Automatic High Beam. The Ranger automatic headlights turns on high beams
if it is dark enough and when no other traffic is present. Auto Start Stop. The Ford Ranger auto
start stop dashboard light illuminates when the engine has automatically stopped. Electronic
Locking Differential. Electronic locking differential can help to provide additional traction if the
vehicle becomes stuck by allowing the rear wheels to turn at the same time. Low Beam
Malfunction. Engine Coolant Temperature. The engine coolant temperature warning light
illuminating when the Ford Ranger is moving indicates the engine is overheating. Hill Descent.
This warning light illuminates when the Ford Ranger hill descent has been activated. Airbag
Warning Light. The airbag warning light on the Ford Ranger should as a system check come on
briefly as the ignition is set to on or when the engine has started. Check Engine Warning Light.
The Ford Ranger service engine soon warning light is a fault light often referred to as the check
engine light. The tyre pressure monitoring system on the Ford Ranger alerts the driver that one
or more tyres have become significantly deflated when the warning light comes on. Oil
Pressure. The Ford Ranger oil warning light comes on briefly as the ignition is switched on and
goes out when the engine has started. ESP Warning Light. The Ford Ranger spanner warning
light is related to a powertrain, electronic throttle control or four-wheel drive malfunction. The
cog warning light powertrain and check engine warning illuminating together requires you to
stop the vehicle as soon as possible. The car and lock light is the Ford Ranger immobiliser
warning light. Change Oil. The oil can and spanner warning light on the Ford Ranger applied
only to diesel versions and is indicating that the engine oil requires changing due to a high level
build up of soot within the engine oil. Water in Fuel. Ford diesel versions of the Ford Ranger, the
water-in-fuel light fuel filter warning light will come on if there is excess water in the fuel filter.
Glow Plugs. The Ford Ranger glow plugs warning light comes on diesel versions of the Ranger
dashboard when the ignition is switched on and goes out when the engine is ready to start.
Need to change a bulb in your Ford Ranger instrument cluster? This page should help you

figure out how to remove the instrument cluster and change the bulbs. Step 3 Remove the 4
screws holding the kick-panel below the steering wheel. Note: 2 screws are under hood release
handle. Step 5 Using the 8mm socket, remove t
1999 chevy blazer instrument cluster
mk4 golf radiator
ve commodore logbook
he screws holding the kick panel metal brace. Step 6 Just loosen the 5th screw in the kick
panel metal brace enough to drop the brace to clear the bottom 2 screws in the dash panel. Step
8 Using the 7mm socket, remove the top 3 screws in the instrument cluster bezel. Step 9 With
the tilt steering wheel dropped to lowest position. Note: Make sure emergency brake is set! Step
10 Using a 7mm socket, remove the 4 screws holding the instrument cluster. Step 11 Gently pull
instrument cluster out from the right side, far enough to reach the 3 electrical connectors.
Electrical connectors have release tabs to push in before pulling. The transmission shift
indicator snaps in to place in the bottom of the instrument cluster. The bulbs that light up your
gauges and the cluster itself are bulb They are held in with the black sockets. The bulbs for the
check engine and other indicator lights is bulb These bulbs are in the tan sockets. Turn them
counter clockwise to remove the socket. More Articles:.

