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I've tried a lot of things but can't seem to get my spark tester to light up. There's a brown wire
laying in the left side of the engine compartment with an end on it - the end looks like it's never
been clamped to anything so it's probably always been there, loose - just never noticed it
before. I'd like to see a wiring diagram but so far no luck. Any suggestions? Restrorob LawnSite
Fanatic. Location Show'n my truck off! Jamie, Below is the wire diagram, Sorry it's in two pages.
Just print them out and tape them together. First thing I would suggest is disconnect the white
kill wire from the coil near the engine and check for spark again. If you have spark with this
white wire disconnected the problem is with a switch or in the tractor harness. If you still don't
have spark with this white wire disconnected the problem is with the engine ignition system,
Bad coil or possibly the white wire is shorted inside the flywheel cover. To properly diagnose a
engine ignition problem both model and spec. Thank you so much! I'll use this schematic, and
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brown tan wire went to an optional oil pressure system - thanks for verifying that. The white
wire Restrorob was talking about, goes to or through a small square device on the right side of
the engine - that device has the numbers BM11 29 3H6H printed on it. When I remove it I still
don't see a spark. I know a long time has passed - but I did just check the ignitor and I found no
continutity between the case and the terminal. I checked it without removing anything so I'm
hoping I did it right. If you got no continuity then it would be safe to say the igniter is bad.
Thanks - I'm hoping this might fix the problem. I'll get a replacement and will post the results.
Thanks so much Restrorob, I managed to get an igniter on Ebay and it fixed the problem; I
mowed with the John Deere today! You must log in or register to reply here. John Deere Lx
Wiring Diagram â€” wiring diagram is a simplified up to standard pictorial representation of an
electrical circuit. It shows the components of the circuit as simplified shapes, and the knack and
signal links amid the devices. A wiring diagram usually gives assistance just about the relative
twist and covenant of devices and terminals upon the devices, to put up to in building or
servicing the device. A pictorial diagram would piece of legislation more detail of the bodily
appearance, whereas a wiring diagram uses a more symbolic notation to draw attention to
interconnections exceeding visceral appearance. A wiring diagram is often used to troubleshoot
problems and to make determined that every the contacts have been made and that all is
present. Architectural wiring diagrams be active the approximate locations and
interconnections of receptacles, lighting, and surviving electrical services in a building.
Interconnecting wire routes may be shown approximately, where particular receptacles or
fixtures must be on a common circuit. Wiring diagrams use pleasing symbols for wiring
devices, usually interchange from those used upon schematic diagrams. The electrical symbols
not forlorn play-act where something is to be installed, but next what type of device is
instinctive installed. For example, a surface ceiling lighthearted is shown by one symbol, a
recessed ceiling well-ventilated has a every second symbol, and a surface fluorescent fresh has
out of the ordinary symbol. Each type of switch has a substitute parable and appropriately get
the various outlets. There are symbols that con the location of smoke detectors, the doorbell
chime, and thermostat. A set of wiring diagrams may be required by the electrical inspection
authority to assume link of the house to the public electrical supply system. Wiring diagrams
will after that count up panel schedules for circuit breaker panelboards, and riser diagrams for
special facilities such as blaze alarm or closed circuit television or new special services.
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Published on Aug 14, It is this level of detail, along with hundreds of photos and illustrations,
that guide the reader through each service and repair procedure. Complete download comes in
pdf format which can work under all PC based windows operating system and Mac also, All
pages are printable. Using this repair manual is an inexpensive way to keep your vehicle
working properly. SlideShare Explore Search You. Submit Search. Home Explore. Successfully
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reserved to make changes at any time without notice. We appreciate your input on this manual.
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When you see this symbol on your machine or in this manual, be alert to the potential for
personal injury. Follow recommended precautions and safe servicing practices. Store
flammable fluids away from fire hazards. Do not incinerate or puncture pressurized containers.
Make sure machine is clean of trash, grease, and debris. Do not store oily rags; they can ignite
and burn spontaneously. Be prepared if a fire starts. Keep a first aid kit and fire extinguisher
handy. Keep emergency numbers for doctors, ambulance service, hospital, and fire department
near your telephone. Battery gas can explode. Use a volt-meter or hydrometer. It is strong
enough to burn skin, eat holes in clothing, and cause blindness if splashed into eyes. Filling
batteries in a well-ventilated area. Wearing eye protection and rubber gloves. Avoiding
breathing fumes when electrolyte is added. Avoiding spilling or dripping electrolyte. Use proper
jump start procedure. Flush your skin with water. Apply baking soda or lime to help neutralize
the acid. Flush your eyes with water for minutes. Get medical attention immediately. Drink large
amounts of water or milk. Then drink milk of magnesia, beaten eggs, or vegetable oil. Prolonged
exposure to loud noise can cause impairment or loss of hearing. Wear a suitable hearing
protective device such as earmuffs or earplugs to protect against objectionable or
uncomfortable loud noises. Operating equipment safely requires the full attention of the
operator. Do not wear radio or music headphones while operating machine. Service Machines
Safely Tie long hair behind your head. Do not wear a necktie, scarf, loose clothing, or necklace
when you work near machine tools or moving parts. If these items were to get caught, severe
injury could result. Remove rings and other jewelry to prevent electrical shorts and
entanglement in moving parts. Use Proper Tools Use tools appropriate to the work. Makeshift
tools and procedures can create safety hazards. Use power tools only to loosen threaded parts
and fasteners. For loosening and tightening hardware, use the correct size tools. Avoid bodily
injury caused by slipping wrenches. Use only service parts meeting John Deere specifications.
Lower all equipment to the ground. Stop the engine and remove the key. Disconnect the battery
ground strap. Support Machine Properly And Use Proper Lifting Equipment If you must work on
a lifted machine or attachment, securely support the machine or attachment. Do not support the
machine on cinder blocks, hollow tiles, or props that may crumble under continuous load. Do
not work under a machine that is supported solely by a jack. Follow recommended procedures
in this manual. Lifting heavy components incorrectly can cause severe injury or machine
damage. Follow recommended procedure for removal and installation of components in the
manual. Work In Clean Area Before starting a job: 1. Clean work area and machine. Make sure
you have all necessary tools to do your job. Have the right parts on hand. Read all instructions
thoroughly; do not attempt shortcuts. Reduce pressure and spray at a 45 to 90 degree angle.
Illuminate Work Area Safely Illuminate your work area adequately but safely. Use a portable
safety light for working inside or under the machine. Make sure the bulb is enclosed by a wire
cage. The hot filament of an accidentally broken bulb can ignite spilled fuel or oil. Work In
Ventilated Area Engine exhaust fumes can cause sickness or death. If it is necessary to run an
engine in an enclosed area, remove the exhaust fumes from the area with an exhaust pipe
extension. If you do not have an exhaust pipe extension, open the doors and get outside air into
the area. Hazardous fumes can be generated when paint is heated by welding, soldering, or
using a torch. Do all work outside or in a well ventilated area. Dispose of paint and solvent
properly. Remove paint before welding or heating: If you sand or grind paint, avoid breathing
the dust. Wear an approved respirator. If you use solvent or paint stripper, remove stripper with
soap and water before welding. Remove solvent or paint stripper containers and other
flammable material from area. Allow fumes to disperse at least 15 minutes before welding or
heating. Inhaled asbestos fibers may cause lung cancer. Components in products that may
contain asbestos fibers are brake pads, brake band and lining assemblies, clutch plates, and
some gaskets. The asbestos used in these components is usually found in a resin or sealed in
some way. Normal handling is not hazardous as long as airborne dust containing asbestos is
not generated. Avoid creating dust. Never use compressed air for cleaning. Avoid brushing or
grinding material containing asbestos. When servicing, wear an approved respirator. A special
vacuum cleaner is recommended to clean asbestos. If not available, apply a mist of oil or water
on the material containing asbestos. Keep bystanders away from the area. Do not attempt to
mount a tire unless you have the proper equipment and experience to perform the job. Always
maintain the correct tire pressure. Do not inflate the tires above the recommended pressure.
Never weld or heat a wheel and tire assembly. The heat can cause an increase in air pressure

resulting in a tire explosion. Welding can structurally weaken or deform the wheel. When
inflating tires, use a clip-on chuck and extension hose long enough to allow you to stand to one
side and NOT in front of or over the tire assembly. Use a safety cage if available. Check wheels
for low pressure, cuts, bubbles, damaged rims or missing lug bolts and nuts. Shut off power to
service, lubricate or remove mower blades, augers or PTO shafts. Shut off machine. Only
remove filler cap when cool enough to touch with bare hands. Slowly loosen cap to first stop to
relieve pressure before removing completely. Potentially hazardous chemicals used with John
Deere equipment include such items as lubricants, coolants, paints, and adhesives. A Material
Safety Data Sheet MSDS provides specific details on chemical products: physical and health
hazards, safety procedures, and emergency response techniques. Check the MSDS before you
start any job using a hazardous chemical. That way you will know exactly what the risks are and
how to do the job safely. Then follow procedures and recommended equipment. Dispose of
Waste Properly Improperly disposing of waste can threaten the environment and ecology.
Potentially harmful waste used with John Deere equipment include such items as oil, fuel,
coolant, brake fluid, filters, and batteries. Use leakproof containers when draining fluids. Do not
use food or beverage containers that may mislead someone into drinking from them. Do not
pour waste onto the ground, down a drain, or into any water source. Inquire on the proper way
to recycle or dispose of waste from your local environmental or recycling center, or from your
John Deere dealer. Install all guards and shields. Gasoline Model. FCV Aspiration. Natural
Horsepower. Slow Idle. Overhead Valves Lubrication. Pressurized Oil Filter. Air Cooled Air
Cleaner. Two-stage with replaceable filter element Muffler. Kohler Series. Command LT Type.
CV15S Aspiration. Paper with outer foam element Muffler. Horizontal discharge below frame
Compression Release. John Deere "K" Series Type. FDV Aspiration. Liquid Cooled Air Cleaner.
Cooling System. Horizontal discharge below frame Rear Fuel Tank Capacity. On left-hand side
of engine LX and LX On front of engine Fuel Delivery. Solenoid Shift Charging System. V-Belt
Clutch Type. Engine-Mounted, Electric Control. Switch on dash Rear Transaxle Drive. Gear
Transaxle Number of Speeds. Left-hand side of hood Cutting Heights. With Rear Bagger. With
Inch Mower Deck. With Power Flow. Overall Height. Overall Length. Turning Radius Inside Rear
Wheel. Outside Front Wheel. Check tightness of fasteners periodically. DO NOT use air powered
wrenches. Shear bolts are designed to fail under predetermined loads. Always replace shear
bolts with identical grade. Fasteners should be replaced with the same grade. Make sure
fastener threads are clean and that you properly start thread engagement. This will prevent
them from failing when tightening. When bolt and nut combination fasteners are used, torque
values should be applied to the NUT instead of the bolt head. Tighten toothed or serrated-type
lock nuts to the full torque value. Reference: JDSâ€”G Keep gasoline stored in a safe, protected
area. DO NOT use de-icers to attempt to remove water from gasoline or depend on fuel filters to
remove water from gasoline. Use a water separator installed in the storage tank outlet. When
storing unit or gasoline, it is recommended that you add John Deere Gasoline Conditioner and
Stabilizer TY or an equivalent to the gasoline. Operating outside of these recommended oil air
temperature ranges may cause premature engine failure. Engine rebuild instructions should be
followed closely to determine if special requirements are necessary. Operating outside of these
recommended oil air temperature ranges may cause premature hydrostatic transmission failure.
Mixing of these two viscosity grade oils is permitted. Operating outside of the recommended
grease air temperature range may cause premature gear transmission failure. DO NOT mix any
other greases in this transmission. Operating outside of the recommended grease air
temperature range may cause premature failures. DO NOT mix any other greases in this
application. This grease is also superior in its resistance to separation and migration. Consult
with your John Deere Dealer, or Sales Branch, to obtain the alternative lubricant
recommendations. If alternative lubricants are to be used, it is recommended that the factory fill
be thoroughly removed before switching to any alternative lubricant. Avoid mixing different
brands, grades, or types of oil. Oil manufacturers blend additives in their oils to meet certain
specifications and performance requirements. Mixing different oils can interfere with the proper
functioning of these additives and degrade lubricant performance. Use clean storage containers
to handle all lubricants. Store them in an area protected from dust, moisture, and other
contamination. Store drums on their sides. Make sure all containers are properly marked as to
their contents. Dispose of all old, used containers and their contents properly. Manufacturers
blend additives in their lubricants to meet certain specifications and performance requirements.
Mixing different lubricants can interfere with the proper functioning of these additives and
lubricant properties which will downgrade their intended specified performance. Always change
filters regularly. Most John Deere filters contain pressure relief and anti-drainback valves for
better engine protection. Read container label completely before using and follow instructions
as stated. Water used to dilute engine coolant concentrate must be of high qualityâ€”clean,

clear, potable water low in chloride and hardnessâ€”Table 1 is generally acceptable. DO NOT
use salt water. Deionized or distilled water is ideal to use. Coolant that is not mixed to these
specified levels and water purity can cause excessive scale, sludge deposits, and increased
corrosion potential. Mix 50 percent anti-f
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reeze concentrate with 50 percent distilled or deionized water. Certain geographical areas may
require lower air temperature protection. See the label on your anti- freeze container or consult
your John Deere dealer to obtain the latest information and recommendations. When using
John Deere Concentrate TY Automobile and Light Duty Engine Service coolants, drain and flush
the cooling system and refill with fresh coolant mixture every 24 months or 2, hours of
operation, whichever comes first. Deionized or distilled water is best to use. The location of the
machine identification number and component serial numbers are shown. Jam Nut Torque.
Valve Cover Cap Screw Torque. Crankcase Vacuum Minimum. Spark Plug Gap. Spark Plug
Torque. Bearing I. Push Rod Bend Maximum. You just clipped your first slide! Clipping is a
handy way to collect important slides you want to go back to later. Now customize the name of
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