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circuits including an electronic 4 Using continuity inspect or voltage check procedure control
unit such as ECM, etc. Page 11 Precautions: Voltage check Short circuit check Wire harness to
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9. Cooling fan fuse 2. Ignition fuse 6. Cooling fan relay Cooling fan 3. TO sensor IAT sensor 4.
Fuel injector 8. Mode select switch coupler GP switch Fuel level gauge Thermistor Fuel pump
CKP sensor IAP sensor ECT sensor Generator TP sensor Starter motor Dimensions and dry
mass Item Specification Overall length 1 mm Page 23 General Information: 0A Chassis Item
Specification Front suspension Independent, double wishbone, coil spring, oil damped Rear
suspension Swingarm type, coil spring, oil damped Front wheel travel mm 8. Page 25 General
Information: 0A â€” â€” â€” â€” â€” Universal clamp Crankshaft installer Oil seal remover
Bearing installer set Compression gauge wrench attachment attachment â€” â€” â€” â€” â€”
Compression gauge Oil pressure gauge set Oil pressure gauge Oil pressure gauge Meter for
high hose attachment Page 26 0A General Information: â€” â€” â€” â€” â€” Drive chain cutting
Bearing remover Bearing remover Bearing installer set Bearing installer set and joining tool â€”
â€” â€” â€” â€” Spark plug wrench set Torx wrench Rotor remover slide Rotor remover Rotor
remover shaft â€” Maintenance intervals are expressed in terms of kilometers, miles and
months for your convenience. Page 29 Maintenance and Lubrication: 0B-3 Lubrication Points
BH Lubricate exposed parts Initially at 1 month and every 3 months thereafter Proper lubrication

is important for smooth operation and long life of each working part of the vehicle. Major
lubrication points are indicated as follows. Air cleaner element cleaning Every 3 months Inspect
and clean the air cleaner element in the following procedures: 1 Remove the air cleaner element.
Inspect valve clearance Initially at 1 month and every 6 months thereafter Inspection Tappet
clearance adjustment must be checked and adjusted, a at the time of periodic inspection, b
when the valve mechanism is serviced, and c when the camshafts are removed for servicing.
Page 32 0B-6 Maintenance and Lubrication: 8 Insert the thickness gauge between the tappet and
3 Check the figures printed on the shim. These figures the cam. If the clearance is out of
specification, indicate the thickness of the shim, as illustrated. Page 35 Maintenance and
Lubrication: 0B-9 6 Install the intake or exhaust camshafts. This will squeeze out oil trapped
between the shim and the tappet that could cause an incorrect measurement, then check the
clearance again to confirm that it is within the specified range. BH Replace engine oil 4 Install
the boot correctly. Initially at 1 month and every 6 months thereafter Replace oil filter Initially at
1 month and every 6 months thereafter Oil should be changed while the engine is warm. If the
filter is installed improperly, serious engine damage may result. Page 39 Maintenance and
Lubrication: 0B 6 Install the oil filter cap 1 and tighten the bolts Clutch Inspection and
Adjustment securely. Page 40 0B Maintenance and Lubrication: 4 Flush the radiator with fresh
water if necessary. Page 41 Maintenance and Lubrication: 0B 9 After warming up and cooling
down the engine 3 After finishing the radiator hose inspection, reinstall several times, add the
engine coolant up to the full the left side cover. Page 42 0B Maintenance and Lubrication: Drive
chain length inspection 3 Loosen or tighten the chain adjuster nut 2 until there is 30 â€” 40 mm
1. Such oil can damage the O-rings. Page 44 0B Maintenance and Lubrication: Brake pedal
height inspection and adjustment 1 Loosen the parking brake adjuster lock-nut 1 while holding
the adjuster 2 with a wrench. Page 45 Maintenance and Lubrication: 0B Brake fluid level check
Front and rear brake hose inspection Inspect brake fluid level Inspect brake hose Every 3
months Every 6 months 1 Place the vehicle on a level ground and place the Inspect the brake
hoses and hose joints for crack, handlebars straight. Page 47 Maintenance and Lubrication: 0B
Check that the rear axle nut is tightened to it specified 5 Apply thread lock to the rear axle nut
bolt 3. Page 48 0B Maintenance and Lubrication: Suspensions Inspection Steering System
Inspection BH BH Inspect suspensions Inspect steering system Every 6 months Initially at 1
month and every 3 months thereafter Inspect the suspensions in the following procedures:
Steering should be adjusted properly for smooth turning of handlebars and safe running. Page
49 Maintenance and Lubrication: 0B Chassis Bolts and Nuts Inspection BH Tighten chassis
bolts and nuts Initially at 1 month and 3 months thereafter Check that all chassis bolts and nuts
are tightened to their specified torque. Page 62 0C-9 Service Data Page 64 1-ii Table of Contents
Service Data Page 66 1-iv Table of Contents Exhaust System Page 68 1A-1 Engine General
Information and Diagnosis: Engine General Information and Diagnosis Engine General
Description Injection Timing Description BH Injection time Injection volume The factors to
determine the injection time include the basic fuel injection time, which is calculated on the
basis of the intake air pressure, engine speed and throttle opening angle, and various
compensations. Page Engine General Information And Engine General Information and
Diagnosis: 1A-2 Compensation of injection time Volume The following different signals are
output from the respective sensors for compensation of the fuel injection time volume. The
injection signal is stopped, when the crankshaft position sensor signal, tip-over sensor signal,
ignition signal, injector signal, fuel pump signal or ignition switch signal is not sent to ECM.
Circuit Terminal No. Control circuit or sensor Defective fuel pump. Defective IAT sensor.
Defective CKP sensor. Worn piston rings or cylinder. After saving the sampled data in the
computer, file them by model and by user. The periodically filed data help improve the accuracy
of troubleshooting since they can indicate the condition of vehicle functions that has changed
with time. XXX kPa Check the engine coolant temperature. XXX kPa IH Example of trouble Three
data; value 3 current data 3 , value 2 past data 2 and value 1 past data 1 ; can be made in
comparison by showing them in the graph. Fail-Safe Function Table BH FI system is provided
with fail-safe function to allow the engine to start and the vehicle to run in a minimum For this
purpose, use of an inspection form such as below will facilitate collecting information required
for proper analysis and diagnosis. The reason for visual inspection is that mechanical failures
such as oil leakage cannot be displayed on the screen with the use of mode select switch or
SDS. Go to Step 2. Replace the CKP sensor with a new one. Go to Step 3. Y or R wire open, or Y
wire shorted to ground. If sound is not heard from the tester, the circuit condition is OK. A : â€”
Multi-circuit tester set B : â€” Needle pointed probe set Tester knob indication Voltage IAP
sensor. Go to Step 4. A : â€” Multi-circuit tester set B : â€” Needle pointed probe set Tester
knob indication Replace the TO sensor with a new one. Refer to 2 Remove the left side cover.
Replace the injector and ground. At this time, if an operation sound is heard from the cooling

fan relay and cooling fan motors are operated, the function is normal. IH Specifications Service
Data If it is 3 Disconnect the breather hoses 1. Check that the PCV hoses 1 is securely
connected. Adjust the TP sensor in the following procedures: Special tool 1 Warm up the engine
and check the idling speed. Compression Pressure Check BH The compression pressure
reading of a cylinder is a good indicator of its internal condition. Page Repair Instructions
Engine Mechanical: 1D-2 9 Press the starter button and crank the engine for a Low compression
pressure can indicate any of few seconds. Record the maximum gauge reading the following
conditions: as the cylinder compression. Throttle Cable Removal and Installation BH 5 Remove
the air cleaner box 5 by removing the air Removal cleaner box mounting bolts. Removal Pay
attention to the following points: 1 Remove the front fender. TP sensor 4. L-joint 7. Idle air screw
: Apply engine oil. IAP sensor 5. Fuel delivery pipe 8. Starter valve : Do not reuse. Throttle body
6. Fuel injector : Apply water resistance grease. Throttle body 5. Fuel valve 6. After
disconnecting the throttle cable, do not snap the throttle valve from full open to full Throttle
Body Removal and Installation close. Pay attention to the following points: NOTE When
installing the throttle body, fit the concave part of the intake pipe onto the convex part of the
throttle body. BH Before taking the engine out of the frame, wash the engine using a steam
cleaner. Page Engine Mechanical: 1D 5 Remove the seat. Page 1D Engine Mechanical: 17
Disconnect the reverse lock release cable NOTE Mark the gearshift shaft head at which the
gearshift lever slit set for correct Page Engine Mechanical: 1D 3 Remove the oil return tank.
Page 1D Engine Mechanical: 7 Remove the cylinder head. Cylinder 1 Disconnect the breather
hose 1. When installing the cylinder head 3 , keep NOTE the cam chain taut. Starting from the
roller pin that is faces and camshaft journal holders. Move the automatic decompression weight
by hand to inspect if it is operating smoothly. Inspect the camshaft journal wear in the following
Service limit: 0. The cam chain tension adjuster is maintained at the 4 Remove the cam chain
guide No. Inspect the cam chain tensioner in the following 8 Reinstall the cylinder head. Page
Engine Mechanical: 1D 4 Using the special tools, compress the valve spring 8 Remove the other
valves in the same manner as and remove the two cotter halves 4 from the valve described
previously. Page 2. Support the valve using V-blocks, as shown in the figure, and check its
runout using the dial gauge. Replace any Measure the valve stem O. If it valve with an
abnormally worn face. The thickness of the is out of specification, replace the valve with a new
one. Page 1D Engine Mechanical: Valve spring Valve seat width The force of the coil spring
keeps the valve seat tight. A 1 Visually check for valve seat width on each valve weakened
spring results in reduced engine power output face. If the valve face has worn abnormally,
replace and often accounts for the chattering noise coming from the valve. Page Valve Guide
Replacement Engine Mechanical: 1D Valve seat sealing condition 3 Using the valve guide
remover, drive the valve guide out toward the intake or exhaust camshaft side. Page Valve Seat
Repair 1D Engine Mechanical: 5 Cool down the new valve guides in a freezer for 8 After
installing the valve guides, refinish their guiding about one hour and heat the cylinder head to
â€” bores using the reamer. If any defects are found, replace the cylinder with a new one. Page
Piston And Piston Ring Inspection Engine Mechanical: 1D Piston ring-to-groove clearance
Measure the side clearances of the 1st and 2nd piston rings using the thickness gauge. Special
tool A : â€” Thickness gauge B : â€” Micrometer 0 â€” Page Engine Bottom Side Disassembly
1D Engine Mechanical: Piston ring free end gap and piston ring end gap Measure the piston ring
free end gap using vernier calipers. Next, fit the piston ring squarely into the cylinder and
measure the piston ring end gap using the thickness gauge. Remove the starter torque limiter 1.
IH Clutch Remove the clutch component parts 1. NOTE Do not drop the snap ring 1 into the
crankcase. Special tool : â€” Snap ring pliers 2 Remove the oil pump idle gear 2 and oil pump
driven gear 3. Page Engine Mechanical: 1D 4 Remove the gearshift pawls 7 , pins 8 , springs 9 2
Remove he washer 1 , balancer driven gear 2 and and roller Page 1D Engine Mechanical: 4
Remove the pin 6. Gear position switch 1 Remove the gear position switch 1. Page Engine
Mechanical: 1D 3 Separate the crankcase using the special tool. Pay attention to the following
points: NOTE Apply engine oil to each running and sliding part before reassembling. Oil pump
idle gear shaft Install the oil pump idle gear shaft 1 and new snap ring 2. Tightening torque Gear
position switch mounting bolt a : 6. Replace the new O-rings with new ones. Page Balancer
Shaft Inspection 1D Engine Mechanical: Crankshaft runout Balancer Shaft Inspection Support
the crankshaft using V-blocks and measure the BH Inspect the balancer shaft in the following
procedures: crankshaft runout using the dial gauge, as shown. If the 1 Separate the crankcase,
left and right. Refer to new ones. A : â€” Bearing installer set 2 Apply grease to the oil seal lip.
Engine oil tank 5. Check level and add. Defective oil pump. Clogged oil circuit. Incorrect engine
oil. IH 3 Install the oil sump filter. IH 5 Remove the pin 4 and washer 5. Oil Pump Components 6
Remove the oil pump assembly 6. Engine oil pipe : Apply engine oil. Oil tank : Do not reuse.
Engine oil level gauge BH Inspect the oil tank oil leaks. If any defects are found, replace the oil

tank with a new one. Install the engine oil pipes in the reverse order of 6 Remove the engine oil
pipes 3. Pay attention to the following points: Apply engine oil to the O-rings. Install the oil tank
in the reverse order of removal. Make sure that the oil pipes are not clogged. If it is clogged,
clean the oil passage using a wire of the proper size and compressed air. After the engine cools,
wrap a thick cloth around cap and carefully remove the cap by turning it a quarter turn to allow
pressure to escape and then turn the cap all the way off. Do not mix an alcohol base anti-freeze
and different brands of anti-freeze. Radiator 4. Cooling fan 2. Reservoir 5. Yellow mark 3.
Reservoir overflow hose 6. White mark Add engine coolant. Radiator core clogged with dirt or
scale. Faulty cooling fan. Repair or replace. IH 4 Disconnect the cooling fan motor lead wire
coupler 3. IH Installation Install the radiator in the reverse order of removal. BH Removal 1
Remove the side covers, left and right. Inspect the radiator reservoir tank in the following 2
Apply thread lock to the reservoir tank mounting procedures: bolts and tighten them. Page
Thermostat Inspection Engine Cooling System: 1F Installation 4 Immerse the thermostat 1 in the
water contained in a beaker and note that the immersed thermostat is in 1 Apply engine coolant
to the rubber seal on the suspension. Water pump cover 4. O-ring 5. Oil seal : Apply water
resistance grease. Impeller 6. Water pump driven gear : Apply engine coolant. Before draining
engine oil and engine coolant, inspect engine oil and coolant leakage between the water pump
and : Grease â€” Water resistance crankcase. Disassembly 1 Remove the water pump cover 1.
IH 5 Remove the oil seal 6. NOTE If there is no abnormal condition, the oil seal removal is not
necessary. Page Engine Cooling System: 1F 2 Apply a small quantity of the grease to the oil
seal 4 Install the rubber seal 1 into the impeller. Visually inspect the oil seal for damage, with
particular attention given to the lip. Replace the oil seal that shows indications of leakage. Page
General Description 1G-2 Fuel System: General Description Fuel System Description BH Fuel
system The fuel delivery system consists of the fuel tank 1 , fuel valve 2 , fuel pump 3 , fuel filter
4 , fuel feed hoses 6 and 7 , fuel delivery pipe 8 , fuel injector 9 , fuel pressure regulator The fuel
is pumped up by the fuel pump and pressurized fuel flows into the injector installed in the fuel
delivery pipe. Reverse gear cable 5. Fuel hose 6. Clean or replace. BH 4 Place the measuring
cylinder and insert the fuel Turn the ignition switch ON and check that the fuel pump hose end
into the measuring cylinder. Fuel tank 5. Fuel hose 2. O-ring : Do not reuse. Fuel valve BH 8
Place a rag under the fuel feed hoses 7 and fuel Removal hose 8. Page 1G Fuel System: 1
Remove the fuel tank. IH Installation 1 Connect the fuel feed hose 1 to the fuel pump until it
locks securely a click is heard. Damaged spark plug. Fouled spark plug. Wet spark plug. Clean
and dry or replace. Check that the fuse is not blown and the battery is fully-charged before
diagnosing. Step Action Check the ignition system couplers for poor connections. Page Ignition
System: 1H-5 7 Connect the multi-circuit tester with the peak voltage 8 Measure the ignition coil
primary peak voltage in the adaptor as follows: following procedures: CAUTION WARNING
Before using the multi-circuit tester and peak Do not touch the tester probes and spark voltage
adaptor, refer to the appropriate plug to prevent an electric shock while instruction manual.
Troubleshooting Step Action 1 Shift the transfer to neutral. Go to step 2. Go to step 3. O-ring 7.
Brush holder : Apply grease. Housing end Inside 8. Housing end Outside : Apply water
resistance grease. Carbon brush Inspect the carbon brushes for abnormal wear, cracks or
smoothness in the brush holder. If the commutator is abnormally worn, replace the armature.
Removal If the commutator surface is discolored, polish it with 1 Turn the ignition switch OFF
position. BH 2 Remove the generator cover 1. Starter torque limiter 1 Remove the starter torque
limiter cover 1. Page Starting System: 1I-9 5 Remove the key 6 and starter driven gear 7.
Installation Install the starter clutch in the reverse order of removal. Faulty battery. Poor contact
of generator lead wire Repair. Replace the battery. BH21A Removal 1 Drain engine oil. Page 1J-6
Charging System: 12 Remove the generator rotor assembly 8 with the Installation special tool.
Install the generator in the reverse order of removal. Use a new gasket to prevent oil leakage.
Refer generator cover bolts. Page Charging System: 1J-9 3 Measure the voltage between the
terminals using the multi-circuit tester as indicated in the following table. NOTE If the tester
reads 1. Special tool : â€” Multi-circuit tester set Tester knob indication Page 1J Charging
System: 2 Remove the caps 2 from the electrolyte container. Page 1J Charging System: 4 Install
the battery to the vehicle. Install the battery in the reverse order of removal. Any service on the
exhaust system should be performed when the system is cool. Exhaust pipe 5. Muffler 6.
Connector 7. Spark arrester : Apply muffler seal. Removal 1 Loosen the muffler connecting bolt
1. If any defect are found, replace the exhaust old sealer from the exhaust pipe and muffler.
They must be tightened to the specified torque periodically and if the suspension effect is lost,
replace it with a new one. Front shock absorber Snap ring Front hub plate 2. Upper wishbone
arm Lower wishbone arm If Softest Stiffest any damages are found, replace the front shock
Install the front wheel hub and steering knuckle in the : Grease â€” Water resistance reverse
order of removal. Inspect the steering knuckle for damage. If any defects are found, replace the

steering knuckle with a new one. Pay attention to the following points. IH IH Inside Page 2B
Front Suspension: Lower wishbone arm Dust seal Inspect the knuckle end boot and lower
wishbone arm Inspect the dust seal lips for wear or damage. If any defects are found, replace
the If any defects are found, replace the dust seal with the lower wishbone arm with a new one.
Rear shock absorber 9. Cushion rod Cushion lever Rear shock absorber mounting nut Upper 5.
Cushion rod nut Upper : Apply water resistance grease. Rear shock absorber mounting nut
Lower : 60 Nm 6. Page Rear Shock Absorber Disposal Rear Suspension: 2C-5 Rebound side
Gas pressure release Turn the damping force adjuster 1 to the desired Make sure to observe the
following precautions: position. Removal 1 Remove the cushion lever cover 1. Page Rear
Suspension: 2C-9 4 Remove the bearings 4 with the special tools. Special tool B : â€” Bearing
installer set 4 Apply grease to the oil seal lip. Dust seal 1 Remove the collars and spacers. If 1
Remove the dust seals. Page Rear Suspension: 2C 4 Remove the swingarm by removing the
pivot shaft Installation and nut 3 and washer 4. Install the swingarm in the reverse order
removal. Chain buffer Inspect the chain buffer for wear and damage. If any : Grease â€” Water
resistance defect is found, replace the chain buffer with a new one. If any defects are noted,
replace them with new mm ones. B : â€” Magnetic stand C : â€” V-block mm Swingarm pivot
shaft runout Service limit: 0. Overloading can lead not only to tire damage but also to loss of
control. Removal 1 Place the vehicle on level ground. Do not reuse the valve which has been
once 2 After removing the air valve cap, release the tire removed. Page Wheels and Tires: 2D-4 3
Mount the tire on the rim by hand or tire levers and 4 Inflate the tire to seat the tire bead. Wipe
off any excess oil or chain lubricant. Suzuki recommends to use this standard drive chain as a
replacement. Stopper ring 8. Dust seal : N. Rear axle lock-nut 9. Bearing : 60 N. Swingarm pivot
nut 9. O-ring : Apply thread lock to the thread part. Removal 1 Remove the engine sprocket
cover 1. IH 5 Remove the engine sprocket 6 with drive chain. Install the rear sprocket in the
reverse order of removal. Pay attention to the following point. Rear sprocket flange Inspect the
rear sprocket flange for damage and wear of spline. NOTE When positioning the joint plate 10
on the tool, its stamp mark must face the joint plate Drive chain roller 3. Replace the drive chain
control Removal roller bearings if there is anything unusual. Refer to 1 Remove the rear
sprocket. NOTE The rear axle housing bolts are different length. If any defects are Installation
found, replace the boot with a new one. BH Removal 1 Remove the rear axle housing. Do not
use or mix different types of fluid, such as silicone-based or petroleum-based. Throttle cable 5.
Starter cable 6. Reverse gear cable 6. Worn pads or disc. Oil adhesion on friction surface of
pads. Clean disc and pads. Worn disc. Page 4A-7 Brake Control System and Diagnosis: 2 Attach
a hose to the air bleeder valve, and insert the 8 Fill the reservoir with brake fluid to the upper
mark of free end of the hose into a receptacle. BF: Brake fluid DOT 4 4 Connect a clear hose to
the air bleeder valve 1 and insert the other end of the hose into a receptacle. Reservoir cap 6.
Brake lever : Apply silicone grease. Diaphragm 7. Brake lever pivot bolt : Apply brake fluid.
Disassembly 1 Remove the reservoir cap 1 and diaphragm 2. IH Assembly Assemble the master
cylinder in the reverse order of Brake pedal 5. White mark : Do not reuse. BH Removal 1
Remove the right footrest mud guard. Reservoir tank 6. Brake hose union bolt 7. Removal 1
Remove the fuel tank cover. Rubber parts Inspect the primary cup, secondary cup and dust
boot for wear or damage. Front brake caliper 8. Piston seal 9. Brake pad spring : Apply thread
lock to the thread part. Page Front Brakes: 4B-7 Brake caliper piston Brake caliper holder slide
pin Inspect the brake caliper piston surface for any Inspect the brake caliper holder slide pin for
wear or scratches or other damage. If any damage is found, damage. If any damage is found,
replace it with a new replace the piston with a new one. Rear brake caliper 8. Front brake disc :
Apply thread lock to the thread part. Stopper ring : Apply thread lock to the thread part. BH 8
Apply a small quantity of thread lock to the brake Removal caliper mounting bolts 4. Page Rear
Brakes: 4C-5 4 Remove the caliper holder pin 5. NOTE 7 Force out the piston by pushing the
piston pin 7. If there is no abnormal condition, the caliper holder pin removal is not necessary. If
damage. If any defects are found, replace the mounting any damage is found, replace it with a
new ones. The removed stopper ring must be replaced with a new one. Replace the brake disc if
the thickness is less than the service limit or if defect is found. Special tool A : â€” Micrometer 0
â€” IH IH 5 Set the parking brake shaft 6 in neutral position by 10 Adjust the parking brake.
Replace countershaft. BH 6 Disconnect the reverse lock cable 7 by remove the Removal rotor 8.
Countershaft Reverse driven gear Reverse lock shaft 2. Top drive gear Gear position switch 3.
Gearshift cam stopper plate 4. IH IH 2 Install the reverse idle gear 3 and shaft 4. IH 2.
Countershaft 2. After a snap ring has been removed from the shaft, it should be discarded and a
new snap ring must be installed. Page Manual Transmission: 5B-9 Gearshift cam bearing
Inspect the gearshift cam bearings, left and right for abnormal noise and smooth rotation.
Replace the bearing if there is anything unusual. IG Gearshift fork groove width Measure the
gearshift fork groove width using the Removal Oil seal 1 Remove the transmission assembly.

Refer to Inspect the oil seal lips for wear or damage. Page Manual Transmission: 5B 5 Remove
the gearshift cam right bearing 5. IH 7 Install the oil seal retainer 4. IH 3 Install the bearing
retainers 2. Page Manual Transmission: 5B 3 Loosen the reverse lock release cable lock-nut 1 7
Remove the switch contacts 6 and springs 7. IH IH Installation 4 Disconnect the reverse lock
release cable 3 by Install the gear position switch in the reverse order of removing the mounting
bolt. Page Manual Transmission: 5B 5 Remove the gearshift return spring 7. IH 6 Remove the
gearshift pawl lifter 8 and gearshift cam driven gear 9. The removed snap ring 14 must be
replaced : Thread lock cement â€” with a new one. Inspect the gearshift shaft oil seal lip for
damage or 4 Remove the bearing 2 with the special tools. If any defect is found, replace the oil
seal with a Special tool new one. Clutch lever 3. Parking knob : Apply grease. Parking lock 4.
Clutch lever position switch Clutch Lever Removal and Installation 2 Disconnect the clutch lever
position switch coupler BH 3. Removal 1 Disconnect the clutch cable 1 and parking brake cable
2. Page 5C-4 Clutch: 4 Remove the screw 5 , washer 6 , parking knob 7 Installation and spring 8.
Install the clutch lever in the reverse order of removal. Clutch pressure plate 6. Spring washer
Primary driven gear assembly 2. Spring washer seat Push rod 3. Page 5C-8 Clutch: 8 Remove
the clutch drive plates 5 and driven plates 12 Hold the clutch sleeve hub with the special tool.
Special tool B : â€” Clutch sleeve hub holder 13 Remove the clutch sleeve hub nut. IH 9 Remove
the spring washer 7 and its seat 8. IH 14 Remove the washer 11 and clutch sleeve hub The
concave side of clutch sleeve hub nut 6 2 Apply engine oil to the spacer 1 and bushing of the
faces inside. Three kinds of the drive plate No. IH IH 22 Install the rear brake pedal. Move the
inner race by finger and inspect for smooth movement. If any defects are found, replace the
Clutch drive plate claw width clutch release bearing with a new one. Stiff Insufficiently
lubricated. Low air pressure in front tires Adjust. Handlebar upper holder Handlebars Removal 1
Remove the throttle lever case 1. IH 6 Remove the left grip 6 and starter lever 7. IH 6 Disconnect
wheel side tie-rod ends using the special tool. IH 10 Draw out the steering shaft 9. Special tool
11 Disconnect each tie-rod ends using the special tool. Replace the cotter pins 11 with new
ones. Inspect the tie-rod ends for smooth movement. Inspect the steering shaft bushing for
wear or damage. Clamp 6. Clamp Engine sprocket cover : Bind the wiring harness with the
clamp. Clamp 7. Clamp 5. Starter motor : Bind the brake switch with the clamp. Wiring harness :
Bind the handlebar switch L , starter cable and clutch lever position switch. Starter motor lead
wire 6. CKP sensor : 5. IH 3 Tighten the headlight adjusting bolt 1. BH If any abnormality is
found, replace the handlebar Inspect the dimmer switch in the following procedures: switch
assembly with a new one. If the bulb remains lit, replace the unit terminals. BH If any
abnormality is found, replace the ignition Inspect the ignition switch in the following
procedures: switch with a new one. Fuel tank cover 4. Side cover LH 2. Front fender : Apply
thread lock to thread part. Rear fender 3. Mudguard LH 2. Mudguard RH : Apply thread lock to
thread parts. Removal 2 Pull out the fastener 2. Pull the seat lock lever 1 upward and remove the
seat 2. Page 9D-5 Exterior Parts: 2 Disconnect the ignition switch coupler 4. IH IH Installation 4
Remove the reverse selection knob 6 and screw Install the side cover and front fender in the
reverse 7. Page 9D-7 Exterior Parts: Rear fender 5 Disconnect the ignition fuse assembly 5 ,
starter motor lead wire coupler 6 and clamp. Removal 6 Remove the rear fender 7. IH IH
Installation Install the rear fender in the reverse order of removal. Frame 4. Rear grip 7. Battery
plate 2. Seat rail 5. Front grip 6. Removal Remove the footrests 1 , left and right. IH Installation 1
Install the footrest 1. Page Prepared by March, Part No. Print page 1 Print document pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. Are you wondering how to put your Suzuki z camshaft back in time? Do
you need to diagnose an electrical problem? Our online help system features detailed
step-by-step instructions, full-color photographs and color coded wiring diagrams. All
procedures are performed by an experienced Suzuki ATV technician onsite. There are no
shipping fees to deal with, no waiting and no hassles. All you need is an internet connection.
Engine If you find yourself needing to perform more involved service procedures on your Z we
have you covered as well. Fuel System Let us show you how to properly service your carburetor
with detailed photos and text. I really like the cycl
gm 2 wire alternator
troubleshooting car electrical problems
gti mkv front lip
epedia LTZ manual. Your Kawasaki KFX online manual is a great package â€” very user
friendly. Your Suzuki LTZ manual is great. All the info I needed was there and very easy to
navigate. The pictures are very helpful too. Thank you very much. Your LT-Z manual is worth
every penny. One of the best manuals I have seen. GREAT photos. Anyone reading this who
needs a manual â€” do it! I bought access to your Z ATV manual and want to thank you for this

great service â€” it saved me a ton of money. You must be logged in to post a comment. The
Cyclepedia LT-Z online manual has helped me tremendously. Thank you. Leave a Reply Cancel
reply You must be logged in to post a comment. About Us About Cyclepedia F. Become a
Reseller Want to sell Cyclepedia Manuals? Join the Cyclepedia Reseller network by becoming
an online affiliate. There's no inventory to take on, nothing to ship and no customer service to
deal with. We take care of everything. Learn More. Sorry, your blog cannot share posts by email.

