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Free Wiring Diagram. Variety of ford fusion wiring diagram. A wiring diagram is a simplified
standard pictorial representation of an electrical circuit. It shows the elements of the circuit as
streamlined forms, and the power and signal connections between the devices. A wiring
diagram typically offers details about the relative position as well as setup of devices and also
terminals on the tools, in order to help in building or servicing the tool. A pictorial layout would
reveal extra detail of the physical appearance, whereas a wiring diagram uses a much more
symbolic notation to emphasize interconnections over physical look. A wiring diagram is
usually utilized to fix issues and to make certain that all the connections have actually been
made which everything is existing. Click on the image to enlarge, and then save it to your
computer by right clicking on the image. An initial look at a circuit representation might be
complicated, but if you can check out a subway map, you can review schematics. The objective
is the same: obtaining from factor A to point B. Literally, a circuit is the path that enables
electrical power to flow. Voltage: Measured in volts V , voltage is the pressure or force of power.
This is generally supplied by a battery such as a 9V battery or mains electricity, the electrical
outlets in your residence run at V. Outlets in various other countries run at a different voltage,
which is why you need a converter when taking a trip. Current: Existing is the flow of power, or
even more specifically, the circulation of electrons. It is gauged in Amperes Amps , as well as
could just move when a voltage supply is linked. Resistance: Measured in Ohms R or O ,
resistance defines exactly how easily electrons could stream through a material. Materials such
as gold or copper, are called conductors, as they quickly allow circulation of movement reduced
resistance. Plastic, timber, and air are examples of insulators, preventing the activity of
electrons high resistance. DC Direct Present. DC is a continual circulation of present in one
instructions. DC can move not just via conductors, but semi-conductors, insulators, and even a
vacuum. Air Conditioning Alternating Current. In Air Conditioner, the circulation of existing
regularly rotates between 2 instructions, commonly creating a sine wave. The regularity of Air
Conditioning is measured in Hertz Hz , and is commonly 60 Hz for electrical power in residential
and organisation objectives. Finishing an electrical design degree and after that obtaining a job
in the field implies you will see a lot a lot a whole lot of these schematics. It s vital to recognize
exactly just what is going on with these. Whenever you establish your particular field of electric
design, you might see a lot more intricate representations as well as symbols. You ll discover
additionally that various countries make use of different icons. Of the 2 icons for resistors
above, the very first one is utilized in the U. View a manual of the Ford Fusion below. All
manuals on ManualsCat. By using the 'Select a language' button, you can choose the language
of the manual you want to view. Have a question about the Ford Fusion but cannot find the
answer in the user manual? Perhaps the users of ManualsCat. By filling in the form below, your
question will appear below the manual of the Ford Fusion Please make sure that you describe
your difficulty with the Ford Fusion as precisely as you can. The more precies your question is,
the higher the chances of quickly receiving an answer from another user. You will automatically
be sent an e-mail to inform you when someone has reacted to your question. Ford Fusion
manual. Ask a question. Select a language NL. Previous page Next page. Share this manual:.
Reproduction by any means, electronic or mechanical including photocopying, recording or by
any information storage and retrieval system or translation in whole or part is not permitted
without written authorization from Ford Motor Company. Ford may change the contents without
notice and without incurring obligation. In addition, certain fluids contained in vehicles and
certain products of component wear contain or emit chemicals known to the State of California
to cause cancer and birth defects or other reproductive harm. See Please take the time to get
well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Furthermore, due to printing cycles it may describe options before they are generally
available. It is an integral part of the vehicle. Fuel pump shut-off switch: In the event of an
accident the safety switch will automatically cut off the fuel supply to the engine. The switch
can also be activated through sudden vibration e. To reset the switch, refer to the Fuel pump
shut-off switch in the Roadside Emergencies chapter. In this guide, answers to such questions
are contained in comments highlighted by the warning triangle symbol. These comments
should be read and observed. Warning symbols on your vehicle When you see this symbol, it is
imperative that you consult the relevant section of this guide before touching or attempting
adjustment of any kind. Protecting the environment We must all play our part in protecting the
environment. Correct vehicle usage and the authorized disposal of waste, cleaning and
lubrication materials are significant steps towards this aim. Information in this respect is
highlighted in this guide with the tree symbol. Try not to drive continuously at the same speed
for the first 1, miles 1, km of new vehicle operation. Vary your speed frequently in order to give
the moving parts a chance to break in. Do not add friction modifier compounds or special

break-in oils during the first few thousand miles kilometers of operation, since these additives
may prevent piston ring seating. See Engine oil in the Maintenance and Specifications chapter
for more information on oil usage. Failure to follow the specific warnings and instructions could
result in personal injury. Front seat mounted rear-facing child or infant seats should NEVER be
placed in front of an active passenger airbag. Service Data Recording Service data recorders in
your vehicle are capable of collecting and storing diagnostic information about your vehicle.
This potentially includes information about the performance or status of various systems and
modules in the vehicle, such as engine, throttle, steering or brake systems. In order to properly
diagnose and service your vehicle, Ford Motor Company, Ford of Canada, and service and
repair facilities may access vehicle diagnostic information through a direct connection to your
vehicle when diagnosing or servicing your vehicle. Event Data Recording Other modules in your
vehicle â€” event data recorders â€” are capable of collecting and storing data during a crash or
near crash event. The recorded information may assist in the investigation of such an event.
Ford Motor Company and Ford of Canada do not access event data recorder information
without obtaining consent, unless pursuant to court order or where required by law
enforcement, other government authorities or other third parties acting with lawful authority.
Other parties may seek to access the information independently of Ford Motor Company and
Ford of Canada. Cell phone use The use of Mobile Communications Equipment has become
increasingly important in the conduct of business and personal affairs. Mobile Communications
can enhance personal safety and security when appropriately used, particularly in emergency
situations. Safety must be paramount when using mobile communications equipment to avoid
negating these benefits. Mobile Communication Equipment includes, but is not limited to
cellular phones, pagers, portable email devices, in-vehicle communications systems, telematics
devices and portable two-way radios. Driving while distracted can result in loss of vehicle
control, accident and injury. Ford strongly recommends that drivers use extreme caution when
using any device that may take their focus off the road. The drivers primary responsibility is the
safe operation of their vehicle. Only use cell phones and other devices not essential to the
driving task when it is safe to do so. A market unique supplement may be supplied that
complements this book. By referring to the market unique supplement, if provided, you can
properly identify those features, recommendations and specifications that are unique to your
vehicle. Features or equipment listed as standard may be different on units built for Export.
Many lights will illuminate when you start your vehicle to make sure the bulbs work. If any light
remains on after starting the vehicle, refer to the respective system warning light for additional
information. If the light is blinking, engine misfire is occurring which could damage your
catalytic converter. Drive in a moderate fashion avoid heavy acceleration and deceleration and
have your vehicle serviced immediately by your authorized dealer. Under engine misfire
conditions, excessive exhaust temperatures could damage the catalytic converter, the fuel
system, interior floor coverings or other vehicle components, possibly causing a fire. Check
fuel cap: Illuminates when the fuel cap may not be properly installed. Continued driving with
this light on may cause the Service engine soon warning light to come on, refer to Fuel filler cap
in the Maintenance and Specification chapter. Brake system warning light: To confirm the brake
system warning light is functional, it will momentarily illuminate when the ignition is turned to
the ON position when the engine is not running, or in a position between ON and START, or by
applying the parking brake when the ignition is turned to the ON position. If the brake system
warning light does not illuminate at this time, seek service immediately from your authorized
dealer. Illumination after releasing the parking brake indicates low brake fluid level or a brake
system malfunction and the brake system should be inspected immediately by your authorized
dealer. A significant decrease in braking performance may occur. It will take you longer to stop
the vehicle. Have the vehicle checked by your authorized dealer. Driving extended distances
with the parking brake engaged can cause brake failure and the risk of personal injury. Anti-lock
brake system if equipped : If the ABS light stays illuminated or continues to flash, a malfunction
has been detected, have the system serviced immediately by your authorized dealer. Normal
braking is still functional unless the brake warning light also is illuminated. Airbag readiness: If
this light fails to illuminate when the ignition is turned to ON, continues to flash or remains on,
have the system serviced immediately by your authorized dealer. A chime will also sound when
a malfunction in the supplemental restraint system has been detected. Safety belt: Reminds you
to fasten your safety belt. Charging system: Illuminates when the battery is not charging
properly. Engine oil pressure: Illuminates when the oil pressure falls below the normal range,
refer to Engine oil in the Maintenance and Specifications chapter. If the light remains on, have
the system serviced immediately, refer to the Driving chapter for more information. Low tire
pressure warning: Illuminates when your tire pressure is low. If the light remains ON at start up
or while driving, the tire pressure should be checked. When the ignition is first turned to ON, the

light will illuminate for 3 seconds to ensure the bulb is working. If the light does not turn ON or
begins to flash, have the system inspected by your authorized dealer. Low fuel if equipped :
Illuminates when the fuel level in the fuel tank is at or near empty refer to Fuel gauge in this
chapter. Speed control: Illuminates when the speed control is engaged. Turns off when the
speed control system is disengaged. Door ajar if equipped : Illuminates when the ignition is in
the ON position and any door or decklid is open. Contact your authorized dealer as soon as
possible. Turn signal: Illuminates when the left or right turn signal or the hazard lights are
turned on. If the indicators flash faster, check for a burned out bulb. High beams: Illuminates
when the high beam headlamps are turned on. If the warning stays on after the park brake is off,
contact your authorized dealer as soon as possible. Engine coolant temperature gauge:
Indicates engine coolant temperature. If it enters the red section, the engine is overheating.
Stop the vehicle as soon as safely possible, switch off the engine and let the engine cool. Never
remove the coolant reservoir cap while the engine is running or hot. Fuel gauge: Indicates
approximately how much fuel is left in the fuel tank when the ignition is in the ON position. The
fuel gauge may vary slightly when the vehicle is in motion or on a grade. The FUEL icon and
arrow indicates which side of the vehicle the fuel filler door is located. Refer to Filling the tank
in the Maintenance and Specifications chapter for more information. Driving with your
tachometer pointer continuously at the top of the scale may damage the engine. Odometer:
Registers the total miles kilometers of the vehicle. Trip odometer: Registers the miles
kilometers of individual journeys. Press the control again to select Trip A and Trip B features.
Listening to the radio 1. Note: The system may take a few moments to turn on. Once you are
tuned to the desired station, press and hold a memory preset 1â€”6 to save the station. To
access your saved stations, press the corresponding memory preset. The memory preset and
the station frequency will appear on the display. Press AUX repeatedly to cycle through
auxiliary audio sources. You may also seek by music category. Once you are tuned to the
desired channel, press and hold a memory preset 1â€”6 to save the channel. To access your
saved channels, press the corresponding memory preset. The memory preset and the channel
name will appear on the display. Press CD to enter CD mode. If a disc is already loaded into the
system, CD play will begin where it ended last. The first track on the disc will begin playing.
Select a slot number using memory presets 1â€”6. If you do not choose a slot within 5 seconds,
the system will choose for you. Once loaded, the first track will begin to play. Load the desired
disc, label side up. The system will prompt you to load discs for the remaining available slots.
Insert the discs, one at a time, label side up, when prompted. Once loaded, the last loaded disc
will begin to play. An MP3 disc without folders will show T track in the display. Refer to MP3
folder structure later in this chapter for further information. If you wish to engage shuffle mode
right away, press SEEK to begin random play. Otherwise, random play will begin when the
current track is finished playing. Note: In track mode, all tracks on the current disc will shuffle in
random order. In MP3 folder mode, the system will randomly play all tracks within the current
folder. Press again to resume play. For a single cd system, press to eject the current disc. For
an in-dash six CD system, press. Select the correct slot number using memory presets 1â€”6. If
the disc is not removed in 15 seconds, the system will reload the disc. To auto eject up to 6
discs, press and hold until the system begins ejecting all loaded discs. If the discs are not
removed, the system will reload the discs. Accessory delay: Your vehicle is equipped with
accessory delay. With this feature, the window switches, radio and moon roof if equipped may
be used for up to ten minutes after the ignition is turned off or until either front door is opened.
Also use in menu mode to select various settings. Refer to Category Mode under Menu for
further information. Check with your authorized dealer for availability. Refer to your SYNC
supplement for further information. Press OK to enter into the satellite radio menu. Press OK
when the desired category appears in the display. After a category is selected, press SEEK to
search for that specific category of channels only i. Press OK to close and return to the main
menu. When the chosen song is playing on any satellite radio channel, the system will alert you
with an audible prompt. You can save up to 20 song titles. When the song title appears in the
display that you would like to replace, press OK. When the song appears in the display that you
would like to delete, press OK. The song will appear in the display for confirmation. The system
default is disabled. The menu listing will display the opposite state. For example, if you have
chosen to enable the song alerts, the menu listing will read DISABLE as the alerts are currently
on, so your other option is to turn them off. Setting the clock: If your vehicle is equipped with an
in-dash clock, refer to Clock in the Driver Controls chapter for instructions on how to set the
time. When the six strongest stations are filled, the station stored in preset 1 will begin playing.
If there are less than six strong stations, the system will store the last one in the remaining
presets. Radio volume automatically gets louder with increasing vehicle speed to compensate
for road and wind noise. The default setting is off; increasing your vehicle speed will not change

the volume level. Adjust 1â€”7: Increasing this setting from 1 lowest setting to 7 highest setting
allows the radio volume to automatically change slightly with vehicle speed to compensate for
road and wind noise. For location and further information on auxiliary audio mode, refer to
Auxiliary input jack later in this chapter. If a specific category is selected, Jazz, Rock, News, etc.
PAUSE will appear in the display. Press again to return to playback mode. OK: Use in various
menu selections. Your vehicle may be equipped with the SYNC system which has special phone
and media features. For further information, refer to the SYNC supplement. Tune to the desired
station. To save satellite channels in your memory presets, tune to the desired channel then
press and hold a preset control until sound returns. Press again to stop. In MP3 mode, press
and release to display track title, artist name, and disc title. In satellite radio mode if equipped ,
press and hold to hear a brief sampling of the next channels. With this feature, the window
controls, radio and moon roof if equipped may be used for up to ten minutes after the ignition is
turned off or until either front door is opened. Press and hold for a fast advance through radio
frequencies. In menu mode, use to select various settings. Once loaded, the disc in preset 1 will
begin to play. CD eject : To eject a disc from the system, press. To auto eject up to 6 CDs, press
and hold until the system begins ejecting all loaded discs. Auxiliary input jack Line in Driving
while distracted can result in loss of vehicle control, accident and injury. The Auxiliary Input
Jack provides a way to connect your portable music player to the in-vehicle audio system. This
allows the audio from a portable music player to be played through the vehicle speakers with
high fidelity. To achieve optimal performance, please observe the following instructions when
attaching your portable music device to the audio system. Required equipment: 1. Any portable
music player designed to be used with headphones 2. Begin with the vehicle parked and the
radio turned off. Ensure that the battery in your portable music player is new or fully charged
and that the device is turned off. Attach one end of the audio extension cable to the headphone
output of your player and the other end of the audio extension cable to the AIJ in your vehicle.
Turn the radio on, using either a tuned FM station or a CD loaded into the system. Adjust the
volume to a comfortable listening level. You should hear audio from your portable music player,
although it may be low. Troubleshooting: 1. Do not connect the audio input jack to a line level
output. Line level outputs are intended for connection to a home stereo and are not compatible
with the AIJ. The AIJ will only work correctly with devices that have a headphone output with a
volume control. Many portable music players have different output levels, so not all players
should be set at the same levels. Some players will sound best at full volume and others will
need to be set at a lower volume. If the music sounds distorted at lower listening levels, turn the
portable music player volume down. If the problems persists, replace or recharge the batteries
in the portable music player. The portable music player must be controlled in the same manner
when it is used with headphones as the AIJ does not provide control play, pause, etc. For safety
reasons, connecting or adjusting the settings on your portable music player should not be
attempted while the vehicle is moving. Also, the portable music player should be stored in a
secure location, such as the center console or the glove box, when the vehicle is in motion. The
audio extension cable must be long enough to allow the portable music player to be safely
stored while the vehicle is in motion. USB port if equipped Driving while distracted can result in
loss of vehicle control, accident and injury. This feature allows you to plug in media playing
devices, memory sticks, and also to charge devices. Never touch the playing surface. CD units
are designed to play commercially pressed 4. Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD
players. Do not use any irregular shaped CDs or discs with a scratch protection film attached.
CDs with homemade paper adhesive labels should not be inserted into the CD player as the
label may peel and cause the CD to become jammed. It is recommended that homemade CDs be
identified with permanent felt tip marker rather than adhesive labels. Ballpoint pens may
damage CDs. Please contact your authorized dealer for further information. If service is
necessary, see your dealer or qualified technician. For more information on track and folder
mode, refer to Sample MP3 structure in the following section. The player numbers each MP3
track on the disc noted by the. Note: The maximum number of playable MP3 files may be less
depending on the structure of the CD and exact model of radio present. The CD player numbers
all MP3 tracks on the disc noted by the. While various files may be present, files with extensions
other than mp3 , only files with the. Other files will be ignored by the system. This enables you
to use the same MP3 disc for a variety of tasks on your work computer, home computer and
your in vehicle system. In track mode, the system will display and play the structure as if it were
only one level deep all. In folder mode, the system will only play the. Satellite radio information
if equipped Satellite radio channels: SIRIUS broadcasts a variety of music, news, sports,
weather, traffic and entertainment satellite radio channels. Satellite radio reception factors: To
receive the satellite signal, your vehicle has been equipped with a satellite radio antenna

located on the roof of your vehicle. The vehicle roof provides the best location for an
unobstructed, open view of the sky, a requirement of a satellite radio system. Note: SIRIUS
reserves the unrestricted right to change, rearrange, add or delete programming including
canceling, moving or adding particular channels, and its prices, at any time, with or without
notice to you. Ford Motor Company shall not be responsible for any such programming
changes. While in Satellite Radio mode, you can view this number on the radio display by
pressing AUX and Preset 1 control simultaneously. No action required. This message should
disappear shortly. If this message does not clear within a short period of time, or with an
ignition key cycle, your receiver may have a fault. See your authorized dealer for service. This
previously available channel is no longer available. Tune to another channel. If the channel was
one of your presets, you may choose another channel for that preset button. Artist information
not available at this time on this channel. The system is working properly. Song title information
not available at this time on this channel. Category information not available at this time on this
channel. When you move into an open area, the signal should return. The process may take up
to three minutes. Refer to the Navigation supplement for further information. Temperature
selection: Controls the temperature of the airflow in the vehicle. Air flow selections: Controls
the direction of the airflow in the vehicle. This re-cooling of the interior air is more economical
and efficient. Recirculated air may also help reduce undesirable odors from entering the vehicle.
O OFF : Outside air is shut out and the climate system is turned off. Note: You may notice a
small amount of air flowing from the demister and defroster vents. Can be used to clear thin ice
or fog from the windshield. To exit select another mode. Refer to Rear window defroster in this
section for more information. Recirculated air may reduce the amount of time to cool down the
interior of the vehicle and may also help reduce undesired odors from reaching the interior of
the vehicle. Use with recirculated air to improve cooling performance and efficiency. Fan speed
adjustment: Controls the volume of air circulated in the vehicle. Set the temperature control to
full heat. Set the fan speed to the highest setting. Direct the outer instrument panel vents
towards the side windows. If your vehicle is equipped with a mini message center, see your
authorized dealer for temperature conversion. Defrost: Distributes outside air through the
windshield defroster and demister vents. Fan speed control: Press to manually increase or
decrease the fan speed. To return to automatic fan operation, press AUTO. R Rear defroster:
Press to defrost the rear window. If your vehicle is equipped with both rear defroster and heated
mirrors, the same button will activate both. Recirculation can be engaged manually in any other
airflow selection except defrost. The system will automatically provide outside air to reduce
window fogging. Manual override controls: Allows you to manually select where airflow is
directed. To return to full automatic control, press AUTO. OFF: Outside air is shut out and the
fan will not operate. Temperature control: Controls the temperature in the cabin of the vehicle.
EXT: Press to display outside temperature. Press again to display cabin temperature settings.
Passenger heated seat control: Press to heat the passenger seat. Press once to activate high
heat two indicator lights. Press again to activate low heat one indicator light. Press again to
deactivate the passenger heated seat. The manuals describes the repair of gasoline engines
Duratec 1. See also: Ford cars workshop manuals. All modifications of the Ford Fusion car with
front-wheel drive can be completed with the following engine types: 1. The engine is equipped
with a system of distributed fuel injection for each cylinder separate nozzle with electronic
control. Clutch â€” dry single plate. It includes a driven friction and pressure plate, which is
attached to the flywheel with bolts. Clutch drive â€” hydraulic with automatic adjustment. Three
types of gearboxes are installed on various modifications of the car: 4-speed automatic,
5-speed manual and automated, built on the basis of the iB5 manual gearbox, but with modified
gear ratios in combination with self-adjusting clutch. Front suspension independent, with
gas-filled shock absorber struts, helical coil springs, L-shaped wishbones and anti-roll bar;
back â€” dependent, on longitudinal levers, with cylindrical twisted springs and gas-filled
single-tube shock absorbers. All content on the site Carmanualsclub. The site administration
does not bear any responsibility for illegal actions, and any damage incurred by the copyright
holders. Your email address will not be published. Save my name, email, and website in this
browser for the next time I comment. This site uses Akismet to reduce spam. Learn how your
comment data is processed. Necessary cookies are absolutely essential for the website to
function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Ford Fusion. Leave a Reply Cancel reply Your email address will
not be published. This website uses cookies to improve your experience. We'll assume you're

ok with this, but you can opt-out if you wish. Accept Reject Read More. Close Privacy Overview
This website uses cookies to improve your experience while you navigate through the website.
Out of these, the cookies that are categorized as necessary are stored on your browser as they
are essential for the working of basic functionalities of the website. We also use third-party
cookies that help us analyze and understand how you use this website. These cookies will be
stored in your browser only with your consent. You also have the option to opt-out of these
cookies. But opting out of some of these cookies may affect your browsing experience.
Necessary Necessary. Non-necessary Non-necessary. Quick Links. Table of Contents.
Instrument Cluster. Warning Lights And Chimes. Message Center. Entertainment Systems.
Auxiliary Input Jack Line In. Climate Controls. Navigation System Based Climate Control. Rear
Window Defroster. Turn Signal Control. Bulb Replacement. Driver Controls. Steering Wheel
Adjustment. Power Windows. Speed Control. Owners Guide, 2nd Printing. USA fus. Ford fusion
hybrid automobile owner's manual pages. Ford may change the contents without notice and
without incurring obligation. Please take the time to get well acquainted with your vehicle by
reading this handbook. The more you know and understand about your vehicle, the greater the
safety and pleasure you will derive from driving it. Page 5 Do not add friction modifier
compounds or special break-in oils since these additives may prevent piston ring seating. See
Engine oil in the Maintenance and Specifications chapter for more information on oil usage.
Page 6 In order to properly diagnose and service your vehicle, Ford Motor Company, Ford of
Canada, and service and repair facilities may Page 8 If you do not want Ford or its vendors to
receive this information, do not activate the service. Ford Motor Company and the vendors it
uses to provide you with this information do not store your vehicle travel information. Features
or equipment listed as standard may be different on units built for Export. Normal braking is still
functional unless the brake warning light also is illuminated. Page 14 Refer to the Driving
chapter for more information. Refer to the Driving chapter for more information. Anti-theft
system: Flashes when the SecuriLock passive anti-theft system has been activated. Page 16
Turn signal on warning chime: Sounds when the turn signal has been left on for an extended
period of time. Page 18 this represents the trip mode. Press the control again to select Trip A
and Trip B features. If the warning stays on after the park brake is off, contact your authorized
dealer as soon as possible. For more information on integrated key, refer to the Locks and
Security chapter. Ford strongly recommends that drivers use extreme caution when using any
device that may take their focus off the road. Remove the CD. If you do not remove the CD, the
system will reload the disc. The system will eject all discs and prompt you when to remove
them. Otherwise, random play will begin when the current track is finished playing. The system
will only shuffle the currently playing disc. Page 35 PIN number to its initial password setting
Page 36 OK. For further information, refer to the SYNC information included with your vehicle
for further information. Never touch the playing surface. Page 40 CD units are designed to play
commercially pressed 4. Due to technical incompatibility, certain recordable and re-recordable
compact discs may not function correctly when used in Ford CD players. Do not use any
irregular shaped CDs or discs with a scratch protection film attached. Page Page 43 Note:
SIRIUS reserves the unrestricted right to change, rearrange, add or delete programming
including canceling, moving or adding particular channels, and its prices, at any time, with or
without notice to you. Ford Motor Company shall not be responsible for any such programming
changes. This message should disappear shortly. If this message does not clear within a short
present. Page Climate Controls : Distributes air through the instrument panel vents, demister
vents, floor vents and rear seat floor vents if equipped. To return to full automatic control, press
AUTO. See Heated seats in the Seating and Safety Restraints chapter. Press this button again to
return to the previous air flow selection. To return to full automatic mode, press AUTO. Page 54
3. Select recirculated air to provide colder airflow. Set highest fan setting initially, then adjust to
maintain comfort. Page Rear Window Defroster This may cause damage to the heated grid lines
and will not be covered by your warranty. Start with the ignition in the off position and the
headlamp control in the autolamp position. Turn the headlamp control to off. Turn the ignition
switch to on and then back to off. Failure to activate your headlamps under these conditions
may result in a collision. This will turn on the interior courtesy lights. The lights will remain on
until the bottom of the control is pressed. Press the controls to turn on the lamps. All
replacement bulbs are clear in color except where noted. To replace all instrument panel lights see your authorized dealer. Locate the mass air flow sensor electrical connector on the air
outlet tube. This connector will need to be unplugged. Remove the air filter assembly. Remove
the rubber headlamp bulb access cover. Page 64 4. Remove the bulb socket by rotating it
counterclockwise, then pull it straight out of the lamp assembly. Make sure headlamp control is
in the off position, then open the hood. At the wheel well, remove the press pins from the splash
shield. Page 66 Turn the headlamps on and make sure they work properly. If the headlamp was

correctly aligned before you changed the bulb, you should not need to align it again. Reaching
through the wheel well, remove the rubber headlamp bulb access cover. Rotate the headlamp
bulb counterclockwise and remove the headlamp bulb 5. Disconnect the electrical connector.
Carefully pull bulb straight out of socket and push in the new one. Install new bulb socket into
the lamp assembly by aligning the indexing fingers, then rotate clockwise to locked position.
Reach over the front bolster to access the bulb. Reverse these steps to complete the process.
Page 70 3. Rotate the lamp clockwise while holding the electrical connector in place. After
rotating the lamp 90 degrees clockwise, pull and disengage the wire harness and bulb from the
lamp. Doing so may result in permanent deformation. Remove the screws from the license plate
lamp assembly. Remove bulb socket by turning counterclockwise. Carefully pull the bulb out
from the socket. Install new bulb s in reverse order. Carefully disconnect the bulb from the
harness assembly via the two snap clips. Install the new bulb in reverse order. Page 76 This
variation is four degrees between adjacent zones and will become noticeable as the vehicle
crosses multiple zones. A correct zone setting will eliminate this error. Refer to Compass zone
adjustment. Start the vehicle. Page 78 3. Hard objects can injure you in a collision. Always keep
the power point caps closed when not being used. Refer to Rearview camera system in the
Driving chapter. Page 84 Disengaging the speed control will not erase the previous set speed.
Note: When you use the clutch pedal to disengage the speed control, the engine speed may
briefly increase, this is normal. Note: When you turn off the speed control or the ignition, your
speed control set speed memory is erased. Press to activate phone mode or answer a phone
call. Press and hold to end a call or exit phone mode. To stop motion at any time during the
one-touch operation, press the control a second time. Page 88 The moon roof has a sliding
shade that can be opened or closed when the glass panel is shut. To close the shade, pull it
toward the front of the vehicle Fusion fsn Owners Guide, 2nd Printing USA fus Page 89 if
equipped may be used for up to 10 minutes after the ignition switch is turned off or until any
door is opened. It is recommended that you keep the label in a safe place for future reference.
Turn the ignition to the off position. The horn will chirp once to confirm the procedure is
complete. Keyless entry keypad procedure 1. Turn the ignition to the 1 off position. Close all the
doors. Enter factoryâ€”set 5â€”digit entry code. If the procedure needs to be repeated, wait a
minimum of 30 seconds before beginning again. The user should receive a horn chirp to
indicate the system has been disabled or a chirp followed by a honk to indicate the system has
been enabled. Page 96 Exposure of people or animals to these high temperatures for even a
short time can cause death or serious heat-related injuries, including brain damage. Small
children are particularly at risk. Note: The interior lamps will illuminate. Illuminated entry The
interior lamps and puddle lamps if equipped illuminate when the Integrated Keyhead
Transmitter is used to unlock the door s. This mode disables the keypad for one minute and the
keypad lamp will flash. Use of these systems may result in vehicle starting problems and a loss
of security protection. Page The theft indicator will flash every two seconds to act as a theft
deterrent when the vehicle is armed. Automatic disarming The vehicle is disarmed immediately
after the ignition is turned to the on position. Page Steps 1 through 8. If failure repeats, bring
your vehicle to your authorized dealer to have the new key s programmed. To program
additional new unprogrammed key s , wait 20 seconds and then repeat this procedure from Step
1. Whenever possible it should be installed and properly adjusted when the seat is occupied.
Lift handle to move seat forward or backward. Move the seat as far forward as possible. Secure
the load to help prevent shifting during sudden stops. Refer to Front passenger sensing system
in the Airbag supplemental restraint system SRS section for additional details. Failure to follow
these instructions may interfere with the front passenger seat sensing system. Power recline if
equipped Press the control to recline the seatback forward or rearward. Store the head restraint
in a secure location, such as the trunk of the vehicle. Split-folding rear seatbacks One or both
rear seatbacks can be folded down to provide additional cargo space. Unless serviced, the
system may not function properly in the event of a collision. How to disengage the automatic
locking mode WARNING: Ford Motor Company recommends that all passenger safety belt
assemblies and attaching hardware should be inspected by an authorized dealer after any
collision to verify that the automatic locking retractor feature for child seats is still working
properly. Page Safety belt warning light and indicator chime The safety belt warning light
illuminates in the instrument cluster and a chime sounds to remind the occupants to fasten
their safety belts. The Belt-Minder feature will not activate. Airbags offer greater protection
when used with safety belts. Do not modify the front end of the vehicle. Front airbags are
designed to activate in frontal and near-frontal collisions, not rollover, side-impact, or
rear-impacts unless the collision causes sufficient longitudinal deceleration. When the
passenger airbag off light is illuminated, the passenger side airbag may be disabled to avoid the
risk of airbag deployment injuries. Page SRS, its fuses or the seat cover on a seat containing an

airbag. Contact your authorized dealer as soon as possible. Do not touch them after inflation. If
the air curtain is not replaced, the unrepaired area will increase the risk of injury in a collision.
Also see Airbag supplemental restraint system SRS in this chapter for special instructions
about using airbags. Page Accident statistics suggest that children are safer when properly
restrained in the rear seating positions than in a front seating position. Page Highway Traffic
Safety Administration NHTSA provides education and training to ensure that all children ages 0
to 16 are properly restrained in the correct restraint system. Page Children 12 and under should
be properly restrained in a rear seating position whenever possible. If all children cannot be
seated and restrained properly in a rear seating position, properly restrain the largest child in
the front seat. Make sure the tongue is securely fastened in the buckle. Position the child safety
seat in a seat with a combination lap and shoulder belt. Attach the tether strap if the child seat
is equipped. Refer to Attaching child safety seats with tether straps later in this chapter. See
Attaching child safety seats with tether straps and Recommendations for attaching safety
restraints for children in this chapter for more information. To avoid risk of injury, occupants
should only use seating positions where they are able to be properly restrained. Refer to
Recommendations for attaching child safety restraints for children in this chapter. Locate the
correct anchor for the selected seating position. If your child restraint system is equipped with a
tether strap, and the child restraint manufacturer recommends its use, Ford also recommends
its use. Child booster seats The belt-positioning booster booster seat is used to improve the fit
of the vehicle safety belt. Page To improve the fit of both the lap and shoulder belt on children
who have outgrown child safety seats, Ford Motor Company recommends use of a
belt-positioning booster. Move a child to a different seating location if the shoulder belt does
not stay positioned on the shoulder during use. Ford Motor Company recommends that all
safety belt assemblies in use in vehicles involved in a collision be replaced. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. You are strongly urged to buy a reliable tire pressure gauge, as automatic service
station gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire
pressure gauge rather than a stick-type tire pressure gauge. Page Tire Inflation Always inflate
your tires to the Ford recommended inflation pressure even if it is less than the maximum
inflation pressure information found on the tire. Page For your safety, tires that are damaged or
show signs of excessive wear should not be used because they are more likely to blow out or
fail. Page The tire pressure sensors mounted in the wheels originally installed on your vehicle
are not designed to be used in aftermarket wheels. Page Rotating your tires at the
recommended interval as indicated in the scheduled maintenance information that comes with
your vehicle will help your tires wear more evenly, providing better tire performance and longer
tire life. These ratings are listed in the following chart. The tire suppliers may have additional
markings, notes or warnings such as standard load, radial tubeless, etc. Page 4. Maximum Load
Single lb kg at psi kPa cold: Indicates the maximum load and tire pressure when the tire is used
as a single; defined as two tires total on the rear axle. Refer to the payload description and
graphic in the Vehicle loading â€” with and without a trailer section. Always check the TPMS
malfunction telltale after replacing one or more tires or wheels on your vehicle to ensure that
the replacement or alternate tires and wheels allow the TPMS to continue to function properly.
Check your tire pressure to ensure tires are properly inflated; refer to Inflating your tires in this
chapter. Page Inflate all the tires to the recommended inflation pressure. Repair the damaged
road Use of any tire or wheel not recommended by Ford can affect the safety and performance
of your vehicle, which could result in an increased risk of loss of vehicle control, vehicle
rollover, personal injury and death. Page Vehicle Loading Once you have reached the maximum
payload of your vehicle, do not add more cargo, even if there is space available. Overloading or
improperly loading your vehicle can contribute to loss of vehicle control and vehicle rollover.
GAW Gross Axle Weight â€” is the total weight placed on each axle front and rear â€” including
vehicle curb weight and all payload. These guidelines are designed to prevent damage to your
vehicle. Otherwise, no recreational towing is permitted. In case of roadside emergency with a
disabled vehicle, please refer to the Wrecker towing section in the Roadside Emergencies
chapter. The emission system heats up the engine compartment and exhaust system, which can
start a fire. Make sure the headlamps and electrical accessories are off. Page 3. Turn the key to
3 on without turning the key to 4 start. Some warning lights will briefly illuminate. See Warning
lights and chimes in the Instrument Cluster chapter for more information regarding the warning
lights. Page The ABS will be activated immediately, allowing you to retain full steering control
during hard braking and on slippery surfaces. However, the ABS does not decrease stopping
distance and does not decrease the time necessary to apply the brakes. Page Advancetrac
AdvanceTrac sensors. Reducing the effectiveness of the AdvanceTrac system could lead to an

increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Page The
engine traction control and brake traction control systems may be deactivated in certain
situations. See the Switching Off AdvanceTrac section below. Open the storage compartment
lid and carefully pry the trim panel 2 up from rear attachments on the storage compartment and
disconnect it from the console to expose the inside of the gearshift. Page Always come to a
complete stop before shifting into and out of R Reverse. N Neutral With the gearshift lever in N
Neutral , the vehicle can be started and is free to roll. Hold the brake pedal down while in this
position. This will increase engine RPM during engine braking. Turn the ignition off. Use 1 First
gear and set the parking brake fully. Refer to the Navigation System supplement for more
information. If the image is still not clear after cleaning, have your system inspected by your
authorized dealer. Backing slowly from the parking spot in these situations helps to increase
the sensor coverage and effectiveness. False alerts are temporary and self correct. The
message center warning may be cleared by the driver but the exterior mirror alert indicator will
remain illuminated. It may be desirable to turn the BLIS off if the false alerts become annoying.
L Low gear operation will maximize the engine and transmission cooling capability. Turn the
ignition to the off position and remove the key whenever you leave your vehicle. Page Avoid
sudden applications of power and quick changes of direction on snow and ice. Apply the
accelerator slowly and steadily when starting from a full stop. Ford Motor Company
recommends that caution be used with any vehicle equipped with a high load or device such as
ladder or luggage racks. Page Once through the water, always dry the brakes by moving your
vehicle slowly while applying light pressure on the brake pedal. Wet brakes do not stop the
vehicle as quickly as dry brakes. This program is separate from the New Vehicle Limited
Warranty. Page Assistance, call Canadian customers who require roadside assistance, call If
you need to arrange roadside assistance for yourself, Ford Motor Company will reimburse a
reasonable amount for towing to the nearest dealership within 35 miles 56 km. To obtain
reimbursement information, U. Turn the ignition to the on position. Wait a few seconds and
return the key to off position. Make another check for leaks. Ford Motor Company recommends
that the fuel system be inspected by an authorized dealer after any collision. Page Passenger
Compartment Fuse Panel The fuse panel is located below and to the left of the steering wheel
by the brake pedal. Remove the panel cover to access the fuses. To remove a fuse use the fuse
puller tool provided on the fuse panel cover. Page Roadside Emergencies The fuses are coded
as follows. Page Changing The Tires To restore the full functionality of the monitoring system,
all road wheels equipped with tire pressure monitoring sensors must be mounted on the
vehicle. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than
repaired. Remove the jack retention bolt by turning it counterclockwise and remove the jack
from the vehicle. Remove the center ornament if equipped from the wheel. Loosen each wheel
lug nut one-half turn counterclockwise but do not remove them until the wheel is raised off the
ground. Page If you are using the temporary tire, the lug nut washers will not appear to be flush
with the rim. This is normal only when using the temporary spare tire. Lower the wheel by
turning the jack handle counterclockwise. Bolt size M12 x 1. Use only Ford recommended
replacement fasteners. This could damage the fuel system and its seal, and may cause fuel to
run onto the ground instead of filling the tank, all of which could result in serious personal
injury. Turn the heater fan on in both vehicles to protect from any electrical surges. Turn all
other accessories off. Ensure that the cables are clear of fan blades, belts, moving parts of both
engines, or any fuel delivery system parts. Remove the jumper cable from the ground metal
surface. Note: In the illustrations, lightning bolts are used to designate the assisting boosting
battery. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing
procedure. If the vehicle is towed by other means or incorrectly, vehicle damage may occur.
Page Driving chapter for specific instructions if you cannot move the gear shift lever into N
Neutral. Page Customer Assistance A reasonable time must be allowed to perform a repair after
taking your vehicle to the authorized dealer. Repairs will be made using Ford or Motorcraft
parts, or remanufactured or other parts that are authorized by Ford. Ford is also allowed a final
repair attempt in some states. Page If you are in another foreign country, contact the nearest
authorized dealer. If the authorized dealer employees cannot help you, they can direct you to
the nearest Ford affiliate office. If you buy your vehicle in North America and then relocate
outside of the U. Page Reporting Safety Defects U. Page Use only approved products to clean
plastic parts. These products are available from your authorized dealer. The dull finish in this
area helps protect the driver from undesirable windshield reflection. Keep body and door drain
holes free from packed dirt. These quality products have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and appearance of
your vehicle. Page Maintenance And Specifications 1. Set the parking brake, press and hold the
clutch pedal, place the gearshift in 1 First , and release the clutch pedal. Turn off the engine and

remove the key. Block the wheels. Go to the front of the vehicle and release the auxiliary latch
that is located under the front center of the hood. Lift the hood and support it with the prop rod.
Engine oil dipstick 4. Transmission fluid dipstick automatic transmission only 6. Battery 7.
Power distribution box 8. Air filter assembly 9. Coolant bleed valve Transmission fluid dipstick
automatic transmission only 4. Battery 5. Power distribution box 6. Air filter assembly 7. Coolant
bleed valve 8. Engine oil dipstick 9. Engine oil filler cap Brake fluid reservoir 4. Engine oil
dipstick 8. Engine oil filler cap 9. Windshield washer fluid reservoir Attach the new wiper to the
wiper arm and press it into place until a click is heard. Replace wiper blades at least once per
year for optimum performance. Open the hood. Protect yourself from engine heat. Locate and
carefully remove the engine oil level dipstick. Wipe the dipstick clean. Insert the dipstick fully,
then remove it again. Refer to Adding engine oil in this chapter. Install the dipstick and ensure it
is fully seated. Fully install the engine oil filler cap by turning the filler cap clockwise until it
stops. Page Battery Lift the battery with a battery carrier or with your hands on opposite
corners. If sprayed on the windshield, engine coolant could make it difficult to see through the
windshield. Page 2. When the engine is cool, wrap a thick cloth around the coolant pressure
relief cap on the coolant reservoir a translucent plastic bottle. Slowly turn cap counterclockwise
left until pressure begins to release. Step back while the pressure releases. Used engine coolant
should be disposed of in an appropriate manner. Page Once the engine temperature cools, the
engine can be re-started. Take your vehicle to an authorized dealer as soon as possible to
minimize engine damage. WARNING: The flow of fuel through a fuel pump nozzle can produce
static electricity, which can cause a fire if fuel is pumped into an ungrounded fuel container.
After you are done pumping fuel, slowly remove the fuel filler nozzleâ€”allow about five
seconds after pumping fuel before removing the fuel filler nozzle. This allows residual fuel to
drain back into the fuel tank and not spill onto the vehicle. Page 3, miles 4, km. See scheduled
maintenance information for more information. For more Page Empty reserve is the small
amount of fuel remaining in the fuel tank after the fuel gauge indicates empty. Additionally,
keeping records during summer and winter will show how temperature impacts fuel economy.
In general, lower temperatures give lower fuel economy. Refer to Maintenance product
specifications and capacities in this chapter. Follow the recommended maintenance schedule
and owner maintenance checks found in scheduled maintenance information. The scheduled
maintenance items listed in scheduled maintenance information are essential to the life and
performance of your vehicle and to its emissions system. Be sure to put the cap back on the
reservoir. Refer to Maintenance product specifications and capacities in this chapter for the
proper fluid type. However, the fluid must be re-checked at the proper fluid temperature. The
use of these materials may affect transmission operation and result in damage to internal
transmission components. Remove the dipstick and inspect the fluid level. The fluid should be
in the operating range for normal operating temperature. Your vehicle is equipped with one of
the following dipsticks. Page See the Tires, Wheels and Loading chapter for more information
on recreational flat towing. Install and tighten the fill plug securely. Use only fluid that meets
Ford specifications. Refer to the Maintenance product specifications and capacities section in
this chapter. Release the clamps that secure the air filter housing cover. Carefully separate the
two halves of the air filter h
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ousing. Remove the air filter element from the air filter housing. The customer warranty may be
void for any damage to the engine if such spark plugs are not used. Page Safety Compliance
Certification Label may be located. Make, vehicle line, series, body type 4. Engine type 5. Check
digit 6. Model year 7. Assembly plant 8. The following table tells you which transmission each
code represents. These quality accessories have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and aerodynamic
appearance of your vehicle. With Ford ESP, you minimize your risk for unexpected repair bills
and rising repair costs. Page Controls power seat Page Recommendations for attaching safety
restraints for children Page Index Windshield washer fluid and wipers This manual is also
suitable for: Fusion. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

