Northstar sprayer parts diagram

Quick Links Download this manual. NorthStar 3-Point Sprayer: Category 1 tractor implement for
outdoor use. Assemble, test, and use only in accordance with the Owner's Manual instructions.
Pesticides are hazardous chemicals. Sprayer leaks, bodily chemical. AVOID inhaling, ingesting,
or coming into contact with any chemicals. WEAR personal protective gear when filling, using,
cleaning, and servicing the sprayer. KEEP sprayer and spray materials away from children and
pets. Pesticides are especially toxic. Improper use of the sprayer or handling of chemicals could
result in serious injury or illness. Any chemical will leave some residual in the tank liner or
sprayer. These residual chemicals can have unexpected. For example, spraying water or other
liquids that are contaminated with residual pesticide. Page 2 Hazard Signal Word Definitions
Page 4: Intended Use Intended Use The sprayer is intended for use in spraying agricultural
pesticides and other non-flammable liquids. Pesticides are regulated by the United States
Environmental Protection Agency EPA and defined as: Any substance or mixture of substances
intended for preventing, destroying, repelling, or mitigating any pest. Read each chemical
label's instructions before handling the chemical. Apply at rate recommended by chemical
manufacturer. Page 7: Chemical Accident Procedures Summary of Important Safety Information
continued Chemical Accident Procedures Immediate response is necessary in the event of
sprayer leaks, bodily chemical contact, poisoning, or spills. See instructions below: If the
sprayer develops a leak, immediately stop spraying. Turn off power to the Sprayer leak sprayer
and follow directions below, as applicable. Pesticides are hazardous chemicals which must be
handled carefully. Page 9: Unpacking Unpacking Machine Components Closely inspect all
contents Note that some parts are shipped inside the tank. Install hose clamp on hose. Follow
the instructions below for safety mounting and connecting the sprayer. Read Review your
tractor manual or check with your dealer for instructions and instructions safety information
about how to properly connect the sprayer to your tractor's hydraulics. Caution must be
exercised when making connections to a battery to avoid shock and contact with the acid, and
to prevent any sparking that could lead to an explosion. Verify connection Verify a complete
connection has been made by checking with a DC voltmeter, or by briefly turning the remote
switch to the ON position and listening for pump activation. Page Machine Components
Machine Components 1. Fill Cap. The fill cap has a vent to allow air to enter the tank as the
chemical is dispensed. Hose Hooks. Provides a storage location for the gun hose 3. Gun Hose.
The foot gun hose transfers chemical from the pump to the spray gun. Page 18 Machine
Components 9. Spray Gun. Use the spot spray gun to apply chemical to specific areas. The
spray pattern is adjustable from stream to cone by twisting the spray nozzle see Operation
Instructions. Page Important Safety Information - Operation Operation â€” Important Safety
Information Now that you have completed and tested your assembly, there is some important
safety and health information you need to know with regard to handling and spraying
chemicals, as well as vehicle handling with the sprayer attached. ALWAYS inspect and prepare
the sprayer before use according to the directions provided in this manual. Drive to Drive
tractor and sprayer carefully to the desired work site. Page 22 Operation â€” Important Safety
Information continued Bodily chemical Personal contamination can occur when chemicals
splash, spill, or spray contact directly onto a person. Follow the emergency first aid instructions
on the chemical label listed in the "First Aid" or "Statements of Practical Treatment" section.
General procedures include: a Eyes â€” Damaged or clogged equipment could result in leaks or
uncontrolled spray. Leaks could result in injury to the operator or bystanders from chemical
exposure, or cause damage to the environment. Replace all worn or damaged hoses. Replace all
damaged fittings with original NorthStar parts. Before you decide to spray, you must determine
whether wind conditions are suitable. You must also restrict access to the work area to ensure
the safety of bystanders. Page 26 Operation - Using the Sprayer continued 5. Remove fill
Remove the fill cap located on top of the sprayer. Fill cap 6. Ensure tank Ensure tank is flushed
of all chemicals from prior uses. Long pants and sleeves, chemical-resistant gloves, and eye
protection are strongly recommended. Additional protective gear may be required depending on
the particular pesticide. Page 28 Operation - Using the Sprayer continued 4. Close broadcast
Turn the broadcast nozzle shut off valve to the closed position. Turn on power Turn on the
power to the sprayer. Verify the remote switch is connected to the pump power cord. Page 29
Operation - Using the Sprayer continued 7. Operate broadcast A. Open broadcast nozzle shut
off valve spraying system Ensure power to the pump is off. Broadcast nozzle shut off valve B.
Ensure correct spray pattern Rotate the broadcast nozzle, if needed, so that the spray pattern is
pointed down and evenly distributed. Page 30 Operation - Using the Sprayer continued C. Begin
to spray Turn the power ON. Ensure uniform coverage To ensure proper coverage, overlap the
ends of the spray pattern 12". Use the tables in Appendix A to determine what speed to drive
your vehicle for the desired application rate. When done using the sprayer, it is important to
clean the sprayer and decontaminate yourself. Do not store the sprayer with chemicals in the

tank, as it is unsafe and could also result in damage to the equipment. Page 32 Operation Using the Sprayer continued 2. Page Storage Storage Prepare the sprayer for end-of-season
storage by running RV antifreeze through the system. This will keep internal parts lubricated,
protect against corrosion, and keep the unit from freezing. Protect the sprayer from freezing
during storage by following the instructions below. Page Troubleshooting Troubleshooting
WARNING Before troubleshooting or attempting to service, read the following safety rules to
avoid accidental exposure to chemical and also risk of electric shock. Note: A reserve, clean
container capable of holding at least 55 should be kept for use when the sprayer tank needs to
be emptied temporarily for repairs. Maximum Pressureâ€¦â€¦â€¦.. This is a very important step in
operating the broadcast sprayer such that too much or too little chemical may be applied. Using
Table 1, find a table that corresponds with the chemical manufacturer's suggested application
rate gallons per acre, gallons per sq. Page 40 This page has intentionally been left blank. Use
this product properly and enjoy the benefits from its high performance. By purchasing a
NorthStar product, you show a desire for quality and durability. Burnsville, MN NorthernTool.
Print page 1 Print document 42 pages. Cancel Delete. Sign In OR. Don't have an account? Sign
up! Restore password. Upload from disk. Upload from URL. Quick Links Download this manual.
NorthStar 3-Point Sprayer: Category 1 tractor implement for outdoor use. Assemble, test, and
use only in accordance with the Owner's Manual instructions. Pesticides are hazardous
chemicals. Sprayer leaks, bodily chemical. AVOID inhaling, ingesting, or coming into contact
with any chemicals. WEAR personal protective gear when filling, using, cleaning, and servicing
the sprayer. KEEP sprayer and spray materials away from children and pets. Pesticides are
especially toxic. Improper use of the sprayer or handling of chemicals could result in serious
injury or illness. Any chemical will leave some residual in the tank liner or sprayer. These
residual chemicals can have unexpected. For example, spraying water or other liquids that are
contaminated with residual pesticide. Page 2 Hazard Signal Word Definitions Page 4: Intended
Use Intended Use The sprayer is intended for use in spraying agricultural pesticides and other
non-flammable liquids. Pesticides are regulated by the United States Environmental Protection
Agency EPA and defined as: Any substance or mixture of substances intended for preventing,
destroying, repelling, or mitigating any pest. Read each chemical label's instructions before
handling the chemical. Apply at rate recommended by chemical manufacturer. Page 7: Chemical
Accident Procedures Summary of Important Safety Information continued Chemical Accident
Procedures Immediate response is necessary in the event of sprayer leaks, bodily chemical
contact, poisoning, or spills. See instructions below: If the sprayer develops a leak, immediately
stop spraying. Turn off power to the Sprayer leak sprayer and follow directions below, as
applicable. Pesticides are hazardous chemicals which must be handled carefully. Page 9:
Unpacking Unpacking Machine Components Closely inspect all contents Note that some parts
are shipped inside the tank. Install hose clamp on hose. Follow the instructions below for safety
mounting and connecting the sprayer. Read Review your tractor manual or check with your
dealer for instructions and instructions safety information about how to properly connect the
sprayer to your tractor's hydraulics. Caution must be exercised when making connections to a
battery to avoid shock and contact with the acid, and to prevent any sparking that could lead to
an explosion. Verify connection Verify a complete connection has been made by checking with
a DC voltmeter, or by briefly turning the remote switch to the ON position and listening for
pump activation. Page Machine Components Machine Components 1. Fill Cap. The fill cap has a
vent to allow air to enter the tank as the chemical is dispensed. Hose Hooks. Provides a storage
location for the gun hose 3. Gun Hose. The foot gun hose transfers chemical from the pump to
the spray gun. Page 18 Machine Components 9. Spray Gun. Use the spot spray gun to apply
chemical to specific areas. The spray pattern is adjustable from stream to cone by twisting the
spray nozzle see Operation Instructions. Page Important Safety Information - Operation
Operation â€” Important Safety Information Now that you have completed and tested your
assembly, there is some important safety and health information you need to know with regard
to handling and spraying chemicals, as well as vehicle handling with the sprayer attached.
ALWAYS inspect and prepare the sprayer before use according to the directions provided in
this manual. Drive to Drive tractor and sprayer carefully to the desired work site. Page 22
Operation â€” Important Safety Information continued Bodily chemical Personal contamination
can occur when chemicals splash, spill, or spray contact directly onto a person. Follow the
emergency first aid instructions on the chemical label listed in the "First Aid" or "Statements of
Practical Treatment" section. General procedures include: a Eyes â€” Damaged or clogged
equipment could result in leaks or uncontrolled spray. Leaks could result in injury to the
operator or bystanders from chemical exposure, or cause damage to the environment. Replace
all worn or damaged hoses. Replace all damaged fittings with original NorthStar parts. Before
you decide to spray, you must determine whether wind conditions are suitable. You must also

restrict access to the work area to ensure the safety of bystanders. Page 26 Operation - Using
the Sprayer continued 5. Remove fill Remove the fill cap located on top of the sprayer. Fill cap 6.
Ensure tank Ensure tank is flushed of all chemicals from prior uses. Long pants and sleeves,
chemical-resistant gloves, and eye protection are strongly recommended. Additional protective
gear may be required depending on the particular pesticide. Page 28 Operation - Using the
Sprayer continued 4. Close broadcast Turn the broadcast nozzle shut off valve to the closed
position. Turn on power Turn on the power to the sprayer. Verify the remote switch is connected
to the pump power cord. Page 29 Operation - Using the Sprayer continued 7. Operate broadcast
A. Open broadcast nozzle shut off valve spraying system Ensure power to the pump is off.
Broadcast nozzle shut off valve B. Ensure correct spray pattern Rotate the broadcast nozzle, if
needed, so that the spray pattern is pointed down and evenly distributed. Page 30 Operation Using the Sprayer continued C. Begin to spray Turn the power ON. Ensure uniform coverage To
ensure proper coverage, overlap the ends of the spray pattern 12". Use the tables in Appendix A
to determine what speed to drive your vehicle for the desired application rate. When done using
the sprayer, it is important to clean the sprayer and decontaminate yourself. Do not store the
sprayer with chemicals in the tank, as it is unsafe and could also result in damage to the
equipment. Page 32 Operation - Using the Sprayer continued 2. Page Storage Storage Prepare
the sprayer for end-of-season storage by running RV antifreeze through the system. This will
keep internal parts lubricated, protect against corrosion, and keep the unit from freezing.
Protect the sprayer from freezing during storage by following the instructions below. Page
Troubleshooting Troubleshooting WARNING Before troubleshooting or attempting to service,
read the following safety rules to avoid accidental exposure to chemical and also risk of electric
shock. Note: A reserve, clean container capable of holding at least 55 should be kept for use
when the sprayer tank needs to be emptied temporarily for repairs. Maximum
Pressureâ€¦â€¦â€¦.. This is a very important step in operating the broadcast sprayer such that
too much or too little chemical may be applied. Using Table 1, find a table that corresponds with
the chemical manufacturer's suggested application rate gallons per acre, gallons per sq. Page
40 This page has intentionally been left blank. Use this product properly and enjoy the benefits
from its high performance. By purchasing a NorthStar product, you show a desire for quality
and durability. Burnsville, MN NorthernTool. Print page 1 Print document 42 pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Quick Links Download this manual. Tow Behind Sprayer: For outdoor use
with agricultural. Assemble, test, and use only in accordance with the Owner's Manual
instructions. Pesticides are hazardous chemicals. Sprayer leaks, bodily. AVOID inhaling,
ingesting, or coming into contact with any chemicals. WEAR personal protectiv e gear w hen
filling, using, cleaning, and servicing the. KEEP sprayer and spray materials aw ay from children
and pets. Pesticides are. Improper use of the sprayer or handling of chemicals could result in
serious inj ury. Any chemical will leave some residual in the tank liner or sprayer. These
residual chemicals can have unexpected. For example, spraying water or other liquids that are
contaminated with residual pesticide. Summary of Contents for North Star MTBSL Page 1 For
example, spraying water or other liquids that are contaminated with residual pesticide may
result in unforeseen hazards to plant or animal life. Page 2 Hazard Signal Word Definitions
Assembly Step One: Attach the tongue to the cart base Page 4: Intended Use The sprayer is
intended for use in spraying agricultural pesticides and other non- flammable liquids. Pesticides
are regulated by the United States Environmental Protection Agency EPA and defined as: Any
substance or mixture of substances intended for preventing, destroying, repelling, or mitigating
any pest. Wear personal protective equipment and follow safety instructions. Pesticides are
hazardous chemicals which must be handled carefully. Page 8: Unpacking Closely inspect all
contents in the shipping carton. Note that some parts are shipped inside the tank. Sprayer
Boom Supports Boom Bracket Tighten to 20 ft-lbs. Slide axle into holes on bottom of cart base.
Slide the tires and wheel retainers onto the axle. Tighten wheel retainers down with supplied
hex wrench. Cart base Wood plank or spacer Not included Step Fi ve: Attach boom supports
and boom bracket to cart base Tighten nuts until the boom arms do not move freely. They
should still be loose enough to move up and down. Attach one end of gun hose to the pump
hose barb. Follow hose clamp installation instructions. Attach the other end of gun hose to the
spray gun. Follow hose clamp installation instructions below. Secure the sprayer to the tow
vehicle with a hitch pin not included, call M ake sure both boom nozzles are pointed toward the
ground. If they are not, loosen the nozzle retaining nut, orient the opening of the boom nozzle to
point straight down, then retighten the nozzle retaining nut. Page 16 1. Disconnect the remote
switch from the vehicle battery as follows: a Disconnect vehicle battery ground wire. Page
Machine Components 1. Remote S witch. The remote switch connects the battery to the pump
power cord and allows the operator to turn the sprayer pump on and off. Hitch Mount. The hitch

mount connects the vehicle hitch to the sprayer. S prayer Tank. Page Important Safety
Information - O Pe Ration Operation â€” Important Safety Information Now that you have
completed and tested your assembly, there is some important safety and health information you
need to know with regard to handling and spraying chemicals, as well as vehicle handling with
the sprayer attached. Carefully read and make sure you understand the following safety
information before General Chemical Safety: Pesticides are hazardous chemicals. Page
Chemical Application Safety Operation â€” Important Safety Information continued Chemical
Application Safety: Caution must be used when spraying chemicals to avoid unsafe exposure to
humans and the environment Heed the warnings below and follow all instructions carefully.
ALWAYS inspect and prepare the sprayer before use according to the directions provided in
this manual. It can crush and cause serious injury if it rolls out of control or tips over. Follow
the instructions below for safely towing the sprayer. Page 22 Operation â€” Important Safety
Information continued Bodily chemical Personal contamination can occur when chemicals
splash, spill, or spray contact dire ctly onto a person. General procedures include: a Eyes â€”
Read instructions below carefully for inspecting and preparing the sprayer. Damaged or
clogged equipment could result in leaks or uncontrolled spray. Leaks could result in injury to
the operator or bystanders from chemical exposure, or cause damage to the environment.
Before you decide to spray, you must determine whether wind conditions are suitable. You
must also restrict access to the work area to ensure the safety of bystanders. Do not spray if
wind speeds are greater than 4 MPH or if there are bystanders in the intended spray area.
ALWAYS wear personal protective equipment as directed on the chemical label when handling
pesticides. Long pants and sleeves, chemical resistant gloves, and eye protection are strongly
recommended. Additional protective gear may be required depending on the particular
pesticide. Page 26 Operation - Using the Sprayer continued 7. Che ck drain Be fore filling tank,
ensure drain cap is se curely tightene d. Long pants and sleeves, chemical-resistant gloves, and
eye protection are strongly recommended. Page 28 Operation - Using the Sprayer continued To
spray, squeeze the gun trigger. Page 29 Operation - Using the Sprayer continued C. Ensure
correct spray pattern Make sure both boom nozzles are pointed toward the ground. When done
using the sprayer, it is important to clean the sprayer and decontaminate yourself. Do not store
the sprayer with chemicals in the tank, as it is unsafe and could also result in damage to the
equipment. Page Storage Prepare the sprayer for end-of-season storage by running RV
antifreeze through the system. This will keep internal parts lubricated, protect against
corrosion, and keep the unit from freezing. The sprayer will be damaged if it freezes. Protect the
sprayer from freezing during storage by following the instructions below. Page Troubleshooting
Before troubleshooting or attempting to service, read the following safety rules to avoid
accidental exposure to chemical and also risk of electric shock. Note: A reserve, clean container
capable of holding at least 16 gallons Item or 26 gallons Item should be kept for use when the
sprayer tank needs to be emptied temporarily for repairs. This is a very important step in
operating the broadcast sprayer such that too much or too little chemical may be applied. Print
page 1 Print document 35 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. With brand names like Fimco sprayers,
Hypro pumps, and Norwesco tanks, we can assist in whatever liquid application or storage you
need. Selecting the right agricultural spraying pump is a big decision, as often there are several
pumps that will do the job right. We stock eight different types of pumps: centrifugal, transfer,
roller, diaphragm, piston, plunger, turbine, and volt pumps. Having access to this many
agricultural spraying pumps will help us match the right agricultural spraying pump to your
needs, as well as the right agriculture spray pump price for you. Choose boom clamps for
securely connecting boom tubes and nozzle bodies. As leaders in the liquid application
industry, we carry a large stock of Fimco sprayers and Norwesco tanks. Our boom clamps
include round, square and vari-spacing types. Agri Supply, which has something for everyone.
Our reliable boom clamps assure a tight attachment of a nozzle body to a boom tube or pipe.
Over 26, Products to Choose From. Email Address. First Name. Last Name. Birthday Optional.
Your question might be answered by sellers, manufacturers, or customers who bought this
product. Please make sure that you are posting in the form of a question. Please enter a
question. This easy-to-install pump head delivers the perfect flow for spot spraying, broadcast
spraying and transfer applications. Flow GPM : 2. Skip to main content. In stock. Usually ships
within 4 to 5 days. Add to Cart. Secure transaction. Your transaction is secure. We work hard to
protect your security and privacy. Our payment security system encrypts your information
during transmission. Learn more. Ships from. Sold by. Brand: NorthStar. This fits your.
Frequently bought together. Add both to Cart Add both to List. Featured items you may like.
Page 1 of 1 Start over Page 1 of 1. Previous page. Next page. Customers who viewed this item
also viewed. Register a free business account. Have a question? There was a problem

completing your request. Please try your search again later. Product information Technical
Details. Manufacturer NorthStar. Would you like to tell us about a lower price? See questions
and answers. Customer reviews. How are ratings calculated? Instead, our system considers
things like how recent a review is and if the reviewer bought the item on Amazon. It also
analyzes reviews to verify trustworthiness. Top reviews Most recent Top reviews. Top reviews
from the United States. There was a problem filtering reviews right now. Please try again later.
Verified Purchase. No complaints. Just as expected. See all reviews. What other items do
customers buy after viewing this item? Pages with related products. See and discover other
items: pressure washer pump oil. There's a problem loading this menu right now. Learn more
about Amazon Prime. Get free delivery with Amazon Prime. Back to top. Get to Know Us.
Amazon Payment Products. English Choose a language for shopping. Amazon Music Stream
millions of songs. Amazon Advertising Find, attract, and engage customers. Amazon Drive
Cloud storage from Amazon. Alexa Actionable Analytics for the Web. Sell on Amazon Start a
Selling Account. AmazonGlobal Ship Orders Internationally. Amazon Rapids Fun stories for
kids on the go. ComiXology Thousands of Digital Comics. DPReview Digital Photography. East
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Ring Smart Home Security Systems. PillPack Pharmacy Simplified. Amazon Renewed Like-new
products you can trust. Amazon Second Chance Pass it on, trade it in, give it a second life. Your
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Equipped with a commercial-grade NorthStar NSQ Series plunger pump, it provides easy
priming, exceptional durability, and superior resistance to harsh environments and corrosive
chemicals. Not only is the pump durable, NorthStar's tank braves the elements with
UV-stabilized material to prevent fading and other sun damage. Adjust the spray gun nozzle to
three different spraying modes: stream, cone, and atomized mist, depending on the job.
Accurately control system pressure through NorthStar's sprayer regulator with liquid filled
pressure gauge. Spray wide, narrow and everything in between with the spring loaded,
break-away boom arms. To ensure even better chemical application, the regulator bypass valve
agitates fluid to keep chemical evenly dispersed. Monitor fluid level with gallon marks molded
right into the tank. Ultra-compact storage with a retractable tow-bar, foldable boom arms, and
removable axle and wheels. The commercial-grade NorthStar NSQ Series plunger pump is made
with a simple and efficient single-plunger duplex design. It's perfectly optimized for tree
spraying and is capable of giving you the power needed for high reach without breaking a
sweat. Keep the ladders and step stools in the garage. The stream reaches 30 feet vertically,
making it able to reach high into the canopy. The spray gun nozzle adjusts from an atomized
mist, perfect for delicate flowers, to a wide cone to a narrow stream and is attached to a 35ft.
Whatever the task, this Tow-Behind Sprayer delivers accurate, efficient performance. With
spring-loaded breakaway boom arms, the sprayer can spray patterns that are wide, narrow and
everything in between. To ensure regular, complete coverage, the NorthStar High-Pressure
Tow-Behind Sprayer has a regulator bypass valve that agitates fluid to keep chemicals evenly
dispersed. That way you'll never have to worry about over-spraying or under-spraying parts of
your orchard. Delivers 2. Skip to main content. See All Buying Options. Visit the NorthStar
Store. This fits your. Featured items you may like. Page 1 of 1 Start over Page 1 of 1. Previous
page. Next page. Customers who viewed this item also viewed. What other items do customers
buy after viewing this item? Register a free business account. Have a question? There was a
problem completing your request. Please try your search again later. Product Description. Even,
Steady Spraying To ensure regular, complete coverage, the NorthStar High-Pressure
Tow-Behind Sprayer has a regulator bypass valve that agitates fluid to keep chemicals evenly
dispersed. Field King Backpack Sprayer, 4 Gallon,. Compare with similar items. Product
information Product Dimensions Would you like to tell us about a lower price? See questions
and answers. Customer reviews. How are ratings calculated? Instead, our system considers
things like how recent a review is and if the reviewer bought the item on Amazon. It also
analyzes reviews to verify trustworthiness. Top reviews Most recent Top reviews. Top reviews
from the United States. Translate all reviews to English. There was a problem filtering reviews
right now. Please try again later. Verified Purchase. I ordered this orchard sprayer. When it
arrived, it was missing the entire cart assembly and drawbar. I called NorthStar and was told my
missing part would be sent second day air. It took the better part of a week to arrive. When it
arrived, it was missing the front and rear axle brackets. I called again and was told I would get
these missing parts sent by second day air. Since the cart assembly is supposed to be
assembled by the factory, this shipment was to include the front and back axle brackets AND
the bolts to attach them. This order did arrive by second day air. When I opened the package the
axles brackets were there and additionally, there were two unneeded axles and axle pins.

However, there were no bolts! I called again and was told the bolts and nuts would be sent.
Apparently, a simple diagram showing all parts is not available online either from North Star or
other part suppliers. Another call to NorthStar suggested I compare the holes in the drawbar
and if the same buy that size. I am amazed that they do not know the connector sizes. Other
than this problem, the spray looks well built. Assembly was easy. Sprayer arrived in timely
fashion and in good condition. Mostly I use this sprayer on my 30 fruit trees. Tank capacity is
great, I only need to mix I application per use. Range and reach of the hand held gun is
awesome. I am getting much better coverage and canopy penetration than with my old fimco
sprayer. I recommend this product for the small orchard owner. I'm only into my first season
with it so I can't speak to longevity of the unit. It appears well built and seems heavy duty
compared to what I had. Time will tell but I am optimistic. If the thing sits for a while, you have to
reprime it by taking the suction hose off, loosen clamp first , and put a garden hose into the
suction. At the same time have the electric motor running and the gun on to allow flow. Of
course you need a few gallons of water in the tank too so that when it primes again it has some
water to keep it going. Sometimes takes times to get it going again. Sprayer arrived with a
stripped hose clamp, and unsecured bolt insert in the tank itself causing the hose holder
securing bolt to just spin instead of tightening. Tried to contact Northstar today but only open
M-F central. Im mountain. The pump did not work and returned. One person found this helpful. It
works very nicely. It would have been much nicer if they could manufacture this with a
spring-loaded retractable hose. It did what it said it would do. The bag worms were so bad the
trees were about to die, I needed a sprayer that would reach the top of these trees. This sprayer
did that, the swing arms was an added bonus. Este prudocto no me agrado en el video se be
muy bueno pero vuando lo compre no funsiono no jenera nada de presion pedi la debolusion y
si mela aprobaron pero tube q pagar la debolusion de dollars Translate review to English. See
all reviews. Customers who bought this item also bought. Grease goes in, not on the machine.
World's best-selling original locking grease coupler. Rated 10, PSI. Long-lasting rebuildable
tool. Pages with related products. See and discover other items: lawn wheels and axle , sprayer
booms , spray tanks , tow behind sprayer , Plunger Pumps. There's a problem loading this
menu right now. Learn more about Amazon Prime. Get free delivery with Amazon Prime. Back to
top. Get to Know Us. Amazon Payment Products. English Choose a language for shopping. Add
to Cart. Available from these sellers. Supply Price. Amazon Music Stream millions of songs.
Amazon Advertising Find, attract, and engage customers. Amazon Drive Cloud storage from
Amazon. Alexa Actionable Analytics for the Web. Sell on Amazon Start a Selling Account.
AmazonGlobal Ship Orders Internationally. Amazon Rapids Fun stories for kids on the go.
ComiXology Thousands of Digital Comics. DPReview Digital Photography. East Dane Designer
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ize the functionality of this website. Fimco Industries is the largest manufacturer of lawn and
garden sprayers in the United States. The product lineup on SpraySmarter. Noted for its
sprayers, Fimco has many options and sizes available on SpraySmarter. Fimco Sprayers range
in tank size from 15 to 60 gallons depending on the model. Fimco Lawn and garden sprayers are
available in both 15 and 25 gallon options. Both Fimco sprayers feature corrosion resistant poly
tanks and manifold pressure adjustments. Fimco trailer sprayers are available in both 40 gallon
and 60 gallon options, or the trailer sprayer can be fitted with smaller tanks such as the 25 or 15
gallon poly tanks. Both the 40 gallon and 60 gallon trailer sprayers operate on a 12 volt
diaphragm high-flo pump. View as Grid List. Sign up for email promotions! Receive spraying
tips and tricks and valuable promo codes. Your information will not be shared. Fimco 1. Add to
Cart. Fimco 2. Fimco 4. Out of stock. Shop By. Don't Miss Out!

