P0141 jeep grand cherokee

Play Now. Start by checking the "Possible Causes" listed above. Visually inspect the related
wiring harness and connectors. Check for damaged components and look for broken, bent,
pushed out, or corroded connector's pins. Tech Notes What does this mean? The auto repair
labor rates vary widely across the country, and even within the same city. How much do you
know about cars? Take the AutoCodes. When is the code detected? Current amperage in the
rear heated oxygen sensor heater circuit is out of the normal range. The faster the heated
oxygen sensor reaches that temperature the faster the sensor will start sending an accurate
signal to the Engine Control Module ECM. In order to achieve the require temperature, a heater
element is included inside the heated oxygen sensor. The ECM controls the heated oxygen
sensor heater element based on signals from the engine coolant temperature and engine load.
The ECM controls the heater element circuit by allowing current flow to ground. The ECM
monitors the voltage signal received through the heater element circuit and determines the
state of the circuit by comparing the voltage detected with the factory specifications. Get
Access to Factory Service Manuals. Need more help? Get the P Jeep code diagnosed by a
professional: Find a repair shop in your area. Why is the Engine Light ON? Repair Importance
Level: 2. Play Now. What does this mean? Check the "Possible Causes" listed above. Visually
inspect the related wiring harness and connectors. Check for damaged components and look
for broken, bent, pushed out, or corroded connector's pins. How much do you know about
cars? Take the AutoCodes. Tech Notes What does this mean? The auto repair labor rates vary
by location, your vehicle's make and model, and even your engine type. When is the code
detected? Current amperage in the rear heated oxygen sensor heater circuit is out of the normal
range. The faster the heated oxygen sensor reaches that temperature the faster the sensor will
start sending an accurate signal to the Engine Control Module ECM. In order to achieve the
require temperature, a heater element is included inside the heated oxygen sensor. The ECM
controls the heated oxygen sensor heater element based on signals from the engine coolant
temperature and engine load. The ECM controls the heater element circuit by allowing current
flow to ground. The ECM monitors the voltage signal received through the heater element
circuit and determines the state of the circuit by comparing the voltage detected with the factory
specifications. Get Access to Factory Service Manuals. Need more help? Get the P Jeep code
diagnosed by a professional: Find a repair shop in your area. Why is the Engine Light ON?
Comments Help us improve AutoCodes. Leave a comment below or tell us if the information
above help you fix the code. What are the symptoms on your vehicle for the P Jeep code? Have
you replaced any parts? Any information is appreciated. Repair Importance Level: 2. Home About AutoCodes. Posted and Edit by AutoCodes. It is caused by a failure in one of the
elements that heat the oxygen sensors, specifically bank 1 sensor 2, which is downstream from
the catalytic converter. It technically stands for:. The purpose of the heated element in the
oxygen sensor is to quickly bring it up to normal operating temperature after your Grand
Cherokee has been started. Related: P Jeep Grand Cherokee. Typically, the only symptom of P
is going to be the service engine soon light. It should not be considered a breakdown risk. But,
like anything that causes the service engine soon light to come on it is a good idea to have it
fixed as soon as possible. Here are the most common issues that cause the P code in the Jeep
Grand Cherokee. They are presented in order somewhat of most to least likely to cause the
problem. Here is a fantastic video that covers all aspects of diagnosing a P trouble code. It is
possible to diagnose the P with a multimeter. If the light comes on, even for a second, you know
that you have a short circuit causing the P trouble code. Good luck finding whatever caused it
in your Jeep Grand Cherokee. If you have anything that you would like to add, please feel free to
leave a comment below. It technically stands for: The purpose of the heated element in the
oxygen sensor is to quickly bring it up to normal operating temperature after your Grand
Cherokee has been started. Bad Oxygen Sensor â€” The oxygen sensor itself is one of the most
likely reasons that P is triggering your service engine soon light. See directly below. Wiring
Harness Damage â€” The wiring that goes to the front and rear oxygen sensors is very
susceptible to damage. This is due to the fact that O2 sensors are under the chassis where they
are subject to punishment from road debris, and they are subjected to a lot of exhaust heat.
Wrong O2 Sensor â€” If you are getting P after having recently replaced your Oxygen sensor, it
may be that the replacement is wrong or bad. Grand Cherokee P Diagnosis Here is a fantastic
video that covers all aspects of diagnosing a P trouble code. It is caused by a failure in one of
the elements that heat the oxygen sensors, specifically bank 1 sensor 2, which is downstream
from the catalytic converter. It technically stands for:. The purpose of the heated element in the
oxygen sensor is to quickly bring it up to normal operating temperature after your Cherokee has
been started. Related: P Jeep Cherokee. Typically, the only symptom of P is going to be the
service engine soon light. It should not be considered a breakdown risk. But, like anything that
causes the service engine soon light to come on it is a good idea to have it fixed as soon as

possible. Here are the most common issues that cause the P code in the Jeep Cherokee. They
are presented in order somewhat of most to least likely to cause the problem. Here is a fantastic
video that covers all aspects of diagnosing a P trouble code. It is possible to diagnose the P
with a multimeter. If the light comes on, even for a second, you know that you have a short
circuit causing the P trouble code. Good luck finding whatever caused it in your Jeep Cherokee.
If you have anything that you would like to add, please feel free to leave a comment below. It
technically stands for: The purpose of the heated element in the oxygen sensor is to quickly
bring it up to normal operating temperature after your Cherokee has been started. Bad Oxygen
Sensor â€” The oxygen sensor itself is one of the most likely reasons that P is triggering your
service engine soon light. See directly below. Wiring Harness Damage â€” The wiring that goes
to the front and rear oxygen sensors is very susceptible to damage. This is due to the fact that
O2 sensors are under the chassis where they are subject to punishment from road debris, and
they are subjected to a lot of exhaust heat. Wrong O2 Sensor â€” If you are getting P after
having recently replaced your Oxygen sensor, it may be that the replacement is wrong or bad.
Cherokee P Diagnosis Here is a fantastic video that covers all aspects of diagnosing a P trouble
code. P if your catalytic convertor fails completely, you eventually won't be able to keep the car
running. Your gas mileage will also be terrible, so you should try and fix it as soon as you can.
So you should chech it on our car models. Disconnected, dirty or fouled spark plugs are
common causes for engines that won't start. Spark plugs typically need to be replaced every
season or 25 hours of use. You should also check that the spark plug gap is set properly. If your
spark plugs look good, problems with your ignition system can also preventing a spark. These
can range from a faulty spark plug lead, shorted kill switch or flywheel key damage. Parts or
components should not be replaced with reference to only a P DTC. The vehicle service manual
should be consulted for more information on possible causes of the fault, along with required
testing. Code Search Please fill the "Code Box" to find engine fault code. Ways to read engine
trouble codes. Ways to clear check engine light on car panel. Check Engine Light Dictionary
Ways to clear check engine light on car panel. P Engine Trouble Code. Main engine trouble code
archive on Web. Copyright EngineTroubleCode. Check engine light comes on Engine stalling or
misfiring Engine performance issues Car not starting. If one of these reasons for P code is
occuring now you should check P repair processes. Now don't ask yourself; What should you
do with P code? The solution is here :. The faster the heated oxygen sensor reaches t P code.
You don't need any expensive diagnostic equipment for the tests. All you'll need is a simple
multimeter. If you've been wondering what a trouble code P is trying to tell you, it usually
indicates that the rear oxygen sensor's internal heater element has fried on your 4. In contrast,
the California Emissions equipped 4. NOTE: The 4. The only difference is the colors of the wires
of the engine wiring harness rear O2 sensor connector. When you first start up your Jeep, the
engine's exhaust isn't hot enough to get the O2 sensor activated fast enough. These gaps, in
the oxygen sensor's operation, result in your engine polluting more. The only way to keep the
oxygen sensor working under any engine operating condition is with an internal heater. The
heater only requires two things to activate and these are 12 Volts and Ground. So, to test the
oxygen sensor's heater, we need to know what wires feed it with power and Ground since it's a
4-wire oxygen sensor. Below, you'll find the color of the wires of the engine wiring harness
oxygen sensor connector for the rear oxygen sensor:. If you find, after testing the downstream
oxygen sensor that its heater element is fried, take a look at the links below. I think they'll save
you some bucks:. As mentioned before, the oxygen sensor's internal heater needs battery
power and Ground to activate and start heating the sensor. So, the very first thing we're gonna'
do is check that the rear O2 sensor is being fed with battery power when you turn the key to it's
On position. Perform this test with a completely cold engine. Be careful and take all necessary
safety precautions! If you raise your vehicle with a jack, place it on jack stands! Locate the
downstream oxygen sensor and disconnect it from its harness connector. Connect the black
multimeter test lead directly on the battery's negative - terminal. Good, since this confirms that
the rear oxygen sensor's heater element is getting power. The next step is to make check that
the black BLK wire, of the O2 sensor engine wiring harness connector, is feeding Ground to the
heater element. Re-check that you're testing the correct wire and that the Key is
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in the RUN position but don't crank or start the engine and re-test. If you still don't see 10 to 12
Volts DC, then this test result tells you that the downstream oxygen O2 sensor itself IS NOT bad
since without power, the heater element won't work. Although it's beyond the scope of this
article, the next step is to find out why this battery power is missing using a wiring diagram.

Starter Motor Circuit Diagram 4. Power Distribution Center 4. As an Amazon Associate, I may
earn a small commission from qualifying purchases from the Amazon product links from this
website. Your purchase helps support my work in bringing you real diagnostic testing
information to help you solve the problem! Page 1 Page 2. HO2S Sensor 2. Rear Oxygen O2
Sensor. Oxygen Sensor Bank 1 Sensor 2. Oxygen Sensor After the Catalytic Converter.
Post-Catalytic Converter O2 Sensor. Contents of this tutorial:. All Articles: Jeep 4. Applies To:.
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