Patio heater parts diagram

Kenmore offers a wide variety of outdoor grills to enhance your grilling experiences. Whether
you're looking for a charcoal grill or gas grill, Kenmore likely has a model that will fit your
needs. When your Kenmore grill parts break or wear out, trust Sears PartsDirect to have the
replacement parts you need so you can fix the grill and get back to cooking. We make it easy to
look up the parts you need on our Kenmore grill parts diagram for each model. We have the
Kenmore gas grill parts you need to fix any problem. Sears gas grill parts can get your grill
going again fast. Get the Sears Kenmore grill parts you need and get you grill back in shape
quickly. Kenmore outdoor grill repair and replacement parts Kenmore offers a wide variety of
outdoor grills to enhance your grilling experiences. Models 1, Showing of 1, Kenmore rotisserie.
Shop parts. Kenmore aluminum grill electric motor spit. Kenmore outdoor grill. Kenmore
smoker. Kenmore 24 folding barbecue grill. Kenmore gas outdoor grill. Kenmore gas grill.
Kenmore lp gas grill. Kenmore natural gas grill. Showing of 1, Back to top. Categories All
categories. Charcoal Grills. Electric Grills. Gas Grills. Outdoor Smokers. All brands. Grand Hall.
Happy Cooker. Kenmore Elite. Outdoor Living Products. Patio Master. Proctor Silex. How to fix
your Kenmore gas grill when burners aren't getting hot enough Problems with gas flow can
keep a gas grill from getting hot enough. First, make sure there's plenty of gas in the tank-the
diminished gas flow from a nearly empty tank won't supply the burners with enough gas to heat
properly. Our video shows how to check the level of propane in a tank. If the tank's full but gas
won't flow freely to the burners, reset the pressure regulator. Replace the pressure regulator if it
won't allow gas to flow properly to the grill after resetting the regulator. Clogs inside the burner
tubes or spills covering the burner tube ports can also inhibit heating. Clean the burner tubes
so the burners heat properly and replace any damaged burner tubes. Perform routine
maintenance on your grill to help keep the burners working efficiently. Also check and adjust
the alignment of the burner tubes to the gas valves so the burners heat properly. Check the
operation of the burner valves on the manifold and replace the manifold if gas doesn't flow
properly to the burner tubes when you open the manifold's valves. Most common Kenmore grill
parts that need to be replaced Grates. Grill grates rust and break over time. Replace the grill
grates if they're rusted or damaged. Broken or damaged wheels cause grill instability. Replace
the grill's wheels if they're broken or damaged. Corrosion holes in the lid will allow too much air
into the cooking area. Replace the grill lid if it's corroded or damaged. Sears PartsDirect has the
Kenmore grill replacement parts you need to fix any type of problem We have the Kenmore gas
grill parts you need to fix any problem. Bottom-Mount Refrigerator. Farming Equipment. Mantis
farming parts. Front-Engine Lawn Tractor. Craftsman front-engine lawn tractor parts , Craftsman
front-engine lawn tractor parts. Gas Line Trimmer. Craftsman gas line trimmer parts. Gas
Walk-Behind Mower. Weed Eater gas walk-behind mower parts. Lawn Vacuum. Craftsman lawn
vacuum parts. Lawn Mower in Deck 3-in-1 Blade Hotpoint Range Parts. Amana Refrigerator
Parts. Table Saw. Craftsman table saw parts , Delta Table Saw Parts. Toshiba Television Parts.
Bosch Washer Parts , Kenmore Elite washer parts. Water Softener. Whirlpool WHES40 water
softener parts. Need help? Close Start Chat. How to wire a 3-way light switch and connect two
3-way switches to an existing or a new light fixture is a DIY project most homeowners can do on
their own. In addition, when you wire 3-way switch connections to lights yourself â€” you will
save a ton of money on electrician fees, and make a significant improvement to your home. Ok,
No more fumbling in the dark. This easy-to-follow 3-way wiring diagram â€” changing from a
single-pole to a 3-way light switch, will allow you to turn on any light in your house â€” from
multiple locations, such as at the top and bottom of a staircase or both ends of a hallway.
Learning how to connect a 3-way switch is a little more involved than something simple like
installing an electrical box for an Electric Fireplace , however, the task can be simple enough
â€” If you follow along with these instructions:. However, the basic principles also apply to
replace existing 3-way switches or if you are installing them into new residential construction.
The first step in any electrical project is to make sure there is no power going to the circuit you
plan to be working on. Make sure the outlet box you choose is large enough, as 3-way switches
usually require a bit of extra room due to their third wire. Once your boxes are in place, you can
start the process of installing and wiring the switches themselves. Refer to the above 3-way
switch diagram. So what you should see if you have the correct 3-wire electrical cable Romex is
a black power white neutral and now a 3rd Red wire. This is the 3-wire cable that you must have
to wire a 3-way light switch. The exact cable you use depends on the gauge of the existing
wiring in the rest of the circuit, but in most cases, the correct cable will be either or And Make
sure all of your Ground connections are completed and securely fastened. Before turning the
power back on, wrap a piece of black electrical tape around the white wires if you used them as
travelers. The white wire that runs to the fixture should be marked in the same way to avoid any
confusion. Now you just have to screw the switches to the boxes, put the faceplates on, and
restore power to the circuit. Test the switches to be sure they work. If you have any trouble, be

sure to turn the power back off before inspecting the wiring connections or trying to
troubleshoot. To troubleshoot the 3-way switch â€” Simply cut the power. Then, trace your way
back to each connection and confirm all wires are connected properly, and that all the wire
connectors are tight. The steps above describe installing a 3-way switch and provide a 3-way
switch diagram utilizing one light fixture. Before you grab your toolbox and set out to wire a
three-way switch, Wire a ceiling fan , or any other electrical work, be sure to take proper safety
precautions. Always be sure to work with the power turned off and to proceed with care and
caution at each stage of an electrical project. Also, be sure to check the type of wiring in your
home. These instructions are offered for installing switches using standard Copper wiring.
Some homes, however, do use aluminum wiring instead. Thanks for visiting, and hopefully now
you know how to wire a three-way light switch! Looking to warm up your Patio or Garden this
Year? Thanks for visiting BestHomeGear. Very informative article. Read your article and got
some good ideas about the installation of a 3 way light switch wire. Had to move three way
switch at bottom of stairs. Problems rewiring. I have power coming into bottom switch from
nearby outlet. I believe one goes to switch at top of stairs and other to lights? Tried all
combinations. Any help would be appreciated. Robert Thanks for contacting us. It sounds like
you have the wrong Romex currently in place â€” It should be or When you talk about or , the
Romex cable actually has 4 wires. The 14 or 12 is the wire size. It is very common to use or
when you have a Fan with a light and you want two different switches controlling it. Follow our
guide with the correct wire run to each switch, and you should be fine. Any doubts, hire an
electrician! This site uses Akismet to reduce spam. Learn how your comment data is processed.
Table of Contents Show Contents. How to Install a 3-way light switch â€” Updated for 1. Step 2:
Install the Correct Electrical Boxes. Step 5: Finish and Test Your Work. Important Note About
Your Safety: 3. Kevin 3 24, 6 minutes read. Thanks for your valuable post. Leave a Reply Cancel
reply. Check Also. How To Guides. How To Fix a Squeakyâ€¦. With the right parts, a little
knowledge, and good old-fashioned elbow grease, you can do a lot of repairs yourselfâ€”which
will save you money. Mobile home skirting protects the underside of your home from weather,
and it keeps out pests who would like to make it their home. If your skirting is only mildly
damaged in a few places, you may be able to repair it without replacing it. If you have a few
holes in your vinyl skirting, you should absolutely patch them up before winter. Remember,
your plumbing runs under your mobile home. Definitely patch those holes! Vinyl skirting often
gets damaged by weed whackers string trimmers. However, an easy fix is to install some skirt
guard along the bottom of your vinyl skirting. This guard is designed to stand up to weed
whackers and other hazards that damage vinyl skirting. If your vinyl skirting is really in bad
shape, you can always replace it with something stronger. Even better: they hold up to weed
whacking just fine. First, you need to measure the linear footage of your home. This is the total
length of skirting that you will need to go all the way around your home. If you have a simple
rectangular floorplan with no additions or porches, just add up 2x the length of your home and
2x the width of your home. This will cover all the areas that need skirting. Say your 16x70ft
single-wide has a porch that sticks out an additional 6ft from the main floorplan. You would
include the porch depth, 6ft, twice. You also need to calculate the average height of your home
off the ground. Crystal explains the best way to do this in her post. Then do the same thing on
both sides at the middle of your home. Now add all the numbers together and divide by 6, and
you have your average height. That will lead to mold growth. Note, however, that some building
codes may not permit vented panels. You can also purchase automatic foundation vents that
open at 70 degrees F and close at 40 degrees F. This keeps your home foundation ventilated in
the summer and protected in the winter. Each type of mobile home skirting has its own unique
installation method. Below are instructions for the most common types of skirting. Installing
Reil Rock Skirting. Installing Novik Skirting all types. Installing Vinyl Skirting. You should never
wait to repair a mobile home roof. Even the smallest water leak can cause unbelievable damage
in a short amount of time. If you have a leak in your roof, find and fix it ASAP! The water can
spread unpredictably. Water could be entering the home in another location, running along a
beam or other surface, and finally showing up in the place you found. The answer to this
question will depend on the state of your roof. If you have multiple small leaks, you can
probably address each one with our techniques below. However, if your roof is leaking in many
places and showing signs of sagging and deformation, you should consider replacing it. When
in doubt, contact a roofing professional in your area for an expert opinion. Most should provide
free estimates. For rubber EPDM roofs, peel-and-seal tape is perfect. You can cut it to the exact
size and shape you need to get around vents and hatches. Just be sure and put down some
Weatherbond primer first. This will help the tape to adhere completely. If you have a missing
shingle or two, you can generally make this repair yourself. Simply insert the new shingle under
the one above it, aligning it to the pattern all around. Then nail it in place. The exterior door to

your mobile home is one of the most important barriers you have against the weather. That
means higher energy bills. Often this means the hinges are not holding the door at the proper
angle anymore. It may be a simple matter of tightening hinge screws that have started to pull
away from the wall or the door itself. Alternately, you may need to replace your hinges. In that
case, no amount of door repair is going to help. Usually, a squirt of WD is enough to bring an
old lock back to life. If you try that and still encounter problems, it may be time to replace the
knob and lock assembly. Take a look at your weather stripping, too. Mobile home doors wear
out fast. Sometimes, none of the above remedies will help. In that case, there is no alternative
but to install a new door. If your knob assembly is breaking down and the area that holds the
knob in the door is worn out as well, you will need to replace your door. Measure the width of
the door from the inside of one jamb to the inside of the other jamb. Do not measure the width
of the door itself, or the width of the frame. Select the nearest size. For most mobile home
doors, installation will be similar to the instructions here. However, you should follow the
installation instructions that come with your door. For almost all installations, you will need a
roll of putty tape to create the seal around your new door. If your door is not pre-drilled for a
deadbolt, you will need to create that hole. If you have broken glass, you can choose to replace
the glass, or you can replace the whole window. More on that below. If you have a problem with
the window frame, you will need to replace the whole window. If you have one broken pane in
your window, it may be cheaper to replace the glass only. However, note that this is far more
difficult than replacing the entire windowâ€”and it will only be cheaper if you have the skills to
do this yourself. If not, you should replace the entire window unit. First off, you need to measure
your existing window. The video below explains how. Mobile home window replacement is a
fairly simple job. Exact instructions will depend on the window you purchase. However, the
video below gives a general view of the procedure. Under carpet and other materials, many
older mobile homes have the cheapest flooring imaginable: particle board. This stuff is easily
damaged by moisture. Once it gets wet, it will retain that water, and the water spreads easily
throughout it. Life happens. Sometimes a pipe breaks under the sink, or the family dog upsets
his water bowl while no one is home. Unfortunately, small incidents like this can cause crippling
damage to mobile home flooring. Luckily, replacing your flooring is easier than you might think.
You can lay new plywood over the damaged particle board, then put down the tile or carpet of
your choice. As DoItYourself. As that same article suggests, you should use 0. NOTE: placing
plywood over your existing low-quality flooring will raise the overall height of your floor. This
should not be an issue, generally speaking. Also, check adjoining rooms for flooring damage.
Often, moisture will spread through the flooring, even under walls. If you have
moisture-damaged flooring between rooms, under a wall that is not supported by a joist, note
that you CANNOT remove this flooring! Leaks travel fast in walls and floors. Even a few days of
leakage can cause serious damage to your home. Luckily, mobile home shower repair is easier
than you might think. You can do many repairs yourself. A cracked tub or shower pan can
cause severe water damage to any wood below or nearby. Remember, leaks travel in
unpredictable ways. A bathroom repair epoxy kit is a quick and easy way to take care of cracks.
The epoxy works on plastic, fiberglass, and ceramic and dries completely sealed and
waterproof. For larger repairs, you can get multiple kits. That said, here are the basics of
replacing your mobile home bathtub faucet:. Eventually, your bathtub or shower pan will give
up the ghost. Purchase the tub that will look best in your bathroom and hire a contractor to
install it. Doing so can put you and your family at risk of carbon monoxide poisoning. The two
furnace types work very differently and require different venting and duct systems. You need a
furnace that is designed for a mobile home or manufactured home. Your existing mobile home
furnace may or may not be powerful enough to heat your home. In cold climates, you should
estimate BTUs per square foot. That will give you the minimum BTU rating which your new
furnace should have. If you choose a furnace below this minimum, your new unit will not heat
your home effectively. It will have to run all the time, which will cost you far more in the long run
than buying the furnace you really need. Also take note of whether you have a gas furnace or an
electrical furnace. However, you CAN get the right gas furnace for your mobile home , and you
can do some research as well as prepare the area for your contractor to work in. Look up HVAC
technicians in your area who specialize in mobile homes. Remember, mobile home furnaces are
completely different from site-built furnaces. So make sure your contractor specializes in
mobile home heating. If the contractor has a website, you can look at their Google reviews. If
you have a friend who recently replaced their furnace, ask who they used and how it went.
Bottom line, you want to take the contractor who offers a good priceâ€”as long as he or she is
reputable and trustworthy. Prepare your home for your contractor by doing the obvious. Create
a clean path of entry from the door to the furnace room. Remove anything that might stand in
the way of the work. If you have pets or children, make appropriate arrangements to keep them

away from the work zone. It helps to be hospitable. You can always offer your contractor a
snack or something to drink. The first step is to select the right electric furnace for your mobile
home. Use the method in the diagram above to calculate how many BTUs you need to heat your
home. Take a look at your existing furnace. You may need to replace some or all of the hoses
connected to it. You may also need a new return grill assembly, duct connector, or thermostat.
First, turn off the electricity at the furnace itself. Then turn off the electricity for your entire
home. This is a double safety measure. As a triple check, use a voltmeter to make sure that the
voltage really is turned off. Disconnect the electric cords and the circulation hoses from the
furnace. Remove the old furnace and put the new one in its place. Reattach the electric
connections and the tubing. If the furnace is intended to be screwed to the wall, install those
screws at this time. Turn the electricity back on only after everything else is finished. As a last
step, test your furnace. Turn it on and allow it to run for a while. Check to make sure that it is
producing heat as it should. Mobile home repair is easier than you might think. With a little
knowledge, a little elbow grease, and the right parts, you can keep your home in tiptop shape
for years to come. You can follow any responses to this entry through the RSS 2. Both
comments and pings are currently closed. We'll text you monthly exclusive updates about
sales, coupons, and the latest news. Toggle navigation. My Subtotal:. Repair, or replace? How
to measure your home for skirting needs First, you need to measure the linear footage of your
home. For example, say you have a single wide, 16 feet wide x 70 feet long. Installing mobile
home skirting Each type of mobile home skirting has its own unique installation method.
Rubber roofs: repairs made easy with peel-and-seal tape For rubber EPDM roofs, peel-and-seal
tape is perfect. Repairing shingle roofs If you have a missing shingle or two, you can generally
make this repair yourself. Luckily, repairing or replacing your door is easier than you might
think. Signs that you should replace your door Mobile home doors wear out fast. How to
measure your door Measure the width of the door from the inside of one jamb to the inside of
the other jamb. Measure the height of the door from the inside of the top jamb to the floor.
Installing your new door For most mobile home doors, installation will be similar to the
instructions here. Problems with mobile home windows generally fall into two categories: 1.
Broken glass 2. Window frame problems If you have broken glass, you can choose to replace
the glass, or you can replace the whole window. Window pane replacement If you have one
broken pane in your window, it may be cheaper to replace the glass only. Window frame
replacement First off, you need to measure your existing window. Basic procedure for replacing
a mobile home window: Remove the old window. Unscrew the screws and pull out the window
frame. Remove any old caulking that did not come with the old frame. Measure the width and
height of the resulting hole in the wall. Do NOT measure the old window frame. You will have to
address this problem before replacing the window. On the exterior of the home, check the fit of
the window. Make sure there are no gaps between the outer flange of the window frame and the
material that it will contact once installed. Make sure the wall is structurally sound and ready to
hold a new window. If so, try to straighten the mounting flange before installing the window. If
there are gaps that are due to defects in the wall of the home, you must address these problems
before installing the window. Gaps will allow air and water to enter, which will damage your
home. Close the new window unit while installing it. If you need to shim the window to get a
square fit, do so ONLY on the underside. Never place shims on top of the window. Doing so will
place building loads on the window, which could cause it to fail. Place shims beneath the
extreme corners of the window as necessary. Failure to follow this shim technique will cause
the window to warp. With the window held firmly against the exterior wall, begin installing the
screws that will hold it in place. Start with a screw hole in the center of one of the sides. Then
put a screw in the center of the opposite side, then the center of the head, then the center of the
sill. After gently screwing down the center of each side of the window, check to make sure it
opens and closes freely. If not, remove the window, adjust the shims as neces
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sary, and try again. If it operates freely and all sides read as square, proceed to install the
remainder of the screws. Move out from the center to the corners on each side. Do NOT
over-tighten the screws, or you will deform the window. Repairing a cracked bathtub or shower
pan A cracked tub or shower pan can cause severe water damage to any wood below or nearby.
That said, here are the basics of replacing your mobile home bathtub faucet: Shut off the water.
Take off the old faucet. Clean the area behind the old faucet if necessary. Mount the new faucet
on the wall. Check for alignment before tightening the nuts. Hook up the water to the new
faucet. Use fittings as necessary. Turn the water on and run your new faucet for a while. Watch

for leaks. Replacing a bathtub or shower pan Eventually, your bathtub or shower pan will give
up the ghost. Mobile Home Furnace Replacement What size of furnace do you need? The
Bottom Line Mobile home repair is easier than you might think. Latest News.

